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SURFACING SCHEDULE

DESCRIPTION

O
(0)

TYPICAL 2

8" - 197

PROP. APPROX. 1 1/2" ASPHALT CONCRETE SURFACE
gSURSE, TYPE S9.5B, AT AN AVERAGE RATE OF 168 LBS. PER
. YD

PROP. APPROX. 1 1/4" ASPHALT CONCRETE SURFACE COURSE,
TYPE SF9.5A, AT AN AVERAGE RATE OF 137.5 LBS. PER SQ YD

PROP. APPROX. 3" ASPHALT CONCRETE INTERMEDIATE COURSE,
TYPE 119.0B,AT A AVERAGE RATE OF 342 LBS PER SQ. YD.

MILLED ASPHALT PAVEMENT 3" IN DEPTH IN LOCATIONS
AS DIRECTED BY PROJECT ENGINEER

EXISTING ASPHALT







PROJECT NO. SHEET NO. [ TOTALNO.
CR-10501.14, 14CR.20501] 7
SUMMARY OF QUANTITIES
PROJECT  [COUNTY|MAP | ROUTE DESCRIPTION TYP|LANES [LANE| FINAL |WARMMX LENGTH WDTH 3" MLLING | INTERMEDIATE | SURFACE| SURFACE | ASPHALT | PORTABLE
TYPE | SURFACE | ASPHALT COURSE, 119.0B | COURSE, | COURSE, [BINDER FOR | LIGHTING
TESTING | REQUIRED $9.5B SF9.5A | PLANT MX
REQUIRED
NO NO NO M FT sy TONS TONS TONS TONS EA
FROM .01 MILES WEST OF NC 107 TO
14CR.10501.14 | Jackson | 1 | US 64 MACON COUNTY LINE 1| 2 [a2wu|l NO NO 4.7 24 23,200 4,285 6,426 591 1.0
TOTAL FOR MAP NO. 1 4.7 23,200 4,285 6,426 591 1.0
TOTAL FOR PROJ NO. 14CR.10501.14 4.7 23,200 4,285 6,426 591 1.0
FROM SR-1157 TO PVT CHG AT NC
14CR.20501.13 | Jackson | 2 |SR-1145 107 2| 2 |2wu| nNO NO 1.9 19 1,684 113
TOTAL FOR MAP NO. 2 19 1,684 113
14CR.20501.13] Jackson | 3 [SR-1705 FROM SR-1700 TO SR-1706 2 2 [2wu|l NO NO 2.83 19 2,442 164
TOTAL FOR MAP NO. 3 2.83 2,442 164
14CR.20501.13[ Jackson [ 4 [SR-1731| FROMSR-1732TOENDOFMAINT. [ 2 | 2 [2wu[ NO NO 3 18 2,519 169
TOTAL FOR MAP NO. 4 3 2,519 169
14CR.20501.13] Jackson | 5 [SR-1143 FROM US 64 TO BRIDGE #14 2 2 [2wu|l NO NO 1.03 18 865 58
TOTAL FOR MAP NO. 5 1.03 865 58
TOTAL FOR PROJ NO. 14CR.20501.13 8.76 7,510 504
GRANDTOTAL [ 1346 | | 23200 | 4,285 | 6426 | 7,510 1,095 1.0
THERMOPLASTIC AND PAINT QUANTITIES
4400000000-E/4420000000-N}457000000-| 4710000000-E 4810000000-E 4891000000-E A905000000-N
PROJECT  |COUNTY [MAP | ROUTE DESCRIPTION TYP|LANES |LANE| LENGTH | WDTH [STATIONARY| PORTABLE | TEWORY | 24"X120M 4" 4" WAITE GENERIC | GENERIC SNOW
TYPE WORK ZONE CHANGEABLE | TRAFFIC | WHITE THERMD | YELLOW |  PAINT PAVEMNT | PAVEMENT | PLOWABLE
SIGN MESSAGE | CONTROL PAINT MARKING | NARKING | MARKERS
BOARD ITEVBOML | iTENMB0 ML
4" YELLOW 4" WAITE
THERMO THERND
NO NO NO SF EA LS LF LF LF LF LF EA
FROM .01 MILES WEST OF NC 107 TO
14CR.10501.14 | Jackson | 1 | US 64 MACON COUNTY LINE 1| 2 |awu| 47 24 527.0 4 1 500 10,000 5,000 50,572 50,572 630
TOTAL FOR MAP NO. 1 4.7 527.0 4 1 500 10,000 5,000 50,572 50,572 630
TOTAL FOR PROJ NO. 14CR.10501.14 4.7 527.0 4 1 500 10,000 5,000 50,572 50,572 630
15,000 101,144
FROM SR-1157 TO PVT CHG AT NC
14CR.20501.13 | Jackson | 2 |SR-1145 107 2| 2 Jawu| 19 19 213.0
TOTAL FOR MAP NO. 2 19 213.0
14CR.20501.13 [ Jackson | 3 |SR-1705 FROM SR-1700 TO SR-1706 2| 2 [awu| 283 19 317.0
TOTAL FOR MAP NO. 3 2.83 317.0
14CR.20501.13 | Jackson | 4 [SR-1731| FROMSR-1732 TOENDOFMAINT. | 2 | 2 |2wU 3 18 336.0
TOTAL FOR MAP NO. 4 3 336.0
14CR.20501.13 [ Jackson | 5 [SR-1143]  FROM US 64 TO BRIDGE #14 2| 2 Jawu] 103 18 115.0
TOTAL FOR M\P NO. 5 1.03 115
TOTAL FOR PROJ NO. 14CR.20501.13 8.76 %81
GRANDTOTAL 13.46 1,508 4 1 500 10,000 5,000 50,572 50,572 630
15,000 101,144
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CONSTRUCTION
LIMITS

SIGNING FOR RESURFACING PROJECTS

PROJ. REFERENCE NO.

SHEET NO.

CONSTRUCTION
<:> T LIMITS

(SEE NOTE BELOW)
+ &

<:> <—1000" OR MORE <:> <:>

(SEE NOTE BELOW)

LEGEND

- STATIONARY SIGN
<= DIRECTION OF TRAFFIC FLOW

4 4 .
B - = B = Yo F B i
1000’ OR MORE —=

(4) (SEE NOTE BELOW) (3) (3)

1 MILE SPACING
| (SEE NOTE BELOW)

MAINLINE (-L-) SIGNING

) T

Y2

-Y- LINE SIGNING

SIGNING NOTES AND
PLACEMENT PER DIRECTION

® e

PLACE 1000' PRIOR TO BEGINNING OF CONSTRUCTION LIMITS.
ONLY USED ON -Y- LINES IF RESURFACING LIMITS EXTEND 1000’ ALONG -Y- LINE.

NEXT #2 SIGN ONLY USED WHEN RESURFACING LIMITS ARE 2 OR MORE MILES IN LENGTH.
ROUND UP TO NEXT WHOLE NUMBER.(NO FRACTIONAL OR DECIMAL NUMBERS)

PLACE INITIALLY AT THE CONSTRUCTION LIMITS AND SPACED 1 MILE APART
THEREAFTER. IF NO -Y- LINES EXIST, PLACE 2ND SET 1% MILE FROM THE
CONSTRUCTION LIMITS AND THEN SPACE 1 MILE THEREAFTER.

LOW/SOFT
SHOULDER

SP 13107
48" X 48"

THESE ARE FOR -Y- LINES THAT ARE "THROUGH" ROADWAYS. DEAD END AND
SUBDIVISION ROADS ARE NOT "THROUGH" ROADWAYS. INSTALL 500" +/- FROM
EACH -Y- LINE APPROACH AS SHOWN ABOVE. FOR MULTIPLE -Y- LINES THAT

ARE SEPARATED BY 0.25 MILES OR LESS, TREAT AS A SINGLE UNIT AND INSTALL
WITHIN 500" OF EACH APPROACH. A MAXIMUM OF 2 SIGN SETS PER MILE. DO NOT

PLACED 500’ IN ADVANCE OF FLAGGER. PLACED 250" IN ADVANCE OF FLAGGER.

NO REQUIRED STATIONARY SIGNING FOR THE
FOLLOWING -Y- LINE CONDITIONS:

1) LESS THAN 1000’ OF RESURFACING ALONG -Y- LINE
2) SUBDIVISION ROADS
3) DEAD END ROADS

WHEN PAVING/CONSTRUCTION ACTIVITIES PROCEED ACROSS AN UNSIGNED
-Y- LINE, ADVANCE WARNING PORTABLE SIGNS SHALL BE USED ALONG THE
-Y- LINE AS SHOWN BELOW. REMOVE UPON COMPLETION OF WORK.

W20-1 _
48X 48" 167X 48"

6y oz INSTALL WHEN -Y- LINES ARE WITHIN 0.5 MILES FROM "END ROAD WORK" SIGN.

END | PLACE 500" FOLLOWING THE END OF CONSTRUCTION LIMITS.

ROAD WORK

G20-2 A
48" X 24"

RESURFACING
ADVANCE WARNING SIGNS
FOR
RURAL AND SUBURBAN
2 LANE ROADWAYS






