
 

 

 

  STATE OF NORTH CAROLINA 

  DEPARTMENT OF TRANSPORTATION 

ROY COOPER  J.R. “JOEY” HOPKINS 
 

GOVERNOR   SECRETARY 
 

Mailing Address: 

NC DEPARTMENT OF TRANSPORTATION 

DIVISION OF HIGHWAYS - DIVISION 14  
253 WEBSTER ROAD 

SYLVA, NC 28779 

Telephone: (828) 586-2141 

Fax: (828) 586-4043 

Customer Service:  1-877-368-4968 
 

Website: www.ncdot.gov 

Location: 

253 WEBSTER ROAD 

SYLVA, NC 28779 

 

October 5, 2023 

ADDENDUM # 1 

 

Contract No. DN01014 

TIP No.:  R-5792N, R-5794O 

Federal Aid No.: 4491002, 4491001  

WBS Element: 2024CPT.14.01.10451, 44910.3.16, 44910.3.17 

County: Henderson 

Description: Resurfacing, Curb and Gutter, Erosion Control, Grade, Pave, 

  Pavement Marking, Sidewalk, Traffic Control Along US 25 BUS S. 

  From Approximately 220 Feet South of 9th Avenue West to US 25 (S. Main  

  St.) 
 

Letting Date: October 24, 2023  
 

Plan Holders  
 

Content Summary: Fuel Price Adjustment Revision and Price Adjustment – 

Asphalt Binder For Plant Mix Revision 
 

The above contract has experienced the following revisions: 
 

1. Replace the Fuel Price Adjustment provision SP1 G43, on pages G-10 and G-

11, with the attached revised provision. 

 

2. Replace the Price Adjustment - Asphalt Binder For Plant Mix provision SP6 

R25, on page R-2, with the attached revised provision 
 

These revisions do not change bid items or the associated quantities. 

 

There is no ebsx addenda file associated with this addendum. 
 

Thank you for your attention to this matter. 

 

If you have any questions, please contact the Division Proposal Engineer at (828) 586-

2141. 

 Sincerely, 

     

        

        

 Jeanette L. White, P.E. 

 Division 14 Project Team Lead 

http://www.ncdot.gov/
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The completion time for this intermediate contract work shall be the time the Contractor is required to 

complete the removal of all traffic control devices for lane closures according to the time restrictions stated 

above and place traffic in the existing traffic pattern. 

 

The liquidated damages are Two Hundred Fifty Dollars ($ 250.00) per hour. 

 

RAILROAD GRADE CROSSING: 
  (7-1-95) (Rev. 10-20-20)                                                                  107-9                                                                                                  SP1 G17R 

   

When the use of slow moving or stopped equipment is required over at-grade railroad crossings, the 

contractor shall contact the appropriate track owner to gain Right of  Entry. The contractor shall be 

responsible for ascertaining and contacting the railroad track owner. 

 

No separate payment will be made for conforming with the requirements of this Special Provision. Please 

contact the Resident Engineer or the Surfaces and Encroachment manager with the Rail Division with any 

questions pertaining to the Right of Entry at 919-707-4132 or mmclamb@ncdot.gov. 

 

 

NO MAJOR CONTRACT ITEMS: 
(2-19-02) (Rev. 8-21-07) 104 SP1 G31 

 

None of the items included in this contract will be major items. 

 

NO SPECIALTY ITEMS: 
(7-1-95) 108-6 SP1 G34 

 

None of the items included in this contract will be specialty items (see Article 108-6 of the 2018 Standard 

Specifications). 

 

FUEL PRICE ADJUSTMENT: 
(11-15-05) (Rev. 11-15-22) 109-8 SP1 G43 

 

Revise the 2018 Standard Specifications as follows: 

 

Page 1-87, Article 109-8, Fuel Price Adjustments, add the following: 

 

The base index price for DIESEL #2 FUEL is $3.4209 per gallon.  Where any of the following are included 

as pay items in the contract, they will be eligible for fuel price adjustment. 

 

The pay items and the fuel factor used in calculating adjustments to be made will be as follows: 

 

Description Units Fuel Usage 

Factor Diesel 

Unclassified Excavation Gal/CY 0.29 

Borrow Excavation Gal/CY 0.29 

Class IV Subgrade Stabilization Gal/Ton 0.55 

Aggregate Base Course Gal/Ton 0.55 

Sub-Ballast Gal/Ton 0.55 

Erosion Control Stone Gal/Ton 0.55 

Rip Rap, Class _____ Gal/Ton 0.55 

Asphalt Concrete Base Course, Type ____ Gal/Ton 0.90 or 2.90  

Asphalt Concrete Intermediate Course, Type ____ Gal/Ton 0.90 or 2.90  

mailto:mmclamb@ncdot.gov
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Asphalt Concrete Surface Course, Type ____ Gal/Ton 0.90 or 2.90  

Open-Graded Asphalt Friction Course Gal/Ton 0.90 or 2.90  

Permeable Asphalt Drainage Course, Type ____ Gal/Ton 0.90 or 2.90  

Sand Asphalt Surface Course, Type ____ Gal/Ton 0.90 or 2.90  

Ultra-thin Bonded Wearing Course Gal/Ton 0.90 or 2.90  

Aggregate for Cement Treated Base Course Gal/Ton 0.55 

Portland Cement for Cement Treated Base Course Gal/Ton 0.55 

> 11" Portland Cement Concrete Pavement Gal/SY   0.327 

Concrete Shoulders Adjacent to > 11” Pavement Gal/SY   0.327 

9” to 11" Portland Cement Concrete Pavement Gal/SY   0.272 

Concrete Shoulders Adjacent to 9” to 11” Pavement Gal/SY   0.272 

< 9” Portland Cement Concrete Pavement Gal/SY   0.245 

Concrete Shoulders Adjacent to < 9” Pavement  Gal/SY   0.245 

 

For the asphalt items noted in the chart as eligible for fuel adjustments, the bidder may include the Fuel 

Usage Factor Adjustment Form with their bid submission if they elect to use the fuel usage factor. The 

Fuel Usage Factor Adjustment Form is found at the following link: 

 

https://connect.ncdot.gov/letting/LetCentral/Fuel%20Usage%20Factor%20Adjustment%20Form%20-

%20%20Starting%20Nov%202022%20Lettings.pdf 

 

Select either 2.90 Gal/Ton fuel factor or 0.90 Gal/Ton fuel factor for each asphalt line item on the Fuel 

Usage Factor Adjustment Form.  The selected fuel factor for each asphalt item will remain in effect for 

the duration of the contract.   

 

Failure to complete the Fuel Usage Factor Adjustment Form will result in using 2.90 gallons per ton as 

the Fuel Usage Factor for Diesel for the asphalt items noted above.  The contractor will not be permitted 

to change the Fuel Usage Factor after the bids are submitted. 

 

SCHEDULE OF ESTIMATED COMPLETION PROGRESS: 
(7-15-08) (Rev. 6-20-23) 108-2 SP1 G58 

 

The Contractor's attention is directed to the Standard Special Provision entitled Availability of Funds 

Termination of Contracts included elsewhere in this proposal.  The Department of Transportation's schedule 

of estimated completion progress for this project as required by that Standard Special Provision is as 

follows: 

 

                 Fiscal Year  Progress (% of Dollar Value) 
 

 

 

The Contractor shall also furnish his own progress schedule in accordance with Article 108-2 of the 

2018 Standard Specifications.  Any acceleration of the progress as shown by the Contractor's progress 

schedule over the progress as shown above shall be subject to the approval of the Engineer. 

 

2024 (7/01/23 - 6/30/24) 11% of Total Amount Bid 

2025 (7/01/24 - 6/30/25) 67% of Total Amount Bid 

2026 (7/01/25 - 6/30/26) 22% of Total Amount Bid 

https://connect.ncdot.gov/letting/LetCentral/Fuel%20Usage%20Factor%20Adjustment%20Form%20-%20%20Starting%20Nov%202022%20Lettings.pdf
https://connect.ncdot.gov/letting/LetCentral/Fuel%20Usage%20Factor%20Adjustment%20Form%20-%20%20Starting%20Nov%202022%20Lettings.pdf
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37, delete and replace the title and first paragraph with the following:   

 

(B) Variable Depth Milled Asphalt Pavement 

 

Milling Asphalt Pavement, __" to __" will be measured and paid as the actual number of square yards of 

pavement surface milled in accordance with this specification.  In measuring this quantity, the length will 

be the actual length milled, measured along the pavement surface.  The width will be the width required by 

the plans or directed by the Engineer, measured along the pavement surface. Areas to be paid under this 

item include mainline travel lanes, full width turn lanes greater than 500 feet in length, collector lanes, 

shoulders, and any additional equipment necessary to remove pavement in the area of manholes, water 

valves, curb, gutter and other obstructions. 

 

Page 6-6, Subarticle 607-5(C) Incidental Milling, lines 45-49, delete and replace the first and second 

sentence with the following:   

 

Incidental Milling will be measured and paid as the actual number of square yards of surface milled 

where the Contractor is required to mill butt joints, irregular areas, full width turn lanes 500 feet or less, 

intersections and re-mill areas that are not due to the Contractor’s negligence.  In measuring this quantity, 

the length will be the actual length milled, measured along the pavement surface.  The width will be the 

width required by the plans or directed by the Engineer, measured along the pavement surface. 

 

Page 6-7, Subarticle 607-5(D) Milling of Defects, lines 6-10, delete and replace the second sentence with 

the following:   

 

If the Engineer directs re-milling of an area and is not due to the Contractor's negligence, the re-milled 

area will be measured as provided in Subarticle 607-5(C) and paid at the contract unit price per square 

yard for Incidental Milling. 

 

PRICE ADJUSTMENT - ASPHALT BINDER FOR PLANT MIX: 
(11-21-00) 620 SP6 R25 

 

Price adjustments for asphalt binder for plant mix will be made in accordance with Section 620 of the 

2018 Standard Specifications. 

 

The base price index for asphalt binder for plant mix is $ 612.50 per ton. 

 

This base price index represents an average of F.O.B. selling prices of asphalt binder at supplier's terminals 

on October 1, 2023. 

 

FINAL SURFACE TESTING NOT REQUIRED: 
(5-18-04) (Rev. 2-16-16) 610 SP6 R45 

 

Final surface testing is not required on this project in accordance with Section 610-13, Final Surface Testing 

and Acceptance. 
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