










5.75" Asphalt
ROADWAY EMBANKMENT

Brown, tan, and gray gravelly SAND  (A-3)
Soft to medium stiff, reddish tan sandy SILT

with gravel (A-4)

ALLUVIAL
Very loose, brown and gray silty SAND

(A-2-4)
WEATHERED ROCK

Boring Terminated by  Auger Refusal at
Elevation 2,300.5 ft on Crystaline Rock
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BORELOG REPORT

SOIL AND ROCK DESCRIPTION
L
O
G

SAMP.

NO. MOI ELEV. (ft)0.5ft

BLOW COUNT BLOWS PER FOOT
25 50 750 1000.5ft0.5ft

2310

DRIVE
ELEV

(ft)
DEPTH

(ft)

OFFSET 22 ft LT ALIGNMENT -L-

EASTING 897,583

Caved

FIAD

SITE DESCRIPTION Bridge No. 870127 over Williamson Creek on S.R. 1541 (Williamson Creek Road)

BORING NO. EB1-A

GROUND WTR (ft)

TOTAL DEPTH 7.4 ft

NCDOT GEOTECHNICAL ENGINEERING UNIT

PROJECT NO. 17BP.14.R.123

SURFACE WATER DEPTH N/ACOMP. DATE 05/20/14START DATE 05/20/14

COUNTY TRANSYLVANIA GEOLOGIST P. McCloudID. N/A

STATION 12+91

COLLAR ELEV. 2,307.9 ft
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0 HR.

24 HR.NORTHING 556,950

DRILLER J. Cain

HAMMER TYPE AutomaticDRILL METHOD H.S. AugersDRILL RIG/HAMMER EFF./DATE HPC2743 CME 550-X 93% 07/12/2011
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ALLUVIAL
Very loose, tan silty SAND (A-2-4)

RESIDUAL
Medium dense, tan and gray silty SAND

with gravel (A-2-4)

Boring Terminated by  Auger Refusal at
Elevation 2,303.2 ft on Crystaline Rock
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SHEET  5  OF  7

DEPTH (ft)

BORELOG REPORT

SOIL AND ROCK DESCRIPTION
L
O
G

SAMP.

NO. MOI ELEV. (ft)0.5ft

BLOW COUNT BLOWS PER FOOT
25 50 750 1000.5ft0.5ft

2310

DRIVE
ELEV

(ft)
DEPTH

(ft)

OFFSET 54 ft RT ALIGNMENT -L-

EASTING 897,628

Caved

FIAD

SITE DESCRIPTION Bridge No. 870127 over Williamson Creek on S.R. 1541 (Williamson Creek Road)

BORING NO. EB1-B

GROUND WTR (ft)

TOTAL DEPTH 5.6 ft

NCDOT GEOTECHNICAL ENGINEERING UNIT

PROJECT NO. 17BP.14.R.123

SURFACE WATER DEPTH N/ACOMP. DATE 05/20/14START DATE 05/20/14

COUNTY TRANSYLVANIA GEOLOGIST P. McCloudID. N/A

STATION 13+11

COLLAR ELEV. 2,308.8 ft

ELEV
(ft)

2305
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2270

0 HR.

24 HR.NORTHING 556,887

DRILLER J. Cain

HAMMER TYPE AutomaticDRILL METHOD H.S. AugersDRILL RIG/HAMMER EFF./DATE HPC2743 CME 550-X 93% 07/12/2011
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7.5" Asphalt
ROADWAY EMBANKMENT

Brown, tan, and gray gravelly SAND  (A-3)
Medium dense, tan sandy GRAVEL (A-1)

ALLUVIAL
Very loose, brown silty SAND (A-2-4)

WEATHERED ROCK

Boring Terminated by  Auger Refusal at
Elevation 2,300.6 ft on Crystaline Rock
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BORELOG REPORT

SOIL AND ROCK DESCRIPTION
L
O
G

SAMP.

NO. MOI ELEV. (ft)0.5ft

BLOW COUNT BLOWS PER FOOT
25 50 750 1000.5ft0.5ft

2310

DRIVE
ELEV

(ft)
DEPTH

(ft)

OFFSET 25 ft LT ALIGNMENT -L-

EASTING 897,607

Caved

FIAD

SITE DESCRIPTION Bridge No. 870127 over Williamson Creek on S.R. 1541 (Williamson Creek Road)

BORING NO. EB2-A

GROUND WTR (ft)

TOTAL DEPTH 7.5 ft

NCDOT GEOTECHNICAL ENGINEERING UNIT

PROJECT NO. 17BP.14.R.123

SURFACE WATER DEPTH N/ACOMP. DATE 05/20/14START DATE 05/20/14

COUNTY TRANSYLVANIA GEOLOGIST P. McCloudID. N/A

STATION 13+13

COLLAR ELEV. 2,308.1 ft
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24 HR.NORTHING 556,963

DRILLER J. Cain

HAMMER TYPE AutomaticDRILL METHOD H.S. AugersDRILL RIG/HAMMER EFF./DATE HPC2743 CME 550-X 93% 07/12/2011
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ROADWAY EMBANKMENT
Very loose, tan silty SAND (A-2-4)

ALLUVIAL
Very loose, tan silty SAND (A-2-4)

Boring Terminated by  Auger Refusal at
Elevation 2,302.6 ft on Crystaline Rock
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BORELOG REPORT

SOIL AND ROCK DESCRIPTION
L
O
G

SAMP.

NO. MOI ELEV. (ft)0.5ft

BLOW COUNT BLOWS PER FOOT
25 50 750 1000.5ft0.5ft

2310

DRIVE
ELEV

(ft)
DEPTH

(ft)

OFFSET 10 ft RT ALIGNMENT -L-

EASTING 897,651

Caved

FIAD

SITE DESCRIPTION Bridge No. 870127 over Williamson Creek on S.R. 1541 (Williamson Creek Road)

BORING NO. EB2-B

GROUND WTR (ft)

TOTAL DEPTH 5.6 ft

NCDOT GEOTECHNICAL ENGINEERING UNIT

PROJECT NO. 17BP.14.R.123

SURFACE WATER DEPTH N/ACOMP. DATE 05/20/14START DATE 05/20/14

COUNTY TRANSYLVANIA GEOLOGIST P. McCloudID. N/A

STATION 13+51

COLLAR ELEV. 2,308.2 ft

ELEV
(ft)
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24 HR.NORTHING 556,933

DRILLER J. Cain

HAMMER TYPE AutomaticDRILL METHOD H.S. AugersDRILL RIG/HAMMER EFF./DATE HPC2743 CME 550-X 93% 07/12/2011

N
C

D
O

T 
B

O
R

E
 S

IN
G

LE
  B

O
R

IN
G

 L
O

G
S

 - 
TR

A
N

S
Y

LV
A

N
IA

 8
70

12
7.

G
P

J 
 N

C
_D

O
T.

G
D

T 
 7

/2
9/

14

GROUND SURFACE

1

WOH

M

W

2

WOH

4

WOH

60/0.0

3

0

60/0.0


	Bridge 870127 - Title Sheet
	Bridge 870127 - Boring Location Plan
	Bridge 870127 - Profile View
	Bridge 870127 - Log Reports



