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14CR.10501.12 . | —
441 NORTH 441 SOUTH
28’ 28
9 12 L 12 9 2 12 cL 12 9
SURFACING SCHEDULE
iy DESCRIPTION
- C] ASPHALT CONCRETE SURFACE COURSE, TYPE $9.5C,
AT AN AVERAGE RATE OF 168 LBS. PER SQ. YD (1 127).
ASPHALT CONCRETE INTERMEDIATE COURSE, TYPE 119.0C,
D1 AT AN AVERAGE RATE OF 342 LBS. PER SQ.YD (3").
V] MILLING ASPHALT PAVEMENT 3” IN DEPTH
AS DIRECTED BY PROJECT ENGINEER
U EXISTING PAVEMENT







PROJECT NO. SHEET NO. | TOTAL NO.
14CR.10501.12 3 5
SUMMARY OF QUANTITIES
PROJECT | COUNTY | MaP ROUTE DESCRIPTION TYP|LANES [LANE[ FINAL | wARMMX LENGTH WDTH 3"MLLING | INCIDENTAL | INTERMEDIATE | SURFACE | ASPHALT
TYPE | SURFACE | ASPHALT MLLING COURSE, 119.0C | COURSE, |BINDER FOR
TESTING | REQUIRED $9.5C | PLANT MX
REQUIRED
NO NO NO M FT sy sy TONS TONS TONS
FROM SOUTH END OF BRIDGE #75 TO
14CR.10501.12 | Jackson | 1 | US 23/441 SOUTH PVT CHG AT SR-1365 1] 2 | ~mD NO NO 1.4 28 19,712 200 3,678 2,173 305
TOTAL FOR M\P NO. 1 14 19,712 200 3,678 2,173 305
FROM PVT CHG AT SR-1365 TO

14CR.10501.12 | Jackson | 2 | US23/411 NORTH SOUTH END OF BRIDGE #75 1] 2 | ~mD NO NO 1.4 28 19,712 200 3,678 2,173 305

TOTAL FOR M\P NO. 2 14 19,712 200 3,678 2,173 305

TOTAL FOR PROJ NO. 14CR.10501.12 2.8 39,424 400 7,356 4,346 610

GRANDTOTAL | 2.8 39,424 | 400 7,356 4,346 610

THERMOPLASTIC AND PAINT QUANTITIES
4413000000-E [4457000000-N 4685000000-E 4686000000-E }710000000-| 4810000000  B45000000/4905000000-N
PROJECT | COUNTY | MAP ROUTE DESCRIPTION TYP | LANES | LANE | LENGTH WDTH VORK ZONE | TEWORARY | 4"X90M | 4"X90M [4" X120 MWHITE | 24" X120 | 4" WAITE 4" [ PAINTLT| sNow
TYPE ADVANCE TRAFFIC VHITE YELLOW THERMND MVHITE PAINT | YELLOW | ARROW | PLOWABLE
GENERAL CONTROL | THERMD THERMND THERMD PAINT ARKERS
WARNING
SIGNING
NO NO NO SF LS LF LF LF LF LF LF EA EA
FROM SOUTH END OF BRIDGE #75 TO
14CR.10501.12 | Jackson | 1 | US23/441 SOUTH PVT CHG AT SR-1365 1] 2 | mD 1.4 28 157 1.00 7,672 7,392 1,848 74 12,000 8,000 11 122
TOTAL FOR M\P NO. 1 14 157 1 7,672 7,392 1,848 74 12,000 8,000 11 122
FROM PVT CHG AT SR-1365 TO
14CR.10501.12 | Jackson | 2 | US23/411 NORTH SOUTH END OF BRIDGE #75 1] 2 | ~mD 1.4 28 157 7,672 7,392 1,848 113 12 120
TOTAL FOR M\P NO. 2 14 157 7,672 7,392 1,848 113 12 120
TOTAL FOR PROJ NO. 14CR.10501.12 2.8 314 1 15,344 14,784 3,696 187 12,000 8,000 23 242
30,128 20,000
GRAND TOTAL 2.8 314 1 15,344 14,784 3,696 187 12,000 8,000 23 242
30,128 20,000







FFROL. REFERENCE MO, ] SHEET NO.
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2 MILES TO PROJECT LIMITS

NOTES:

1)} LATERAL CLEARANGCE AT ALL SIGN LOCATIONS SHALL BE 6' AS MEASURED FROM THE EDGE OF PAVEMENT.

2) MOUNT SIGNS THAT ARE LARGER THAN 10 SQUARE FEET IN AREA ON TWO OR MORE WOOD OR U-CHANNEL SUPPORTS.
PERFORATED SQUARE TUBING SUPPORT SYSTEMS MAY SUPPORT LARGER AREAS ON A SINGLE SUPPORT. FOLLOW
MANUFACTURER'S RECOMMENDATIONS. THESE SYSTEMS SHALL BE NCHRP 350 COMPLIANT AND NCOOT APPROVED.

3) FOR MEDIAN WIDTHS LESS THAN 46" {MEASURED EDGELINE TO EDGELINE) USE THE BOTTOM DRAWING,

4) IF STATIONARY GENERAL WARNING SIGNS ARE USED, THEY WILL BE PAID FOR PER SECTION 104 OF THE HCDOT

STANDARD SPECIFICATIONS AS EXTRA WORK.,

5) INSTALL "ROAD WORK AHEAD"(W20-1) ALONG ENTRANCE RAMPS 500' PRIOR TO RAMP TERMINAL, AND
"END ROAD WORK" (G20-2a) AT THE END OF EXIT RAMPS WITHIN THE WORK ZONE.

6) IF MILLED AREAS ARE NOT PAVED BACK BY THE END OF THE WORK DAY, PORTABLE SIGNS SHALL BE USED TO WARN A
DRIVERS OF THE PRESENT CONDITIONS. THESE ARE TO INCLUDE, BUT NOT LIMITED TO "ROUGH ROAD" W8-8B,
YUNEVEN LAHES" W8-11, "GROOVED PAVEMENT” W8-15 w/MOTORCYGLE PLAQUE MOUNTED BELOW. THESE ARE TO BE
DOUBLE INDICATED ON MULTI-LANE ROADWAYS WITH SPEED LIMITS 45 MPH AND GREATER AND WITH DIVIDED MEDIANS
OF 46' OR GREATER. THESE PORTABLE SIGNS ARE INCIDENTAL TO THE OTHER ITEMS OF WORK INCLUDED IN THE
TEMPORARY TRAFFIC CONTROL (LUMP SUM) PAY ITEM.
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NOTES:

1) 48" x 48" SIZED SIGNS (SP- 11299) MAY BE REDUCED TO 36" X 36" ON ROADWAYS
WITH SPEED LIMITS OF 40 MPH CR LESS.
2) MOUNT SIGNS THAT ARE LARGER THAN 10 SQUARE FEET IN AREA ON TWO OR MORE
WDOD OR U-CHANNEL SUPPORTS. PERFORATED SQUARE TUBING SUPPORT SYSTEMS MAY
SUPPORT LARGER AREAS ON A SINGLE SUPPORT. FOLLOW MANUFAGTURER'S
RECOMMENDATIONS, THESE SYSTEMS SHALL BE NCHRP 350 COMPLIANT AND NCDOT
APPROVED,
3) ADVANCE WARNING SIGNS NOT REQUIRED ON NON-SIGNALIZED SIDE STREETS,
4) USE LAW ENFORGEMENT TO CONTROL TRAFFIC AT SIGNALIZED INTERSECTIONS AND
PROVIDE PORTABLE "RCAD WORK AHEAD" (W20-1} SIGNS 500° IN ADVANCE ALONG BOTH
APPROACHES FROM THE SIDE STREETS WHEN PAVING PROCEEDS THROUGH THE INTERSECTION.
5) LATERAL CLEARANCE AT ALL SIGN LOCATIONS SHALL BE 2' AS MEASURED FRCM THE
EDGE OF PAVEMENT OR THE FACE OF THE CURB. WHEN UNABLE YO OBTAIN THE LATERAL
CLEARANCE WITHIN THE MEDIAN AREA USE SHOULDER MOUNTS ONLY,
B) SIGN MOUNT LOCATIONS SHALL NOT BLOCK SIDEWALKS OR DRIVEWAYS.
7) IF STATIONARY GENERAL WARNING SIGNS ARE USED, THEY WILL BE PAID FOR PER
SECTION 104 OF THE NCDOT STANDARD SPECIFICATIONS AS EXTRA WORK.
IF MILLED AREAS ARE NOT PAVED BACK BY THE END OF THE WORK DAY, PGRTABLE SIGNS
SHALL BE USED TO WABN DRIVEAS OF THE PRESENT CONDITIONS. THESE ARE TO INCLUDE,
BUT NOT LIMITED TO "ROUGH ROAD” W8-8, "UNEVEN LANES”" WiB-11, "GROOVED PAVEMENT"
WB-15 w/MOTORCYCLE PLAQUE MOUNTED BELOW. THESE ARE TO BE DOUBLE INDICATED ON
MULTI-LANE ROADWAYS WITH SPEED LIMITS 45 MPH AND GREATER WHERE LATERAL CLEARANGE
CAN BE OBTAINED WITHIN THE MEDIAN AREAS.THESE PORTABLE SIGNS ARE INCIDENTAL TO THE
OTHER ITEMS OF WORK INCLUDED IN THE TEMPORARY TRAFFIC CONTROL (LUMP SUM} PAY ITEM.
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