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                                                                              SR 1171 Finley Cove Guardrail project


                                                                           Henderson County


 End at sta. 250+00+- at intersection of


 SR 1171 Finley Cove Road, and SR 1137 Price Road
Begin at sta. 0+00 at intersection of SR 1171 


Cummings Cove Road and SR 1210 Big Willow Road








Guardrail Site Quantities for: SR 1171 Finley Cove Road 
Henderson County
WBS# 44204.3.1
Beg SR 1210
End SR 1137


Rail Length Retrofit
Site Sta R/L Total (minus) GRAU-350 Shop Bridge AT-1 BIC Notes


Length GRAU-350 Curve Rail
1 6+25 R 300 250 1 12.5 1 Shop curve into driveway
2 20+25 L 100 100 25 2
3 20+25 R 162.5 62.5 2
4 29+40 R 150 50 2 Wrap to SR 1194
5 47+30 L 125 75 1 12.5 1 1 Retrofit bridge wrap in Gilbert Way
6 47+30 R 125 25 2 1 Retrofit bridge
7 55+00 L 1050 950 2 End at Fence
8 86+50 L 450 350 2
9 90+25 R 75 25 1 12.5 1 Wrap
10 105+00 R 162.5 62.5 2
11 105+50 L 50 50 25
12 129+00 R 500 400 2 End at Driveway
13 136+15 R 225 125 2
14 149+00 R 700 600 2 End at Phone Ped
15 157+50 R 775 675 2
16 169+00 L 75 75 2
17 170+00 R 550 500 1 1 End adjacent to well
18 180+50 R 175 75 2 Wrap around back of shoulder
19 221+00 R 350 250 2 End on SR 1190 beyond the culvert
20 225+00 R 300 250 1 12.5 Begin beyond culvert end near 225+00
21 237+50 R 325 225 2 Remove and upgrade existing guardrail.


Totals 5175 31 100 2 5 3
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