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8/17/99

REVISIONS

ON$$$$$$$$$$$3858$

MAP NO. 27
SR 1472 (WRENCH RD.)
MP 1535 - MP 1.91

*NCDOT STATE FORCES WILL LOCATE
LEVELING

TYPICAL SECTION NO. 3

MAP NO. 3

SR 1006 (MAXWELL RD./ HIGH HOUSE RD.)
SAMPSON BRIDGE NO. 150

MP 8.98 - MP 9.01

PROJECT REFERENCE NO. SHEET NO.

PAVEMENT
SCHEDUL E

C2 |1%"s9.58

El

R2

T1 SHOULDER RECONST.

U EXISTING PAVEMENT

y2 | MILLING 1}5" DEPTH

NOTESs MILL A SINGLE LANE AND PAVE BACK
BY THE END OF EACH WORK DAY,

SHOULDER WORK ON MAP NO.4 AS NEEDED,
TO BE DETERMINED BY ENGINEER.

PAVEMENT EDGE SLOPES ARE 1:1, EXCEPT FINAL SURFACE COURSE.
SEE SHOULDER WEDGE DETAIL.

M.E. M.E.

PAVEMENT EXISTING

TYPICAL SECTION NO. 4

MAP NO. 4
SR 1620 (TIMOTHY RD.)
MP 0.00 - MP 2.74
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REVISIONS

ON$$$$$$$$$$$3858$

PROJECT REFERENCE NO. SHEET NO.

M.E. M.E.

PAVEMENT
SCHEDUL E

1" S4.75A

U EXISTING PAVEMENT

MAP NO. 7/

SR 1911 (S, OAK LN. / OAK HILL DR.)

MP 0.00 - MP 0.25

MAP NO. 10

EXISTING PAVEMENT

TYPICAL SECTION NO.5

MAP NO. 8

MP 0.00 - MP 0.06

SR 1288 (JEFFERSON ST./ CLEVELAND ST./ COLONIAL DR.)

MP 0.03 - MP 0.63

MAP NO. 15
SR 1770 (HARPER ST.)
MP 0.01- MP 0.14

MAP NO. 16
SR 2001 (WRIGHT PL.)
MP 0.00 - MP 0.06

MAP NO. 19
SR 2005 (HUBBARD PL.)
MP 0.00 - MP 0.13

MAP NO. 22
SR 1505 (BUBBA GUMP LN.)
MP 0.01 - MP 0.24

MAP NO. 25
SR 1355 (PINE CREST LN.)
MP 0.01 - MP 0.32

«MAP NO. 14
SR 1299 (BOYKIN DR.)
MP 0.00 - MP 0.33

@ VAR. MILL ALONG 2'-6" C&G

MAP NO. 17/
SR 2002 (SPRUNT DRV
MP 0.00 - MP 0.39

MAP NO. 20
SR 1786 (LIVINGSTON LN.)
MP 0.00 - MP 0.29

MAP NO. 23
SR 1953 (LOOP RD.)
MP 0.01- MP 0.42

MAP NO. 26
SR 1419 (DEWITT WILLIAMS RD.)
MP 0.01 - MP 0.7/1

SR 1510 (OAK HILL DR.

V3 MILLING Q" - 1" DEPTH

PAVEMENT EDGE SLOPES ARE I1:1, EXCEPT FINAL SURFACE COURSE.
SEE SHOULDER WEDGE DETAIL.

MAP NO. 9
) SR 1009 (EDWARDS RD.)
MP 0.00 - MP 0.60

MAP NO. 11 MAP NO. 12

SR 1782 (DEEMS DR.) SR 1781 (CLIFFORD RD.)
MP 0.01- MP 0.23 MP 0.01- MP 0.19

MAP NO. 15
SR 2005 (SCOTT PL.)
MP 0.00 - MP 0.05

MAP NO. 18
SR 2004 (RHODES PL.)
MP 0.00 - MP 0.06

MAP NO. 21
SR 1787 (TERRELL LN.)
MP 0.00 - MP 0.15

MAP NO. 24
SR 1349 (COUNTRY CLUB RD.)
MP 0.01 - MP 1.44
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SHEET NO.
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8

"O°N ‘HHI3TVvH
SAVMHOIH 40 NOISIAIQ

NOILV1HOdSNVHLl 40 "1d3d
VYNITOHVO HLHON

40 3JLV1S

REVISIONS

SLNIWLSNrav Xod 3IATVA ANV ITOHNVNN

8" MIN. CONC.—1

404 ONIMVHA TIV13A HSITON3I

SHEET 1 OF 1

[840D55

GENERAL NOTES:

USE RAPID SET GROUT, MORTAR, OR CONCRETE THAT

. WILL TAKE FULL SET AND BECOME LOAD BEARING

WITHIN SIXTY MINUTES OF PLACEMENT WITH A
MINIMUM COMPRESSIVE STRENGTH OF 4000 PSI.
REMOVE ALL FAULTY EXISTING BRICKWORK AND
REPLACE WITH NEW BRICK MASONRY.

SHEER CUT EXCAVATION FOR THE ADJUSTMENT

" ON ALL SIDES.

FILL AREA BELOW 8" DEPTH WITH 78M OR

NO. 57 CLEAN STONE.

MIX MORTAR TO NCDOT SPECIFICATIONS.

MORTAR JOINTS 15" +/- 13"

CONSTRUCT AN ASPHALT RAMP IN ACCORDANCE WITH

SECTION 858-3 OF THE 2018 STANDARD SPECIFICATIONS.

EXISTING PAVEMENT PROPOSED SURFACE COURSE

‘- | 1.8=”
\\

\\—VALVE BOX

™~

VALVE BOX CONCRETE ENCASEMENT

8" MIN. CONC.

EXISTING PAVEMENT

PROPOSED SURFACE COURSE

STATE OF
NORTH CAROLINA
DEPT. OF TRANSPORTATION

DIVISION OF HIGHWAYS
RALEIGH, N.C.

BRICK MASONRY OR

PRECAST CONCRETE

MANHOLE

™~

MANHOLE CONCRETE ENCASEMENT

ELEVATION VIEW

PLACE BRICK ACCORDING TO ELEVATION VIEW

ENGLISH DETAIL DRAWING FOR
MANHOLE AND VALVE BOX ADJUSTMENTS

SHEET 1 OF 1

840D55

g\z Design Standards & [CADD\CADD_Spec. Dwg\Typicals. Curb, Etc..dgn

S:\Division Resurfacin

SEEESREINAIERESS

28-NOV-20I7 10319
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PROJECT REFERENCE NO. SHEET NO.

2022CPT.03.02.10821, Etc. 9

REVISIONS

DETAILS OF REPAIRING EXISTING PAVEMENT PRIOR
TO RESURFACING FOR FULL DEPTH AND MILLING

LENGTH & WIDTH VARIES

EXISTING ASPHALTIC PAVENENT
AS DIRECTED BY ENGINEER /

7

EXISTING BASE

L EXISTING SUBCRONN MATERIAL

EXISTING ASPHALT PAVEMENT BASE AND/OR SUBCRONN MATERIAL

T0 BE REMOVED AND REPLACED WITH BASE COURSE, INTERMEDIATE
COURSE OR SURFACE COURSE OR A COMBINATION OF BASE, INTERMEDIATE
#NE E’l‘lgzé(é% COURSE, AND PAVEMENT REMOVAL, AS DIRECTED BY

HE ENGINEER.

DETAIL NO. 1

LENGTH & WIDTH | EXISTING ASPHALTIC PAVENENT
VARIES /

vy 4
EXISTING BASE

VARIES L
EXISTING SUBCROWN MATERIAL

SAN AND REMOVE EXISTING ASPHALT PAVEMENT TO NEAT LINES AND REMOVE
EXISTING LOOSE BASE AND/OR SUBCROWN MATERIAL AND REPLACE WITH BASE
COURSE, INTERMEDIATE COURSE, OR SURFACE COURSE OR A COMBINATION OF
BASE, INTERMEDIATE AND SURFACE COURSE, AND PAVEMENT REMOVAL,

AS DIRECTED BY THE ENGINEER.

DETAIL NO. 2

LENGTH & WIDTH EXISTING ASPHALTIC PAVEMENT
VARIES
/ 7
/ \ EXISTING BASE

\\ EXISTING SUBCROWN MATERIAL

SAW AND REMOVE EXISTING BROKEN-UP ASPHALT PAVEMENT
TO NEAT LINES AND REPLACE WITH SURFACE COURSE.
AS DIRECTED BY THE ENGINEER

DETAIL NO. 3

LENGTH & WIDTH VARIES

./—EXISTING ASPHALTIC PAVEMENT

—a—a7 7 7 N 7
y.A

1" -9t
| V4

! EXISTING BASE

/ \— EXISTING SUBCROWN MATERIAL
OVERLAY PAVEMENT WITH 1" - 2" SURFACE COURSE
AS DIRECTED BY THE ENGINEER.

DETAIL NO. 4

LENGTH & WIDTH VARIES

EXISTING ASPHALTIC PAVEMENT
| . /_

* EXISTING BASE

/ \— EXISTING SUBCROWN MATERIAL

OVERLAY PAVEMENT WITH LEVELING COURSE
AS DIRECTED BY THE ENGINEER.

DETAIL NO. 5

C:\Users\mkimmel\Desktop\DETAIL PSHS\Microstation Files\3CR.20711.173_Patch.dgn

20-APR-2015 1I:56
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PROJECT REFERENCE NO. SHEET NO.

022CPT.03.02.10821, Etc. 10

NOTES:
1) DETAIL DOES NOT APPLY TO OGAFC AND ULTRA-THIN BONDED WEARING COURSE.
ASPHALT OVERLAY 2) BACKFILL SHOULDER WITH APPROVED MATERIAL.

3) THE SHOULDER WEDGE DEVICE MAY BE DISENGAGED AT PAVED DRIVEWAYS, SIDE STREETS,
HIGH SHOULDERS, AND OTHER LOCATIONS NOT FEASIBLE TO CONSTRUCT AS
APPROVED BY THE ENGINEER.

SHOULDER WEDGE

—
—
— e —
—

g ) > 7APPROVED BACKFILL
ce a0t MATERIAL
TN A
R A . N
'?.. PR ...'°.-. . .:...V
Vo Y : ,“..‘o'..é ;
. °.6.‘ AN o . 0 EXISTING UNIMPROVED
AP Y R SHOULDER ZI

PROPOSED PAVEMENT—}

SHOULDER WEDGE DETAIL

(Resurfacing Projects w/ Widening or
with Existing Paved Shoulder having no dropoffs)

ASPHALT OVERLAY

$.8.,8.8'¢ ¢
,2.9.9.9°9% 9 SHOULDER WEDGE
SRt SISO NSNS N -
$ ¢’¢$c$c’¢$¢$¢’¢ ¢§"‘§‘§‘3‘§‘§‘§‘§‘c’s’g’s’gc ¢¢% ¢ T —_————_ _
$ 476 6 6 €272 P TP PP P2, 658,88 047007 o2, 3 /
Vg 8T DT T ———— L 020 %p %%, 0%, 90 APPROVED BACKFILL
B R O Y N 22 2879 4%, 0% a
A AR Z R 2 PR S e MATERIAL
..ho...o. .h. p...o.‘pv.,.° V-4 -:." ‘70
P il g e N e N e P
o.. o o .&. .o [ &:“‘Po ":V,:‘.'Po Lol V..:'.P .,'.‘.V..,. o.“ R
R AN Al I U Ch S N R Gt 4 é Z
AT AAIER Y I St X pax e P ¢ °-',; EXISTING UNIMPROVED
O e e e N e N S N P SHOULDER 2
PR SRR SRR APRETY BN A DI

ASPHALT OVERLAY

EXISTING PAVEMENT—3
SHOULDER WEDGE

T I SHOULDER WEDGE DETAIL

-6 .o 8 B S5, in 2 APPROVED BACKFILL (Resurfacing Projects w/ NO Widening)
L. 7 0 *'4-." DROP OFF MATERIAL
ALY VT AP I — =
o&‘b'. .ﬁ‘.b""'vo :.'V._— /
V . . :V. . . . .V.. Q‘. .o ... /
c g R SR —_ -
NPl N O T e e
AR AN K AR IO TR A 7
s LU see e . 2N
— EXISTING UNIMPROVED
SHOULDER W/ RUTTING Z
EXISTING PAVEMENT - SHOULDER WEDGE ANGLE = 30°
RUT ! CONTRACT STANDARDS

AND DEVELOPMENT UNIT
Office 919-707-6950 FAX 919-250-4119

SHOULDER WEDGE DETAIL SHOULDER WEDGE

(Resurfacing Adjacent to DETAILS
Rutted ShOUIder) ORIGINAL BY: T.SPELL DATE: __7-19-11
MODIFIED BY: DATE: __2/2/16

CHECKED BY: DATE:

FILE SPEC. : _s:usr/details/stand/shoulderwedgedetail.dgn
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2022CPT.03.02.10821, Etc EC-1

DIVISION OF HIGHWAYS
STATE OF NORTH CAROLINA

SOIL STABILIZATION TIMEFRAMES

SITE DESCRIFPTION STABILIZATION TIME T'IMEFRAME EXCEPTIONS
PERIMETER DIKES, SWALES, DITCHES AND SLOPES 7 DAYS NONE
HIGH QUALITY WATER (HQW) ZONES 7 DAYS NONE

. F SLOPES ARE 10° OR LESS IN LENGTH AND ARE
SLOPES STEEPER THAN 3:l T DAYS NOT STEEPER THAN 2:l. 14 DAYS ARE ALLOWED.
<LOPES 34 OR FLATTER 4 DAYS 7 DAYS FOR SLOPES GREATER THAN 50° IN
LENGTH.

ALL OTHER AREAS WITH SLOPES FLATTER THAN 4: 14 DAYS NONE, EXCEPT FOR PERIMETERS AND HOW ZONES.




PROJECT REFERENCE NO. SHEET NO.

2022CPT.03.02.10821, Etc EC-2

NOTES: Less than 5" — 10" undisturbed buffer

from ROW, ditchline, water feature, EROSION CONTROL DETAIL

or drainage inlet, add BMF.

BMP Options: Wattle or Silt Fence < 5= 0" Undisturbed buffer add BMP
”3 EOP EOP Eﬂ
Pipe/Culvert
< 5= 10" Undisturbed buffer from
< 5= J0" Undisturbed buffer from Jjurisdictional feature add BMFP Undisturbed

Undlisturbed Disturbed Area
Area

’A—/ ditchiine, add BMP
N/ \/\
FOP £oP

/

Jurisdictional Feature
Use BMF’s it shoulders and/or frontslopes and/or

ditchline and/or backslopes are disturbed

Disturbed Area

N/
/\//_’EZD EOP

< 57— )0 Undisturbed buiter from inlet, add wattle

Disturbed Area

NOT TO SCALE

Wartle \

Dralnage Inlet
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WATTLE DETAIL

See Inset A

EDGE OF PAVEMENT
EXCELSIOR WATTLE

MATTING

ISOMETRIC VIEW
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PROJECT REFERENCE NO.

SHEET NO.

2022CPT.03.02.10821. Etc

EC-3

NOTES:
USE MINIMUM 12 IN. DIAMETER EXCELSIOR WATTLE.

USE 2 FT. WOODEN STAKES WITH A 2 IN. BY 2 IN. NOMINAL
CROSS SECTION.

ONLY INSTALL WATTLE(S) TO A HEIGHT IN DITCH SO FLOW WILL NOT
WASH AROUND WATTLE AND SCOUR DITCH SLOPES AND AS DIRECTED.

INSTALL A MINIMUM OF 2 UPSLOPE STAKES AND 4 DOWNSLOPE
STAKES AT AN ANGLE TO WEDGE WATTLE TO BOTTOM OF DITCH.

PROVIDE STAPLES MADE OF 0.125 IN. DIAMETER STEEL WIRE
FORMED INTO A U SHAPE NOT LESS THAN 12" IN LENGTH.

INSTALL STAPLES APPROXIMATELY EVERY 1 LINEAR FOOT ON
BOTH SIDES OF WATTLE AND AT EACH END TO SECURE IT TO THE SOIL.

INSTALL MATTING IN ACCORDANCE WITH SECTION 1631 OF THE
STANDARD SPECIFICATIONS.

INSET A INSET B
12" (MIN.)
UPSLOPE
DOWNSLOPE
STAKE STAKE
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RO 0s0 020 %0 %
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MATTING

J See Inset B
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User:kedais

SIGNING FOR RESURFACING PROJECTS

LEGEND
- STATIONARY SIGN

<= DITRECTION OF TRAFFIC FLOW

CONSTRUCTION @ T
LIMITS

5 3 3 @

. = = 4 )
___________ - -
mp mp
- - - - - , A
1000’ OR MORE —=
@ @ @ 3 3
(SEE NOTE

(SEE Ng;g BELOW)-\(”1 - BELOW) 1 MILE SPACING & T

(SEE NOTE BELOW)

<—1000" OR MORE @ @
. .

\

CONSTRUGTION
LIMITS (SEE NOTE BELOW)
L ®

-Y2 -

MAINLINE (-L-) SIGNING

PROJ. REFERENCE NO. SHEET NO.

2022CPT.03.02.10821, Etc. TCP-1

CONSTRUCTION
LIMITS

@

- (5

TEE INTERSECTION

-Y- LINE SIGNING

SIGNING NOTES AND
PLACEMENT PER DIRECTION

PLACE 1000' PRIOR TO BEGINNING OF CONSTRUCTION LIMITS.

AHEAD ~W20-1
48" X 48"

NEXT
XX MILES

® e

24" X 18" ROUND UP TO NEXT WHOLE NUMBER.(NO FRACTIONAL OR DECIMAL NUMBERS)

ONLY USED ON -Y- LINES IF RESURFACING LIMITS EXTEND 1000' ALONG -Y- LINE.

W7-3aP #2 SIGN ONLY USED WHEN CONSTRUCTION LIMITS ARE 2 OR MORE MILES IN LENGTH.

- PLACE INITIALLY AT THE CONSTRUCTION LIMITS AND SPACE 1 MILE APART

<:> LOWSOFT THEREAFTER.
SHOULDER - AT TEE INTERSECTIONS INSTALL INITIALLY 15 MILE FROM INTERSECTION
SP 13107 AND SPACE 1 MILE APART THEREAFTER.

48" X 48"

. THESE ARE FOR -Y- LINES THAT ARE "THROUGH" ROADWAYS.

- DEAD END AND SUBDIVISION ROADS ARE NOT "THROUGH" ROADWAYS.

- INSTALL 500' +/- FROM EACH -Y- LINE APPROACH AS SHOWN ABOVE.

- FOR MULTIPLE -Y- LINES THAT ARE SEPARATED BY 0.25 MILES OR LESS,

. TREAT AS A SINGLE UNIT AND INSTALL WITHIN 500’ OF EACH APPROACH.

3398, - A MAXIMUM OF 2 SIGN SETS PER MILE. DO NOT INSTALL WHEN -Y- LINES

ARE WITHIN 0.5 MILES FROM "END ROAD WORK" SIGN.
- FOR TEE INTERSECTIONS, INSTALL WITHIN 500’ +/- OF THE INTERSECTION

ALONG -L- LINE.

NO REQUIRED STATIONARY SIGNING FOR THE
FOLLOWING -Y- LINE CONDITIONS:

1) LESS THAN 1000’ OF RESURFACING ALONG -Y- LINE
2) SUBDIVISION ROADS
3) DEAD END ROADS

WHEN PAVING/CONSTRUCTION ACTIVITIES PROCEED ACROSS
AN UNSIGNED -Y- LINE, PORTABLE ADVANCE WARNING SIGNS
SHALL BE USED ALONG THE -Y- LINE AS SHOWN BELOW.
REMOVE UPON COMPLETION OF WORK.

W20-1 _
48" X 48" Wi

PLACED 500" IN ADVANCE PLACED 250" IN ADVANCE
OF FLAGGER. OF FLAGGER.

@ ‘ ROASN\?JORK ‘ PLACE 500" FOLLOWING THE END OF CONSTRUCTION LIMITS OR AS SHOWN
WHEN WORK ENDS AT A 3-WAY TEE INTERSECTION.
G20-2 A
48" X 24"

THE ABOVE SIGNS ARE ALL THAT ARE REQUIRED FOR A CONTRACTOR TO BEGIN A RESURFACING CONTRACT. ANY
ADDITIONAL SIGNS REQUESTED BY NCDOT DIVISIONS SHALL BE INSTALLED WITHIN 7 BUSINESS DAYS OF THE
START OF CONTRACT WORK.

MAPS LESS
THAN 2 MILES

FOR RESURFACING MAPS WITH CONSTRUCTION LIMITS LESS THAN 2 MILES IN LENGTH, NO STATIONARY SIGNS ARE
REQUIRED. USE PORTABLE "ROAD UNDER CONSTRUCTION” OR "ROAD WORK AHEAD" SIGNS IN LIEU OF STATIONARY
ADVANCE WARNINGS SIGNS.

ADVANCE WARNING SIGNS
FOR
RURAL AND SUBURBAN
2-LANE ROADWAY
RESURFACING
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