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January 5, 2018 
 

Addendum No. 1 

 

RE: DD00229  

 Edgecombe County 

 

To Whom It May Concern: 

 
Reference is made to the above-mentioned project. The following changes/additions/deletions have 

been made: 

 

1. Reference was made to the 2012 NCDOT Standard Specifications on page 1 of the plan 

sheets. This project shall be constructed using the 2018 NCDOT Standard Specifications. 

Please replace Page 1 of the plan sheets with the attached Page 1. 

2. The Boulder Placement Detail Typical on page 2 of the plan sheets states that stone will be 

provided by NCDOT. No stone will be provided by the Department. Please replace Page 2 

of the plan sheets with the attached Page 2. 

 

This sheet and attachments shall be made a part of the plans and bid documents and shall be 

submitted with the bid. Bids submitted without the addenda and attachments will be considered 

non-responsive. 

 
If there are any questions, please contact me at (252) 640-6433. 

 

Sincerely, 
 

 

 
 

Vickie P. Gardner 

Division Four Proposals Engineer 

 
VPG/ 

Attachments 

 

 

1/5/2018

http://www.ncdot.gov/
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RALEIGH  NC 27699        919-707-2920

1557 MAIL SERVICE CENTER
LANDSCAPE DESIGN & DEVELOPMENT SECTION

NCDOT- ROADSIDE ENVIRONMENTAL UNIT
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Regeneration
Structure

EDGECOMBE COUNTY

LOCATION: US 64  NEAR TARBORO  NC 

TYPE OF WORK: Landscape Enhancements

10/2017

EDGECOMBE COUNTY

Highway Landscape Enhancements

US64 NEAR  TARBORO  NC

PROJECT LOCATION(S)

COUNTY
EDGECOMBE
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L 5 ...  US 13 INTERCHANGE PLAN
L 4 ...  CHINQUAPIN INTERCHANGE PLAN
         RIP RAP RAISED BED DETAILS
L 3 ...  NC 258 INTERCHANGE PLAN, 
L 2 ...  PLANTING DETAILS
L 1  ... TITLE, DESCRIPTION, LOCATION
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DO NOT REMOVE LEADER PRUNE DAMAGED BRANCHES

BALL IS ABOVE GRADE

SO THAT 1/8 OF ROOT 

INSTALL TREE OR SHRUB 

WATER RETENTION RING

FINISH GRADE

COMPACT BACKFILL

MULCH

X

X

MULCH

FIELD

ENGINEER IN

DETERMINED BY

RANGE TO BE

WITHIN INDICATED 

*EXACT LENGTH

STEEL WIRE

14 GUAGE

GUY TIE DETAIL
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STAKING DETAIL

PLAN VIEW

(TREES 6'-10')
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4
'-

6
"+

/-
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-2

4
"

*

*
2' MIN

APPROVED BY ENGINEER.

FLEXIBLE TIE MATERIAL
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GUYING DETAIL

PLAN VIEW

USE AS DIRECTED BY FIELD ENGINEER

(TREES 10' OR LARGER)

ABOVE GRADE

18-24" LG.  STAKE TO BE 4-6" 

1 3/4" x 1 3/4" WOODEN STAKE,

USE AS DIRECTED BY FIELD ENGINEER

GUARDRAIL MULCHING DETAIL

 
SPACING
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SPACING
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GUARDRAIIL
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SHRUB BED PLANTING DETAIL
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4
"

2
"
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MULCH - SEE DETAIL
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X
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(SLOPING GROUND)
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PROVIDED BY NCDOT. 
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RECOMMENDED BY MANUFACTURER.

PELLET OR TABLET.  APPLY AT RATE 

IN THE FORM OF A SLOW RELEASE

APPLY FERTILIZER AT PLANTING TIME

TREATMENT.

PLANT BED FUMIGATION AND HERBICIDAL

SEE STANDARD SPECIFICATIONS FOR 

DIAMETER.

THE ROOT BALL SIZE OR CONTAINER

PLANT HOLE WIDTH (X) TO BE TWICE

SCHEDULE FOR PLANT HOLE SIZE:
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