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EDGECOMBE COUNTY

LOCATION: US 64  NEAR TARBORO  NC 

TYPE OF WORK: Landscape Enhancements

10/2017

EDGECOMBE COUNTY

Highway Landscape Enhancements

US64 NEAR  TARBORO  NC
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DO NOT REMOVE LEADER PRUNE DAMAGED BRANCHES

BALL IS ABOVE GRADE

SO THAT 1/8 OF ROOT 

INSTALL TREE OR SHRUB 

WATER RETENTION RING

FINISH GRADE

COMPACT BACKFILL

MULCH

X

X

MULCH

FIELD

ENGINEER IN

DETERMINED BY

RANGE TO BE

WITHIN INDICATED 

*EXACT LENGTH

STEEL WIRE

14 GUAGE

GUY TIE DETAIL

SECTION

RUBBER HOSE 

STAKING DETAIL

PLAN VIEW

(TREES 6'-10')

USE AS DIRECTED BY FIELD ENGINEER

4
'-

6
"+

/-

18
-2

4
"

*

*
2' MIN

APPROVED BY ENGINEER.

FLEXIBLE TIE MATERIAL

AND 14 GAUGE WIRE OR 

RUBBER HOSE SECTION

1 3/4" x 1 3/4" WOODEN STAKE

GUYING DETAIL

PLAN VIEW

USE AS DIRECTED BY FIELD ENGINEER

(TREES 10' OR LARGER)

ABOVE GRADE

18-24" LG.  STAKE TO BE 4-6" 

1 3/4" x 1 3/4" WOODEN STAKE,

USE AS DIRECTED BY FIELD ENGINEER

GUARDRAIL MULCHING DETAIL

 
SPACING

PLANT

SPACING
PLANT

GUARDRAIIL

ROADWAYROADWAY

SHRUB BED PLANTING DETAIL

GREATER.

CONTAINER SIZE, WHICHEVER IS 

MIN. DEPTH OF 6" OR 2" DEEPER THAN 

BEFORE PLANTING, SCARIFY SOIL TO A

4" MULCH

FINISH GRADE

PLANT DETAIL
GROUND COVER/ BEDDING 

MULCH DETAIL

BEFORE OR AFTER MULCHING OPERATION

NOTE: PLANTS MAY BE INSTALLED 

2"

4
"

2
"

NOTES:
MULCH - SEE DETAIL

WATER RETENTION RING

FINISH GRADE

COMPACT BACKFILL
X

SIZE OR CONTAINER DIAMETER.

BE TWICE THE ROOT BALL 

PLANT HOLE WIDTH (X) TO 

(LEVEL GROUND)

TREE OR SHRUB PLANTING DETAIL TREE OR SHRUB PLANTING DETAIL
(SLOPING GROUND)

 

 

UNTIL WIRES ARE TAUT.

TWISTED AROUND EACH OTHER

14 GAUGE STEEL WIRE STRANDS

MINIMUM DEPTH OF 6".
SCARIFY BED TO A 

OF TRAVELWAY.
OR TO PAVEMENT EDGE
EDGE OF THE GUARDRAIL
EXTEND MULCH TO FRONT DIRECTED BY ENGINEER.

(SEE PLAN), UNLESS OTHERWISE

TO ITS RECOMMENDED SPACING

GUARDRAIL AT A DISTANCE EQUAL

LOCATE PLANT MATERIAL BEHIND

OF TRUNK OR STEM.

DO NOT PLACE MULCH WITHIN 2"

ROOT BALL IS ABOVE FINISH GRADE.

INSTALL SHRUB SO THAT 1/8 OF 

DIAMETER.

THE ROOT BALL SIZE OR CONTAINER 

PLANT HOLE WIDTH (X) TO BE TWICE

WIRES AND TREE BARK

MANUFACTURED TIES BETWEEN 

SECTION OF RUBBER HOSE OR

GRADE FOR MAXINUM WATER FLOW.
LINER IN DITCH.  PLACE STONE FLUSH WITH DITCH 
MIN. 12" DEEP CLASS "A" STONE ON FILTER FABRIC

SCALE: NTS

GROUND AND 2/3 EXPOSED.

STONE TO BE BURIED 1/3 IN 

PROVIDED BY NCDOT. 

WEATHERED STONE TO BE 

4' MIN. TO 8' MAX. NATURAL 

DITCH LINING DETAIL
CLASS "A" STONE 

TYPICAL
BOULDER PLACEMENT DETAIL

(LEVEL TO SLOPING)

VARIABLE GRADE

POSITION.

DIG TREE AND REPLANT TO UPRIGHT 

WITH THE USE OF STAKING OR GUYING.  

THAT HAS BEEN PLANTED AT AN ANGLE 

DO NOT ATTEMPT TO STRAIGHTEN A TREE

OF ARBORICULTURE.

SPECIFIED BY INTERNATIONAL SOCIETY

ARBORICULTURAL PRACTICES AS 

ALL PRUNING TO FOLLOW STANDARD

BACKFILLING IS COMPLETE.

BACK FROM TOP OF ROOT BALL BEFORE 

REMOVE WIRE BASKET AND FOLD BURLAP

TO APPLICATION.

BE APPROVED BY FIELD ENGINEER PRIOR

BOTH RATE AND FORMULATION MUST 

RECOMMENDED BY MANUFACTURER.

PELLET OR TABLET.  APPLY AT RATE 

IN THE FORM OF A SLOW RELEASE

APPLY FERTILIZER AT PLANTING TIME

TREATMENT.

PLANT BED FUMIGATION AND HERBICIDAL

SEE STANDARD SPECIFICATIONS FOR 

DIAMETER.

THE ROOT BALL SIZE OR CONTAINER

PLANT HOLE WIDTH (X) TO BE TWICE

SCHEDULE FOR PLANT HOLE SIZE:
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3 5

RIP RAP RETAINING WALL DETAIL      NO SCALE

050100 100 200

exist. tree/shrub

exist. tree/shrub

width of plant bed varies

existing ground level

topsoil 

and slope to drain

compact soil back fill

(mow/mulch ring)

BED EDGE

6" deep PLANT

(MAY VARY)

3:1 back-slope

BED

EDGE OF PLANT

6"

MIN.

PLANT BED EDGE DETAIL

MULCH

     4'

plant bed OR NATURAL AREAS

RAISED RIP RAP BED

SAMPLE IMAGE OF 

Retaining Wall
Sloped Rock 

TGG-7

PK-5

LCY-25

RAISED PLANT BED  NO SCALE

7'

9.5'

7'

34'

3
6
'

positive drainage to drop inlet
Regrade ditchline to provide 

Retaining Wall
Sloped Rock 

Retaining Wall
Sloped Rock 

Re-mulch Plant Beds.
Trim Trees, Edge, and

Re-mulch Plant Beds.
Trim Trees, Edge, and
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IDY-31 (dbl row)

RKO-73 (4' O.C.)

LR-16

QN

TGG-7

PK-5

INR-13

INR-14

INR-13

INR-13

EBB-40

EBB-55

EBB-69

EBB-61

TGG-7

PK-5

1200sf

LCY-25

LCY-25

A=3470SF
C=341'

A=6635SF
C=646'

A=2105SF
C=214'

A=1108SF
C=162'

A=4958SF
C=418'

A=6750SF
C=360'

A=21148SF
C=1131'

A=2214SF
C=336'

A=6400SF
C=621'

1985sf

443sf

1100sf

1100sf

directed by the Engineer)
in to exisiting plant beds (unless otherwise
Incorporate plantings on the bridge-ends

directed by the Engineer)
in to exisiting plant beds (unless otherwise
Incorporate plantings on the bridge-ends

Bed=4564sf

Bed=4110sf

Bed=3815sf

Bed=3230sf

WITHIN BRIDGE-END BEDS
REMOVE ALL EXISTING ALL VEGETATION

WITHIN BRIDGE-END BEDS
REMOVE ALL EXISTING ALL VEGETATION

(incorporate traffic box)
Plant Bed Edge

(TYP)
Plant Bed Edge
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width of plant bed varies

existing ground level

topsoil 

and slope to drain

compact soil back fill

(mow/mulch ring)

BED EDGE

6" deep PLANT

(MAY VARY)

3:1 back-slope

BED

EDGE OF PLANT

6"

MIN.

MULCH

     4'

plant bed OR NATURAL AREAS

PLANT BED EDGE DETAIL
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existing daylilies
Thin, fill-in, and fertilize

US 64

INR-33

INR-28

INR-28

INR-30

PK-12

PK-10

EBB-39

EBB-49

EBB-44

EBB-24

PCN-106

PCN-130

directed by the Engineer)
in to exisiting plant beds (unless otherwise
Incorporate plantings on the bridge-ends

Daylilies=568sf

Daylilies=755sf

Daylilies=1040sf
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Bed=6040sf

Bed=7580sf

Bed=6470sf
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US 13/ US 64 Interchange
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050100 100 200

width of plant bed varies

existing ground level

topsoil 

and slope to drain

compact soil back fill

(mow/mulch ring)

BED EDGE

6" deep PLANT

(MAY VARY)

3:1 back-slope

BED

EDGE OF PLANT

6"

MIN.

MULCH

     4'

plant bed OR NATURAL AREAS

PLANT BED EDGE DETAIL
Bed=4361sf

Daylilies=4207sf

Daylilies=3276sf

Daylilies=2782sf

Bed=4783sf

Bed=5158sf

(INCLUDES NEW DAYLILY AREA)

Bed=8629sF

(UNDERLAY LANDSCAPE FABRIC)

(UNDERLAY LANDSCAPE FABRIC)

- REMOVE DEAD/DYING PINES - 

      LONG LEAF PINES

- REMOVE DEAD/DYING PINES - 

      LONG LEAF PINES

- REMOVE DEAD/DYING PINES - 

      LONG LEAF PINES

- REMOVE DEAD/DYING PINES - 

      LONG LEAF PINES

FERTILIZE & MULCH BED
CUTBACK LOROPETALUM (TO 3')

FERTILIZE & MULCH BED
CUTBACK LOROPETALUM (TO 3')

US 64
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 /
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 1

1

EBB-56

INR-4

INR-14

INR-11

INR-3

QP-5

QP-5

QP-5

QP-5

VEGETATION IN PLANT BED
REMOVE ALL EXISTING 

IN PLANT BED
PRIVET AND/OR GOLDTIP
REMOVE EXISTING 

IN PLANT BED
PRIVET AND/OR GOLDTIP
REMOVE EXISTING 

IN PLANT BED
PRIVET AND/OR GOLDTIP
REMOVE EXISTING 

DAYLILY BED
MULCH & FERTILIZE

DAYLILY BED
MULCH & FERTILIZE

HBP-496 (30" O.C.)

EBB-64 (7'O.C.)

TO ASSIST DRAINAGE)
FRONT SIDE OF PLANT BED 
16 TONS - RIP RAP (ADD TO TO ASSIST DRAINAGE)

FRONT SIDE OF PLANT BED 
14 TONS - RIP RAP (ADD TO 
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	L1_Tarboro_Tsh
	L2 Tarboro_PlntDtl
	L3 Tarboro_NC258
	L4 Tarboro_Chinquapin
	L5 Tarboro_US13


		Quan

		Key

		Unit

		Common Name

		Botanical Name

		Spacing

		Notes



		204

		INR

		Ea

		Nellie R Stevens Holly

		Ilex x 'Nellie R. Stevens'

		8' O.C.

		6-8', B&B



		32

		PK

		Ea

		Kwanzan Cherry

		Prunus serrulata 'Kwanzan'

		9' O.C.

		6-8', B&B



		1

		QN

		Ea

		Nuttall Oak

		Quercus nuttali

		as  shown

		10-12', B&B



		20

		QP

		Ea

		Pin Oak

		Quercus palustris

		as shown

		8-10', B&B



		14

		TGG

		Ea

		Green Giant Arborvitae

		Thuja 'Green Giant'

		9' O.C.

		6-8', B&B



		501

		EBB

		Ea

		Dwarf Burning Bush

		Euonymous alata 'Compacta'

		7' O.C.

		#3 Cont



		31

		IDY

		Ea

		Dwarf Yaupon Holly

		Ilex vomitoria 'Nana'

		3' O.C.

		#3 Cont



		16

		LR

		Ea

		Ruby Loropetalum 

		Loropetalum chinense 'Ruby'

		3.5' O.C.

		#3 Cont



		73

		RKO

		Ea

		Red Knockout Rose

		Rosa 'Radrazz'

		4' O.C.

		#3 Cont



		50

		LCY

		Ea

		Chapel Hill Yellow Lantana 

		Lantana 'Chapel Hill'

		3' O.C.

		#1 Cont



		236

		PCN

		Ea

		Cloud Nine Switchgrass

		Panicum virgatum 'Cloud Nine'

		3' O.C.

		#1 Cont



		496

		HBP

		Ea

		Buttered Popcorn Daylily

		Hemerocalis 'Buttered Popcorn'

		30" O.C.

		#1 Cont



		 

		 

		 

		[bookmark: _GoBack] 

		 

		 

		 



		1380

		 

		CY

		Mulch for Planting

		 

		 

		 



		10000

		 

		SY

		Pre-emergent Herbicide

		 

		 

		 



		10000

		 

		SY

		Post-emergent Herbicides

		 

		 

		 



		100

		 

		M/G

		Water

		 

		 

		 



		1

		 

		LS

		Trim Loropetalum

		 

		 

		 



		13713

		 

		SF

		Daylily Bed Revitalization

		 

		 

		 



		4229

		 

		LF

		Natural Area Edging

		 

		 

		 



		65

		 

		 EA 

		 Trim Trees 

		 

		 

		 



		50

		 

		 EA 

		 Remove Dead/Dying Pines 

		 

		 

		 



		68

		 

		 CY 

		 Topsoil 

		 

		 

		 



		30

		 

		 Ton 

		 Rip Rap, Class B 

		 

		 

		 



		120

		 

		 CY 

		 Fill Soil 

		 

		 

		 



		1.2

		 

		 ACR 

		 Fertlizing Plant Beds 

		 4#/1000SF 

		 

		 



		1

		 

		 LS 

		 Site Grading 

		 

		 

		 



		70

		 

		 Ton 

		 Rip Rap Retaining Wall 

		 

		 

		 



		1

		 

		 Ton 

		 Rip Rap, Class B 

		 

		 

		 



		18

		 

		 EA 

		 Monthly Warranty Work 

		 

		 

		 









