DATUM DESCRIPTION

THE LOCALIZED COORDINATE SYSTEM DEVELOPED FOR THIS PROJECT
[S BASED ON THE STATE PLANE COORDINATES ESTABLISHED BY
NCGS FOR MONUMENT “950056 GPS-1"

WITH NAD 83/NA 2011 STATE PLANE GRID COORDINATES OF
NORTHING:  656554.39(Ft) EASTING: 2279657.81(f1)
ELEVATION: 129.96(ft)

THE AVERAGE COMBINED GRID FACTOR USED ON THIS PROJECT
(GROUND TO GRID) IS: 0.999885138
THE N.C. LAMBERT GRID BEARING AND
LOCALIZED HORIZONTAL GROUND DISTANCE FROM
950056 GPS-1" TO -L- STATION IS 10+00.00
S 42° 42 16" E 1514.45'

ALL LINEAR DIMENSIONS ARE LOCALIZED HORIZONTAL DISTANCES
VERTICAL DATUM USED IS NAVD 88

SURVEY CONTROL SHEET 95-0056

BASELINE DATA

PROJECT REFERENCE NO. SHEET NO.

17BP.4.R.73 1C-1

Location and Surveys

BRIDGE #950056

BL
POINT DESC. NORTH EAST FLEVATION L STATION OFFSET
BL-101 0o /600. 0410 22/8919.7140 139.50 12+93.69 l4.64 LT
BL-102 00/434.9/70 22/79188.8090 137,31 16+0U8. /8 13.79 LT
BL-103 co/126., 3300 22 /9435, 1600 131,04 19+99. 37 19.23 LT
BL-104 606836, 1630 22/9044.4810 129.39 23708, 42 13.77 LT
GFPS-1 606054 . 3900 2279627 .5100 129.96 2ob-12.12 16.19 LT
GFPS-2 005919, 6200 2279904 . 5100 136.05 OQUTSIDE PROJECT LIMITS
BENCHMARK DATA

TBM-1 FELEVATION = 128.24"7
O L(j N 6256844 E 2279636
C\J C\J BL STATION 195+51.00 87 LERFT

@ ‘ WOODS >
v—

L~ POT
Sta. 26+2969

10 NC 58]

' o WOOoDS AN

s\ b L g TBM-2
) —L—3PT_Stg. 20+39.33 "~ _*

Y % W\
~ -

NOTES:

BENCHLITE NAIL SET IN 30" PINE
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TBM-2 FELEVATION = 132.92°
N 6256540 E 2279604

BL STATION 18+20.00 256" RIGHT
BENCHLITE NAIL SET IN 11" 0OAK
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1. THE CONTROL DATA FOR THIS PROJECT CAN BE FOUND ELECTRONICALLY BY SELECTING

PROJECT CONTROL DATA AT:

HTTPS:/CONNECT.NCDOT.GOVVRESOURCESLOCATION/

THE FILES TO BE FOUND ARE AS FOLLOWS:
950056 LS BASELINE.TXT

SITE CALIBRATION INFORMATION HAS NOT BEEN PROVIDED FOR THIS PROJECT.IF FURTHER
INFORMATION IS NEEDED, PLEASE CONTACT THE LOCATION AND SURVEYS UNIT.

INDICATES GEODETIC CONTROL MONUMENTS USED OR SET FOR HORIZONTAL PROJECT CONTROL

BY WETHERILL ENGINEERING.

PROJECT CONTROL ESTABLISHED USING GLOBAL POSITIONING SYSTEM.




