
BEGIN CONST.

-Y_2- POT 14+00.00 

END CONST.

-Y_7- POC 14+75.00 

-Y_4- PC 15+23.94 
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NORTH  CAROLINA

DEPARTMENT  OF  TRANSPORTATION

ROADWAY DESIGN      LIGHTING/ELECTRICAL SECTION
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USE FOR LIGHTING CONSTRUCTION ONLY
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12’ BEHIND E.O.T.

8’ BEHIND CURB

-Y1-STA.16+14, RT

-Y1-STA.18+23, LT

-L-STA.14+45, RT

-L-STA.13+42, RT

-Y4-STA.17+84, LT

-Y4-STA.15+85, LT

-L-STA.12+58, RT

-L-STA.11+36, RT

-Y3-STA.19+05, LT

-Y3-STA.17+05, LT

-L-STA.10+33, RT

-Y2-STA.18+58, RT

-Y2-STA.16+70, RT
AB
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OPERATIONAL LIGHTING SYSTEM PRIOR TO THE COMPLETION OF THE ROADWAY PROJECT.

INSTALL FITTINGS, PULL CONDUCTORS AND ERECT LIGHT POLES TO PROVIDE AN 

DUKE ENERGY WILL RETURN ON SITE AT A LATER DATE TO LOCATE THE CONDUIT,

ENERGY, AND INSTALLED 36" BELOW GRADE BY NCDOT ROADWAY CONTRACTOR. 

STREET LIGHTING CONDUIT IS A 2" PVC CONDUIT, FURNISHED BY DUKE 
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ROUNDABOUT ENCROACHMENT AGREEMENT.

DUKE ENERGY PROGRESS PROVIDED THIS LIGHTING DESIGN AS A
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Y 4

ROUNDABOUT

NC 42/NC 39 INTERSECTION

TABLE

SINGLE ARM LIGHT STANDARD

ENERGY PROGRESS (TOTAL 13 POLES)

PROVIDED AND INSTALLED BY DUKE 

SINGLE ARM LIGHT STANDARDS TO BE
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7
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7

7

BY NCDOT CONTRACTOR.

BY DUKE ENERGY AND INSTALLED 

(JUNCTION BOX) TO BE PROVIDED

FLUSH MOUNT PEDESTAL/HANDHOLE 

INSTALLED BY NCDOT CONTRACTOR AS SHOWN ON THE PLAN.

FITTINGS WILL BE PROVIDED BY DUKE ENERGY PROGRESS AND

FLUSH MOUNT PEDESTAL/HANDHOLES TYPE JUNCTION BOXES ALONG WITH 2" CONDUIT

CONDUIT SYSTEM

STREET LIGHTING 

AND SPECIFICATIONS.

WITH DUKE ENERGY PROGRESS CONSTRUCTION STANDARD DRAWINGS

THE INSTALLATION OF THE STREET LIGHTING CONDUIT SHALL COMPLY 

BURIED AND EXTENDED ABOVE GRADE.

LOCATION, AND CONDUIT TERMINATION POINT WITH A PIECE OF VERTICAL PIPE

MARK UNDERGROUND STREET LIGHTING CONDUIT AT EACH PROPOSED LIGHT POLE

CONDUIT

2’ PVC STREET LIGHTING 

PRESENT AT TIME OF WORK.

UNDER THE ROADWAY USING BEST METHOD FOR THE CONDITIONS

THE CONTRACTOR SHALL EITHER DIRECT BURY, OR DIRECTIONAL BORE 

LIGHTING CONDUIT INSTALLATION UNLESS MODIFIED AS PART OF THIS PLAN.

STRUCTURES AND LIGHTING SPECIAL PROVISIONS SHALL GOVERN THIS STREET

THE NCDOT 2012 STANDARD SPECIFICATIONS AND DRAWINGS FOR ROADS AND
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