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C1 PROP. APPROX. 3" ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5C, ¢<%2°7:$\§ w%‘;"iis
AT AN AVERAGE RATE OF 168 LBS. PER SQ. YD. IN EACH OF TWO LAYERS STATION STATION &Nci\L/ EM_BF/%/NK. BORROW WASTE %@ODLNG&@ ‘%ODL\“@\@
) b —Docusigned b g 4 g 1A dY Docusigndaliys § g 3 13V
Norwoed. [ Cainey Il @W I Cainay,
_Y28- 14+75 _Y28- 21+00 278 285 146 139 VY r——————
D1 PROP. APPROX. 4" ASPHALT CONCRETE INTERMEDIATE COURSE, UNLESS ALL SIGNATURES COMPLETED
TYPE I19.0C, AT AN AVERAGE RATE OF 456 LBS. PER SQ. YD. TOTAL 78 285 126 139
PROJECT TOTAL 278 285 146 139
- E 1 PROP. APPROX. 4" ASPHALT CONCRETE BASE COURSE, TYPE B25.0C,
AT AN AVERAGE RATE OF 456 LBS. PER SQ. YD. ESTIMATE TO REPLACE 7
TOPSOIL ON BORROW PIT
R1 2'-6" CONCRETE CURB AND GUTTER.
GRAND TOTAL 278 285 153 139
SAY 300 200
T1 EARTH MATERIAL
U1 EXISTING PAVEMENT
NOTE: PAVEMENT EDGE SLOPES ARE 1:1 UNLESS SHOWN OTHERWISE
NOTE: MILL INTERSECTION 2” AND RESURFACE WITH
PROP. APPROX. 2” ASPHALT CONCRETE SURFACE COURSE,
TYPE S9.5D, AT AN AVERAGE RATE OF 224 LBS. PER SQ. YD. (0
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