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NORTH LOOP
EROSION CONTROL PLAN

TEMPORARY SILT FENCE

TEMPORARY SILT FENCE1605.01

SYMBOLDESCRIPTIONSTD. #

LEGEND 

ROCK SILT CHECK DAM1633.01

SEE NOTE 1
ROCK SILT CHECK TYPE A

COIR FIBER WATTLE

LEVEL III CERTIFICATION NO.

33124

LEVEL III NAME

CRYSTAL MOORE

SEE NOTE 3

TEMPORARY DEVICES.
CONFIRM WITH NCDOT WHEN VEGETATION IS STABILIZED AND REMOVE   16.
REMAINING DISTURBED AREA PER NCDOT SPECIFICATIONS. 
PROVIDE TEMPORARY OR PERMANENT SEED AND MULCH IN   15.
INSTALL EXPRESSWAY GUTTER  14.
INSTALL CATCH BASIN AND PIPE TO PLUNGE POOL.   13.
INSTALL SOD.   12.
INSTALL RIPRAP PLUNGE POOL.  11.
BACKFILL WITH ENGINEERED MEDIA.   10.
CONSTRUCT FALSE SUMP  9.
WASHED STONE, AND FILTER FABRIC.
EXCAVATE BIO-SWALE, INSTALL UNDERDRAIN PIPE, CLEANOUTS,   8.
EXCAVATE AND INSTALL PRE-CAST DRAINAGE STRUCTURE  7.
UNDERDRAIN, MEDIA, OR SOD.
LEAVING THE SITE OR BEING DEPOSITED ON TOP OF NEWLY INSTALLED 
INSTALL AND RELOCATE SILT FENCE AS NEEDED TO PREVENT SEDIMENT FROM  6.
INSTALL ROCK SILT CHECK DAM.  5.
INSTALL TRAFFIC CONTROL DEVICES PER TRAFFIC CONTROL PLAN.  4.
FLAG WORK LIMITS.  3.
TO BEGINNING LAND DISTURBING ACTIVITY.
CONTRACTOR SHALL NOTIFY NCDOT DIVISION OFFICE SEVEN DAYS PRIOR   2.
CONDUCT PRE-CONSTRUCTION MEETING WITH NCDOT DIVISION OFFICE.  1.

  CONSTRUCTION SEQUENCE

SOD 370 SY

THE ENGINEER.
CONCRETE WASHOUT LOCATION SHALL BE DETERMINED IN FIELD BY   5.
THE ENGINEER.
CONSTRUCTION ENTRANCE LOCATION SHALL BE DETERMINED IN FIELD BY  4.
WITH FABRIC INSERT INLET PROTECTION DEVICE.
RECIEVING FLOWS.  NEXT DOWNGRADIENT CATCHBASIN SHALL BE FITTED
COMPLETELY BLOCK NEW CATCH BASIN UNTIL BIO-SWALE IS CAPABLE OF  3.
AROUND BIOSWALE UNTIL SOD IS PLACED.
IF MEDIA TO BE LEFT UNPROTECTED SILT FENCE SHALL BE PLACED  2.
ACROSS TOP. (CAN SEED BACK SLOPES)
SOD ALL SLOPES DIRECTLY DRAINING TO THE BIO-SWALE.  SOD BERMS  1.

  NOTES:

LIMITS OF SEED

LIMITS OF SOD

DOCUMENT NOT CONSIDERED FINAL

UNLESS ALL SIGNATURES COMPLETED
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