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SHEET DISCRIPTION
TITLE SHEET

INDEX OF SHEETS, GENERAL NOTES,
AND LIST OF STANDARD DRAWINGS

CONVENTIONAL SYMBOLS

BIO-SWALE DETAILS

SWALE DETAILS & CLEANOUT DETAILS

PRECAST OUTLET STRUCTURE DETAILS

SURVEY CONTROL & EXISTING CONDITIONS MAP
SUMMARY OF QUANTITES

PLAN SHEET NORTH BIO-SWALE

PLAN SHEET WEST SWALE

PLAN SHEET SOUTH BIO-SWALE

TRAFFIC CONTROL PLAN

TRAFFIC CONTROL PLAN

TRAFFIC CONTROL PLAN

EROSION CONTROL PLAN NORTH LOOP

EROSION CONTROL PLAN WEST LOOP

EROSION CONTROL PLAN SOUTH LOOP

EROSION CONTROL DETAILS — TEMPORARY SILT FENCE,
ROCK INLET SEDIMENT TRAP TYPE C, & TEMPORARY ROCK
SILT CHECK TYPE A

COIR FIBER WATTLE SILT FENCE BREAK DETAILS

TEMPORARY ROCK SILT CHECK A DETAILS

THE FOLLOWING ROADWAY STANDARDS AS APPEAR IN "ROADWAY STANDARD
DRAWINGS” HIGHWAY DESIGN BRANCH - N. C. DEPARTMENT OF TRANSPORTATION -
RALEIGH, N. C., DATED JANUARY, 2012 ARE APPLICABLE TO THIS PROJECT AND BY
REFERENCE HEREBY ARE CONSIDERED A PART OF THESE PLANS:

STD. NO. TITLE

300.01 METHOD OF PIPE INSTALLATION

816.04 MARKERS FOR DRAINAGE STRUCTURE AND CONCRETE PAD
840.02 CONCRETE CATCH BASIN

840.03 FRAME, GRATES, AND HOOD

840.20 FRAMES AND WIDE SLOT FLAT GRATES

840.25 ANCHORAGE FOR FRAMES

840.45 PRECAST DRAINAGE STRUCTURE

840.54 MANHOLE

846.01 EXPRESSWAY GUTTER

846.01 CONCRETE CURB, GUTTER AND CURB & GUTTER
876.02 GUIDE FOR RIP RAP AT PIPE OUTLETS

1607.01 GRAVEL CONSTRUCTION ENTRANCE

1632.03 ROCK INLET SEDIMENT TRAP TYPE C

GENERAL NOTES

1. SPECIFICATIONS: NCDOT STANDARD SPECIFICATIONS FOR ROADS AND
STRUCTURES (JANUARY 2012)

2. GRADING: THE GRADE LINES SHOWN DENOTE THE FINISHED ELEVATIONS
OF THE PROPOSED SURFACING AT GRADE POINTS SHOWN ON THE TYPICAL
SECTIONS. GRADE LINES MAY BE ADJUSTED AT THEIR BEGINNING AND
ENDING AND AT STRUCTURES AS DIRECTED BY NCDOT IN ORDER TO
SECURE A PROPER TIE-IN.

3. SUBSURFACE PLANS: NO SUBSURFACE PLANS ARE AVAILABLE ON THIS
PROJECT. THE CONTRACTOR SHALL PREPARE HIS OWN INVESTIGATION
AS TO THE SUBSURFACE CONDITIONS.
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