% PROJECT REFERENCE NO. SHEET NO.
g 50-0239 1C-1
SURVEY CONTROL SHEET 50-0239 Location and Surveys
BASELINE DATA
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POINT DESC NORTH CAST CLEVATION L STATION OFFSET
101 3L- 101 570601 . 0330 2229490, 5670 166.01 10+00.28 14.06 RT
192 BL-102 570794, 4610 2229712,8890 155,72 12+94.,97 13.08 RT
| 500239-06PS-1 671123, 1300 2230098, 5000 152.16 OUTSIDE PROJECT LIMITS
> 500239-0PS-2 671449, 4100 22303396, 0600 154,46 OUTSIDE PROJECT LIMITS
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TBM- 1 CLEVATION - 149,52 <30//
N 670749 C 2229776
L STATION 13+13.00 89 RIGHT
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T / NOTES:
THE LOCALIZED COORDINATE SYSTEM DEVELOPED FOR THIS PROJECT / 1. THE CONTROL DATA FOR THIS PROJECT CAN BE FOUND ELECTRONICALLY BY SELECTING
o |7 PP e FoR NoNDMENT "s00238 gretr PROJECT CONTROL DATA AT:
2 WITH NAD 83/NA 2011 STATE PLANE GRID COORDINATES OF ? / HTTPS/CONNECT NCDOT.GOVRESOURCESLOCATION
- NORTHING: 671123.13(ft) EASTING: 2230098.50(ft)
2 J THE FILES TO BE FOUND ARE AS FOLLOWS:
2 CLEVATION: 152.16(Ft) / 2 S
2 THE AVERAGE COMBINED GRID FACTOR USED ON THIS PROJECT * 500239_LS_CONTROL.TXT
e (GROUND TO GRID) IS: 0.999888236
% THE N.C. LAMBERT GRID BEARING AND ,’ SITE CALIBRATION INFORMATION HAS NOT BEEN PROVIDED FOR THIS PROJECT.IF FURTHER
520 LOCAL1ZED HORIZONTAL GROUND DISTANCE FROM o / INFORMATION IS NEEDED, PLEASE CONTACT THE LOCATION AND SURVEYS UNIT.
822 500239 GPS-1" TO -L— STATION 1S 10+00.00
Lol N 50° 20" 54" E 8071.8'
3 <O
Loz ALL LINEAR DIMENSIONS ARE LOCALIZED HORIZONTAL DISTANCES INDICATES GEODETIC CONTROL MONUMENTS USED OR SET FOR HORIZONTAL PROJECT CONTROL
930 VERTICAL DATUM USED IS NAVD 88 BY WETHERILL ENGINEERING.
so0 NOTE: DRAWING NOT TO SCALE PROJECT CONTROL ESTABLISHED USING GLOBAL POSITIONING SYSTEM.




