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PROJECT SPECIAL PROVISIONS 

ROADWAY 

CONSTRUCTION SEQUENCE: 
(7-1-95) (Rev. 8-21-12) 560 SP1 R34R 

 

Pave each section of roadway begun in a continuous operation.  Do not begin work on another 

section of roadway unless satisfactory progress is being made toward completion of intersections 

and all other required incidental work by satisfactorily furnishing additional paving equipment and 

personnel, except for milling and patching operations. 

 

SHOULDER WEDGE: 
(9-20-11)(Rev. 1-16-24) 610 SP6 R03R 

 

Revise the Standard Specifications as follows: 

 

Page 6-21, Article 610-8, SPREADING AND FINISHING, add the following after line 40: 

 

Attach a device, mounted on screed of paving equipment, capable of constructing a shoulder wedge 

with an angle of 30 degrees plus or minus 4 degrees along the outside edge of the roadway, 

measured from the horizontal plane in place after final compaction on the final surface course.  

Use an approved mechanical device which will form the asphalt mixture to produce a wedge with 

uniform texture, shape and density while automatically adjusting to varying heights. 

 

Payment for use of this device will be incidental to the other pay items in the contract. 

 

PRICE ADJUSTMENT - ASPHALT BINDER FOR PLANT MIX: 
(11-21-00)(Rev. 1-16-24) 620 SP6 R25 

 

Price adjustments for asphalt binder for plant mix will be made in accordance with Section 620 of 

the Standard Specifications. 

 

The base price index for asphalt binder for plant mix is $568.13 per ton. 

 

This base price index represents an average of F.O.B. selling prices of asphalt binder at supplier's 

terminals on July 1, 2025. 

 

FINAL SURFACE TESTING NOT REQUIRED: 
(5-18-04) (Rev. 2-16-16) 610 SP6 R45 

 

Final surface testing is not required on this project in accordance with Section 610-13, Final 

Surface Testing and Acceptance. 
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PAVEMENT WIDTH VARIES: 
(7-1-95) (Rev. 8-21-12) 610 SP6 R76R 

 

The Contractor's attention is directed to the fact that the existing pavement varies in width and the 

Contractor will be required to widen the pavement as directed by the Engineer in order to obtain a 

uniform edge of pavement. 

 

ELECTRONIC TICKETING SYSTEM: 
(7-16-24)(Rev. 12-17-24) 1020 SP10 R20 

 

Description 

 

At the contractor’s option, the use of an electronic ticketing system for reporting individual and 

cumulative asphalt material deliveries may be utilized on this project.   At the preconstruction 

conference, the contractor shall notify the Engineer if they intend to utilize an electronic ticketing 

system for reporting individual and cumulative asphalt material deliveries to the project. 

 

Electronic Ticketing Requirements 

 

a. The electronic ticketing system must be fully integrated with the load read-out system 

at the plant.  The system shall be designed so data inputs from scales cannot be altered 

by either the Contractor or the Department. 

 

b. Material supplier must test to confirm that ticketing data can be shared from the 

originating system no less than 30 days prior to project start.  

 

c. After each truck is loaded, ticket data must be electronically captured, and ticket 

information uploaded via Application Programming Interface (API) to the Department.    

 

d. Obtain security token from NCDOT for access to E-Ticketing portal (to send tickets). 

To request a Security Key, fill out the below E-Ticketing Security Request Form: 

https://forms.office.com/g/XnT7QeRtgt  

 

e. Obtain API from NCDOT containing the required e-ticketing data fields and format. 

Download the API from the NCDOT E-ticketing Webpage:   

https://connect.ncdot.gov/projects/construction/E-Ticketing/Pages/default.aspx  

 

f. Provide all ticket information in real time and daily summaries to the Department’s 

designated web portal. If the project contains locations with limited cellular service, an 

alternative course of action must be agreed upon. 

 

g. Electronic ticketing submissions must be sent between the Material Supplier and the 

Department. 

 

h. The electronic ticket shall contain the following information: 

  

Date 

Contract Number 

Supplier Name 

https://forms.office.com/g/XnT7QeRtgt
https://connect.ncdot.gov/projects/construction/E-Ticketing/Pages/default.aspx
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Contractor Name 

Material 

JMF 

Gross Weight 

Tare Weight 

Net Weight  

Load Number 

Cumulative Weight  

Truck Number 

Weighmaster Certification 

Weighmaster Expiration 

Weighmaster Name 

Facility Name 

Plant Certification Number 

Ticket Number 

Hauling Firm (optional) 

Voided Ticket Number (if necessary) 

Original Ticket Number (if necessary) 

Supplier Revision (If necessary) 

 

The Contractor/supplier can use the electronic ticketing system of their choice to meet the 

requirements of this provision. 

 

Measurement and Payment 

 

No measurement or payment will be made for utilizing an electronic ticketing system as the cost 

of such shall be included in the contract price bid for the material being provided. 

 

CONES: 
(3-19-24) 1135 SP11 R35 

 

Revise the Standard Specifications as follows: 

 

Page 11-11, Article 1135-3 CONSTRUCTION METHODS, lines 19-20, delete the third 

sentence of the first paragraph, “Do not use cones in the upstream taper of lane or shoulder 

closures for multi-lane roadways.”. 

 

FLAGGERS: 
(12-17-24) 1150 SP11 R50 

 

Revise Section 1150 of the Standard Specification as follows: 

 

Page 11-13, Article 1150-1, DESCRIPTION, add the following after line 31:  

 

Alternatively, at the discretion of the Contractor, the Contractor may furnish, install, place in 

operation, repair, maintain, relocate, and remove remotely controlled Automated Flagging 

Assistance Devices (AFAD) or Temporary Portable Traffic Signal units (PTS units) to assist, 

supplement, or replace human flaggers for one-lane, two-way traffic maintenance during 

construction in accordance with this provision and the Standard Specifications.  
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For the purpose of this provision, an "approach" refers to a single lane of traffic moving in one 

direction toward a point of control or work zone.  Flaggers, AFAD and PTS units are only used to 

control one lane of approaching traffic in a specific direction. 

 

Page 11-13, Article 1150-2, MATERIALS, add the following after line 34:  

 

Provide documentation to the Engineer that the AFAD or PTS units meets or exceeds the 

requirements of this special provision and is on the NCDOT APL or ITS and Signals QPL. 

 

(A) Automated Flagging Assistance Devices (AFAD) 

 

(1) AFAD General 

 

Cover the automated gate arm with Department approved Type VII, VIII or IX 

retroreflective sheeting of vertical alternating red and white stripes at 16 inch intervals 

measured horizontally.  When the gate arm is in the down position the minimum vertical 

aspect of the arm and sheeting shall be 4 inches.  The retroreflectorized sheeting shall be on 

both sides of the gate arm. With the AFAD parked or positioned 2 feet outside or in a location 

deemed acceptable for the lane being controlled, the gate arm shall reach at least to the 

center of the lane but shall not exceed the width of the lane being controlled. 

 

Design the system to be fail-safe.  Provide a conflict monitor, malfunction monitoring unit, 

or similar device that monitors for malfunctions and prevents the display of conflicting 

indications.  This system shall be electronic and operated by remote control.   

 

(2)  AFAD Type I System: RED/YELLOW 

 

Provide a Red/Yellow AFAD with at least one set of CIRCULAR RED and CIRCULAR 

YELLOW lenses in a vertical configuration that are 12 inches in diameter.  The bottom of 

the housing (including brackets) shall be at least 7 feet (2.1 meters) above the pavement.   

 

This system is required to have yellow 12 inch aluminum or polycarbonate vehicle signal 

heads with 10 inch tunnel visors, backplates, and Light Emitting Diode (LED) modules.  

Provide signal heads, backplates, and LED modules listed on the ITS and Signals QPL 

available on the Department’s website. 

 

Provide an automated gate arm on the AFAD that descends to a down position across the 

approaching lane of traffic when the steady CIRCULAR RED lens is illuminated and then 

ascends to an upright position when the flashing CIRCULAR YELLOW lens is 

illuminated. The automated gate arm is to be designed such that if a motorist pulls 

underneath the gate arm while lowering, no damage to the vehicle occurs. 

  

A STOP HERE ON RED (R10-6 or R10-6a) sign shall be installed on the right-hand side 

of the approach at the point at which drivers are expected to stop when the steady 

CIRCULAR RED lens is illuminated. 
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To stop traffic, the AFAD shall transition from the flashing CIRCULAR YELLOW 

lens by initiating a minimum 5 second steadily illuminated CIRCULAR YELLOW 

lens followed by the CIRCULAR RED lens.  

 

Once the CIRCULAR RED lens is displayed, the system is to have a minimum 2 

second delay between the time the steady CIRCULAR RED is displayed and the time 

the gate arm begins to lower. The maximum delay between CIRCULAR RED and the 

time the gate arm lowers is 4 seconds. To permit stopped road users to proceed, the 

AFAD shall display the flashing CIRCULAR YELLOW lens and the gate arm shall 

be placed in the upright position. 

  

Ensure the system monitors for a lack of yellow or red signal voltage, total loss of 

indication in any direction, presence of multiple indications on any approach and low 

power conditions. 

  

Additional sets of CIRCULAR RED and CIRCULAR YELLOW lenses located over the 

roadway or on the left side of the approach and operated in unison with the primary set, 

may be used to improve visibility of the AFAD.  If the set of lenses is located over any 

portion of the roadway that can be used by motor vehicles, the bottom of the housing 

(including brackets) shall be at least 15 feet (4.6 meters) above the pavement. 

 

(3)  AFAD Type II System: STOP/SLOW 

 

Provide STOP/SLOW signs that are octagonal in shape, made of rigid material, and at least 

36 inch x 36 inch in size.  Letters shall be a minimum of 8 inches high.  The STOP face 

shall have a red background with white letters and border. 

 

The SLOW face shall be diamond shaped, orange, or yellow background with black letters 

and border.  Cover both faces in a Department approved Type VII, VIII or IX retroreflective 

sheeting.  The minimum mounting height for the sign faces shall be 7 feet above the 

pavement to the bottom of the sign. 

 

The AFAD’s STOP/SLOW signs shall be supplemented with active conspicuity devices by 

incorporating a stop beacon (red lens) and a warning beacon (yellow lens).  The stop beacon 

shall be no more than 24 inches above the STOP face. Mount the warning beacon no more 

than 24 inches above or beside of the SLOW face.  Except for the mounting locations, the 

beacons shall conform to the provisions of Chapter 4L of the MUTCD and have 12 inch 

signal lenses.  

 

Strobe/flashing lights are an acceptable alternative to flashing beacons.  If utilized, they 

shall be either white or red flashing lights located within the STOP face and white or yellow 

flashing lights within the SLOW face and conform to the provisions of Chapter 6D of the 

MUTCD.  If used, the lens diameter shall be a minimum of 5 inches with a minimum height 

of 6 inches.  Equip strobes/flashing lights for both dual and quad flash patterns. 

 

Type B warning lights shall not be used in lieu of the beacons or the strobe lights. 
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The faces of the AFADs STOP/SLOW sign may include louvers.  If louvers are used, 

design the louvers such that the aspect of the sign face to approaching traffic is a full sign 

face at a distance of 50 feet or greater. 

 

A WAIT ON STOP (R1-7) sign and a GO ON SLOW (R1-8) sign shall be displayed to 

traffic approaching the AFAD.  Position signs on the same support structure as the AFAD.  

Both signs shall have black legends and borders on white Type III sheeting backgrounds.  

Each of these signs shall be rectangular in shape and be at least 24 inch x 30 inch size with 

letters at least 6 inches high. 

 

Provide an automated gate arm on the AFAD that descends to a down position across the 

approaching lane of traffic when the STOP face is displayed and then ascends to an upright 

position when the SLOW face is displayed. 

 

The automated gate arm is to be designed such that if a motorist pulls underneath the gate 

arm while lowering, no damage to the vehicle occurs. 

 

A STOP HERE ON RED (R10-6 or R10-6a) sign shall be installed on the right-hand side 

of the approach at the point at which drivers are expected to stop when the STOP face is 

displayed. 

 

When approaching motorists are to proceed, display the SLOW face and the warning 

beacon or strobes are to flash on the AFAD. When approaching motorists are will be 

stopped, display the STOP face and the stop beacon or strobes are to flash on the AFAD. 

 

To stop traffic, the AFAD will transition from the SLOW face to the STOP face by 

initiating a minimum 5 second change cycle.  First, the warning beacon is to be 

steadily illuminated for the change cycle.  If strobes are used in lieu of a warning 

beacon, they are to be placed in the quad flash pattern.  At the end of the change cycle, 

the STOP face is to be displayed with the stop beacon flashing and the warning beacon 

or strobes are to stop flashing.  Once the STOP face is displayed, the system is to have 

a minimum 2 second delay between the time the STOP face is displayed and the time 

the gate arm begins to lower. The maximum delay between the time the STOP face is 

displayed and the time the gate arm lowers is 4 seconds. 

 

To permit stopped road users to proceed, the gate arm shall be placed in the upright 

position and the AFAD shall display the SLOW face and the warning beacon or 

strobes are to flash in the dual flash pattern. 

 

Do not flash the stop beacon when the SLOW face is displayed, and do not flash the 

warning beacon when the STOP face is displayed. 

 

(B) Portable Traffic Signals (PTS) Units 

 

Provide PTS units with at least one set of CIRCULAR RED, CIRCULAR YELLOW, and 

CIRCULAR GREEN lenses in a vertical configuration that are 12 inch diameter aluminum 

or polycarbonate vehicle signal heads with 10 inch tunnel visors, backplates, and Light 
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Emitting Diode (LED) modules.  All signal heads, tunnel visors, and backplates shall be 

yellow in color.  

  

The bottom of the housing (including brackets) shall be at least 7 feet above the pavement 

for single set units.  Additional signal heads on units with more than one signal head shall 

be capable of extending over the travel lane.   

 

Communication Requirements 

 

All PTS units within the signal set up systems shall maintain communication at all times 

by either hardwire cable or wireless radio link communication.  If the hardwire cable 

communication is utilized the communication cable shall be deployed in a manner that will 

not intrude in the direct work area of the project or obstruct vehicular and pedestrian traffic.  

Utilize radio communication with 900MHz frequency band and frequency hopping 

capability.  The radio link communication system shall have a minimum range of 1 mile.  

 

Fault Mode Requirements 

 

Revert PTS units to a flashing red mode upon system default unless otherwise specified 

by the Engineer.  Equip the PTS units with a remote monitoring system.  Where cell 

communication availability exists, the remote monitoring system shall adhere to the 

remote monitoring system section of this provision. 

 

Remote Monitoring System 

 

The remote monitoring system (RMS) shall be capable of reporting signal location, battery 

voltage / battery history and system default.  Provide a password protected website 

viewable from any computer with internet capability for the RMS.  In the event of a system 

default, the RMS shall provide specific information concerning the cause of the system 

default (i.e. red lamp on signal number 1).  Equip the RMS with a mechanism capable of 

immediately contacting a minimum of three previously designated individuals via text 

messaging and/or email upon a default.  

 

The running program operating the PTS units shall be always available and viewable 

through the RMS website. Maintain a history of the RMS operating system in each signal 

including operating hours and events and the location of the PTS units.   

 

Trailer / Cart 

 

The AFAD and PTS units may be mounted on either a trailer or a moveable cart system. 

 

Finish all exterior metal surfaces with Federal orange enamel per AMS-STD-595, color chip ID# 

13538 or 12473 respectively with a minimum paint thickness of 2.5 mils (64 microns). 

 

Design and test the AFAD or PTS units trailer / cart to withstand an 80 MPH wind load while in 

the operational position.  Provide independent certification that the assembly meets the design 

wind load. 
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Equip the AFAD or PTS units with leveling jacks capable of stabilizing the unit in a horizontal 

position when located on slopes 6:1 or flatter. 

 

Equip trailers in compliance with North Carolina Law governing motor vehicles and include a 12-

volt trailer lighting system complying with Federal Motor Carrier Safety Regulations 393, safety 

chains and a minimum 2 inch ball hitch. 

 

Provide a minimum 4 inch wide strip of fluorescent conspicuity sheeting retroreflective sheeting 

to the frame of the trailer.  Apply the sheeting to all sides of the trailer. The sheeting shall meet the 

ASTM requirements of Type VII, VIII or IX. 

 

Power System 

 

Design the systems to operate both with and without an external power source.  Furnish 

transmitters, generators, batteries, controls and all other components necessary to operate the 

device. 

 

Provide equipment that is solar powered and supplemented with a battery backup system that 

includes a minimum 110/120 VAC powered on-board charging system capable of powering the 

unit for 7 continuous days with no solar power.  Each unit shall also be capable of being powered 

by standard 110/120 VAC power sources, if applicable.  

 

Locate batteries and electronic controls in a locked, weather and vandal resistant  housings. 

 

Page 11-14, Article 1150-3, CONSTRUCTION METHODS, add the following after line 11:  

 

Flaggers shall have a path to escape an errant approaching vehicle at all times, unimpeded by 

barrier, guardrail, guiderail, parked vehicles, construction materials, slopes steeper than 2:1, or any 

other obstruction at all times. If an unimpeded path cannot be maintained, the Contractor shall use 

AFAD or PTS units in lieu of a flagger.   

 

Provide documentation to the Engineer prior to deploying the device that the AFAD or PTS units 

operator(s) are qualified flagger(s) that have been properly trained through an NCDOT approved 

training agency or other NCDOT approved training provider and that the qualified flagger(s) have 

received manufacturer training to operate that specific device.  This training shall include proper 

installation, remote control operation, central control systems and maintenance of the AFAD or 

PTS units.  The training shall take place off the project site where training conditions are removed 

from live traffic.  The documentation shall include the names of the authorized trainer, the trainees, 

the device on which they have been trained and the date of the training.  Provide updated 

documentation to the Engineer prior to deploying any additional operators.   

  

Install advance warning signs and operate AFADs in accordance with the attached detail drawings 

in this provision. 

 

Install advance warning signs and operate PTS units in accordance with NCDOT Roadway 

Standard Drawings No. 1101.02, Sheet 17. 
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AFAD and PTS units shall only be used in situations where there is only one lane of approaching 

traffic in the direction to be controlled. At no time shall an AFAD unit controlling traffic 

through the work area be placed in an autonomous mode and/or left unattended. 

 

Signal timing and operation of PTS units shall be field verified and accepted by the Engineer 

before use. 

 

Use AFAD or PTS units in locations where queueing from the AFAD or PTS units will extend to 

within 150 feet of a signalized intersection or railroad crossing. Do not be use AFAD and PTS 

units as a substitute for or a replacement for a continuously operating temporary traffic control 

signal as described in Section 6F.84 of the MUTCD.   

 

If used at night, illuminate each AFAD or PTS units as described in Section 6D of the MUTCD. 

 

Provide a complete AFAD or PTS units that is capable of being relocated as traffic conditions 

demand.   

 

If AFADs or PTS units become inoperative, be prepared at all times to replace the unit with the 

same type and model of AFAD or PTS units, revert to human flagging operations or terminate all 

construction activities requiring the use of the AFAD or PTS units until the AFAD or PTS units 

become operative or qualified human flaggers are available. 

 

When the work requiring the AFAD or PTS units is not pursued for 30 minutes or longer, power 

off each AFAD or PTS units. Removed the AFAD or PTS units from the travel lane and relocated 

to a minimum of 5 feet from the edge line. AFAD gate arms shall be in the upright position. 

Remove all traffic control devices from the road, place two cones by each AFAD or PTS units and 

all signs associated with the lane closure operation shall be removed or laid down.  At the end of 

each workday, remove all AFADs or PTS units from the roadway and shoulder areas. 

 

Ensure the system’s wireless communication links continuously monitor and verify proper 

transmission and reception of data used to monitor and control each AFAD or PTS units.  Ensure 

ambient mobile or other radio transmissions or adverse weather conditions do not affect the 

system.  

 

In the event of a loss of communications, immediately display the flashing RED or STOP 

indication on all AFAD or PTS units. 

 

AFAD Specific Construction Methods  

 

The flagger/operator controlling the AFAD units shall be on the project site at all times.  If multiple 

AFAD units are used, one AFAD unit shall be the Main AFAD unit and all other units shall be 

remote AFAD units.  Ensure that each device meets the physical display and operational 

characteristics as specified in the MUTCD. 

 

Multiple AFAD units may be controlled with one flagger/operator when the AFAD units meet each 

of the following requirements: 

  

(1) AFAD units are spaced no greater than the manufacturer’s recommendations. 
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(2) Both AFAD units can be seen at the same time from the flagger/operator’s position, or 

the AFAD is operating on its own secure network with malfunction detection and 

notification to the flagger/operator. 

 

(3) The flagger/operator has an unobstructed view of approaching traffic in both directions 

from the flagger/operator position or the AFAD is operating on its own secure network, 

with cameras that provide the flagger/operator an unobstructed view of approaching traffic 

from both directions.  The flagger/operator may control the AFAD units from a pilot 

vehicle. 

 

If any of the above requirements are not met, flagger/operator control each AFAD unit. 

 

AFAD operators may either control traffic at side streets or driveways between the AFAD units or 

operate the pilot car while operating the AFAD system if approved by the Engineer. AFAD units 

must continue to be within clear sight of the operator during these work activities. 

 

Page 11-14, Article 1150-4, MEASUREMENT AND PAYMENT, add the following after line 

24:  

 

Each AFAD or PTS unit will be measured and paid for as Flaggers paid by day in accordance with 

Article 1150-4 of the Standard Specifications.  Where the pay item for Flaggers is not included in 

the original contract then no separate payment will be made for this item and payment will be 

included in the lump sum price bid for Temporary Traffic Control found elsewhere in this contract.  

Each approach controlled by AFAD or PTS units will be measured and paid as one flagger, 

irrespective of the number of devices used.  If multiple PTS units are required to control a single 

approach, these units will collectively be considered as replacing one flagger.    

 

No separate measurement or payment will be made for AFAD or PTS unit operators, as the cost of 

such including their training and operational costs shall be included in the unit or lump sum price 

for Flaggers or Temporary Traffic Control.  Such price and payment also includes the relocation, 

maintenance, and removal during repair periods of AFAD or PTS units as well as the signal 

controller, communication, vehicle detection system, traffic signal software of PTS units and any 

other incidentals necessary to complete the work. 
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SHEET NO. TOTAL NO.
2 4

PROJECT NO.

2026CPT.04.16.20512

1330000000-E 1519000000-E 1575000000-E
LENGTH WIDTH BEGIN 

MP
END 
MP

 INCIDENTAL 
MILLING 

 SURFACE 
COURSE, S9.5B 

 ASPHALT 
BINDER FOR 
PLANT MIX 

MI FT SY TONS TONS

2026CPT.04.16.20512 Johnston 34 SR-3141 / MERIDIAN DR
FROM SR-3139 MONTFORD DRIVE TO 

CUL-DE-SAC 1 2 2WU 0.35 20 0 0.35 326 21
0.35 326 21

2026CPT.04.16.20512 Johnston 35 SR-3142 / BARRINGER DR
FROM SR-3139 MORTFORD DRIVE TO 

CUL-DE-SAC 1 2 2WU 0.16 20 0 0.16 158 10
0.16 158 10

2026CPT.04.16.20512 Johnston 36 SR-3440 / DEVONSHIRE DR
FROM SR-3141 MERIDEN DRIVE TO SR-

1528 PAGE ROAD 1 2 2WU 0.16 20 0 0.16 60 130 8
0.16 60 130 8

2026CPT.04.16.20512 Johnston 37 SR-3441 / CHAMBURY CT
FROM SR-3141 MERIDIAN DRIVE TO 

CUL-DE-SAC 1 2 2WU 0.04 20 0 0.04 60 4
0.04 60 4

2026CPT.04.16.20512 Johnston 38 SR-3442 / BANBURY CT
FROM SR-3141 MERIDIAN DRIVE TO 

CUL-DE-SAC 1 2 2WU 0.05 20 0 0.05 68 4
0.05 68 4

2026CPT.04.16.20512 Johnston 39 SR-3443 / ASHCROFT CT
FROM SR-3139 MONTFORD DRIVE TO 

CUL-DE-SAC 1 2 2WU 0.06 20 0 0.06 76 5
0.06 76 5

2026CPT.04.16.20512 Johnston 40 SR-3444 / WELLINGTON CT
FROM SR-3141 MERIDIAN DRIVE TO 

CUL-DE-SAC 1 2 2WU 0.09 20 0 0.09 101 7
0.09 101 7

2026CPT.04.16.20512 Johnston 41 SR-2270 / LEACH DR
FROM NC HIGHWAY 50 TO CUL-DE-

SAC 1 2 2WU 0.51 20 0 0.51 70 452 29
0.51 70 452 29

2026CPT.04.16.20512 Johnston 42 SR-2271 / SUSAN DR
FROM SR-2270 LEECH DRIVE TO CUL-

DE-SAC 1 2 2WU 1.02 20 0 1.02 867 56
1.02 867 56

2026CPT.04.16.20512 Johnston 43 SR-2272 / KINGS CT
FROM SR-2271 SUSAN DRIVE TO CUL-

DE-SAC 1 2 2WU 0.07 20 0 0.07 84 5
0.07 84 5

2026CPT.04.16.20512 Johnston 44 SR-2273 / SKIPPING STONE DR
FROM SR-2271 SUSAN DRIVE TO CUL-

DE-SAC 1 2 2WU 0.11 20 0 0.11 117 8
0.11 117 8

2026CPT.04.16.20512 Johnston 45 SR-2274 / GIBBONS DR
FROM SR-2271 SUSAN DRIVE TO CUL-

DE-SAC 1 2 2WD 0.07 20 0 0.07 84 5
0.07 84 5

2026CPT.04.16.20512 Johnston 46 SR-2952 / SALAMANDER DR
FROM SR-2270 LEACH ROAD TO CUL-

DE-SAC 1 2 2WU 0.13 20 0 0.13 133 9
0.13 133 9

2026CPT.04.16.20512 Johnston 47 SR-2953 / CRAWDAD CT
FROM SR-2270 LEACH ROAD TO CUL-

DE-SAC 1 2 2WU 0.06 20 0 0.06 76 5
0.06 76 5

2026CPT.04.16.20512 Johnston 48 SR-2555 / NEW KING RD
FROM SR-2313 WC BRASWELL ROAD  

TO CUL-DE-SAC 1 2 2WU 0.33 20 0 0.33 60 268 17
0.33 60 268 17

2026CPT.04.16.20512 Johnston 49 SR-2563 / WHITLEY OAKS CT
FROM SR-2508  YELVENTON GROVE 

ROAD  TO CUL-DE-SAC 1 2 2WU 0.25 20 0 0.25 60 231 15
0.25 60 231 15

2026CPT.04.16.20512 Johnston 50 SR-1778 / WAKELINE DR
FROM SR-1701 WENDELL ROAD TO 

CUL-DE-SAC 1 2 2WU 0.31 20 0 0.31 60 279 18
0.31 60 279 18

2026CPT.04.16.20512 Johnston 51 SR-3229 / TAFTON DR
FROM SR-1743 CECIL ROAD TO SR-

3230 ANNALI WAY 1 2 2WU 0.5 20 0 0.5 65 457 30
0.5 65 457 30

2026CPT.04.16.20512 Johnston 52 SR-3230 / ANNALI WAY
FROM SR-3229 TAFTON DRIVE TO SR-

3231 BARRETTE LANE 1 2 2WU 0.46 20 0 0.46 377 25
0.46 377 25

2026CPT.04.16.20512 Johnston 53 SR-3231 / BARRETTE LN
FROM SR-3230 ANNALI WAY TO SR-

3230 ANNALI WAY 1 2 2WU 0.63 20 0 0.63 512 33
0.63 512 33

2026CPT.04.16.20512 Johnston 54 SR-3232 / ROYCE CT
FROM SR-3230 ANNALI WAY TO  CUL-

DE-SAC 1 2 MD 0.06 20 0 0.06 49 3
0.06 49 3

2026CPT.04.16.20512 Johnston 55 SR-2701 / KUDZU LN
FROM SR-1313 PLAINVIEW CHURCH 

ROAD TO CUL-DE-SAC 1 2 2WU 0.23 20 0 0.23 60 218 14
0.23 60 218 14

2026CPT.04.16.20512 Johnston 56 SR-2710 / SANDEE DR
FROM SR-1315 WHITTINGTON ROAD 

TO CUL-DE-SAC 1 2 2WU 0.27 20 0 0.27 65 245 16
0.27 65 245 16

2026CPT.04.16.20512 Johnston 57 SR-2609 / KENTUCKY DR
FROM SR-1003 BUFFALO ROAD TO 

CUL-DE-SAC 1 & 2 2 2WU 0.66 20 0 0.66 125 578 38
0.66 125 578 38

2026CPT.04.16.20512 Johnston 58 SR-2610 / PREAKNESS DR
FROM SR-2609 KENTUCKY DRIVE TO 

CUL-DE-SAC 1 2 2WU 0.26 20 0 0.26 239 16
0.26 239 16

2026CPT.04.16.20512 Johnston 59 SR-2611 / TRIPLE CROWN CIR
FROM SR-2609 KENTUCKY DRIVE TO 

SR-2609 KENTUCKY DRIVE 1 2 2WU 0.29 20 0 0.29 236 15
0.29 236 15

2026CPT.04.16.20512 Johnston 60 SR-2616 / SHELBY CT
FROM SR-2609 KENTUCKY DRIVE TO 

CUL-DE-SAC 1 2 2WU 0.03 20 0 0.03 24 2
0.03 24 2

2026CPT.04.16.20512 Johnston 61 SR-2401 / BRENTWOOD DR
FROM SR-2141 BIZZELL GROVE 

CHURCH ROAD TO SR-2405 BIZ ROAD 1 2 2WU 0.29 20 0 0.29 65 236 15
0.29 65 236 15

2026CPT.04.16.20512 Johnston 62 SR-2405 / BIZ RD

FROM SR-2141 BIZZELL GROVE 
CHURCH ROAD TO SR-2041 

BRENTWOOD DRIVE 1 2 2WU 0.33 20 0 0.33 65 268 17
0.33 65 268 17

2026CPT.04.16.20512 Johnston 63 SR-2723 / GRAND STAND LN FROM SR-1309 TO DEAD END 1 2 2WU 0.39 20 0 0.39 65 351 23
0.39 65 351 23

2026CPT.04.16.20512 Johnston 64 SR-2724 / FERRIS CIR
FROM SR-2723 GRAND STAND LANE 

TO DEAD END 1 2 2WU 0.2 20 0 0.2 193 13
0.2 193 13

2026CPT.04.16.20512 Johnston 65 SR-2725 / COASTER CT
FROM SR-2724 FERRIS CIRCLE TO 

DEAD END 1 2 2WU 0.23 20 0 0.23 214 14
0.23 214 14

2026CPT.04.16.20512 Johnston 66 SR-2726 / CARROUSEL CT
FROM SR-2723 GRAND STAND LANE 

TO DEAD END 1 2 2WU 0.09 20 0 0.09 101 7
0.09 101 7

16.08 1,905 14,467 938

16.08 1,905 14,467 938

S U M M A R Y    O F    Q U A N T I T I E S
PROJECT NO COUNTY MAP NO ROUTE DESCRIPTION TYP NO LANES LANE 

TYPE

TOTAL FOR MAP NO. 64

TOTAL FOR MAP NO. 65

TOTAL FOR MAP NO. 66

TOTAL FOR MAP NO. 47

TOTAL FOR MAP NO. 48

TOTAL FOR MAP NO. 49

TOTAL FOR MAP NO. 50

TOTAL FOR MAP NO. 51

TOTAL FOR MAP NO. 40

TOTAL FOR MAP NO. 41

TOTAL FOR MAP NO. 42

TOTAL FOR MAP NO. 43

TOTAL FOR MAP NO. 44

TOTAL FOR MAP NO. 45

TOTAL FOR PROJ NO. 2026CPT.04.16.20512

GRAND TOTAL

TOTAL FOR MAP NO. 58

TOTAL FOR MAP NO. 59

TOTAL FOR MAP NO. 60

TOTAL FOR MAP NO. 61

TOTAL FOR MAP NO. 62

TOTAL FOR MAP NO. 63

TOTAL FOR MAP NO. 52

TOTAL FOR MAP NO. 53

TOTAL FOR MAP NO. 54

TOTAL FOR MAP NO. 55

TOTAL FOR MAP NO. 56

TOTAL FOR MAP NO. 57

TOTAL FOR MAP NO. 46

TOTAL FOR MAP NO. 39

TOTAL FOR MAP NO. 34

TOTAL FOR MAP NO. 35

TOTAL FOR MAP NO. 36

TOTAL FOR MAP NO. 37

TOTAL FOR MAP NO. 38



SHEET NO. TOTAL NO.
3 4

4413000000-E 4457000000-N
LENGTH WIDTH BEGIN MP END MP  WORK ZONE 

ADVANCE/GEN
ERAL     

WARNING 
SIGNING 

 TEMPORARY 
TRAFFIC 

CONTROL 

MI FT SF LS

2026CPT.04.16.20512 Johnston 1 SR-1829 / GRANT ST
FROM SR-1560 RANCH ROAD TO SR-

1855 GRANT LANE 1 2 0.23 20 0 0.23 28 0.02
0.23 28 0.02

2026CPT.04.16.20512 Johnston 2 SR-1854 / SHADY MEADOWS LN
FROM SR-1560 RANCH ROAD TO CUL-

DE-SAC 1 2 2WU 0.47 21 0 0.47 56 0.02
0.47 56 0.02

2026CPT.04.16.20512 Johnston 3 SR-1855 / GRANT LN
FROM SR-1854 SHADY MEADOWS 
LANE TO SR-1829 GRANT STREET 1 2 2WU 0.16 20 0 0.16 20 0.02

0.16 20 0.02

2026CPT.04.16.20512 Johnston 4 SR-1856 / SANDY BOTTOM CT
FROM SR-1854 SHADY MEADOWS 

LANE TO CUL-DE-SAC 1 2 2WU 0.09 20 0 0.09 12 0.02
0.09 12 0.02

2026CPT.04.16.20512 Johnston 5 SR-1857 / TALL PINES LN
FROM SR-1854 SHADY MEADOWS 

LANE TO CUL-DE-SAC 1 2 2WU 0.09 20 0 0.09 12 0.02
0.09 12 0.02

2026CPT.04.16.20512 Johnston 6 SR-1812 / STEPHANIE LN
FROM SR-1555 BARBER MILL ROAD TO 

END OF PAVEMENT 1 2 2WU 0.58 20 0 0.58 68 0.02
0.58 68 0.02

2026CPT.04.16.20512 Johnston 7 SR-1813 / LIN'S PL
FROM SR-1812 STEPHANIE LANE TO 

CUL-DE-SAC 1 2 2WU 0.03 20 0 0.03 4 0.02
0.03 4 0.02

2026CPT.04.16.20512 Johnston 8 SR-1814 / N & S NIKOL WAY FROM CUL-DE-SAC TO CUL-DE-SAC 1 2 2WU 0.1 20 0 0.1 12 0.02
0.1 12 0.02

2026CPT.04.16.20512 Johnston 9 SR-1665 / WILDBERRY CT
FROM SR-1517 COOPER BRANCH 

ROAD TO CUL-DE-SAC 1 2 0.12 20 0 0.12 8 0.02
0.12 8 0.02

2026CPT.04.16.20512 Johnston 10 SR-1816 / POLLY PL
FROM SR-1812 STEPHANIE LANE TO 

CUL-DE-SAC 1 2 2WU 0.08 20 0 0.08 12 0.02
0.08 12 0.02

2026CPT.04.16.20512 Johnston 11 SR-1665 / WILDBERRY CT
FROM SR-1571 COOPER BRANCH 

ROAD TO CUL-DE-SAC 1 2 2WU 0.12 20 0 0.12 16 0.02
0.12 16 0.02

2026CPT.04.16.20512 Johnston 12 SR-1632 / RIDGE DR

FROM SR-1552 AMELIA CHURCH 
ROAD TO END OF STATE 

MAINTENANCE 1 & 2 2 2WU 0.67 20 0 0.67 76 0.02
0.67 76 0.02

2026CPT.04.16.20512 Johnston 13 SR-1633 / CREEKVIEW DR
FROM SR-1632 RIDGE DRIVE TO END 

OF STATE MAINTENANCE 1 2 2WU 0.1 20 0 0.1 12 0.02
0.1 12 0.02

2026CPT.04.16.20512 Johnston 14 SR-1634 / HUNTERS PT
FROM SR-1632 RIDGE DRIVE TO CUL-

DE-SAC 1 2 2WU 0.13 20 0 0.13 16 0.02
0.13 16 0.02

2026CPT.04.16.20512 Johnston 15 SR-2028 / LONG NEEDLE DR
FROM SR-1569 BLUE POND ROAD TO 

CUL-DE-SAC 1 & 2 2 2WU 0.63 20 0 0.63 72 0.02
0.63 72 0.02

2026CPT.04.16.20512 Johnston 16 SR-2029 / WHISPERING PINES DR
FROM SR-2028 LONG NEEDLE DRIVE 

TO CUL-DE-SAC 1 2 2WU 0.54 20 0 0.54 64 0.02
0.54 64 0.02

2026CPT.04.16.20512 Johnston 17 SR-2030 / CONE CIR
FROM SR-2029 WHISPERING PINES 

ROAD TO CUL-DE-SAC 1 2 2WU 0.06 20 0 0.06 8 0.02
0.06 8 0.02

2026CPT.04.16.20512 Johnston 18 SR-2031 / TIMBER LN

FROM SR-2028 LONG NEEDLE DRIVE 
TO SR-2029 WHISPERING PINES 

ROAD 1 2 2WU 0.18 20 0 0.18 20 0.02
0.18 20 0.02

2026CPT.04.16.20512 Johnston 19 SR-2032 / PINE KNOLL DR

FROM SR-2028 LONG NEEDLE DRIVE 
TO SR-2029 WHISPERING PINES 

ROAD 1 2 2WU 0.21 20 0 0.21 20 0.02
0.21 20 0.02

2026CPT.04.16.20512 Johnston 20 SR-2033 / LOBLOLLY CIR
FROM SR-2032 PINE KNOLL ROAD TO 

CUL-DE-SAC 1 2 2WU 0.17 20 0 0.17 20 0.02
0.17 20 0.02

2026CPT.04.16.20512 Johnston 21 SR-1820 / APPLEWOOD DR
FROM SR-1557 JACK ROAD TO SR-

1821 PINE LANE  1 2 2WU 0.33 20 0 0.33 40 0.02
0.33 40 0.02

2026CPT.04.16.20512 Johnston 22 SR-1821 / PINE LN
FROM SR-1820 APPLEWOOD DRIVE 

TO CUL-DE-SAC 1 2 2WU 0.08 20 0 0.08 12 0.02
0.08 12 0.02

2026CPT.04.16.20512 Johnston 23 SR-1686 / CRESTWOOD DR
FROM SF-1526 SOUTH SHILOH ROAD 

TO SR-1687 CRESTWOOD COURT 1 2 2WU 0.17 20 0 0.17 20 0.02
0.17 20 0.02

2026CPT.04.16.20512 Johnston 24 SR-1687 / CRESTWOOD CT FROM CUL-DE-SAC T0 CUL-DE-SAC 1 2 2WU 0.41 20 0 0.41 48 0.02
0.41 48 0.02

2026CPT.04.16.20512 Johnston 25 SR-1655 / SOUTHGATE DR
FROM SR-1526 SOUTH SHILOH ROAD 

TO SR-1526 SOUTH SHILOH ROAD 1 2 2WU 0.23 20 0 0.23 28 0.02
0.23 28 0.02

2026CPT.04.16.20512 Johnston 26 SR-2907 / WYNDHAM DR
FROM NC HIGHWAY 50 TO CUL-DE-

SAC 1 & 2 2 2WU 0.21 20 0 0.21 24 0.02
0.21 24 0.02

2026CPT.04.16.20512 Johnston 27 SR-2908 / BRECKENRIDGE DR
FROM NC HIGHWAY 50 T0 SR-2907 

WYNDHAM DRIVE 1 2 2WU 0.37 20 0 0.37 44 0.02
0.37 44 0.02

2026CPT.04.16.20512 Johnston 28 SR-2909 / SOMERLEY DR
FROM SR-2907 WYNDHAM TO SR-

2910 IVEY GATE LANE 1 2 2WU 0.12 20 0 0.12 16 0.02
0.12 16 0.02

2026CPT.04.16.20512 Johnston 29 SR-2910 / IVEY GATE LN
FROM SR-2909 SOMERLY DRIVE TO 

CUL-DE-SAC 1 2 2WU 0.08 20 0 0.08 12 0.02
0.08 12 0.02

2026CPT.04.16.20512 Johnston 30 SR-2911 / WILLOWCROFT CT
FROM SR-2909 SOMERLY TO CUL-DE-

SAC 1 2 2WU 0.1 20 0 0.1 12 0.02
0.1 12 0.02

2026CPT.04.16.20512 Johnston 31 SR-2912 / AMBERLEY CT
FROM SR-2908 BRECKENRIDGE DRIVE 

TO CUL-DE-SAC 1 2 2WU 0.1 20 0 0.1 12 0.02
0.1 12 0.02

2026CPT.04.16.20512 Johnston 32 SR-3139 / MONTFORD DR
FROM NC HIGHWAY 50 TO CUL-DE-

SAC 1 & 2 2 2WU 0.29 20 0 0.29 36 0.02
0.29 36 0.02

2026CPT.04.16.20512 Johnston 33 SR-3140 / BRIGHTON DR
FROM SR-3139 MORTFORD TO CUL-

DE-SAC 1 2 2WU 0.14 20 0 0.14 16 0.02
0.14 16 0.02

PROJECT NO.

2026CPT.04.16.20512

T H E R M O P L A S T I C    A N D    P A I N T    Q U A N T I T I E S

TOTAL FOR MAP NO. 28

TOTAL FOR MAP NO. 29

TOTAL FOR MAP NO. 30

TOTAL FOR MAP NO. 31

TOTAL FOR MAP NO. 32

TOTAL FOR MAP NO. 33

TOTAL FOR MAP NO. 27

TOTAL FOR MAP NO. 16

TOTAL FOR MAP NO. 17

TOTAL FOR MAP NO. 18

TOTAL FOR MAP NO. 19

TOTAL FOR MAP NO. 20

TOTAL FOR MAP NO. 21

TOTAL FOR MAP NO. 22

TOTAL FOR MAP NO. 23

TOTAL FOR MAP NO. 24

TOTAL FOR MAP NO. 25

TOTAL FOR MAP NO. 26

TOTAL FOR MAP NO. 15

TOTAL FOR MAP NO. 4

TOTAL FOR MAP NO. 5

TOTAL FOR MAP NO. 6

TOTAL FOR MAP NO. 7

TOTAL FOR MAP NO. 8

TOTAL FOR MAP NO. 9

TOTAL FOR MAP NO. 10

TOTAL FOR MAP NO. 11

TOTAL FOR MAP NO. 12

TOTAL FOR MAP NO. 13

TOTAL FOR MAP NO. 14

LANES LANE 
TYPE

TOTAL FOR MAP NO. 1

TOTAL FOR MAP NO. 2

DESCRIPTION TYP NO

TOTAL FOR MAP NO. 3

PROJECT NO COUNTY MAP NO ROUTE



SHEET NO. TOTAL NO.
4 4
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2026CPT.04.16.20512 Johnston 34 SR-3141 / MERIDIAN DR
FROM SR-3139 MONTFORD DRIVE TO 

CUL-DE-SAC 1 2 2WU 0.35 20 0 0.35 40 0.02
0.35 40 0.02

2026CPT.04.16.20512 Johnston 35 SR-3142 / BARRINGER DR
FROM SR-3139 MORTFORD DRIVE TO 

CUL-DE-SAC 1 2 2WU 0.16 20 0 0.16 20 0.01
0.16 20 0.01

2026CPT.04.16.20512 Johnston 36 SR-3440 / DEVONSHIRE DR
FROM SR-3141 MERIDEN DRIVE TO SR-

1528 PAGE ROAD 1 2 2WU 0.16 20 0 0.16 20 0.01
0.16 20 0.01

2026CPT.04.16.20512 Johnston 37 SR-3441 / CHAMBURY CT
FROM SR-3141 MERIDIAN DRIVE TO 

CUL-DE-SAC 1 2 2WU 0.04 20 0 0.04 8 0.01
0.04 8 0.01

2026CPT.04.16.20512 Johnston 38 SR-3442 / BANBURY CT
FROM SR-3141 MERIDIAN DRIVE TO 

CUL-DE-SAC 1 2 2WU 0.05 20 0 0.05 8 0.01
0.05 8 0.01

2026CPT.04.16.20512 Johnston 39 SR-3443 / ASHCROFT CT
FROM SR-3139 MONTFORD DRIVE TO 

CUL-DE-SAC 1 2 2WU 0.06 20 0 0.06 8 0.01
0.06 8 0.01

2026CPT.04.16.20512 Johnston 40 SR-3444 / WELLINGTON CT
FROM SR-3141 MERIDIAN DRIVE TO 

CUL-DE-SAC 1 2 2WU 0.09 20 0 0.09 12 0.01
0.09 12 0.01

2026CPT.04.16.20512 Johnston 41 SR-2270 / LEACH DR
FROM NC HIGHWAY 50 TO CUL-DE-

SAC 1 2 2WU 0.51 20 0 0.51 60
0.51 60

2026CPT.04.16.20512 Johnston 42 SR-2271 / SUSAN DR
FROM SR-2270 LEECH DRIVE TO CUL-

DE-SAC 1 2 2WU 1.02 20 0 1.02 116 0.01
1.02 116 0.01

2026CPT.04.16.20512 Johnston 43 SR-2272 / KINGS CT
FROM SR-2271 SUSAN DRIVE TO CUL-

DE-SAC 1 2 2WU 0.07 20 0 0.07 8 0.01
0.07 8 0.01

2026CPT.04.16.20512 Johnston 44 SR-2273 / SKIPPING STONE DR
FROM SR-2271 SUSAN DRIVE TO CUL-

DE-SAC 1 2 2WU 0.11 20 0 0.11 16 0.01
0.11 16 0.01

2026CPT.04.16.20512 Johnston 45 SR-2274 / GIBBONS DR
FROM SR-2271 SUSAN DRIVE TO CUL-

DE-SAC 1 2 2WD 0.07 20 0 0.07 8 0.01
0.07 8 0.01

2026CPT.04.16.20512 Johnston 46 SR-2952 / SALAMANDER DR
FROM SR-2270 LEACH ROAD TO CUL-

DE-SAC 1 2 2WU 0.13 20 0 0.13 16 0.01
0.13 16 0.01

2026CPT.04.16.20512 Johnston 47 SR-2953 / CRAWDAD CT
FROM SR-2270 LEACH ROAD TO CUL-

DE-SAC 1 2 2WU 0.06 20 0 0.06 8 0.01
0.06 8 0.01

2026CPT.04.16.20512 Johnston 48 SR-2555 / NEW KING RD
FROM SR-2313 WC BRASWELL ROAD  

TO CUL-DE-SAC 1 2 2WU 0.33 20 0 0.33 40 0.01
0.33 40 0.01

2026CPT.04.16.20512 Johnston 49 SR-2563 / WHITLEY OAKS CT
FROM SR-2508  YELVENTON GROVE 

ROAD  TO CUL-DE-SAC 1 2 2WU 0.25 20 0 0.25 28 0.01
0.25 28 0.01

2026CPT.04.16.20512 Johnston 50 SR-1778 / WAKELINE DR
FROM SR-1701 WENDELL ROAD TO 

CUL-DE-SAC 1 2 2WU 0.31 20 0 0.31 36 0.01
0.31 36 0.01

2026CPT.04.16.20512 Johnston 51 SR-3229 / TAFTON DR
FROM SR-1743 CECIL ROAD TO SR-

3230 ANNALI WAY 1 2 2WU 0.5 20 0 0.5 56 0.01
0.5 56 0.01

2026CPT.04.16.20512 Johnston 52 SR-3230 / ANNALI WAY
FROM SR-3229 TAFTON DRIVE TO SR-

3231 BARRETTE LANE 1 2 2WU 0.46 20 0 0.46 52 0.01
0.46 52 0.01

2026CPT.04.16.20512 Johnston 53 SR-3231 / BARRETTE LN
FROM SR-3230 ANNALI WAY TO SR-

3230 ANNALI WAY 1 2 2WU 0.63 20 0 0.63 72 0.01
0.63 72 0.01

2026CPT.04.16.20512 Johnston 54 SR-3232 / ROYCE CT
FROM SR-3230 ANNALI WAY TO  CUL-

DE-SAC 1 2 MD 0.06 20 0 0.06 8 0.01
0.06 8 0.01

2026CPT.04.16.20512 Johnston 55 SR-2701 / KUDZU LN
FROM SR-1313 PLAINVIEW CHURCH 

ROAD TO CUL-DE-SAC 1 2 2WU 0.23 20 0 0.23 28 0.01
0.23 28 0.01

2026CPT.04.16.20512 Johnston 56 SR-2710 / SANDEE DR
FROM SR-1315 WHITTINGTON ROAD 

TO CUL-DE-SAC 1 2 2WU 0.27 20 0 0.27 32 0.01
0.27 32 0.01

2026CPT.04.16.20512 Johnston 57 SR-2609 / KENTUCKY DR
FROM SR-1003 BUFFALO ROAD TO 

CUL-DE-SAC 1 & 2 2 2WU 0.66 20 0 0.66 76 0.01
0.66 76 0.01

2026CPT.04.16.20512 Johnston 58 SR-2610 / PREAKNESS DR
FROM SR-2609 KENTUCKY DRIVE TO 

CUL-DE-SAC 1 2 2WU 0.26 20 0 0.26 32 0.01
0.26 32 0.01

2026CPT.04.16.20512 Johnston 59 SR-2611 / TRIPLE CROWN CIR
FROM SR-2609 KENTUCKY DRIVE TO 

SR-2609 KENTUCKY DRIVE 1 2 2WU 0.29 20 0 0.29 36 0.01
0.29 36 0.01

2026CPT.04.16.20512 Johnston 60 SR-2616 / SHELBY CT
FROM SR-2609 KENTUCKY DRIVE TO 

CUL-DE-SAC 1 2 2WU 0.03 20 0 0.03 4 0.01
0.03 4 0.01

2026CPT.04.16.20512 Johnston 61 SR-2401 / BRENTWOOD DR
FROM SR-2141 BIZZELL GROVE 

CHURCH ROAD TO SR-2405 BIZ ROAD 1 2 2WU 0.29 20 0 0.29 36 0.01
0.29 36 0.01

2026CPT.04.16.20512 Johnston 62 SR-2405 / BIZ RD

FROM SR-2141 BIZZELL GROVE 
CHURCH ROAD TO SR-2041 

BRENTWOOD DRIVE 1 2 2WU 0.33 20 0 0.33 40 0.01
0.33 40 0.01

2026CPT.04.16.20512 Johnston 63 SR-2723 / GRAND STAND LN FROM SR-1309 TO DEAD END 1 2 2WU 0.39 20 0 0.39 44 0.02
0.39 44 0.02

2026CPT.04.16.20512 Johnston 64 SR-2724 / FERRIS CIR
FROM SR-2723 GRAND STAND LANE 

TO DEAD END 1 2 2WU 0.2 20 0 0.2 24 0.01
0.2 24 0.01

2026CPT.04.16.20512 Johnston 65 SR-2725 / COASTER CT
FROM SR-2724 FERRIS CIRCLE TO 

DEAD END 1 2 2WU 0.23 20 0 0.23 28 0.01
0.23 28 0.01

2026CPT.04.16.20512 Johnston 66 SR-2726 / CARROUSEL CT
FROM SR-2723 GRAND STAND LANE 

TO DEAD END 1 2 2WU 0.09 20 0 0.09 12 0.01
0.09 12 0.010

16.08 1,908 1.000

16.08 1,908 1.000

T H E R M O P L A S T I C    A N D    P A I N T    Q U A N T I T I E S
PROJECT NO COUNTY MAP NO ROUTE DESCRIPTION TYP NO LANES LANE 

TYPE

TOTAL FOR MAP NO. 64

TOTAL FOR MAP NO. 65

TOTAL FOR MAP NO. 66

TOTAL FOR MAP NO. 47

TOTAL FOR MAP NO. 48

TOTAL FOR MAP NO. 49
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TOTAL FOR MAP NO. 40

TOTAL FOR MAP NO. 41
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TOTAL FOR MAP NO. 43

TOTAL FOR MAP NO. 44

TOTAL FOR MAP NO. 45
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WBS NUMBER
2026CPT.04.16.20512

SHEET NUMBER TOTAL SHEETS 
11

ROADWAY TYPICAL SECTION(S)

EXISTING PAVEMENT

TYPICAL SECTION # 1 
MAP(S) # 1 - 66

20.0 - 21.0 FT +/-

C1

EXISTING PAVEMENT

TYPICAL SECTION # 2 
MAP(S) # 12, 15, 26, 

32, & 57 

20.0 - 21.0 FT +/-

C1
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SHEET NO. 
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ADDITIONAL INTERSECTIONS (NON-TYPICAL) 

Extend paving lim1 ts to back of r-adius 

or- loop on the following 1nter-sect1ons: 
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JOHNSTON COUNTY  WBS # 2026CPT.04.16.20642
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JOHNSTON COUNTY  WBS # 2026CPT.04.16.20642
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SHEET 5 OF 14



25

24

23

JOHNSTON COUNTY 

SHEET 6 OF 14 

 WBS # 2026CPT.04.16.20642



29

27

28

26
31

30

42
41

43

45

46

47

44

33

3435

36

37
38

39

40

32

JOHNSTON COUNTY  WBS # 2026CPT.04.16.20512
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WORK ZONE TRAFFIC CONTROL GENERAL REQUIREMENTS 
 
TEMPORARY TRAFFIC CONTROL (TTC): 
(7-16-13) (12-08-20) (02-18-21) (11-13-23) (03-27-24) (12-17-2024)                 RWZ-1 
 
Maintain traffic in accordance with Divisions 10, 11 and 12 of the Standard Specifications and the 
following provisions: 
 
Install Work Zone Advance Warning Signs in accordance with the detail drawing provided in these 
plans prior to beginning any other work. Use a lane closure or slow moving operation to complete 
the work, as necessary, unless otherwise indicated. Refer to Standard Drawing No. 1101.02, 
1101.11, 1110.01, 1110.02, 1130.01, 1135.01 and 1180.01 of the NCDOT Roadway Standard 
Drawings. Use a moving operation only if the minimum speed maintained at all times is 3 mph 
with no stops that narrow or close a lane of travel. If the moving operation is progressing slower 
than 3 mph at any time, install a lane closure. Maintain the existing traffic pattern at all times, 
except in the immediate work zone where lane closures are allowed as determined by the Engineer. 
If applicable, maintain existing pedestrian facilities in accordance with Pedestrian Accommodation 
at Curb Ramp Work Locations, found elsewhere in this Contract. 
 
Refer to attached details and Standard Drawing No. 1101.02, 1101.03, 1101.04, 1101.05, 1101.11, 
1110.01, 1110.02, 1115.01, 1130.01, 1135.01, 1145.01, 1150.01, 1165.01, and 1180.01 of the 
NCDOT Roadway Standard Drawings when closing a lane of travel in a stationary work zone such 
as pavement patching, resurfacing, curb ramp work, or pavement marking removal. Properly 
ballasted cones and skinny drums may be used instead of drums. However, drums are required for 
the upstream taper portion of lane closures in all applications. The stationary work zone shall be a 
maximum of 1 mile in length at any given time on 2 lane, 2 way facilities unless otherwise 
approved by the Engineer. A pilot vehicle operation may be used in conjunction with flaggers and 
the appropriate pilot vehicle warning signing as directed by the Engineer. At the discretion of the 
Contractor, automated flagging assistance devices (AFAD) or portable traffic signals (PTS) may 
be used to assist, supplement, or replace human flaggers in accordance with the Flaggers provision 
found elsewhere in this contract. 
 
During periods of construction inactivity, return the traffic pattern to the existing alignment and 
remove or cover any work zone signs.  When covering work zone signs, use an opaque material 
that prevents reading of the sign at night by a driver using high beam headlights. Use material 
which does not damage the sign sheeting. Replace any obliterated markings as required by other 
sections of the Standard Specifications and the Engineer. 
 
When personnel and/or equipment are working within 5 feet of an open travel lane, close the 
nearest open travel lane using Standard Drawing No. 1101.02 of the NCDOT Roadway Standard 
Drawings. 
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When personnel and/or equipment are working within a lane of travel, close the lane according to 
the traffic control plans, Standard Drawing No. 1101.02 of the NCDOT Roadway Standard 
Drawings or as directed by the Engineer. Conduct the work so that all personnel and/or equipment 
remain within the closed travel lane.  
 
Do not work simultaneously, on both sides of an open travel way, within the same location, on a 
two-lane, two-way road. Perform work only when weather and visibility conditions allow safe 
operations as directed by the Engineer. 
 
When utilizing a slow-moving operation for such items as pavement marking and marker 
placement, the operation shall consist of the vehicles and devices as shown on Standard Drawing 
No. 1101.02, Sheet 14 or 15, of the NCDOT Roadway Standard Drawings. Traffic cones may be 
used when necessary to provide additional protection of wet pavement markings. Ballast all traffic 
cones so they will not be blown over by traffic. 
 
PAVING OPERATIONS: 
 
1) Paving Lift Requirements and Time Limitations: 
 
For paving lifts of 2 inches or less, bring all newly resurfaced lanes to the same station and 
elevation within 72 hours. If not brought up to the same station and elevation within 72 hours, the 
Contractor shall place portable UNEVEN PAVEMENT signs in advance of the uneven pavement 
and spaced every ½ mile along the section of uneven pavement. Once mitigated, all portable 
UNEVEN PAVEMENT signs shall be removed. No additional compensation will be made for 
these signs or any other type of portable warning signs as these are included as part of the 
Temporary Traffic Control contract pay item. 
 
For paving lifts greater than 2 inches, bring all newly resurfaced lanes to the same station and 
elevation by the end of each work day unless the Contractor utilizes the notched wedge paving 
methods as described below. 
 
Failure to comply with the following requirements will result in a suspension of all other 
operations until all lanes of traffic are brought to the same station and elevation: 
 
1. During paving operations, any paving lift greater than 2 inches for asphalt surface course 

mixes shall be mitigated by having an approved wedge apparatus on the paver that shapes 
the edge 1 inch vertically and the remaining at a maximum slope steepness of 2:1. For 
intermediate and base course mixes, use an approved wedge device that shapes the edge 
with a maximum slope steepness of 2:1. The maximum paving lift allowed to use this 
method is 3 inches. 
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2. At the end of the work day, the Contractor shall place portable UNEVEN PAVEMENT signs 

in advance of the uneven pavement and spaced every ½ mile along the section of uneven 
pavement. Once mitigated, all portable UNEVEN PAVEMENT signs shall be removed. No 
additional compensation will be made for these signs or any other type of portable warning 
signs as these are included as part of the Temporary Traffic Control contract pay item. 

 
3. In the next day’s paving operation and not to exceed 72 hours, the Contractor shall bring up 

the adjacent lane to the same station and elevation before any further paving takes place on 
the project. 

 
2) Asphalt Surface Treatments (AST) 
 
For AST Operations, there is no drop-off condition to be signed. Stationary LOOSE GRAVEL and 
UNMARKED PAVEMENT signs shall replace LOW/SOFT SHOULDER signs. For placement 
and spacing of these signs, see the Signing Detail Sheet. All other advance warning signs are to be 
portable mounted. These signs are included as part of the Temporary Traffic Control contract pay 
item. 
 
3) Fine Milling/Microsurfacing (Depths less than 1 inch) 
 
For fine milling operations less than 1 inch, paving is not required in the same work period. The 
paving of the fine milled area is to be conducted within the next work period and not to exceed 72 
hours. No advance warning signs are necessary for these conditions unless the paving operations 
exceed 72 hours. If this occurs, install portable UNMARKED PAVEMENT signs. These signs are 
incidental to the other items of work included as part of the Temporary Traffic Control contract 
pay item. 
 
4) Shoulder Drop-Off Requirements 
 
Whenever paving operations create an edge of pavement drop-off greater than 2 inches, within 72 
hours, the Contractor shall backfill at a 6:1 slope from the edge and finished elevation of the 
pavement that has an edge of pavement drop-off as follows: 
 
(A) Drop-off that exceeds 2 inches on roadways with posted speed limits of 45 mph or greater. 
(B) Drop-off that exceeds 3 inches on roadways with posted speed limits less than 45 mph. 
 
Backfill the edge of pavement drop-off with suitable compacted material, as approved by the 
Engineer. The material, equipment and labor associated with this operation will be paid as 
Aggregate Shoulder Borrow or Borrow Excavation in accordance with the Shoulder 
Reconstruction Per Shoulder Mile special provision found elsewhere in the contract. If the 
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Shoulder Reconstruction Per Shoulder Mile special provision is not included in the contract, the 
work of pavement drop-off repair as described above will be paid as extra work in accordance with 
Article 104-7. 
 
PROJECT REQUIREMENTS: 
 
Failure to comply with the following requirements will result in a suspension of all other 
operations: 
 
1. Before working on ANY MAP, the Contractor shall submit a written construction sequence 

for traffic control and construction lighting for ALL MAPS to the Engineer at the first pre- 
construction meeting and the sequence must be approved before closing a lane of traffic. If 
applicable, the Contractor shall also submit a description of how pedestrian access will be 
maintained during any curb ramp work. Refer to Pedestrian Accommodation at Curb Ramp 
Work Locations, found elsewhere in this Contract, for pedestrian maintenance requirements.  
 

2. The temporary use of portable concrete barrier and the need for any long-term temporary 
traffic patterns are not anticipated and are not covered by this provision.  If the Engineer 
determines there is a need, then coordinate with the Work Zone Traffic Control Section at 
919-814-5000. 

 
3. Obtain written approval of the Engineer before working in more than one location or setting 

up additional lane closures. The maximum length of any one lane closure is 1 mile unless 
otherwise directed by the Engineer. 

 
4. If Lane Closure Restrictions apply, see Intermediate Contract Times and Liquidated 

Damages special provision. 
 
5. Contractor shall mill and pave lanes in an order such that water shall not accumulate. 
 
6. Traffic Control for the milling and/or paving of ramps is to be done according to Standard 

Drawing No 1101.02, Sheets 10 & 11, unless otherwise approved to be closed by the 
Engineer. If approved, Contractor will provide plans and devices for the detour according 
to Standard Drawing No 1101.02, Sheets 12 & 13, at no additional cost to the department. 

 
7. If milled areas are not paved back within 72 hours, the Contractor is to furnish and install 

portable signs to warn drivers of the conditions. These are to include, but not limited to 
ROUGH ROAD (W8-8), UNEVEN LANES (W8-11), and GROOVED PAVEMENT (W8-
15) w/ Motorcycle Plaque mounted below. These are to be dual indicated on Multi-Lane 
Roadways with speed limits of 45 mph and greater where lateral clearance can be obtained 
within the median areas. These portable signs are incidental to the other items of work 
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included as part of the Temporary Traffic Control contract pay item. 
 
WORK ZONE SIGNING: 
 
Description 
 
Install advance/general warning work zone signs according to the Detail Drawing provided in these 
plans prior to beginning of work. Install and maintain signing in accordance with the attached 
drawings and Divisions 11 and 12 of the Standard Specifications. 
 
(A)   Installation 
 
All stationary Advance/General warning work zone signs require notification to existing Utility 
owners per Article 105-8 of the Standard Specifications within 3 to 12 full working days prior to 
installation. 
 
Install Advance/General warning work zone signs before beginning work on a particular map. If 
signs are installed more than 7 calendar days prior to the beginning of work on a particular map, 
cover the signs until the work begins. Install each work zone Advance/General warning sign 
separately and not on the same post or stand with any other sign except where an advisory speed 
plate or directional arrow is used. 
 
All stationary signing is to be installed as shown on the detail drawing(s) unless otherwise directed 
by the Engineer. The signs as shown on the detail drawing(s) are all that are required for a 
contractor to begin a resurfacing contract. Any additional signs requested by the Engineer shall be 
installed within 7 business days of the start of contract work. All sign locations are to be verified 
by the Engineer prior to installation. Once the signs have been installed and accepted, any sign 
relocations requested by the Department will be compensated in accordance with Article 104-7. 
Any additional signs other than the ones shown in the drawing will be compensated in accordance 
with Article 104-7. 
 
No stationary -Y- Line advance warning signage is required unless there is more than 1,000 feet 
of resurfacing along the –Y- line. Whenever work proceeds through an intersection, portable signs 
shall be used for traffic control. There will be no direct compensation for any portable signing. 
 
If there is a period of construction inactivity longer than 14 calendar days, remove or cover 
advance/general warning work zone signs. Uncover advance/general warning work zone signs no 
more than 7 calendar days before work resumes. All other operations may be suspended upon 
failure to comply with the above requirements. Such suspended operations would not be resumed 
until the above requirements are fulfilled. 
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(B)  Sign Removal 
 
Once Maps on the Project are substantially complete, it is acceptable practice to remove the 
Stationary Work Zone Signs in lieu of waiting until all of the Maps are completed on the Project. 
A Map is substantially complete when the resurfacing operations are finished and the shoulders 
are brought up to the same elevation as the proposed pavement and when pavement markings 
(paint) are installed along the centerline and edge lines. The final pavement markings (ex. 
Thermoplastic/Polyurea) or pavement markers (Raised/Snowplowable) do not have to be installed 
for Maps to be considered substantially complete. Final pavement marking/markers are installed 
with portable signing according to Standard Drawing 1101.02, Sheets 14 & 15. Any remaining 
punch list items requiring traffic control are compensated as part of the Temporary Traffic Control 
contract pay item. 
 
Stationary Work Zone Sign removal is a condition of final project acceptance. 
 
(C)  Lane Closure Work Zone Signs 
 
Install any required lane closure signing needed during the life of the project in accordance with 
Standard Drawing No. 1101.02, 1101.11 and 1110.02 of the NCDOT Roadway Standard Drawings. 
Any required portable signs for lane closures are compensated as part of the Temporary Traffic 
Control contract pay item. 
 
MEASUREMENT AND PAYMENT: 
 
Temporary traffic control work, including, but not limited to installation and removal of portable 
signs, cones, drums, skinny drums, flaggers (including AFAD or PTS units), changeable message 
boards, truck mounted attenuators, flashing arrow boards, and pilot vehicles for the sole purpose 
of maintaining vehicular traffic will be paid at the contract lump sum price for Temporary Traffic 
Control.  
 
The Temporary Traffic Control pay item does not include work zone advance or general warning 
signs. 
  
The Temporary Traffic Control pay item does not include Pedestrian Channelizing Devices and 
applicable signs, Audible Warning Devices, Temporary Curb Ramps, or a Pedestrian Transport 
Service required for the sole purpose of maintaining pedestrian movements. Refer to Pedestrian 
Accommodation at Curb Ramp Work Locations, found elsewhere in this Contract, for measurement 
and payment information for these items.  
 
Partial payments for Temporary Traffic Control will be made as follows: The cumulative total of 
the lump sum price for temporary traffic control will be equal to the percent complete (project) as 
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calculated for each partial pay estimate. Additional flashing arrow boards and message boards 
beyond those shown in the contract, detail drawings or Roadway Standard Drawings required by 
the Engineer will be paid as extra work in accordance with Article 104-7 of the Standard 
Specifications. 
 
The work of satisfactorily installing and removing work zone advance and/or general warning 
signs, including, but not limited to, furnishing, locating, installing, covering, uncovering and 
removing stationary signs will be measured for each required sign and paid at the contract price 
for Work Zone Advance/General Warning Signing (SF). Payment for Work Zone Advance/General 
Warning Signing will be limited to a maximum of 90% of the total installed quantity. The 
remaining 10% will be paid once all signs have been removed. 
 
The Lump Sum price for Temporary Traffic Control will include the work of 4 flaggers (including 
AFAD or PTS units) per operation per map being utilized at the same time on any day. If a pilot 
vehicle is used for an operation, the Lump Sum Price for Temporary Traffic Control will include 
the work of 5 flaggers. The operator of a pilot vehicle will be considered one of the 5 flaggers. 
 
Any additional flagging beyond the included amount covered in the Temporary Traffic Control 
pay item will be considered supplemental flagging and compensated at a rate of $35.00 per hour 
for each additional flagger (including AFAD or PTS units) as approved by the Engineer. The 
minimum measurement for each additional flagger will be 4 hours, even if the actual additional 
flagger hours are less than 4 hours. 
 
Payment will be made under: 
 
Pay Item                Pay Unit 
Temporary Traffic Control Lump Sum 
Work Zone Advance/General Warning Signing Square Foot 
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RESURFACING OPERATIONS: 
(7-15-14) (11-13-23) (10-14-24)  RWZ-2 
 
Coordinate the installation of items required by the contract documents and resurfacing 
operations such that these operations are completed in the order as agreed upon with the Engineer 
at the first pre-construction meeting. Refer to the Provisions, Typicals and Details unless 
otherwise directed by the Engineer. 
 
Notify the Engineer 15 consecutive calendar days before resurfacing a bridge or its approaches. 
Patch and make repairs to bridge surface and its approaches before resurfacing occurs. 
Coordinate all operations on the bridge and its approaches with the Engineer. 
 
Notify the Engineer 48 hours before resurfacing the areas of existing pavement that require 
patching. Patch these areas before resurfacing occurs.  Allow full depth asphalt patching to cool 
to the point of supporting traffic without displacement or rutting before reopening closed lane. 
Coordinate the resurfacing operations of the patched areas with the Engineer. 
 
Notify the Engineer 48 hours before milling or resurfacing will interfere with the existing Signal 
Loops. Loops may need to be placed in milled surface before resurfacing occurs. Coordinate all 
signal loop operations with the Engineer. 
 
For partial or wheel track milling operations on two-way, two-lane facilities, mill and pave back 
by the end of each work day. For Partial or wheel track milling operation on multi-lane 
facilities, the lane being milled may be left closed and paved back within 72 hours. 
 
The following options are available during Resurfacing and milling operations on two-way, 
two-lane facilities when the entire roadway or entire lane is to be milled: 
 
(A) Mill a single lane and pave back by the end of each work day. 
(B) Mill the entire width of roadway and pave back within 72 hours. 
 
The following options are available during Resurfacing and milling operations on multi-lane 
facilities when all lanes or a single lane in one direction are to be milled: 
 
(A) Mill a single lane and pave back by the end of each work day. 
(B) Mill the entire width of pavement for all lanes to be milled in any direction daily 

and pave back within 72 hours. 
 

Slope the pavement at the beginning and end of the daily milling operation as directed by the 
Engineer. Sweep and remove all milled material from the roadway as soon as the daily milling 
operation is completed. Continue milling operations until the section of roadway being 
milled is complete. Remove any existing pavement adjacent to the milled area that has been 
damaged and replace it with patch material as directed by the Engineer. 
 
Operate equipment and conduct operations in the same direction as the flow of traffic. Maintain 
vehicular access in accordance with Section 1101-05 of the Standard Specifications using 
suitable backfill material approved by the Engineer. 



TC-9 
    

 
Provide appropriate lighting in accordance with Section 1413 of the Standard Specifications. 
 
Milled Rumble Strips 
  
When utilized, milled rumble strips shall be installed in accordance with the contract. 
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PAVEMENT MARKINGS AND MARKERS: 
(7-15-14) (11-13-23) (10-14-24)  RWZ-3 
 
Markings: All Facilities 
 
Pavement markings shall be installed in accordance with Standard Drawings 1205.01 through 
1205.15 of the Roadway Standard Drawings and Section 1205 of the Standard Specifications with 
the exception of the following changes underlined in Table 1205-1 in Subarticle 1205-3(D): 
 

 (D) TIME LIMITATIONS FOR REPLACEMENT 
 

TABLE 1205-1 
TIME LIMITATIONS FOR 

REPLACEMENT 
Facility Type Marking Type Replacement 

Deadline 
Full-control-of-access 
multi-lane roadway (4 

or 
more total lanes) and ramps, 

including Interstates 

 
All markings 

By the end of each 
workday's operation if 
the lane is opened to 

traffic 

 
 

Multi-lane roadways 
(3 or more lanes) and ramps 

 
Center Line, Lane Line, 
Railroad symbols, Stop 

bars, school symbols and 
crosswalk markings 

 

By the end of each 
workday's operation if 
the lane is opened to 

traffic 
(temporary paint with 
beads may be used) 

Edge Lines, gore lines 
and all other 
symbols 

By the end of the 
3rd calendar day 

after 
obliteration 

 
 
 

Two-lane, two-way 
roadways 

All centerline markings, 
railroad, Stop bars, 
school symbols and 
crosswalk markings 

 

By the end of the 
5th calendar day 

after 
obliteration 

 Edge Lines and all 
other symbols 

By the end of the 30th 
calendar day after 

obliteration 
 
 
Prior to placing pavement marking material on concrete surfaces that are diamond ground, use an 
acceptable method to grind ridges smooth only where pavement marking will be installed. 
 
Type 3 Cold Applied Plastic may be used in lieu of Type 2 Cold Applied Plastic.  If Type 3 Cold 
Applied Plastic is used, it shall be paid for using the Type 2 Cold Applied Plastic pay item. 
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Unless otherwise specified, Heated-in-Place Thermoplastic may be used in lieu of Extruded 
Thermoplastic for stop bars, symbols, characters and diagonals.  If Heated-in-Place Thermoplastic 
is used, it shall be paid for using the Extruded Thermoplastic pay item. 
 
Unless otherwise specified, Heated-in-Place Thermoplastic may be used in lieu of Cold Applied 
Plastic for stop bars, symbols, characters and diagonals on asphalt or concrete roadways.  
If Heated-in-Place Thermoplastic is used, it shall be paid for using the Cold Applied Plastic pay 
item. 
 
Markers: All Facilities 
 
Remove existing pavement markers in preparation for paving.  Repair any pavement damage due 
to existing pavement marker removal prior to the end of the work day. Dispose of existing 
pavement markers as directed by the Engineer. No direct payment will be made for this work as it 
will be incidental to the paving operation. 
 
Install permanent pavement markers within 60 calendar days after completing the resurfacing on 
each map.  Pavement markers shall be installed in accordance with the contract. 
 
Markings and Markers: All Facilities 
 
Review and record the existing pavement markings and markers before resurfacing.  Re-establish 
the new pavement markings and markers using the record of existing markings in conjunction with 
the contract.  Unless otherwise directed by the Engineer, new pavement markings and markers not 
meeting the current standards should be updated as specified in the contract.  Have existing or 
proposed passing zones reviewed by the engineer before installation.  Submit the record of the 
existing pavement markings seven calendar days before the obliteration of any pavement 
markings. 
 
Mainline pavement shall not be left milled, unmarked or uneven at the end of a paving season.  
If the Contractor begins any map and does not complete within the seasonal restrictions, including 
placement of final pavement markings or permanent markers, the Contractor shall be responsible 
for, at his expense, Paint in accordance with Article 1205-08 and Temporary Markers in accordance 
with Section 1251 of the Standard Specifications. 
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MAINLINE (-L-) SIGNING 

PLACE 1000' PRIOR TO BEGINNING OF CONSTRUCTION LIMITS. 
ONLY USED ON -Y- LINES IF RESURFACING LIMITS EXTEND 1000' ALONG -Y- LINE. 

W20-1 
48" X 48" 

W7-3aP #2 SIGN ONLY USED WHEN CONSTRUCTION LIMITS ARE 2 OR MORE MILES IN LENGTH. 
24" X 18" ROUND UP TO NEXT WHOLE NUMBER. (NO FRACTIONAL OR DECIMAL NUMBERS) 

LOW/SOFT 
SHOULDER 

ROAD 
UNDER 

SP 13107 
48" X 48" 

CONST SP 13106 
48" X 48" 

END 
ROAD WORK 

G20-2 A 
48" X 24" 

PLACE INITIALLY AT THE CONSTRUCTION LIMITS AND SPACE 1 MILE APART 
THEREAFTER. 
AT TEE INTERSECTIONS INSTALL INITIALLY½ MILE FROM INTERSECTION 
AND SPACE 1 MILE APART THEREAFTER. 

- THESE ARE FOR -Y- LINES THAT ARE "THROUGH" ROADWAYS. 
DEAD END AND SUBDIVISION ROADS ARE NOT "THROUGH" ROADWAYS. 
INSTALL 500' +/- FROM EACH -Y- LINE APPROACH AS SHOWN ABOVE. 

- FOR MULTIPLE -Y- LINES THAT ARE SEPARATED BY 0.25 MILES OR LESS, 
TREAT AS A SINGLE UNIT AND INSTALL WITHIN 500' OF EACH APPROACH. 
A MAXIMUM OF 2 SIGN SETS PER MILE. DO NOT INSTALL WHEN -Y- LINES 
ARE WITHIN 0.5 MILES FROM "END ROAD WORK" SIGN. 

- FOR TEE INTERSECTIONS, INSTALL WITHIN 500' +/- OF THE INTERSECTION 
ALONG -L- LINE. 

PLACE 500' FOLLOWING THE END OF CONSTRUCTION LIMITS OR AS SHOWN 
WHEN WORK ENDS AT A 3-WAY TEE INTERSECTION. 

THE ABOVE SIGNS ARE ALL THAT ARE REQUIRED FOR A CONTRACTOR TO BEGIN A RESURFACING CONTRACT. ANY 
ADDITIONAL SIGNS REQUESTED BY NCDOT DIVISIONS SHALL BE INSTALLED WITHIN 7 BUSINESS DAYS OF THE 
START OF CONTRACT WORK. 

FOR RESURFACING MAPS WITH CONSTRUCTION LIMITS LESS THAN 2 MILES IN LENGTH, NO STATIONARY SIGNS ARE 
REQUIRED. USE PORTABLE "ROAD UNDER CONSTRUCTION" OR "ROAD WORK AHEAD" SIGNS IN LIEU OF STATIONARY 
ADVANCE WARNINGS SIGNS. 

TEE INTERSECTION 
-Y- LINE SIGNING 

NO REQUIRED STATIONARY SIGNING FOR THE 
FOLLOWING -Y- LINE CONDITIONS: 

1) LESS THAN 1000' OF RESURFACING ALONG -Y- LINE 
2) SUBDIVISION ROADS 
3) DEAD END ROADS 

WHEN PAVING/CONSTRUCTION ACTIVITIES PROCEED ACROSS 
AN UNSIGNED -Y- LINE, PORTABLE ADVANCE WARNING SIGNS 
SHALL BE USED ALONG THE -Y- LINE AS SHOWN BELOW. 
REMOVE UPON COMPLETION OF WORK. 

PLACED 500' IN ADVANCE 
OF FLAGGER. 

W20-7 A 
48" X 48" 

PLACED 250' IN ADVANCE 
OF FLAGGER. 

ADVANCE WARNING SIGNS 
FOR 

RURAL AND SUBURBAN 
2-LANE ROADWAY 

RESURFACING 
a ' ,rv,_L--------------------------------------------------------------------------=======================.i 
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SHEET NO.PROJ. REFERENCE NO.

LEGEND

STATIONARY SIGN

  FLOW
DIRECTION OF TRAFFIC

1000’ +/-
    LIMITS
CONSTRUCTION

FACILITIES

URBAN / SUBURBAN 

WARNING SIGNS FOR

RESURFACING ADVANCE

NOTES:

BEGIN

48’’ X 48’’

ROAD

WORK
SP-11299

W7-3aP

36’’ X 30’’

NEXT

XX MILES

URBAN / SUBURBAN WORKZONES

48’’ X 24’’

END

ROAD WORK G20-2 A

(SEE NOTE 4)

(SEE NOTE 4)

(SEE NOTE 4)

   OTHER ITEMS OF WORK INCLUDED IN THE TEMPORARY TRAFFIC CONTROL (LUMP SUM) PAY ITEM.  

   CAN BE OBTAINED WITHIN THE MEDIAN AREAS.THESE PORTABLE SIGNS ARE INCIDENTAL TO THE 

   MULTI-LANE ROADWAYS WITH SPEED LIMITS 45 MPH AND GREATER WHERE LATERAL CLEARANCE

   W8-15 w/MOTORCYCLE PLAQUE MOUNTED BELOW. THESE ARE TO BE DOUBLE INDICATED ON 

   BUT NOT LIMITED TO "ROUGH ROAD" W8-8, "UNEVEN LANES" W8-11, "GROOVED PAVEMENT" 

   SHALL BE USED TO WARN DRIVERS OF THE PRESENT CONDITIONS. THESE ARE TO INCLUDE, 

8) IF MILLED AREAS ARE NOT PAVED BACK BY THE END OF THE WORK DAY, PORTABLE SIGNS 

   SECTION 104 OF THE NCDOT STANDARD SPECIFICATIONS AS EXTRA WORK.

7) IF STATIONARY GENERAL WARNING SIGNS ARE USED, THEY WILL BE PAID FOR PER 

6) SIGN MOUNT LOCATIONS SHALL NOT BLOCK SIDEWALKS OR DRIVEWAYS.

   CLEARANCE WITHIN THE MEDIAN AREA USE SHOULDER MOUNTS ONLY. 

   EDGE OF PAVEMENT OR THE FACE OF THE CURB. WHEN UNABLE TO OBTAIN THE LATERAL 

5) LATERAL CLEARANCE AT ALL SIGN LOCATIONS SHALL BE 2’ AS MEASURED FROM THE 

   INTERSECTION.

   ALONG BOTH APPROACHES FROM THE SIDE STREETS WHEN PAVING PROCEEDS THROUGH THE 

   BY THE ENGINEER. PROVIDE PORTABLE "ROAD WORK AHEAD" (W20-1) SIGNS 500’ IN ADVANCE 

4) MAY USE LAW ENFORCEMENT TO CONTROL TRAFFIC AT SIGNALIZED INTERSECTIONS AS DIRECTED

3) ADVANCE WARNING SIGNS NOT REQUIRED ON NON-SIGNALIZED SIDE STREETS.

   APPROVED.

   RECOMMENDATIONS. THESE SYSTEMS SHALL BE NCHRP 350 COMPLIANT AND NCDOT 

   SUPPORT LARGER AREAS ON A SINGLE SUPPORT. FOLLOW MANUFACTURER’S 

   WOOD OR U-CHANNEL SUPPORTS. PERFORATED SQUARE TUBING SUPPORT SYSTEMS MAY 

2) MOUNT SIGNS THAT ARE LARGER THAN 10 SQUARE FEET IN AREA ON TWO OR MORE 

   WITH SPEED LIMITS OF 40 MPH OR LESS. 

1) 48" x 48" SIZED SIGNS (SP- 11299) MAY BE REDUCED TO 36" X 36" ON ROADWAYS 
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STANDARD SPECIAL PROVISION 

AVAILABILITY OF FUNDS – TERMINATION OF CONTRACTS 
(5-20-08)(Rev. 1-16-24) Z-2 

 

General Statute 143C-6-11.  (h) Highway Appropriation is hereby incorporated verbatim in this 

contract as follows: 

 

    (h)  Amounts Encumbered. – Transportation project appropriations may be encumbered in the 

amount of allotments made to the Department of Transportation by the Director for the estimated 

payments for transportation project contract work to be performed in the appropriation fiscal year.  

The allotments shall be multiyear allotments and shall be based on estimated revenues and shall 

be subject to the maximum contract authority contained in General Statute 143C-6-11(c).  

Payment for transportation project work performed pursuant to contract in any fiscal year other 

than the current fiscal year is subject to appropriations by the General Assembly.  Transportation 

project contracts shall contain a schedule of estimated completion progress, and any acceleration 

of this progress shall be subject to the approval of the Department of Transportation provided funds 

are available.  The State reserves the right to terminate or suspend any transportation project 

contract, and any transportation project contract shall be so terminated or suspended if funds will 

not be available for payment of the work to be performed during that fiscal year pursuant to the 

contract.  In the event of termination of any contract, the contractor shall be given a written notice 

of termination at least 60 days before completion of scheduled work for which funds are available.  

In the event of termination, the contractor shall be paid for the work already performed in 

accordance with the contract specifications. 

 

Payment will be made on any contract terminated pursuant to the special provision in accordance 

with Subarticle 108-13(D) of the Standard Specifications. 
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STANDARD SPECIAL PROVISION 

ERRATA 

(1-16-24) (Rev. 7-15-25)  Z-4 
 

Revise the 2024 Standard Specifications as follows: 

 

Division 3 

 

Page 3-5, Article 305-2 MATERIALS, after line 16, replace " 1032-3(A)(7)” with “1032-3” 

and add the item “Galvanized Corrugated Steel Pipe” with Section “1032-3”. 

 

Page 3-6, Article 310-2 MATERIALS, after line 9, add the item “Galvanized Corrugated Steel 

Pipe” with Section “1032-3”. 

 

Division 6 

 

Page 6-15, Article 610-1 DESCRIPTION, line 20, replace “The work includes” with “The 

work includes, but is not limited to,”. 

 

Page 6-15, Article 610-1 DESCRIPTION, line 22, replace “applying the tack coat as 

specified.” with “applying the tack coat in accordance with Section 605.”. 

 

Page 6-30, Article 610-14 DENSITY ACCEPTANCE, line 39, replace “QC process.” with 

“QC process in accordance with Section 609.”. 

 

Page 6-31, Article 610-16 MEASUREMENT AND PAYMENT, line 13, replace "Hot Mix 

Asphalt Pavement” with “Asphalt Concrete ___________ Course, Type ______”. 

 

Division 8 

 

Page 8-27, Article 846-1 DESCRIPTION, line 8, delete “4 inch” from the first paragraph. 

 

Division 9 

 

Page 9-17, Article 904-4 MEASUREMENT AND PAYMENT, prior to line 1, replace " Sign 

Erection, Relocate Type (Ground Mounted)” with “Sign Erection, Relocate Type ___ (Ground 

Mounted)”. 

 

Division 10 

 

Page 10-51, Article 1024-4 WATER, prior to line 1, delete the “unpopulated blank row” in 

Table 1024-2 between “Time of set, deviation from control” and “Chloride Ion Content, Max.”. 

 

Page 10-170, Subarticle 1081-1(C) Requirements, line 4, replace "maximum” with 

“minimum”. 
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Division 11 

 

Page 11-15, Article 1160-4 MEASUREMENT AND PAYMENT, line 24, replace “Where 

barrier units are moved more than one” with “Where barrier units are moved more than once”. 

 

Division 15 

 

Page 15-10, Article 1515-4 MEASUREMENT AND PAYMENT, lines 11, replace " All 

piping” with “All labor, the manhole, other materials, excavation, backfilling, piping”. 

 

Division 16 

 

Page 16-14, Article 1633-5 MEASUREMENT AND PAYMENT, line 20-24 and prior to line 

25, delete and replace with the following " Flocculant will be measured and paid in accordance 

with Article 1642-5 applied to the temporary rock silt checks.” 

 

Page 16-3, Article 1609-2 MATERIALS, after line 26, replace "Type 4” with “Type 4a”. 

 

Page 16-25, Article 1644-2 MATERIALS, after line 22, replace "Type 4” with “Type 4a”. 
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STANDARD SPECIAL PROVISION 

 

PLANT AND PEST QUARANTINES 

(Imported Fire Ant, Guava Root Knot Nematode, Spongy Moth (formerly known as gypsy 

moth), Witchweed, Cogon Grass, And Any Other Regulated Noxious Weed or Plant Pest) 
(3-18-03)(Rev. 3-18-25) Z-04a 

 

Within Quarantined Area 

 

This project may be within a county regulated for plant and/or pests.  If the project or any part of 

the Contractor's operations is located within a quarantined area, thoroughly clean all equipment 

prior to moving out of the quarantined area.  Comply with federal/state regulations by obtaining a 

certificate or limited permit for any regulated article moving from the quarantined area. 

 

Originating in a Quarantined County 

 

Obtain a certificate or limited permit issued by the N.C. Department of Agriculture/United States 

Department of Agriculture.  Have the certificate or limited permit accompany the article when it 

arrives at the project site. 

 

Contact 

 

Contact the N.C. Department of Agriculture/United States Department of Agriculture  

at 1-800-206-9333, 919-707-3730, or https://www.ncagr.gov/divisions/plant-industry/plant-

protection/plant-industry-plant-pest-quarantines to determine those specific project sites located 

in the quarantined area or for any regulated article used on this project originating in a quarantined 

county. 

 

Regulated Articles Include 

 

1. Soil, sand, gravel, compost, peat, humus, muck, and decomposed manure, separately or with 

other articles.  This includes movement of articles listed above that may be associated with 

cut/waste, ditch pulling, and shoulder cutting. 

2. Plants with roots including grass sod. 

3. Plant crowns and roots. 

4. Bulbs, corms, rhizomes, and tubers of ornamental plants. 

5. Hay, straw, fodder, and plant litter of any kind. 

6. Clearing and grubbing debris. 

7. Used agricultural cultivating and harvesting equipment. 

8. Used earth-moving equipment. 

9. Any other products, articles, or means of conveyance of any character, if determined by an 

inspector present a hazard of spreading imported fire ant, guava root knot nematode, spongy 

moth (formerly known as gypsy moth), witchweed, cogon grass, or other regulated noxious 

weed or plant pest. 
 

https://www.ncagr.gov/divisions/plant-industry/plant-protection/plant-industry-plant-pest-quarantines
https://www.ncagr.gov/divisions/plant-industry/plant-protection/plant-industry-plant-pest-quarantines


DD00502 

2026CPT.04.16.20512 
SSP-5 

JOHNSTON COUNTY 

 

 

STANDARD SPECIAL PROVISION 

 

MINIMUM WAGES 
(7-21-09) Z-5 

 

FEDERAL: The Fair Labor Standards Act provides that with certain exceptions every employer 

shall pay wages at the rate of not less than SEVEN DOLLARS AND TWENTY 

FIVE CENTS ($7.25) per hour. 

 

STATE: The North Carolina Minimum Wage Act provides that every employer shall pay to 

each of his employees, wages at a rate of not less than SEVEN DOLLARS AND 

TWENTY FIVE CENTS ($7.25) per hour. 

 

The minimum wage paid to all skilled labor employed on this contract shall be 

SEVEN DOLLARS AND TWENTY FIVE CENTS ($7.25) per hour. 

 

The minimum wage paid to all intermediate labor employed on this contract shall 

be SEVEN DOLLARS AND TWENTY FIVE CENTS ($7.25) per hour. 

 

The minimum wage paid to all unskilled labor on this contract shall be SEVEN 

DOLLARS AND TWENTY FIVE CENTS ($7.25) per hour. 

 

This determination of the intent of the application of this act to the contract on this 

project is the responsibility of the Contractor. 

 

The Contractor shall have no claim against the Department of Transportation for any changes in 

the minimum wage laws, Federal or State.  It is the responsibility of the Contractor to keep fully 

informed of all Federal and State Laws affecting his contract. 
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STANDARD SPECIAL PROVISION 

 

TITLE VI AND NONDISCRIMINATION: 
(6-28-77)(Rev 1/16/2024)  Z-6 

 

 

The North Carolina Department of Transportation is committed to carrying out the U.S. 

Department of Transportation’s policy of ensuring nondiscrimination in the award and 

administration of contracts. 

 

The provisions of this section related to United States Department of Transportation (US DOT) 

Order 1050.2A, Title 49 Code of Federal Regulations (CFR) part 21, 23 United States Code 

(U.S.C.) 140 and 23 CFR part 200 (or 49 CFR 303, 49 U.S.C. 5332 or 49 U.S.C. 47123) are 

applicable to all North Carolina Department of Transportation (NCDOT) contracts and to all 

related subcontracts, material supply, engineering, architectural and other service contracts, 

regardless of dollar amount. Any Federal provision that is specifically required not specifically set 

forth is hereby incorporated by reference.   

(1) Title VI Assurances (USDOT Order 1050.2A, Appendix A) 

During the performance of this contract, the contractor, for itself, its assignees, and 

successors in interest (hereinafter referred to as the "contractor") agrees as follows: 

(a) Compliance with Regulations 

The contractor (hereinafter includes consultants) shall comply with the Acts and the 

Regulations relative to Nondiscrimination in Federally-assisted programs of the U.S. 

Department of Transportation, Federal Highway Administration (FHWA), as they may 

be amended from time to time, which are herein incorporated by reference and made a 

part of this contract. 

(b) Nondiscrimination 

The contractor, with regard to the work performed by it during the contract, shall not 

discriminate on the grounds of race, color, or national origin in the selection and 

retention of subcontractors, including procurements of materials and leases of 

equipment. The contractor shall not participate directly or indirectly in the 

discrimination prohibited by the Acts and the Regulations, including employment 

practices when the contract covers any activity, project, or program set forth in 

Appendix B of 49 CFR Part 21. 

(c) Solicitations for Subcontractors, Including Procurements of Materials and Equipment 

In all solicitations, either by competitive bidding, or negotiation made by the contractor 

for work to be performed under a subcontract, including procurements of materials, or 

leases of equipment, each potential subcontractor or supplier shall be notified by the 

contractor of the contractor's obligations under this contract and the Acts and the 

Regulations relative to Nondiscrimination on the grounds of race, color, or national 

origin. 

(d) Information and Reports 

The contractor shall provide all information and reports required by the Acts, the 

Regulations, and directives issued pursuant thereto and shall permit access to its books, 
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records, accounts, other sources of information, and its facilities as may be determined 

by the Recipient or the FHWA to be pertinent to ascertain compliance with such Acts, 

Regulations, and instructions. Where any information required of a contractor is in the 

exclusive possession of another who fails or refuses to furnish the information, the 

contractor shall so certify to the Recipient or the FHWA, as appropriate, and shall set 

forth what efforts it has made to obtain the information.  

(e) Sanctions for Noncompliance: 

In the event of a contractor's noncompliance with the Non-discrimination provisions of 

this contract, the Recipient will impose such contract sanctions as it and/or the FHWA 

may determine to be appropriate, including, but not limited to:  

(i) Withholding payments to the contractor under the contract until the contractor 

complies; and/or 

(ii) Cancelling, terminating, or suspending a contract, in whole or in part. 

(f) Incorporation of Provisions 

The contractor shall include the provisions of paragraphs (a) through (f) in every 

subcontract, including procurements of materials and leases of equipment, unless 

exempt by the Acts, the Regulations and directives issued pursuant thereto. The 

contractor shall take action with respect to any subcontract or procurement as the 

Recipient or the FHWA may direct as a means of enforcing such provisions including 

sanctions for noncompliance. Provided, that if the contractor becomes involved in, or 

is threatened with litigation by a subcontractor, or supplier because of such direction, 

the contractor may request the Recipient to enter into any litigation to protect the 

interests of the Recipient. In addition, the contractor may request the United States to 

enter into the litigation to protect the interests of the United States. 

(2) Title VI Nondiscrimination Program (23 CFR 200.5(p)) 

The North Carolina Department of Transportation (NCDOT) has assured the USDOT that, 

as a condition to receiving federal financial assistance, NCDOT will comply with Title VI 

of the Civil Rights Act of 1964 and all requirements imposed by Title 49 CFR part 21 and 

related nondiscrimination authorities to ensure that no person shall, on the ground of race, 

color, national origin, limited English proficiency, sex, age, or disability (including 

religion/creed or income-level, where applicable), be excluded from participation in, be 

denied the benefits of, or be subjected to discrimination under any programs, activities, or 

services conducted or funded by NCDOT. Contractors and other organizations under 

contract or agreement with NCDOT must also comply with Title VI and related authorities, 

therefore: 

(a) During the performance of this contract or agreement, contractors (e.g., subcontractors, 

consultants, vendors, prime contractors) are responsible for complying with NCDOT’s 

Title VI Program. Contractors are not required to prepare or submit Title VI Programs. 

To comply with this section, the prime contractor shall: 

1. Post NCDOT’s Notice of Nondiscrimination and the Contractor’s own Equal 

Employment Opportunity (EEO) Policy in conspicuous locations accessible to all 

employees, applicants and subcontractors on the jobsite. 
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2. Physically incorporate the required Title VI clauses into all subcontracts on 

federally-assisted and state-funded NCDOT projects, and ensure inclusion by 

subcontractors into all lower-tier subcontracts. 

3. Required Solicitation Language. The Contractor shall include the following 

notification in all solicitations for bids and requests for work or material, regardless 

of funding source: 

“The North Carolina Department of Transportation, in accordance with the 

provisions of Title VI of the Civil Rights Act of 1964 (78 Stat. 252, 42 US.C. §§ 

2000d to 2000d-4) and the Regulations, hereby notifies all bidders that it will 

affirmatively ensure that any contract entered into pursuant to this advertisement, 

disadvantaged business enterprises will be afforded full and fair opportunity to 

submit bids in response to this invitation and will not be discriminated against on 

the grounds of race, color, or national origin in consideration for an award. In 

accordance with other related nondiscrimination authorities, bidders and 

contractors will also not be discriminated against on the grounds of sex, age, 

disability, low-income level, creed/religion, or limited English proficiency in 

consideration for an award.” 

4. Physically incorporate the FHWA-1273, in its entirety, into all subcontracts and 

subsequent lower tier subcontracts on Federal-aid highway construction contracts 

only. 

5. Provide language assistance services (i.e., written translation and oral 

interpretation), free of charge, to LEP employees and applicants. Contact NCDOT 

OCR for further assistance, if needed. 

6. For assistance with these Title VI requirements, contact the NCDOT Title VI 

Nondiscrimination Program at 1-800-522-0453. 

(b) Subrecipients (e.g. cities, counties, LGAs, planning organizations) may be required to 

prepare and submit a Title VI Plan to NCDOT, including Title VI Assurances and/or 

agreements. Subrecipients must also ensure compliance by their contractors and 

subrecipients with Title VI. (23 CFR 200.9(b)(7)) 

(c) If reviewed or investigated by NCDOT, the contractor or subrecipient agrees to take 

affirmative action to correct any deficiencies found within a reasonable time period, 

not to exceed 90 calendar days, unless additional time is granted by NCDOT. (23 CFR 

200.9(b)(15)) 

(d) The Contractor is responsible for notifying subcontractors of NCDOT’s External 

Discrimination Complaints Process. 

1. Applicability 

Title VI and related laws protect participants and beneficiaries (e.g., members of 

the public and contractors) from discrimination by NCDOT employees, 

subrecipients and contractors, regardless of funding source. 
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2. Eligibility 

Any person—or class of persons—who believes he/she has been subjected to 

discrimination based on race, color, national origin, Limited English Proficiency 

(LEP), sex, age, or disability (and religion in the context of employment, aviation, 

or transit) may file a written complaint. The law also prohibits intimidation or 

retaliation of any sort. 

3. Time Limits and Filing Options 

Complaints may be filed by the affected individual(s) or a representative and must 

be filed no later than 180 calendar days after the following: 

(i) The date of the alleged act of discrimination; or 

(ii) The date when the person(s) became aware of the alleged discrimination; or 

(iii) Where there has been a continuing course of conduct, the date on which that 

conduct was discontinued or the latest instance of the conduct. 

Title VI and related discrimination complaints may be submitted to the following 

entities: 

➢ North Carolina Department of Transportation, Office of Civil Rights, Title VI 

Program, 1511 Mail Service Center, Raleigh, NC 27699-1511; toll free 1-800-

522-0453  

➢ Federal Highway Administration, North Carolina Division Office, 310 New 

Bern Avenue, Suite 410, Raleigh, NC 27601, 919-747-7010 

➢ US Department of Transportation, Departmental Office of Civil Rights, 

External Civil Rights Programs Division, 1200 New Jersey Avenue, SE, 

Washington, DC 20590; 202-366-4070 

4. Format for Complaints 

Complaints must be in writing and signed by the complainant(s) or a representative, 

and include the complainant’s name, address, and telephone number. Complaints 

received by fax or e-mail will be acknowledged and processed. Allegations 

received by telephone will be reduced to writing and provided to the complainant 

for confirmation or revision before processing. Complaints will be accepted in other 

languages, including Braille. 

5. Discrimination Complaint Form 

Contact NCDOT Civil Rights to receive a full copy of the Discrimination 

Complaint Form and procedures. 

6. Complaint Basis 

Allegations must be based on issues involving race, color, national origin (LEP), 

sex, age, disability, or religion (in the context of employment, aviation or transit). 

“Basis” refers to the complainant’s membership in a protected group category.  

 

 



DD00502 

2026CPT.04.16.20512 
SSP-10 

JOHNSTON COUNTY 

 

 

TABLE 103-1 

COMPLAINT BASIS 

Protected Categories Definition Examples Applicable Nondiscrimination 

Authorities 

Race and Ethnicity An individual belonging to one 

of the accepted racial groups; or 

the perception, based usually on 

physical characteristics that a 

person is a member of a racial 

group 

Black/African 

American, 

Hispanic/Latino, 

Asian, American 

Indian/Alaska Native, 

Native 

Hawaiian/Pacific 

Islander, White 

Title VI of the Civil Rights Act of 1964;  

49 CFR Part 21;  

23 CFR 200; 

49 U.S.C. 5332(b); 

49 U.S.C. 47123. 

(Executive Order 13166) 

Color Color of skin, including shade 

of skin within a racial group 

Black, White, brown, 

yellow, etc. 

National Origin (Limited English 

Proficiency) 

Place of birth. Citizenship is not 

a factor. (Discrimination based 

on language or a person’s 

accent is also covered) 

Mexican, Cuban, 

Japanese, 

Vietnamese, Chinese 

Sex Gender. The sex of an 

individual.  

Note: Sex under this program 

does not include sexual 

orientation. 

Women and Men 1973 Federal-Aid Highway Act; 

49 U.S.C. 5332(b); 

49 U.S.C. 47123. 

Age Persons of any age 21-year-old person Age Discrimination Act of 1975 

49 U.S.C. 5332(b); 

49 U.S.C. 47123. 

Disability Physical or mental impairment, 

permanent or temporary, or 

perceived. 

Blind, alcoholic, 

para-amputee, 

epileptic, diabetic, 

arthritic 

Section 504 of the Rehabilitation Act of 

1973;  

Americans with Disabilities Act of 1990  

Religion (in the context of 

employment) 

(Religion/ Creed in all aspects of 

any aviation or transit-related 

construction) 

An individual belonging to a 

religious group; or the 

perception, based on 

distinguishable characteristics 

that a person is a member of a 

religious group. In practice, 

actions taken as a result of the 

moral and ethical beliefs as to 

what is right and wrong, which 

are sincerely held with the 

strength of traditional religious 

views. Note: Does not have to 

be associated with a recognized 

religious group or church; if an 

individual sincerely holds to the 

belief, it is a protected religious 

practice. 

Muslim, Christian, 

Sikh, Hindu, etc. 

Title VII of the Civil Rights Act of 1964;  

23 CFR 230; 

FHWA-1273 Required Contract Provisions. 

(49 U.S.C. 5332(b); 

49 U.S.C. 47123) 

(3) Pertinent Nondiscrimination Authorities 

During the performance of this contract, the contractor, for itself, its assignees, and 

successors in interest agrees to comply with the following non-discrimination statutes and 

authorities, including, but not limited to: 

(a) Title VI of the Civil Rights Act of 1964 (42 U.S.C. § 2000d et seq., 78 stat. 252), 

(prohibits discrimination on the basis of race, color, national origin); and 49 CFR Part 

21.  
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(b) The Uniform Relocation Assistance and Real Property Acquisition Policies Act of 

1970, (42 U.S.C. § 4601), (prohibits unfair treatment of persons displaced or whose 

property has been acquired because of Federal or Federal-aid programs and projects);  

(c) Federal-Aid Highway Act of 1973, (23 U.S.C. § 324 et seq.), (prohibits discrimination 

on the basis of sex);  

(d) Section 504 of the Rehabilitation Act of 1973, (29 U.S.C. § 794 et seq.), as amended, 

(prohibits discrimination on the basis of disability) and 49 CFR Part 27;  

(e) The Age Discrimination Act of 1975, as amended, (42 U.S.C. § 6101 et seq.), (prohibits 

discrimination on the basis of age);  

(f) Airport and Airway Improvement Act of 1982, (49 USC § 471, Section 47123), as 

amended, (prohibits discrimination based on race, creed, color, national origin, or sex);  

(g) The Civil Rights Restoration Act of 1987, (PL 100-209), (Broadened the scope, 

coverage and applicability of Title VI of the Civil Rights Act of 1964, The Age 

Discrimination Act of 1975 and Section 504 of the Rehabilitation Act of 1973, by 

expanding the definition of the terms "programs or activities" to include all of the 

programs or activities of the Federal-aid recipients, sub-recipients and contractors, 

whether such programs or activities are Federally funded or not);  

(h) Titles II and III of the Americans with Disabilities Act, which prohibit discrimination 

on the basis of disability in the operation of public entities, public and private 

transportation systems, places of public accommodation, and certain testing entities (42 

U.S.C. §§ 12131-12189) as implemented by Department of Transportation regulations 

at 49 C.F.R. parts 37 and 38;  

(i) The Federal Aviation Administration's Nondiscrimination statute (49 U.S.C. § 47123) 

(prohibits discrimination on the basis of race, color, national origin, and sex);  

(j) Executive Order 12898, Federal Actions to Address Environmental Justice in Minority 

Populations and Low-Income Populations, which ensures Nondiscrimination against 

minority populations by discouraging programs, policies, and activities with 

disproportionately high and adverse human health or environmental effects on minority 

and low-income populations;  

(k) Executive Order 13166, Improving Access to Services for Persons with Limited 

English Proficiency, and resulting agency guidance, national origin discrimination 

includes discrimination because of Limited English proficiency (LEP). To ensure 

compliance with Title VI, you must take reasonable steps to ensure that LEP persons 

have meaningful access to your programs (70 Fed. Reg. at 74087 to 74100);  

(l) Title IX of the Education Amendments of 1972, as amended, which prohibits you from 

discriminating because of sex in education programs or activities (20 U.S.C. 1681 et 

seq).  

(m) Title VII of the Civil Rights Act of 1964 (42 U.S.C. § 2000e et seq., Pub. L. 88-352), 

(prohibits employment discrimination on the basis of race, color, religion, sex, or 

national origin). 

(4) Additional Title VI Assurances 

**The following Title VI Assurances (Appendices B, C and D) shall apply, as applicable 

(a) Clauses for Deeds Transferring United States Property (1050.2A, Appendix B) 
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The following clauses will be included in deeds effecting or recording the transfer of 

real property, structures, or improvements thereon, or granting interest therein from the 

United States pursuant to the provisions of Assurance 4. 

 

NOW, THEREFORE, the U.S. Department of Transportation as authorized by law and 

upon the condition that the North Carolina Department of Transportation (NCDOT) 

will accept title to the lands and maintain the project constructed thereon in accordance 

with the North Carolina General Assembly, the Regulations for the Administration of 

the Federal-Aid Highway Program, and the policies and procedures prescribed by the 

Federal Highway Administration of the U.S. Department of Transportation in 

accordance and in compliance with all requirements imposed by Title 49, Code of 

Federal Regulations, U.S. Department of Transportation, Subtitle A, Office of the 

Secretary, Part 21, Nondiscrimination in Federally-assisted programs of the U.S 

Department of Transportation pertaining to and effectuating the provisions of Title VI 

of the Civil Rights Act of 1964 (78 Stat. 252; 42 U.S.C. § 2000d to 2000d-4), does 

hereby remise, release, quitclaim and convey unto the NCDOT all the right, title and 

interest of the U.S. Department of Transportation in and to said lands described in 

Exhibit A attached hereto and made a part hereof. 

 

(HABENDUM CLAUSE) 

 

TO HAVE AND TO HOLD said lands and interests therein unto the North Carolina 

Department of Transportation (NCDOT) and its successors forever, subject, however, 

to the covenants, conditions, restrictions and reservations herein contained as follows, 

which will remain in effect for the period during which the real property or structures 

are used for a purpose for which Federal financial assistance is extended or for another 

purpose involving the provision of similar services or benefits and will be binding on 

the NCDOT, its successors and assigns. 

The NCDOT, in consideration of the conveyance of said lands and interests in lands, 

does hereby covenant and agree as a covenant running with the land for itself, its 

successors and assigns, that (1) no person will on the grounds of race, color, or national 

origin, be excluded from participation in, be denied the benefits of, or be otherwise 

subjected to discrimination with regard to any facility located wholly or in part on, 

over, or under such lands hereby conveyed [,] [and]* (2) that the NCDOT will use the 

lands and interests in lands and interests in lands so conveyed, in compliance with all 

requirements imposed by or pursuant to Title 49, Code of Federal Regulations, U.S. 

Department of Transportation, Subtitle A, Office of the Secretary, Part 21, Non-

discrimination in Federally-assisted programs of the U.S. Department of 

Transportation, Effectuation of Title VI of the Civil Rights Act of 1964, and as said 

Regulations and Acts may be amended [, and (3) that in the event of breach of any of 

the above-mentioned nondiscrimination conditions, the Department will have a right to 

enter or re-enter said lands and facilities on said land, and that above described land 

and facilities will thereon revert to and vest in and become the absolute property of the 

U.S. Department of Transportation and its assigns as such interest existed prior to this 

instruction].* 

 

(*Reverter clause and related language to be used only when it is determined that such 

a clause is necessary in order to make clear the purpose of Title VI.) 
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(b) Clauses for Transfer of Real Property Acquired or Improved Under the Activity, 

Facility, or Program (1050.2A, Appendix C) 

The following clauses will be included in deeds, licenses, leases, permits, or similar 

instruments entered into by the North Carolina Department of Transportation 

(NCDOT) pursuant to the provisions of Assurance 7(a): 

1. The (grantee, lessee, permittee, etc. as appropriate) for himself/herself, his/her 

heirs, personal representatives, successors in interest, and assigns, as a part of the 

consideration hereof, does hereby covenant and agree [in the case of deeds and 

leases add "as a covenant running with the land"] that: 

(i.) In the event facilities are constructed, maintained, or otherwise operated on the 

property described in this (deed, license, lease, permit, etc.) for a purpose for 

which a U.S. Department of Transportation activity, facility, or program is 

extended or for another purpose involving the provision of similar services or 

benefits, the (grantee, licensee, lessee, permittee, etc.) will maintain and operate 

such facilities and services in compliance with all requirements imposed by the 

Acts and Regulations (as may be amended) such that no person on the grounds 

of race, color, or national origin, will be excluded from participation in, denied 

the benefits of, or be otherwise subjected to discrimination in the use of said 

facilities. 

2. With respect to licenses, leases, permits, etc., in the event of breach of any of the 

above Nondiscrimination covenants, the NCDOT will have the right to terminate 

the (lease, license, permit, etc.) and to enter, re-enter, and repossess said lands and 

facilities thereon, and hold the same as if the (lease, license, permit, etc.) had never 

been made or issued. * 

3. With respect to a deed, in the event of breach of any of the above Nondiscrimination 

covenants, the NCDOT will have the right to enter or re-enter the lands and 

facilities thereon, and the above described lands and facilities will there upon revert 

to and vest in and become the absolute property of the NCDOT and its assigns. * 

(*Reverter clause and related language to be used only when it is determined that such 

a clause is necessary to make clear the purpose of Title VI.) 

(c) Clauses for Construction/Use/Access to Real Property Acquired Under the Activity, 

Facility or Program (1050.2A, Appendix D) 

The following clauses will be included in deeds, licenses, permits, or similar 

instruments/ agreements entered into by the North Carolina Department of 

Transportation (NCDOT) pursuant to the provisions of Assurance 7(b): 
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1. The (grantee, licensee, permittee, etc., as appropriate) for himself/herself, his/her 

heirs, personal representatives, successors in interest, and assigns, as a part of the 

consideration hereof, does hereby covenant and agree (in the case of deeds and 

leases add, "as a covenant running with the land") that (1) no person on the ground 

of race, color, or national origin, will be excluded from participation in, denied the 

benefits of, or be otherwise subjected to discrimination in the use of said facilities, 

(2) that in the construction of any improvements on, over, or under such land, and 

the furnishing of services thereon, no person on the ground of race, color, or 

national origin, will be excluded from participation in, denied the benefits of, or 

otherwise be subjected to discrimination, (3) that the (grantee, licensee, lessee, 

permittee, etc.) will use the premises in compliance with all other requirements 

imposed by or pursuant to the Acts and Regulations, as amended, set forth in this 

Assurance. 

2. With respect to (licenses, leases, permits, etc.), in the event of breach of any of the 

above Non¬ discrimination covenants, the NCDOT will have the right to terminate 

the (license, permit, etc., as appropriate) and to enter or re-enter and repossess said 

land and the facilities thereon, and hold the same as if said (license, permit, etc., as 

appropriate) had never been made or issued. * 

3. With respect to deeds, in the event of breach of any of the above Nondiscrimination 

covenants, the NCDOT will there upon revert to and vest in and become the 

absolute property of the NCDOT and its assigns. * 

(*Reverter clause and related language to be used only when it is determined that such 

a clause is necessary to make clear the purpose of Title VI.) 
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STANDARD SPECIAL PROVISION 

 

ON-THE-JOB TRAINING 
(10-16-07) (Rev. 4-21-15) Z-10 

 

Description 

 

The North Carolina Department of Transportation will administer a custom version of the Federal 

On-the-Job Training (OJT) Program, commonly referred to as the Alternate OJT Program.  All 

contractors (existing and newcomers) will be automatically placed in the Alternate Program.  

Standard OJT requirements typically associated with individual projects will no longer be applied 

at the project level.  Instead, these requirements will be applicable on an annual basis for each 

contractor administered by the OJT Program Manager. 

 

On the Job Training shall meet the requirements of 23 CFR 230.107 (b), 23 USC – Section 140, 

this provision and the On-the-Job Training Program Manual. 

 

The Alternate OJT Program will allow a contractor to train employees on Federal, State and 

privately funded projects located in North Carolina.  However, priority shall be given to training 

employees on NCDOT Federal-Aid funded projects. 

 

Minorities and Women 

 

Developing, training and upgrading of minorities and women toward journeyman level status is 

a primary objective of this special training provision. Accordingly, the Contractor shall make every 

effort to enroll minority and women as trainees to the extent that such persons are available within 

a reasonable area of recruitment.  This training commitment is not intended, and shall not be used, 

to discriminate against any applicant for training, whether a member of a minority group or not. 

 

Assigning Training Goals 

 

The Department, through the OJT Program Manager, will assign training goals for a calendar year 

based on the contractors' past three years’ activity and the contractors' anticipated upcoming year’s 

activity with the Department.  At the beginning of each year, all contractors eligible will be 

contacted by the Department to determine the number of trainees that will be assigned for the 

upcoming calendar year.  At that time the Contractor shall enter into an agreement with the 

Department to provide a self-imposed on-the-job training program for the calendar year.  

This agreement will include a specific number of annual training goals agreed to by both parties.  

The number of training assignments may range from 1 to 15 per contractor per calendar year.  The 

Contractor shall sign an agreement to fulfill their annual goal for the year.\ 
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Training Classifications 

 

The Contractor shall provide on-the-job training aimed at developing full journeyman level 

workers in the construction craft/operator positions.  Preference shall be given to providing 

training in the following skilled work classifications: 

 

Equipment Operators Office Engineers 

Truck Drivers Estimators 

Carpenters Iron / Reinforcing Steel Workers 

Concrete Finishers Mechanics 

Pipe Layers Welders 

 

The Department has established common training classifications and their respective training 

requirements that may be used by the contractors.  However, the classifications established are not 

all-inclusive.  Where the training is oriented toward construction applications, training will be 

allowed in lower-level management positions such as office engineers and estimators.  Contractors 

shall submit new classifications for specific job functions that their employees are performing.  

The Department will review and recommend for acceptance to FHWA the new classifications 

proposed by contractors, if applicable.  New classifications shall meet the following requirements: 

 

Proposed training classifications are reasonable and realistic based on the job skill 

classification needs, and 

 

The number of training hours specified in the training classification is consistent with 

common practices and provides enough time for the trainee to obtain journeyman level 

status. 

 

The Contractor may allow trainees to be trained by a subcontractor provided that the Contractor 

retains primary responsibility for meeting the training and this provision is made applicable to the 

subcontract.  However, only the Contractor will receive credit towards the annual goal for the 

trainee.  

 

Where feasible, 25 percent of apprentices or trainees in each occupation shall be in their first year 

of apprenticeship or training.  The number of trainees shall be distributed among the work 

classifications on the basis of the contractor’s needs and the availability of journeymen in the 

various classifications within a reasonable area of recruitment.  

 

No employee shall be employed as a trainee in any classification in which they have successfully 

completed a training course leading to journeyman level status or in which they have been 

employed as a journeyman.  

 

Records and Reports 

 

The Contractor shall maintain enrollment, monthly and completion reports documenting company 

compliance under these contract documents.  These documents and any other information as 

requested shall be submitted to the OJT Program Manager.  

 



DD00502 

2026CPT.04.16.20512 
SSP-17 

JOHNSTON COUNTY 

 

 

Upon completion and graduation of the program, the Contractor shall provide each trainee with 

a certification Certificate showing the type and length of training satisfactorily completed.  

 

Trainee Interviews 

 

All trainees enrolled in the program will receive an initial and Trainee/Post graduate interview 

conducted by the OJT program staff.  

 

Trainee Wages 

 

Contractors shall compensate trainees on a graduating pay scale based upon a percentage of the 

prevailing minimum journeyman wages (Davis-Bacon Act).  Minimum pay shall be as follows:  

 

60 percent of the journeyman wage for the first half of the training period 

75 percent of the journeyman wage for the third quarter of the training period 

90 percent of the journeyman wage for the last quarter of the training period 

 

In no instance shall a trainee be paid less than the local minimum wage.  The Contractor shall 

adhere to the minimum hourly wage rate that will satisfy both the NC Department of Labor 

(NCDOL) and the Department. 

 

Achieving or Failing to Meet Training Goals 

 

The Contractor will be credited for each trainee employed by him on the contract work who is 

currently enrolled or becomes enrolled in an approved program and who receives training for at 

least 50 percent of the specific program requirement.  Trainees will be allowed to be transferred 

between projects if required by the Contractor’s scheduled workload to meet training goals. 

 

If a contractor fails to attain their training assignments for the calendar year, they may be taken off 

the NCDOT’s Bidders List.  

 

Measurement and Payment 

 

No compensation will be made for providing required training in accordance with these contract 

documents. 
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LISTING OF MBE/WBE SUBCONTRACTORS 

Sheet ________ of  ________ 

Firm Name and Address 
Circle 

One 
Item 

No. 
Item Description 

* Agreed 

upon Unit 

Price 

** Dollar Volume of 

Item 

Name 

 
 

MBE 
    

Address 

 

 

WBE     

Name 

 

 

MBE 
    

Address 

 

 

WBE     

Name 

 

 

MBE 
    

Address 

 

 

WBE     

Name 

 

 

MBE 
    

Address 

 

 

WBE     

Name 

 

 

MBE 
    

Address 

 

 

WBE     

Name 

 

 

MBE 
    

Address 

 

 

WBE     

* The Dollar Volume shown in this column shall be the Actual Price Agreed Upon by the Prime Contractor and the MBE/WBE 

subcontractor, and these prices will be used to determine the percentage of the MBE/WBE participation in the contract. 

** Dollar Volume of MBE/WBE Subcontractor Percentage of Total Contract Bid Price: 

If firm is a Material Supplier Only, show Dollar Volume as 60% of Agreed Upon Amount from Letter of Intent. 

If firm is a Manufacturer, show Dollar Volume as 100% of Agreed Upon Amount from Letter of Intent. 
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LISTING OF MBE/WBE SUBCONTRACTORS 

Sheet ________ of  ________ 

Firm Name and Address 
Circle 

One 
Item 

No. 
Item Description 

* Agreed 

upon Unit 

Price 

** Dollar Volume of 

Item 

Name 

 
 

MBE 
    

Address 

 

 

WBE     

Name 

 

 

MBE 
    

Address 

 

 

WBE     

Name 

 

 

MBE 
    

Address 

 

 

WBE     

Name 

 

 

MBE 
    

Address 

 

 

WBE     

Name 

 

 

MBE 
    

Address 

 

 

WBE     

 

** Dollar Volume of MBE Subcontractor     $ ____________ 

 

MBE Percentage of Total Contract Bid Price  ___________% 

 

** Dollar Volume of WBE Subcontractor     $ ____________ 

 

WBE Percentage of Total Contract Bid Price  ___________% 

 

*The Dollar Volume shown in this column shall be the Actual Price Agreed Upon by the Prime Contractor and the 

MBE/WBE subcontractor, and these prices will be used to determine the percentage of the MBE/WBE participation in 

the contract. 

 

** Dollar Volume of MBE/WBE Subcontractor Percentage of Total Contract Bid Price. 

If firm is a Material Supplier Only, show Dollar Volume as 60% of Agreed Upon Amount from Letter of Intent. 

If firm is a Manufacturer, show Dollar Volume as 100% of Agreed Upon Amount from Letter of Intent. 
 



Date: 07/10/2025

Contract #: DD00502

TIP #:

WBS Element #: 2025CPT.04.16.20512

Division #: 4

County: Johnston

Description:

Line # Item # Section # Item Description FA Item Quantity Units

1 0000100000-N 800 MOBILIZATION 1.00 LS

2 1330000000-E 607 INCIDENTAL MILLING 1,905.00 SY

3 1519000000-E 610 ASPHALT CONC SURFACE COURSE, TYPE S9.5B 14,467.00 TONS

4 1575000000-E 620 ASPHALT BINDER FOR PLANT MIX 938.00 TONS

5 4413000000-E SP WORK ZONE ADVANCE/GENERAL WARNING SIGNING 1,908.00 SF
6 4457000000-N SP TEMPORARY TRAFFIC CONTROL 1.00 LS
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ACCEPTED BY THE DEPARTMENT 

 

 

 

 

__________________________________________________ 

Proposals Engineer 
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Date 

 

 

 

EXECUTION OF CONTRACT AND BONDS 

APPROVED AS TO FORM: 

 

 

 

__________________________________________________ 

 for Division Engineer 

 

 

__________________________________________________ 

Date 
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