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T ~ FOR GRAVEL CONSTRUCTION ENTRANCE

86"  Description Symbal

160801  Temporary Silt Fence . _ _ _ _ _ _ __

160601  Special Sediment Conérol Fence - - ZS7NISNTSNTST

162201  Tomporary Borms and Slopo Drains_ _ __ __ __ I'— -

163002  Silt Basin Type B-----------~ Y,

1630.03 Temporary Sil¢ Diteh_ _ _ _ _ _ _ _ _ -»—_—

1630.05 Temporary Diversion _ _ _ _ _ _ _ _ _ _ _ _ e ——

163006  Special S¢illing Basin

163208  Rock Inlet Sediment Trap Type C_ _ _ _ __ n

163301  Temporary Rock Silé Check Type=A_ _ _ _ _ _ =B
Temporary Rock Silé Check Type=A  with
Matting and Polyacrylamide (PAMY ___ __ __

163302  Temporary Rock Silt Check Type-B_ P
Watele_ _ _ _ _ _ _ _ _ __ _ _____________ )
Wattle with Polyacrylamide (PAMD_ __ _ _ _ @

163402  Temporary Rock Sediment Dam Type-B,,,,D

163501  Rock Pipe Inlet Sediment Trap Type-A_____ _ U
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WORST BULGE AREA (BY VISUAL) PROJECT REFERENCE NO. | SHEET NO.
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\\“\\\\\ UNCLASSIFIED EXCAVATION 800 CY
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PREPARED BY: S. ZHANG

DATE: 11/2015

REVIEWED BY: C. KREIDER

DATE: 11/2015
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GEOTEXTILE OVERLAP DETAIL

(PLAN  VIEW)
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NOTES:

FOR ROCK PLATING, SEE SECTION 275 OF THE STANDARD
SPECIFICATIONS.

HOLD A PRECONSTRUCTION MEETING BEFORE CONSTRUCTION
STARTS.

REMOVE FAILED SOIL MASS AT THE DIRECTION OF THE
GEOTECHNICAL ENGINEER.

REGRADE SLOPE TO 2:1 (H:V) EXCEPT THE AREA ABOVE THE
EXISTING HEADWALL, WHERE 1.75:1 (H:V) SLOPES MAY BE NEEDED TO
FIT IN.

PLACE GEOTEXTILE FOR ROCK PLATING.

COVER GEOTEXTILE WITH 3 FEET OF RIP RAP AS SHOWN.

USE CLASS 1,2, 0R B RIP RAP UNLESS OTHERWISE DIRECTED BY
THE ENGINEER.

TIE THE ROCK PLATING TO THE EXISTING RIP RAP AT THE TOE.

DEPARTMENT OF TRANSPORTATION

NORTH CAROLINA
LUMLEY ROAD SLOPE REPAIR

DIVISION OF HIGHWAYS IQ()(:R:F)LJ\T1PQC3
GEOTECHNICAL
ENGINEERING UNIT v = RELMONS

2 4






		Lumley Road Slope Repair



				2015-11-09T12:31:16-0800

		DocuSign, Inc.

		Digitally verifiable PDF exported from www.docusign.com









