STATE OF NORTH CAROLINA

DEPARTMENT OF TRANSPORTATION

DIVISION FIVE

CONTRACT PROPOSAL

COUNTY: WAKE

CONTRACT#: DE00026 FA#: N/A WBS #: 39877

DESCRIPTION: INTERSECTION IMPROVEMENTS AT SR 2713 (VAND ORA
SPRINGS) AND SR 2711 (BUFFALO ROAD) IN WAKE COUNTY

BID OPENING: AUGUST 22, 2012
NOTICE:

ALL BIDDERS SHALL COMPLY WITH ALL APPLICABLE LAWS REGULATING THE PRACTICE
OF GENERAL CONTRACTING AS CONTAINED IN CHAPTER 87 OF THE GENERAL
STATUTES OF NORTH CAROLINA WHICH REQUIRES THE BIDDER TO BE LICENSED BY
THE NC LICENSING BOARD FOR CONTRACTORS WHEN BIDDING ON ANY NON-FEDERAL
AID PROJECT WHERE THE BID IS $30,000 OR MORE, EXCEPT FOR CERTAIN SPECIALTY
WORK AS DETERMINED BY THE LICENSING BOARD. BIDDERS SHALL ALSO COMPLY
WITH ALL OTHER APPLICABLE LAWS REGULATING THE PRACTICES OF ELECTRICAL,
PLUMBING, HEATING AND AIR CONDITIONING AND REFRIGERATION CONTRACTING AS
CONTAINED IN CHAPTER 87 OF THE GENERAL STATUTES OF NORTH CAROLINA. NOT
WITHSTANDING THESE LIMITATIONS ON BIDDING, THE BIDDER WHO IS AWARDED ANY
PROJECT SHALL COMPLY WITH CHAPTER 87 OF THE GENERAL STATUTES OF NORTH
CAROLINA FOR LICENSING REQUIREMENTS WITHIN 60 CALENDAR DAYS OF BID
OPENING, REGARDLESS OF FUNDING SOURCES.

NAME OF BIDDER

ADDRESS OF BIDDER

RETURN BIDS TO: NC DEPARTMENT OF TRANSPORTAT ION
Michael J. Kneis, PE
Division Project Manager
North Carolina Department of Transportation
2612 N Duke Street
Durham, NC 27704
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INSTRUCTIONS TO BIDDERS

PLEASE READ ALL INSTRUCTIONS CAREFULLY
BEFORE PREPARING AND SUBMITTING YOUR BID.

All bids shall be prepared and submitted in accordance ith the following requirements. Failure to comply
with any requirement shall cause the bid to be consided irregular and shall be grounds for rejection of the
bid. Bidders must be prequalified for the type of wdk they wish to perform prior to submitting a bid.

1. The bid form furnished by NCDOT with the proposal sh&lused and shall not be altered in any manngr.

DO NOT SEPARATE THE BID FORM FROM THE PROPOSAL!
2. All entries on the bid form, including signatures, slballwritten in ink.

3. The Bidder shall submit a unit price for every itemtloa bid form. The unit prices for the various contrag

items shall be written in figure¥**Unit prices must be limited to TWO decimal places.***

4. An amount bid shall be entered on the bid form foryevem. The amount bid for each item shall b
determined by multiplying each unit bid by the quantitytfoat item, and shall be written in figures in th
"Amount Bid" column of the form.

5. The total amount bid shall be written in figures ie firoper place on the bid form. The total amount dfeall
determined by adding the amounts bid for each item.

6. Changes in any entry shall be made by marking througlertry in ink and making the correct entry adjace
thereto in ink. A representative of the Bidder shaitial the change in ink. Do not use “White Out” o
similar product to make corrections.

7. The bid shall be properly executed. All bids shall sttwvfollowing information:

a. Name of individual, firm, corporation, partnershipjoint venture submitting bid.
b. Name of individual or representative submitting bid pasition or title.

c. Name, signature, and position or title of witness.

d. Federal Identification Number

e. Contractor's License Number

8. Bids submitted by corporations shall bear the setileotorporation.

9. The bid shall not contain any unauthorized additiongtidels, or conditional bids.

10. The bidder shall not add any provision reserving thetrighaccept or reject an award, or to enter into
contract pursuant to an award.

11. THE PROPOSAL WITH THE BID FORM STILL ATTACHED SHAL L BE PLACED IN A SEALED
ENVELOPE AND SHALL HAVE BEEN DELIVERED TO AND RECEI VED IN THE NCDOT DIV.
FIVE OFFICE, 2612 North Duke Street Durham, NC 27704 BY 2:00 p.m on Wednesday, August 22,
2012.

12. The sealed bid must display the following statemenherfront of the sealed envelope:

“QUOTATION FOR INTERSECTION IMPROVEMENTS AT SR 2713 AND SR 2711 IN WAKE
COUNTY TO BE OPENED AT 2:00 P.M. ON WEDNESDAY, AUGUST 22 2012.”

13. If delivered by mail, the sealed envelope shall begulan another sealed envelope and the outer envel
shall be addressed as follows:

N. C. DEPARTMENT OF TRANSPORTATION
Attn: Michael J. Kneis, PE
2612 N Duke Street
Durham, NC 27704

AWARD OF CONTRACT
The award of the contract, if it be awarded, will be madeo the lowest responsible Bidder in accordance
with Section 102 (excluding 102-2 and 102-10) of the Standard Sgeations for Roads and Structures 2012.
The lowest responsible Bidder will be notified thatis bid has been accepted and that he has been awarded
the contract. NCDOT reserves the right to reject albids.
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DE00026

STANDARD PROVISIONS
GENERAL

This contract is for intersections improvementsR©2313(Vandora Springs Road) and SR 2711 (Buffaloe Road)
in Wake County. The Contractor will be responsiblegi@ading, drainage, paving, thermoplastic markings and
markers. The Contractor will also be responsiblefoawiding work zone traffic control and erosion control

All work and materials shall be in accordance withghavisions of the General Guidelines of this contréu
Project Special Provisions, the North Carolina Deparit of Transportation Standard Specifications for Roads
and Structures 2012, the North Carolina Department of poategion_Roadway Standard Drawings, and the
current edition of the Manual of Uniform Traffic CoaltDevices (MUTCD).

The Contractor shall keep himself fully informed of B#ideral, State and local laws, ordinances, and reguatio
and shall comply with the provisions of Section 107 ef$tandard Specifications.

CONTRACT TIME AND LIQUIDATED DAMAGES
The date of availability for this contract will Iseptember 12, 2012.

The completion date for this contraciNevember 21, 2012.

The liquidated damages for this contract willFsur Hundred Dollars ($400.00)per calendar day. After award
of the project, the Contractor shall contact the Bagr to schedule a preconstruction conference and rloéfy
Engineer of his expected date for beginning work.

INTERMEDIATE CONTRACT TIME NUMBER 1 AND LIQUIDATED
DAMAGES

(2-20-07) 108 RG14 H

The Contractor shall complete the work requirestEfps 2-4,as shown on Sheet TMP-2A and shall place and
maintain traffic on same.

The date of availability for this intermediate coltrame isSeptember 17, 2012.
The completion date for this intermediate contracetisNovember 16, 2012.

The liquidated damages afeur Hundred Dollars ($400.00)per calendar day.

PURCHASE ORDER CONTRACT PREQUALIFICATION

BeginningJuly 1, 2009 any firm that wishes to perform work on Division Eluse Order Contracts as either the
prime contractor or as a subcontractor on the projest be prequalified for the type of work they wish to
perform. Firms that wish to bid on these projecthasrime contractor must be prequalified prior to subngjtéin
bid. Firms that wish to perform as a subcontractéhéoprime contractor must be prequalified prior to begi@nin
work on the project.

For the purposes of prequalification, any firm that isently prequalified as a prime or a subcontractor onraent
let projects for the appropriate work codes is considdigithle to work and/or bid on Purchase Order Contracts as
long as other items such as bonding and license requitefioerthe contract are met.

Information regarding the requirements to become precelis a Purchase Order Contract contractor, including
the application to become prequalified if you are notaalyeprequalified, can be found at the following website:
http://www.ncdot.org/business/howtogetstarted/




DE00026
BIDS

In accordance with GS 136-28.1(b), if the total bid amofithe contract exceeds $1.2 million, the bid will not be
considered for award.

AVAILABILITY OF FUNDS — TERMINATION OF CONTRACTS

(5-20-08) z-2

General Statute 143C-6-11. (h) Highway Appropriatisnhereby incorporated verbatim in this contract as
follows:

(h) Amounts Encumbered. — Transportation project apprapmgtmay be encumbered in the amount of
allotments made to the Department of Transportatiothé@yDirector for the estimated payments for transpiort
project contract work to be performed in the appropriafisnal year. The allotments shall be multiyear
allotments and shall be based on estimated revenueshatidbe subject to the maximum contract authority
contained inGeneral Statutel43C-6-11(c). Payment for transportation project work performed purtst@n
contract in any fiscal year other than the curresual year is subject to appropriations by the Gengsakmbly.
Transportation project contracts shall contain adualeeof estimated completion progress, and any acceleratio
this progress shall be subject to the approval of theafment of Transportation provided funds are available.
The State reserves the right to terminate or suspendramsportation project contract, and any transporati
project contract shall be so terminated or suspendehdsfwill not be available for payment of the work & b
performed during that fiscal year pursuant to the contrdat.the event of termination of any contract, the
contractor shall be given a written notice of teration at least 60 days before completion of scheduled fwor
which funds are available. In the event of termratithe contractor shall be paid for the work alreadjopmed
in accordance with the contract specifications.

Payment will be made on any contract terminated purdweatite special provision in accordance with Subarticle
108-13(E) of th&012 Standard Specificatians

CONTRACT PAYMENT AND PERFORMANCE BOND

REVISED 8/24/10
A performance bond in the amount of one hundred percent (180%e contract amount, conditioned upon the
faithful performance of the contract in accordancé witecifications and conditions of the contract is megifor
Construction contracts of $500,000 or more. Such bondlshalblely for the protection of the North Carolina
Department of Transportation and the State of Norttole.

A payment bond in the amount of one hundred percent (1008 abntract amount, conditioned upon the
prompt payment for all labor or materials for whicle thontractor, or his subcontractors, are liabledgired for
Construction contracts greater than $500,000. The paymedtsball be solely for the protection of persons or
firms furnishing materials or performing labor for tiemntract for which the Contractor is liable.

DEFAULT OF CONTRACT

The Department of Transportation shall have the tighieclare a default of contract for breach by thetotor
of any material term or condition of the contradDefault of contract shall be in accordance with taems,
conditions, and procedures of Article 108-9 of the Standpedifications.

SUBLETTING OF CONTRACT

The Contractor shall not sublet, sell, transferigaser otherwise dispose of this contract or any portiereof; or
his right, title, or interest therein; without writteconsent of the Engineer. Subletting of this comtoacany
portion of the contract shall conform to the requiretaef Article of 108-6 of the Standard Specifications.




DE00026
NOTIFICATION OF OPERATIONS

The Contractor shall notify the Engineer Five (5) kilog days in advance of beginning work on this project.

AUTHORITY OF THE ENGINEER

The Engineer for this project shall be the Divisiamgkeer, Division Five, Division of Highways, Northatolina
Department of Transportation, acting directly or throbghduly authorized representative.

The Engineer will decide all questions which may ars¢oathe quality and acceptability of work performed and
as to the rate of progress of the work; all questionstwimay arise as to the interpretation of the cantrand all
guestions as to the acceptable fulfillment of the @mtton the part of the Contractor. His decision |gbalfinal

and he shall have executive authority to enforce and refiéetive such decisions and orders as the Contractor
fails to carry out promptly.

BANKRUPTCY

The Department of Transportation, at its option, neyninate the contract upon the filing by the contnacfo
any petition for protection under the provisions of fleeleral Bankruptcy Act.

PARTIAL PAYMENT

The Contractor may submit a request for partial payrogrd monthly basis, or other interval as approvechby t
Engineer. The amount of partial payments will be basethe work accomplished and accepted as the last day of
the approved pay period. All requests for payment shathdde on the form furnished to the Contractor by the
Department of Transportation. The form shall be ceteh}l and legibly filled out with all appropriate inforrioat
supplied and shall be signed by an authorized representdtivee Contractor. Minority Business Enterprise
(MBE), Women'’s Business Enterprise (WBE) and/or Disatlvge Business Enterprise (DBE) participation shall
be listed in the appropriate spaces on all requests fongrgly If there is no participation the word “None’tloe
figure “0” shall be enteredDne hundred percent (100%) payment shall be made after Sutcesnpletion of the
work as verified by the final inspection.

PROMPT PAYMENT (SUBCONTRACTORS)

Prompt Payment of Monies Due Subcontractors, SecondStilecontractors and Material Suppliers and Release of
Retainage

Contractors at all levels; prime, subcontractor,emosd tier contractor, shall within seven calendas ddiyeceipt

of monies, resulting from work performed on the projaciservices rendered, pay subcontractors, second tier
subcontractors, or material suppliers, as appropriatés sBven-day period begins upon knowledgeable receipt by
the contracting firm obligated to make a subsequent periodidinal payment. These prompt payment
requirements will be met if each firm mails the paytrienthe next level firm by evidence of postmark witktie
seven-day period.

This provision for prompt payment shall be incorporated each subcontract or second tier subcontract issued f
work performed on the project or for services provided.

Failure of any entity to make prompt payment as defineditnenay result in (1) withholding of money due to that
entity in the next partial payment until such assuraapesnade satisfactory to this provision; or (2) rerho¥an
approved contractor from the prequalified bidders list a&¢ tbmoval of other entities from the approved
subcontractors list.

LIABILITY INSURANCE

The Contractor shall provide liability insurance confong to the requirements of Article of 107-15 of the
Standard Specifications.

Upon execution of the contract, provide evidence of How@insurance requirements to the Engineer.



DE00026
SUPERVISION BY CONTRACTOR

At all times during the life of the project the Contacshall provide one permanent employee who shall tree
authority and capability for overall responsibilitytbe project and who shall be personally availabldatwork

site within 24 hours notice. Such employee shall be falithorized to conduct all business with the
subcontractors, to negotiate and execute all supplemeredraents, and to execute the orders or directions of the
Engineer.

At all times that work is actually being performed, @entractor shall have present on the project one campe
individual who is authorized to act in a supervisory capaecver all work on the project, including work
subcontracted. The individual who has been so authoshedl be experienced in the type of work being
performed and shall be fully capable of managing, directind,coordinating the work; of reading and thoroughly
understanding the contract; and receiving and carrying aectiins from the Engineer or his authorized
representatives. He shall be an employee of ther@dot unless otherwise approved by the Engineer.

The Contractor may, at his option, designate one emgltly meet the requirements of both positions. Haweve
whenever the designated employee is absent from thle sit@, an authorized individual qualified to act in a
supervisory capacity on the project shall be present.

POSTED WEIGHT LIMITS

The Contractor's attention is directed to the faat thany Primary and Secondary Roads and bridges are posted
with weight limits less than the legal limit. Ther@@ctor will not be allowed to exceed the posted wdigtits

in transporting materials and/or equipment to the prgjectdess otherwise approved by the Engineer. The
Contractor should make a thorough examination of all piognd haul routes.

INSPECTION

All work shall be subject to inspection by the Engimaeany time. Routinely, the Engineer will make peico
inspections of the completed work. It will be the resploility of the Contractor to keep the Engineer infed of

his proposed work plan and to submit written reports okwocomplished on a frequency to be determined by the
Engineer

MATERIALS AND TESTING

The Engineer reserves the right to perform all sampéind testing in accordance with Section 106 of the
Standard Specifications and the Department's "MatearadsTest Manual." However the Engineer may reduce the
frequency of sampling and testing where he deems it app®forathe project under construction.

The Contractor shall furnish the applicable certifmaé and documentation for all materials as requirechby t
Standard Specifications. Material which is not propeeitified will not be accepted.

Delivery tickets for all asphalt material shall berfished in accordance with Section 106-7 of the Standard
Specifications and shall include the following informati

NCDOT Work Order Number

Date

Time issued

Type of Material

Gross weight

Tare Weight

Net weight of material

Quarry or plant Location

Truck Number

10. Contractor's name

11. Public weighmaster's stamp or number
12. Public weighmaster's signature or initials in ink

CeoNoO~WNPE

All steel products which are permanently incorporated ihis project shall be domestically produced. The
Contractor shall furnish a notarized certificationtifgng that steel products conform to this requirement.

10



DEO00026
The Contractor shall furnish the applicable certifmas and documentation for all materials as requirethéy t
Standard Specifications. Material which is not propeeitified will not be accepted.

EROSION CONTROL

The Contractor shall exercise every reasonable piiepathiroughout the life of the project to prevent esnsand
siltation. Silt fence and erosion control measutes| e installed in accordance with the plans fos hrioject,
Division 16 of the Standard Specifications, and in lacegidirected by the Engineer or his representative.

UTILITY CONFLICTS

It shall be the responsibility of the Contractordmntact all affected utility owners and determine thecise
locations of all utilities prior to beginning constrweti Utility owners shall be contacted a minimum ofé8rs
prior to the commencement of operations. Special slaa#l be used in working around or near existing utilities,
protecting them when necessary to provide uninterruptedcser In the event that any utility service is
interrupted, the Contractor shall notify the utilityroey immediately and shall cooperate with the ownemhisr
representative, in the restoration of service insth@test time possible.

The Contractor shall adhere to all applicable regulatamd follow accepted safety procedures when working in
the vicinity of utilities in order to ensure the sgfef construction personnel and the public.

The Contractor will not be responsible for the adjesttrof any conflicting utilities at the bridge site prio the
date of availability.

SAFETY AND ACCIDENT PROTECTION

In accordance with Article 107-21 of the Standard Spediicat the Contractor shall comply with all applicable
Federal, State, and local laws, ordinances, and regudagoverning safety, health, and sanitation, and shall
provide all safeguards, safety devices, and protective equipmwed shall take any other needed actions, on his
own responsibility that are reasonably necessamyratect the life and health of employees on the joth tre
safety of the public, and to protect property in conoectvith the performance of the work covered by the
contract.

PLAN, DETAIL AND QUANTITY ADJUSTMENTS

The Department reserves the right to make, at anydimieg the progress of the work, such alterations in plans
or the details of construction as may be found necgssatesirable by the Engineer to complete the project.

GIFTS FROM VENDORS AND CONTRACTORS
(12-15-09) SP1 G152

By Executive Order 24, issued by Governor Perdue, Mu@ G.S.§ 133-32t is unlawful for any vendor or
contractor (i.e. architect, bidder, contractor, cangion manager, design professional, engineer, landl&elpg
seller, subcontractor, supplier, or vendor), to make gift® give favors to any State employee of the Guowes
Cabinet Agencies (i.e. Administration, Commerce, €dion, Crime Control and Public Safety, Cultural
Resources, Environment and Natural Resources, HeadtiHaman Services, Juvenile Justice and Delinquency
Prevention, Revenue, Transportation, and the Offidtd@iGovernor). This prohibition covers those veadord
contractors who:

(1) have a contract with a governmental agency; or
(2) have performed under such a contract within the @ast gr
(3) anticipate bidding on such a contract in the future.

For additional information regarding the specific requireteeand exemptions, vendors and contractors are
encouraged to review Executive Order 24 én8. § 133-32

Executive Order 24 also encouraged and invited other Statacikgeto implement the requirements and
prohibitions of the Executive Order to their agenci¢endors and contractors should contact other State Aggenc
to determine if those agencies have adopted Executive @4der

11
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EMPLOYMENT

(11-15-11) (Rev. 1-17-12) 108, 102 RG184
Revise the2012 Standard Specificatioas follows:

Page 1-20, Subarticle 102-15(Qyelete and replace with the following:

(O) Failure to restrict a former Department employee akipited by Article 108-5.

Page 1-65, Article 108-5 Character of Workmen, Methods, and Equment, line 32 delete all of line 32, the
first sentence of the second paragraph and the firgt @fdhe second sentence of the second paragraph.

SAFETY VESTS

All Contractors' personnel, all subcontractors and thei personnel, and any material suppliers and their
personnel must wear an OSHA approved reflective vest @uter garment at all times while on the project.

CONTRACTOR CLAIM SUBMITTAL FORM

If the Contractor elects to file a written claimrequests an extension of contract time, it shalubengited on the
Contractor ClaimSubmittal Form (CCSRvailable through the Construction Unit or
http://ncdot.org/doh/operations/dp_chief eng/constructiononité/ccfs-1.pdf

Any claims for additional compensation and/or extensaftiie completion date shall be submitted to the Rimis
Engineer in writing, with detailed justificatioprior to submitting the final invoice payment. Once arpioe is
received and accepted that is marked as “Final”, ther@cot shall be barred from recovery.

12
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MATERIALS

SP10 RO1

1005, 1081, 1092

(2-21-12) (Rev. 6-19-12)

Revise the2012Standard Specificatiorss follows:

Page 10-23, Table 1005-1, AGGREGATE GRADATION-COARSE AGGREGATEreplace

with the following:

4 100

467M = 100

57M -

78M -
14M -

9 ;
ABC -

ABC
(M)
Light-

Em_mjﬁo

1/2"

90-
100

95-

100

100

100

100

100

100

AGGREGATE GRADATION - COARSE AGGREGATE

1"

20-
55

90-
100

95-
100

95-
100

100

100

75-
100

TABLE 1005-1

Percentage of Total by Weight Passing

3/4"

0-15

35-
70

20-
55

90-
100

90-
100

100

1/2"

0-10

25-
60

25-
45

20-
55

98-
100

55-
80

45-
79

100

A. See Subarticle 1005-4(A).
B. See Subarticle 1005-4(B).
C. For Lightweight Aggregate used in Structural Concrete, see Sub&ak@ith-2(E)(6).

3/8"

0-5

0-30

0-5

0-20

20-
55

75-
100

100

100

80-
100

#4

0-10

0-10

100

35-
55

20-
40

40

#8

0-15

5-20

10-
40

0-20

#10  #16  #40

- 0-8 -

- 010 -
25- 14
45 30
OI - -
25

- 010 -

#200

>

4-
122

O-
122

25

Remarks

Asphalt Plant Mix
Asphalt Plant Mix

AST, Sediment Control Stone

AST, Str. Concrete,
Shoulder Drain,
Sediment Control Stone

AST, Concrete Pavement

AST

AST, Str. Concrete,
Asphalt Plant Mix

Asphalt Plant Mix, AST,
Str. Conc, Weep Hole Drains

Asphalt Plant Mix,
AST, Weep Hole Drains,
Str. Concrete

AST

Aggregate Base Course,
Aggregate Stabilization

Maintenance Stabilization

AST

Page 10-162, Subarticle 1081-1(A) Classifications, lines 4-delete the second and third sentences of the

description for Type 3A.

13



DEO00026
Page 10-162, Subarticle 1081-1(B) Requirements, lines 26-Bfphlace the second paragraph with the following:

For epoxy resin systems used for embedding dowel bargdeéaeods, rebar, anchor bolts and other fixtures in

hardened concrete, the manufacturer shall submit mdtgeshowing that the bonding system will obtain 125% of

the specified required yield strength of the fixture. Furmigrtification that, for the particular bolt grade,deter

and embedment depth required, the anchor system wilbitdiyf adhesive failure and that there is no movement

of the anchor bolt. For certification and anchoragse 3,000 psi as the minimum Portland cement concrete
compressive strength used in this test. Use adhebki@emeet Section 1081.

List the properties of the adhesive on the contaimer iaclude density, minimum and maximum temperature
application, setting time, shelf life, pot life, shetrength and compressive strength.

Page 10-169, Subarticle 1081-3(G) Anchor Bolt Adhesivetelete this subarticle.

Page 10-204, Subarticle 1092-2(A) Performance and Test Requiremgnteplace Table 1092-3 Minimum
Coefficient of Retroreflection for NC Grade A with the following:

TABLE 1092-3
MINIMUM COEFFICIENT OF RETROREFLECTION FOR NC GRADE A
(Candelas Per Lux Per Square Meter)

Observation Eztr:g;; ce % 5 § ks g Fluorescent Fluorescent
: o 5 12 o
Angle, degrees degrees = P %) M Yellow Green Yellow
0.2 -4.0 526 3% 52 95 30 420 315
0.2 30.0 215 162 22 43 10 170 130
0.5 -4.0 310 230 31 56 18 245 185
0.5 30.0 135, 100 14 27 6 110 81
1.0 -4.0 120 60 8 16 3.6 64 48
1.0 30.0 45 34 45 9 2 36 27
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PROJECT SPECIAL PROVISIONS
CONSTRUCTION METHODS

The contractor shall perform all construction adggtin accordance with the applicable requirementshef t
NCDOT Standard Specifications for Roads and Structuresl deteuary 2012, except as otherwise specified
herein.

Wherever reference is made in the Specificationstarmation shown in the plans, such information vo#l
furnished by the Engineer.

SITE INVESTIGATION AND REPRESENTATION

The Contractor acknowledges that he has satisfied Himsdo the nature of the work, and general and local
conditions; particularly those bearing on transportat@vailability of labor, State Regulations for safetyd
security of property, roads, and facilities required far phosecution of the work and all matters which caanyn
way affect the work or cost thereof under this cortrafny failure by the Contractor to acquaint himseith all

the available information concerning these conditidass not relieve him from the responsibility forirastting
properly the difficulty of and cost of successfully perfargithe work.

CONTROL OF EROSION, SILT AND POLLUTION

Control of erosion, siltation and pollution shall meabe requirements of section 107-12 of the Standard
Specifications for Roads and Structures dated January, 205 ahdwn on the plans.

The Contractor may, at his option, submit an altermdan and sequence by submitting 3 copies of the proposed
alternate to the Engineer for approval. Approval musbliiained before construction is started on the atern
plan.

In the event the erosion and sedimentation contral jslaot followed or properly maintained, all other kwehall
be suspended until corrections are made.

The Contractor shall exercise every reasonable piieoatiiroughout the life of the project to prevent erosand
siltation.

MINORITY BUSINESS ENTERPRISE AND WOMEN BUSINESS
ENTERPRISE (DIVISIONS)

(10-16-07)(Rev. 1-17-12) 102-15(J) RG67
Description
The purpose of this Special Provision is to carry oatNerth Carolina Department of Transportation’s pobty

ensuring nondiscrimination in the award and administnatibcontracts financed in whole or in part with 8tat
funds.

Definitions

Additional MBE/WBE SubcontractorsAny MBE/WBE submitted at the time of bid that will no¢ used to meet
either the MBE or WBE goal. No submittal of a Lettétntent is required.

Committed MBE/WBESubcontractor- Any MBE/WBE submitted at the time of bid that is fgpiused to meet
either the MBE or WBE goal by submission of a Letieintent. Or any MBE or WBE used as a replacemana fo
previously committed MBE or WBE firm.

Contract Goals RequirementThe approved MBE and WBE participation at time of alyvdut not greater than
the advertised contract goals for each.
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Goal Confirmation Letter Written documentation from the Department to the biddafirming the Contractor's
approved, committed MBE and WBE patrticipation along witisting of the committed MBE and WBE firms.

Manufacturer- A firm that operates or maintains a factory arabkshment that produces on the premises, the
materials or supplies obtained by the Contractor.

MBE Goal -A portion of the total contract, expressed as a pergenthat is to be performed by committed MBE
subcontractor(s).

Minority Business Enterprise (MBE)A firm certified as a Disadvantaged Minority-Owned Bigsis Enterprise
through the North Carolina Unified Certification Pragra

Regular Dealer- A firm that owns, operates, or maintains a sta@ehouse, or other establishment in which the
materials or supplies required for the performance ottméract are bought, kept in stock, and regularly sold to
the public in the usual course of business. A regular dealgages in, as its principal business and in its own
name, the purchase and sale or lease of the productsstioqueA regular dealer in such bulk items as steel,
cement, gravel, stone, and petroleum products need not kekppsoducts in stock, if it owns and operates
distribution equipment for the products. Brokers and packamersiot regarded as manufacturers or regular
dealers within the meaning of this section.

North Carolina Unified Certification Fagram (NCUCP)- A program that provides comprehensive services and
information to applicants for MBE/WBE certificationThe MBE/WBE program follows the same regulations as
the federal Disadvantaged Business Enterprise (DBE) prograetordance with 49 CFR Part 26.

United States Department of Transportation (USDOHederal agency responsible for issuing regulations (49
CFR Part 26) and official guidance for the DBE program.

WBE Goal -A portion of the total contract, expressed as a pergenthat is to be performed by committed WBE
subcontractor(s).

Women Business Enterprise (WBEA firm certified as a Disadvantaged Women-Owned Busirt&sterprise
through the North Carolina Unified Certification Pragra

Forms and Websites Referenced in this Provision

Payment Tracking SystenOn-line system in which the Contractor enteis payments made to MBE and WBE
subcontractors who have performed work on the projeiths://apps.dot.state.nc.us/Vendor/PaymentTracking/

DBE-IS Subcontractor Payment InformationForm for reporting the payments made to all MBE/WBE§r
working on the project. This form is for paper bid prtgemnly. http://www.ncdot.org/doh/forms/files/DBE-1S$x|

RF-1 MBE/WBE Replacement Request Fefaorm for replacing a committed MBE or WBE.
https://apps.dot.state.nc.us/_includes/download/external pdfetPttp%3A//mww.ncdot.gov/
doh/forms/files/RF-1.pdf

SAF Subcontract Approval Form - Form required for approval to sublet the contract.
http://www.ncdot.org/doh/operations/dp_chief_eng/constructibfsah xIs

JC-1Joint CheckNotification Form- Form and procedures for joint check notification.e Térm acts as a written
joint check agreement among the parties providing full anthpt disclosure of the expected use of joint checks.
https://apps.dot.state.nc.us/_includes/download/external pdfetPttp%3A//mwww.ncdot.gov/
doh/forms/files/JC-1.pdf

Letter of Intent Form signed by the Contractor and the MBE/WBE sulectdr, manufacturer or regular dealer
that affirms that a portion of said contract is goiadpé performed by the signed MBE/WBE for the amoungdist
at the time of bid.
http://www.ncdot.org/doh/preconstruct/ps/contracts/|efiretent. pdf
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Listing of MBE and WBE Subcontractors Forrirorm for entering MBE/WBE subcontractors on a projbett
will meet this MBE and WBE goals. This form is forpea bids only.
http://www.ncdot.gov/doh/preconstruct/ps/word/MISC3.doc

Subcontractor Quote Comparison Shee$preadsheet for showing all subcontractor quotes in thr& areas
where MBEs and WBEs quoted on the project. This skestimitted with good faith effort packages.
http://www.ncdot.gov/business/ocs/goodfaith/excel/Ex_Subaotdr_Quote_Comparison.xIs

MBE and WBE Goal

The following goals for participation by Minority Busse Enterprises and Women Business Enterprises are
established for this contract:

(A) Minority Business Enterprises%

(1) If the MBE goal is more than zerthe Contractor shall exercise all necessary ansbnedle
steps to ensure that MBEs participate in at least theepeof the contract as set forth above as
the MBE goal.

(2) If the MBE goal is zerathe Contractor shall make an effort to recruit anel MBEs during the
performance of the contract. Any MBE participationtaied shall be reported to the
Department.

(B) Women Business Enterprisg$6

(1) If the WBE goal is more than zerthe Contractor shall exercise all necessary ansbnedle
steps to ensure that WBEs participate in at least treepeof the contract as set forth above as
the WBE goal.

(2) If the WBE goal is zerdhe Contractor shall make an effort to recruit anel \WBEs during the
performance of the contract. Any WBE participationtagied shall be reported to the
Department.

Directory of Transportation Firms (Directory)

Real-time information is available about firms doingsiness with the Department and firms that are cexltifi
through NCUCP in the Directory of Transportation Firm®nly firms identified in the Directory as MBE and
WBE certified shall be used to meet the MBE and WBE gyoa$pectively. The Directory can be found at the
following link. https://partner.ncdot.gov/VendorDirectatgfault.html

The listing of an individual firm in the directory shalbt be construed as an endorsement of the firm’s dapab
to perform certain work.

Listing of MBE/WBE Subcontractors

At the time of bid, bidders shall submit all MBE and WB&trticipation that they anticipate to use during the life
of the contract. Only those identified to meet thBBvVgoal and the WBE goal will be considered committednev
though the listing shall include both committed MBE/WBHbmntractors and additional MBE/WBE
subcontractors. Any additional MBE/WBE subcontractartip@ation submitted at the time of bid will be used
toward overall race-neutral goals. Only those firnith wurrent MBE and WBE certification at the time
opening will be acceptable for listing in the bidder'snsital of MBE and WBE participation. The Contractor
shall indicate the following required information:
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Blank forms will not be deemed to represent zero paitipation. Bids submitted that do not have MBE and
WBE participation indicated on the appropriate form wilt be read publicly during the opening of bids. The
Department will not consider these bids for award aedtioposal will be rejected.

(A) If either the MBE or WBE goal is more than zero,

(1) Bidders, at the time the bid proposal is submitted|l shabmit a listing of MBE/WBE
participation, including the names and addressekistmg of MBE andWBE Subcontractors
contained elsewhere in the contract documents in dodehe bid to be considered responsive.
Bidders shall indicate the total dollar value of the M@l WBE participation for the contract.

(2) If bidders have no MBE or WBE participation, thegplindicate this on theisting of MBE and
WBE Subcontractordy entering the word “None” or the number “0.” Thrh shall be
completed in its entirety.

3) The bidder shall be responsible for ensuring thaMBE/WBE is certified at the time of bid by
checking the Directory of Transportation Firms. K firm is not certified at the time of the bid-
letting, that MBE’s or WBE's participation will not oat towards achieving the corresponding
goal.

(B) If either the MBE or WBE goal is zeroidders, at the time the bid proposal is submitted, s€maér the
word “None”; or the number “0”; or if there is partictpm, add the value on thdsting of MBE and
WBE Subcontractorsontained elsewhere in the contract documents.

MBE or WBE Prime Contractor

When a certified MBE or WBE firm bids on a contratatt contains MBE and WBE goals, the firm is respoasibl
for meeting the goals or making good faith efforts to tnkee goals, just like any other bidder. In most caaes,
MBE or WBE bidder on a contract will meet one of guals by virtue of the work it performs on the contnaith

its own forces. However, all the work that is parfed by the MBE or WBE bidder and any other similarly
certified subcontractors will count toward the goal.e MBE or WBE bidder shall list itself along with anyBH

or WBE subcontractors, if any, in order to receiveddrtoward the goals.

For example, on a proposed contract, the WBE goal is 108dhe MBE goal is 8%. A WBE bidder puts in a bid
where they will perform 40% of the contract work andéhawVBE subcontractor which will perform another 5%
of the work. Together the two WBE firms submit on tlieting of MBE and WBE Subcontract@s/alue of 45%

of the contract which fulfills the WBE goal. The 8%BH goal shall be obtained through MBE participation with
MBE certified subcontractors or documented through a god &fort. It should be noted that you cannot
combine the two goals to meet an overall value. thleegoals shall remain separate.

MBE/WBE prime contractors shall also follow Sectioh®r B listed undet.isting of MBE/WBE Subcontractors
just as a non-MBE/WBE bidder would.

Written Documentation — Letter of Intent

The bidder shall submit written documentation for eacBEWVBE that will be used to meet the MBE and
WBE goals of the contract, indicating the bidder’s cotmmit to use the MBE/WBE in the contract. This
documentation shall be submitted on the Department's fitked Letter of Intent

The documentation shall be received in the officehef Engineer no later than 12:00 noon of the sixth catenda
day following opening of bids, unless the sixth day faisSaturday, Sunday or an official state holiday. Irt tha
situation, it is due in the office of the Engineer atet than 12:00 noon on the next official state busidags

If the bidder fails to submit the Letter of Intentrfreeach committed MBE and WBE to be used toward the MBE
and WBE goals, or if the form is incomplete (i.e. bsiinatures are not present), the MBE/WBE participatiitin
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not count toward meeting the MBE/WBE goal. If the la€khis participation drops the commitment below either
the MBE or WBE goal, the Contractor shall submit enmeof good faith efforts for the goal not met, comgalet
in its entirety, to the Engineer no later than 12:00mof the eighth calendar day following opening of bids,
unless the eighth day falls on Saturday, Sunday or anabffitate holiday. In that situation, it is due ie tffice

of the Engineer no later than 12:00 noon on the nexdiaiffstate business day.

Submission of Good Faith Effort

If the bidder fails to meet or exceed either the MBEher WBE goal, the apparent lowest responsive biddel shal
submit to the Department documentation of adequate gobdeffarts made to reach that specific goal(s).

One complete set and nine copies of this informatiall e received in the office of the Engineer nerddahan
12:00 noon of the sixth calendar day following opening of,hid¢ess the sixth day falls on Saturday, Sunday or
an official state holiday. In that situation, itdse in the office of the Engineer no later than 12:00 rwothe
next official state business day.

Note: Where the information submitted includes remet#tisolicitation letters, it will be acceptable to msitba
representative letter along with a distribution listtleé firms that were solicited. Documentation of MBIBE
guotations shall be a part of the good faith effort sttaii This documentation may include written subcontrac
quotations, telephone log notations of verbal quotationether types of quotation documentation.

Consideration of Good Faith Effort for Projects with MBE/WBE Goals More Than Zero

Adequate good faith efforts mean that the bidder tookeméssary and reasonable steps to achieve the goal, whic
by their scope, intensity, and appropriateness, couldoma@ly be expected to obtain sufficient MBE/WBE
participation. Adequate good faith efforts also mean tinvatbidder actively and aggressively sought MBE/WBE
participation. Mergro formaefforts are not considered good faith efforts.

The Department will consider the quality, quantity, angnsity of the different kinds of efforts a bidder has
made. Listed below are examples of the types of actidndder will take in making a good faith effort to et
goals and are not intended to be exclusive or exhaustivés it intended to be a mandatory checklist.

(A) Soliciting through all reasonable and available nseée.g. attendance at pre-bid meetings, advertising
and/or written notices through the use of the NCDOTe®uory of Transportation Firms) the interest of
all certified MBEs/WBEs who have the capability tofpem the work of the contract. The bidder must
solicit this interest within at least 10 days priobtd opening to allow the MBES/WBEs to respond to the
solicitation.  Solicitation shall provide the opportynito MBES/WBEs within the Division and
surrounding Divisions where the project is located. BhiEler must determine with certainty if the
MBEs/WBESs are interested by taking appropriate stepdleavfop initial solicitations.

(B) Selecting portions of the work to be performed byBdBNVBES in order to increase the likelihood that the
MBE and WBE goals will be achieved. This includes, whappropriate, breaking out contract work
items into economically feasible units to facilitakdBE/WBE participation, even when the prime
contractor might otherwise prefer to perform thesekvitems with its own forces.

© Providing interested MBES/WBEs with adequate inforomatabout the plans, specifications, and
requirements of the contract in a timely manner sisaghem in responding to a solicitation.

(D) (1) Negotiating in good faith with interested MBES/BB&8 It is the bidder's

responsibility to make a portion of the work availatddBE/WBE subcontractors and suppliers
and to select those portions of the work or materie¢éds consistent with the available
MBE/WBE subcontractors and suppliers, so as to fa@liMBE/WBE patrticipation. Evidence
of such negotiation includes the names, addresses, aptidake numbers of MBES/WBEs that
were considered; a description of the information pralidgarding the plans and specifications
for the work selected for subcontracting; and evidende asy additional agreements could not
be reached for MBES/WBEs to perform the work.
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(2) A bidder using good business judgment would consider a nushifectors in negotiating with
subcontractors, including MBE/WBE subcontractors, and dvotdke a firm’s price and
capabilities as well as contract goals into considmrat However, the fact that there may be
some additional costs involved in finding and using MBESBABs not in itself sufficient reason
for a bidder’s failure to meet the contract MBE or WHBBals, as long as such costs are
reasonable. Also, the ability or desire of a priroatactor to perform the work of a contract
with its own organization does not relieve the biddiethe responsibility to make good faith
efforts.  Bidding contractors are not, however, requited accept higher quotes from
MBESs/WBEs if the price difference is excessive or usoeable.

(E) Not rejecting MBES/WBEs as being unqualified withcutired reasons based on a thorough investigation
of their capabilities. The bidder's standing within itsdustry, membership in specific groups,
organizations, or associates and political or sodfdibtions (for example, union vs. non-union employee
status) are not legitimate causes for the rejectiamoarsolicitation of bids in the bidder’s efforts teet
the project goal.

(F) Making efforts to assist interested MBES/WBEs btaming bonding, lines of credit, or insurance as
required by the recipient or bidder.

(G) Making efforts to assist interested MBES/WBES ltaming necessary equipment, supplies, materials, or
related assistance or services.

(H) Effectively using the services of available mibgwomen community organizations; minority/women
contractors’ groups; Federal, State, and local minoréiyien business assistance offices; and other
organizations as allowed on a case-by-case basigva@prassistance in the recruitment and placement of
MBEs/WBEs. Contact within 7 days from the bid openir@DDT’s Business Development Manager in
the Business Opportunity and Work Force Development drgive notification of the bidder’s inability
to get MBE or WBE quotes.

() Any other evidence that the bidder submits which shitnas the bidder has made reasonable good faith
efforts to meet the MBE and WBE goal.

In addition, the Department may take into account thewmng:

(1) Whether the bidder’s documentation reflects a @ealrrealistic plan for achieving the MBE and
WBE goals.

(2) The bidders’ past performance in meeting the MBE aBd \gyoals.

3) The performance of other bidders in meeting the MBE WBE goals. For example, when the
apparent successful bidder fails to meet the goals, beitsotheet it, you may reasonably raise the
question of whether, with additional reasonable efftirvésapparent successful bidder could have
met the goals. If the apparent successful bidder farsetet the MBE and WBE goals, but meets
or exceeds the average MBE and WBE patrticipation obtaigesther bidders, the Department
may view this, in conjunction with other factors, @sdence of the apparent successful bidder
having made a good faith effort.

If the Department does not award the contract to pparent lowest responsive bidder, the Department reserves
the right to award the contract to the next lowegtorsive bidder that can satisfy to the DepartmentttieaMBE

and WBE goals can be met or that an adequate good fiithleds been made to meet the MBE and WBE goals.
Non-Good Faith Appeal

The Engineer will notify the contractor verbally amdwriting of nhon-good faith. A contractor may appeal a
determination of non-good faith made by the Goal Comp#aCommittee. If a contractor wishes to appeal the
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determination made by the Committee, they shall prowditen notification to the Engineer. The appeallsba
made within 2 business days of notification of the aeteation of non-good faith.

Counting MBE/WBE Participation Toward Meeting MBE/WBE Goals

(A)

(B)

(©)

(D)

(E)

(F)

Participation

The total dollar value of the participation by a contetitMBE/WBE will be counted toward the contract
goal requirements. The total dollar value of participatiyg a committed MBE/WBE will be based upon
the value of work actually performed by the MBE/WBE ahd &ctual payments to MBE/WBE firms by
the Contractor.

Joint Checks

Prior notification of joint check use shall be requivdten counting MBE/WBE participation for services
or purchases that involves the use of a joint cheatifidhtion shall be through submission of Form JC-1
(Joint Check Notification Formand the use of joint checks shall be in accordande tivé Department's
Joint Check Procedures.

Subcontracts (Non-Trucking)

A MBE/WBE may enter into subcontracts. Work that BBVisubcontracts to another MBE firm may be
counted toward the MBE contract goal requirement. Theed#olds for work that a WBE subcontracts to
another WBE firm. Work that a MBE subcontracts toam-MBE firm does not count toward the MBE
contract goal requirement. Again, the same holds tnuegh®work that a WBE subcontracts to a non-
WBE firm. If a MBE or WBE contractor or subcontracsubcontracts a significantly greater portion of
the work of the contract than would be expected on tises lmd standard industry practices, it shall be
presumed that the MBE or WBE is not performing a comiaklyaiseful function. The MBE/WBE may
present evidence to rebut this presumption to the Departnihe Department's decision on the rebuttal
of this presumption may be subject to review by théc®ff Inspector General, NCDOT.

Joint Venture

When a MBE or WBE performs as a participant in a jegnture, the Contractor may count toward its
contract goal requirement a portion of the total valugasticipation with the MBE or WBE in the joint
venture, that portion of the total dollar value beirdjstinct clearly defined portion of work that the MBE
or WBE performs with its forces.

Suppliers

A contractor may count toward its MBE or WBE requiretm@d percent of its expenditures for materials
and supplies required to complete the contract and obtaiomedaf MBE or WBE regular dealer and 100
percent of such expenditures from a MBE or WBE manufacturer

Manufacturers and Regular Dealers

A contractor may count toward its MBE or WBE requireinghe following expenditures to
MBE/WBE firms that are not manufacturers or regular efsal

(1) The fees or commissions charged by a MBE/WBE fomproviding abona fideservice, such as
professional, technical, consultant, or managerialices, or for providing bonds or insurance
specifically required for the performance of
a DOT-assisted contract, provided the fees or commissice determined to be reasonable and
not excessive as compared with fees and commissiorsrausty allowed for similar services.

(2) With respect to materials or supplies purchased frooMBE/WBE, which is neither
a manufacturer nor a regular dealer, count the entireiainad fees or commissions charged for
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assistance in the procurement of the materials and sappli fees or transportation charges for
the delivery of materials or supplies required on a jtd (kiut not the cost of the materials and
supplies themselves), provided the fees are determined teasonable and not excessive as
compared with fees customarily allowed for similar smEw.

Commercially Useful Function

(A)

(B)

MBE/WBE Utilization

The Contractor may count toward its contract goal requént only expenditures to MBEs and WBEs
that perform a commercially useful function in the waka contract. A MBE/WBE performs a
commercially useful function when it is responsible éxtecution of the work of the contract and is
carrying out its responsibilities by actually performinggnaging, and supervising the work involved. To
perform a commercially useful function, the MBE/WBE lslaégso be responsible with respect to materials
and supplies used on the contract, for negotiating pricerrdigting quality and quantity, ordering the
material and installing (where applicable) and payingtlier material itself. To determine whether a
MBE/WBE is performing a commercially useful functiongtBepartment will evaluate the amount of
work subcontracted, industry practices, whether the amiwenfirm is to be paid under the contract is
commensurate with the work it is actually performing @&hd MBE/WBE credit claimed for its
performance of the work, and any other relevant factor

MBE/WBE Utilization in Trucking

The following factors will be used to determine if a KB WBE trucking firm is performing
a commercially useful function:

(1) The MBE/WBE shall be responsible for the managéraad supervision of the entire trucking
operation for which it is responsible on a particulantcact, and there shall not be a contrived
arrangement for the purpose of meeting the MBE or WBE goa

(2) The MBE/WBE shall itself own and operate at leas fully licensed, insured, and operational
truck used on the contract.

3) The MBE/WBE receives credit for the total valuahas# transportation services it provides on the
contract using trucks it owns, insures, and operates usveyslit employs.

4) The MBE may subcontract the work to another MBErmfi including

an owner-operator who is certified as a MBE. Theesawpids true that a WBE may subcontract
the work to another WBE firm, including an owner-operatho is certified as a WBE. When
this occurs, the MBE or WBE who subcontracts work ikesecredit for the total value of the
transportation services the subcontracted MBE or WRBFiges on the contract. It should be
noted that every effort shall be made by MBE and WBHtractors to subcontract to the same
certification (i.e., MBEs to MBEs and WBEs to WBER),order to fulfill the goal requirement.
This, however, may not always be possible due toithigation of firms in the area. If the MBE
or WBE firm shows a good faith effort has been madee@mch out to similarly certified
transportation service providers and there is no isteoe availability, and they can get
assistance from other certified providers, the Engiméémot hold the prime liable for meeting
the goal.

(5) The MBE/WBE may also subcontract the work to a-MBE/WBE firm, including from
an owner-operator. The MBE/WBE who subcontractswbek to a non-MBE/WBE is entitled
to credit for the total value of transportation segsic provided by the non-
MBE/WBE subcontractor not to exceed the value of tramiapon services provided by
MBE/WBE-owned trucks on the contract. Additional pap@tion by non-MBE/WBE
subcontractors receives credit only for the fee anrogssion it receives as aresult of the
subcontract arrangement. The value of services pestbromder subcontract agreements
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between the MBE/WBE and the Contractor will not cotmwards the MBE/WBE contract

requirement.

(6) A MBE/WBE may lease truck(s) from an established mgent leasing business open to the
general public. The lease must indicate that the MBEF\WRBs exclusive use of and control over
the truck. This requirement does not preclude the leasekl from working for others during
the term of the lease with the consent of the MBBBVN so long as the lease gives the
MBE/WBE absolute priority for use of the leased truckisTtype of lease may count toward the
MBE/WBE's credit as long as the driver is under the MBBE's payroll.

(7 Subcontracted/leased trucks shall display clearly enddshboard the name of the MBE/WBE
that they are subcontracted/leased to and their owpamnname if it is not identified on the
truck itself. Magnetic door signs are not permitted.

MBE/WBE Replacement

When a Contractor has relied on a commitment to &MB WBE firm (or an approved substitute MBE or
WBE firm) to meet all or part of a contract goal requient, the contractor shall not terminate the MBBBE/Nor
convenience. This includes, but is not limited tofanses in which the Contractor seeks to perform tw \of
the terminated subcontractor with another MBE/WBE snbactor, a non-MBE/WBE subcontractor, or with the
Contractor’s own forces or those of an affiliateh MBE/WBE may only be terminated after receiving the
Engineer’s written approval based upon a finding of good dauske termination.

All requests for replacement of a committed MBE/WBHnfishall be submitted to the Engineer for approval on
Form RF-1(Replacement Request)lf the Contractor fails to follow this procedureetiContractor may be
disqualified from further bidding for a period of up to 6 months

The Contractor shall comply with the following foptacement of a committed MBE/WBE:
(A) Performance Related Replacement

When a committed MBE is terminated for good cause dedst@bove, an additional MBE that was
submitted at the time of bid may be used to fulfill th&@BMcommitment. The same holds true if a
committed WBE is terminated for good cause, an additidi3E that was submitted at the time of bid
may be used to fulfill the WBE goal. A good faith effaitl only be required for removing a committed
MBE/WBE if there were no additional MBEs/WBEs submittat the time of bid to cover the same
amount of work as the MBE/WBE that was terminated.

If a replacement MBE/WBE is not found that can perfainleast the same amount of work as the
terminated MBE/WBE, the Contractor shall submit a gaaith effort documenting the steps taken. Such
documentation shall include, but not be limited to, thewing:

(1) Copies of written notification to MBES/WBEs thditeir interest is solicited in contracting the
work defaulted by the previous MBE/WBE or in subcontrartother items of work in the
contract.

(2) Efforts to negotiate with MBES/WBEs for specificobids including, at a minimum:

(a) The names, addresses, and telephone numbers of WIBEs/who were contacted.
(b) A description of the information provided to MBEs/W®8 regarding the plans and
specifications for portions of the work to be performed.

3) A list of reasons why MBE/WBE quotes were not atee.

4) Efforts made to assist the MBES/WBEs contactedeéded, in obtaining bonding or insurance
required by the Contractor.
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(B) Decertification Replacement

(1) When a committed MBE/WBE is decertified by the Dépant after the SAFSubcontract
Approval Forn) has been received by the Department, the Departméhnati require the
Contractor to solicit replacement MBE/WBE participatiequal to the remaining work to be
performed by the decertified firm. The participation edoathe remaining work performed by
the decertified firm will count toward the contract goeduirement.

(2) When a committed MBE/WBE is decertified prior to tHepartment receiving the
SAF (Subcontract Approval Forjrfor the named MBE/WBE firm, the Contractor shake all
necessary and reasonable steps to replace the MBEA&WBEONtractor with another similarly
certified MBE/WBE subcontractor to perform at least tame amount of work to meet the
MBE/WBE goal requirement. If a MBE/WBE firm is notufied to do the same amount of work,
a good faith effort must be submitted to NCDOT (see reinefor required documentation).

Changes in the Work

When the Engineer makes changes that result in the r@dumt elimination of work to be performed by a

committed MBE/WBE, the Contractor will not be requirtedseek additional participation. When the Engineer
makes changes that result in additional work to be peedrivy a MBE/WBE based upon the Contractor’s
commitment, the MBE/WBE shall participate in addition@irk to the same extent as the MBE/WBE participated
in the original contract work.

When the Engineer makes changes that result in extrl, wdrich has more than a minimal impact on the
contract amount, the Contractor shall seek additiondicpzation by MBES/WBEs unless otherwise approved by
the Engineer.

When the Engineer makes changes that result in amtdterof plans or details of construction, and a porton
all of the work had been expected to be performed by amibed MBE/WBE, the Contractor shall seek
participation by MBES/WBESs unless otherwise approvedbyEngineer.

When the Contractor requests changes in the work #saidtrin the reduction or elimination of work that the
Contractor committed to be performed by a MBE/WBE, @umntractor shall seek additional participation by
MBEs/WBEs equal to the reduced MBE/WBE patrticipation cabydtie changes.

Reports and Documentation

A SAF (Subcontract Approval Forjrshall be submitted for all work which is to be penfed by a MBE/WBE
subcontractor. The Department reserves the righedaire copies of actual subcontract agreements involving
MBE/WBE subcontractors.

When using transportation services to meet the cdant@omitment, the Contractor shall submit a proposed
trucking plan in addition to the SAF. The plan shall iensitted prior to beginning construction on the project.
The plan shall include the names of all trucking firmsppeed for use, their certification type(s), the numiber o
trucks owned by the firm, as well as the individual trudkntification numbers, and the line item(s) being
performed.

Within 30 calendar days of entering into an agreemerit sviMBE/WBE for materials, supplies or services, not
otherwise documented by the SAF as specified aboveCtm¢ractor shall furnish the Engineer a copy of the
agreement. The documentation shall also indicate theemq@ge (60% or 100%) of expenditures claimed for
MBE/WBE credit.

Reporting Minority and Women Business Enterprise Particpation

The Contractor shall provide the Engineer with an aeting of payments made to all MBE and WBE firms,
including material suppliers and contractors at all leglsne, subcontractor, or second tier subcontractéhis
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accounting shall be furnished to the Engineer for angrgimonth by the end of the following month. Failwe t
submit this information accordingly may result in tbédwing action:

(A) Withholding of money due in the next partial pay estien or

(B) Removal of an approved contractor from the preqedlifiidders’ list or the removal of other entities from
the approved subcontractors list.

While each contractor (prime, subcontractor, 2nd tidscentractor) is responsible for accurate accounting of
payments to MBES/WBES, it shall be the prime contrégtresponsibility to report all monthly and final pagnt
information in the correct reporting manner.

Failure on the part of the Contractor to submit thguired information in the time frame specified may result
the disqualification of that contractor and any affdiacompanies from further bidding until the required
information is submitted.

Failure on the part of any subcontractor to submitrégiired information in the time frame specified mayiltes
in the disqualification of that contractor and anyliaffe companies from being approved for further work on
future projects until the required information is submitted.

Contractors reporting transportation services providedhdny-MBE/WBE lessees shall evaluate the value of
services provided during the month of the reporting peridg on

At any time, the Engineer can request written vetiiftzaof subcontractor payments.

The Contractor shall report the accounting of paymentsn the Department’s
DBE-IS (Subcontractor Payment Informatiomjth each invoice. Invoices will not be processadfayment until
the DBE-IS is received.

Failure to Meet Contract Requirements

Failure to meet contract requirements in accordande Subarticle 102-15(J) of t012StandardSpecifications
may be cause to disqualify the Contractor.

PROSECUTION AND PROGRESS

The Contractor shall pursue the work diligently with woekmin sufficient numbers, abilities, and supervision,
and with equipment, materials, and methods of construasanay be required to complete the work described in
the contract by the completion date and in accordartbeSection 108 of the Standard Specifications.

PROGRESS SCHEDULE

The Contractor shall provide a progress schedule in @aaoe with Section 108-2 of the Standard Specifications.

DRIVEWAYS AND PRIVATE PROPERTY

The Contractor shall maintain access to drivewayalfaesidents and property owners throughout the litaef
project.

The Contractor shall not perform work for privatezgtis or agencies in conjunction with this projeaidhin
the project limits of this contract. Any driveway pawy a Contractor which ties into a NCDOT systeadro
being paved by the Contractor must be paved either pritvetroad paving project or after its completion.
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SHOULDER AND FILL SLOPE MATERIAL

(5-21-02) 235, 560 SP2 R45 A

Description

Perform the required shoulder and slope construction fa&r phoject in accordance with the applicable
requirements of Section 560 and Section 235 o201 Standard Specifications

Measurement and Payment

Where the material has been obtained from an auttbr&tockpile or from a borrow source aBorrow
Excavationis not included in the contract, no direct payment aéllmade for this work, as the cost of this work
will be part of the work being paid at the contract lummrice forGrading. If Borrow Excavatioris included

in this contract and the material has been obtaimech fan authorized stockpile or from a borrow source,
measurement and payment will be as provided in Section R8=2@012 Standard Specificatiorisr Borrow
Excavation

SUBSURFACE INFORMATION

(7-1-95) 450 SP1G112C

Subsurface information is available on the structurégoof this project only.

NO MAJOR CONTRACT ITEMS

(2-19-02) (Rev. 8-21-07) 104 SP1G31

None of the items included in this contract will bgjonéems.

NO SPECIALTY ITEMS
(7-1-95) 108-6 SP1 G34

None of the items included in this contract will be cipky items (see Article 108-6 of th2012Standard
Specifications

PLANT AND PEST QUARANTINES

(Imported Fire Ant, Gypsy Moth, Witchweed, And Other Noxious Weeds)
(3-18-03) Z-04a

Within quarantined area

This project may be within a county regulated for plard/ar pests. If the project or any part of the Cortbrée
operations is located within a quarantined area, thorguglebn all equipment prior to moving out of the
quarantined area. Comply with federal/state regulatignshtaining a certificate or limited permit for any
regulated article moving from the quarantined area.

Originating in a quarantined county

Obtain a certificate or limited permit issued by th&€€ NDepartment of Agriculture/United States Department of
Agriculture. Have the certificate or limited permit acpany the article when it arrives at the projee. sit

Contact

Contact the N.C. Department of Agriculture/United St&@tepartment of Agriculture at 1-800-206-9333, 919-733-
6932, orhttp://www.ncagr.com/plantindb determine those specific project sites locatetiéquarantined area or
for any regulated article used on this project originaiting quarantined county.
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Regulated Articles Include

1. Soil, sand, gravel, compost, peat, humus, muck, and decommasade, separately or with other articles.
This includes movement of articles listed above thay ipe associated with cut/waste, ditch pulling, and
shoulder cutting.

Plants with roots including grass sod.

Plant crowns and roots.

Bulbs, corms, rhizomes, and tubers of ornamental plants

Hay, straw, fodder, and plant litter of any kind.

Clearing and grubbing debris.

Used agricultural cultivating and harvesting equipment.

Used earth-moving equipment.

Any other products, articles, or means of conveyanteny character, if determined by an inspector to
present a hazard of spreading imported fire ant, gypsy mitthweed or other noxious weeds.

CLEARING AND GRUBBING - METHOD Il

(4-6-06) (Rev. 1-17-12) 200 SP2 R02B

CoNoOrWDN

Perform clearing on this project to the limits essdt#d by Method “llI” shown on Standard Drawing No. 200.03
of the2012Roadway Standard Drawings

ASPHALT PAVEMENTS - SUPERPAVE

(6-19-12) 605 SP6 RO1
Revise the?012 Standard Specificatioas follows:

Page 6-3, Article 605-7 APPLICATION RATES AND TEMPERATURES, replace this article, including Table
601-1, with the following:

Apply tack coat uniformly across the existing surfacesgdt application rates shown in Table 605-1.

TABLE 605-1
APPLICATION RATES FOR TACK COAT

Existing Surface Target Rate (gal/sy)

Emulsified Asphalt
New Asphalt 0.04 £0.01
Oxidized or Milled Asphalt 0.06 £0.01
Concrete 0.08 £0.01

Apply tack coat at a temperature within the ranges showhable 605-2. Tack coat shall not be overheated
during storage, transport or at application.

TABLE 605-2
APPLICATION TEMPERATURE FOR TACK COAT
Asphalt Material Temperature Range
Asphalt Binder, Grade PG 64-22 350 - 400°F
Emulsified Asphalt, Grade RS-1H 130 - 160°F
Emulsified Asphalt, Grade CRS-1 130 - 160°F
Emulsified Asphalt, Grade CRS-1H 130 - 160°F
Emulsified Asphalt, Grade HFMS-1 130 - 160°F
Emulsified Asphalt, Grade CRS-2 130 - 160°F

Page 6-18, Article 610-1 DESCRIPTIONIines 40-41, delete the last sentence of the last @plagr
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Page 6-19, Subarticle 610-3(A) Mix Design-Generdine 5, add the following as the first paragraph:

Warm mix asphalt (WMA) is allowed for use at the Coativds option in accordance with the NCDOT Approved
Products List for WMA Technologies available at:
http://www.ncdot.org/doh/operations/materials/pdf/wma.pd.

ASPHALT BINDER CONTENT OF ASPHALT PLANT MIXES

(11-21-00) (Rev 7-19-11) SP6 R15

The approximate asphalt binder content of the asphaltretanplant mixtures used on this project will be as
follows:

Asphalt Concrete Base Course Type B 25.0 4.4%
Asphalt Concrete Intermediate Course Type 1 19.0 4.8%
Asphalt Concrete Surface Course Type S 4.75A 6.8%
Asphalt Concrete Surface Course Type SF 9.5A 6.7%
Asphalt Concrete Surface Course Type S9.5 6.0%
Asphalt Concrete Surface Course Type S 12.5 5.5%

The actual asphalt binder content will be establishednduconstruction by the Engineer within the limits
established in th2012 Standard Specifications.

FUEL PRICE ADJUSTMENT

(11-15-05) (Rev. 1-17-12) 109-8 SP1 G43
Revise the012Standard Specificatiores follows:
Page 1-83, Article 109-8, Fuel Price Adjustmentsdd the following:

The base index price for DIESEL #2 FUEL$i®2.9064per gallon. Where any of the following are included as pa
items in the contract, they will be eligible for fymice adjustment.

The pay items and the fuel factor used in calculating adgrsis to be made will be as follows:

Description Units Fuel Usage
Factor
Diesel
Unclassified Excavation Gal/lCY 0.29
Borrow Excavation Gal/lCY 0.29
Class IV Subgrade Stabilization Gal/Ton 0.55
Aggregate Base Course Gal/Ton 0.55
Asphalt Concrete Base Course, Type Gal/Ton 2.90
Asphalt Concrete Intermediate Course, Type Gal/Ton 2.90
Asphalt Concrete Surface Course, Type Gal/Ton 2.90
Open-Graded Asphalt Friction Course Gal/Ton 2.90
Sand Asphalt Surface Course, Type Gal/Ton 2.90
Aggregate for Cement Treated Base Course Gal/Ton 0.55
Portland Cement for Cement Treated Base Course Gal/Ton 0.55
__"Portland Cement Concrete Pavement Gal/sy 0.245
Concrete Shoulders Adjacent to __ " Pavement Gal/sy 0.245
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PRICE ADJUSTMENT - ASPHALT BINDER FOR PLANT MIX
(11-21-00) SP6 R25

Price adjustments for asphalt binder for plant mix wél lnade in accordance with Section 620 of 20842
Standard Specifications.

The base price index for asphalt binder for plant mix is $&lger ton.

This base price index represents an average of F.QliBggarices of asphalt binder at supplier's terminalgaly
1, 2012.

REMOVAL OF EXISTING PAVEMENT MARKERS

The Contractor's attention is directed to the faeit there may be pavement markers on this project. The
Contractor will be required to remove and dispose oktinegrkers prior to the paving operation.

No direct payment will be made for this work, as il Wwe incidental to the paving operation and paymenhat t
contract unit price for the various asphalt items mc¢bntract will be full compensation for such work.

ROADWAY STANDARD DRAWINGS FOR PAVEMENT MARKINGS AND
MARKERS

(01-17-12) RWZ-5

Use the following in conjunction with tH012Standard Specifications:

Standard Pavement Markings 2012 Roadway Standard Drawings
1205.01, 1205.02, 1205.03, 1205.04, 1205.05,
1205.06, 1205.07, 1205.08, 1205.09, 1205.10,
1205.11, 1205.12, 1205.13

Raised Pavement Markers 2012 Roadway Standard Drawings
1205.12, 1250.01, 1251.01

Snowplowable Pavement Markers 2012 Roadway Standard Drawings
1250.01, 1253.01

Milled Rumble Strips 2012 Roadway Standard Drawings:
665.01

EROSION AND SEDIMENT CONTROL/STORMWATER
CERTIFICATION

(1-16-07) (Rev 11-16-10) 105-16, 225-2, 16 SP1 G180
General

Schedule and conduct construction activities in a marima&r will minimize soil erosion and the resulting
sedimentation and turbidity of surface waters. Comptk the requirements herein regardless of whether oa not
National Pollution discharge Elimination System (NPIPBR&mit for the work is required.

Establish a chain of responsibility for operationsl aubcontractors’ operations to ensure thatBEhesion and

Sediment Control/Stormwater Pollution Prevention Planimplemented and maintained over the life of the
contract.
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(A)

(B)

(©)

(D)

Certified Supervisor Provide a certified Erosion and Sediment Controff8teater Supervisor to manage
the Contractor and subcontractor operations, insur@ltante with Federal, State and Local ordinances
and regulations, and manage the Quality Control Program.

Certified Foreman Provide a certified, trained foreman for each awesion operation that increases the
potential for soil erosion or the possible sedimeartaéind turbidity of surface waters.

Certified Installer - Provide a certified installer to install or dirette installation for erosion or
sediment/stormwater control practices.

Certified Designer- Provide a certified designer for the design of thesiero and sediment
control/stormwater component of reclamation plans dragplicable, for the design of the project erosion
and sediment control/stormwater plan.

Roles and Responsibilities

(A)

Certified Erosion and Sediment Control/Stormwater Superviddre Certified Supervisor shall be Level

Il and responsible for ensuring the erosion and sedinwentrol/stormwater plan is adequately
implemented and maintained on the project and for condyttie quality control program. The Certified

Supervisor shall be on the project within 24 hours ndtma initial exposure of an erodible surface to the
project’s final acceptance. Perform the following daitie

(1) Manage Operations - Coordinate and schedule the woskibmontractors so that erosion and
sediment control/stormwater measures are fully execudeadch operation and in a timely
manner over the duration of the contract.

(a) Oversee the work of subcontractors so that appteprémosion and sediment
control/stormwater preventive measures are conformed ¢ach stage of the work.

(b) Prepare the required National Pollutant Dischargenmigition System (NPDES)
Inspection Record and submit to the Engineer.

(c) Attend all weekly or monthly construction meetinigs discuss the findings of the
NPDES inspection and other related issues.

(d) Implement the erosion and sediment control/stor@mgite plans requested.

(e) Provide any needed erosion and sediment controbstmier practices for the

Contractor’s temporary work not shown on the plansh @& but not limited to work
platforms, temporary construction, pumping operations, pdaxtt storage yards, and

cofferdams.

® Acquire applicable permits and comply with requiremeatsborrow pits, dewatering,
and any temporary work conducted by the Contractor isdigtional areas.

(9) Conduct all erosion and sediment control/stormwatek in a timely and workmanlike
manner.

(h) Fully perform and install erosion and sediment adfgtormwater work prior to any
suspension of the work.

(1) Coordinate with Department, Federal, State and ILlRegulatory agencies on resolution
of erosion and sediment control/stormwater issues diletGontractor’s operations.

()] Ensure that proper cleanup occurs from vehicle traclon paved surfaces or any
location where sediment leaves the Right-of-Way.

(k) Have available a set of erosion and sediment oldstiormwater plans that are initialed

and include the installation date of Best Managementtiees. These practices shall
include temporary and permanent groundcover and be properlyedptatreflect
necessary plan and field changes for use and review figribeent personnel as well as
regulatory agencies.

(2) Requirements set forth under the NPDES Permit -Ddpartment's NPDES Stormwater permit
(NCS000250) outlines certain objectives and management resasertaining to construction
activities. The permit reference8CG010000, General Permit to Discharge Stormwaieder
the NPDES, and states that the Department shallpncate the applicable requirements into its
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delegated Erosion and Sediment Control Program for eatigtn activities disturbing one or
more acres of land. The Department further incorpsrttese requirements on all contracted
bridge and culvert work at jurisdictional waters, regardtdssize. Some of the requirements
are, but are not limited to:

(@)

(b)

(©)
(d)

(€)
(f)

(9)
(h)

(i)

Control project site waste to prevent contamamadf surface or ground waters of the
state, i.e. from equipment operation/maintenance, @i&in materials, concrete
washout, chemicals, litter, fuels, lubricants, codantydraulic fluids, any other
petroleum products, and sanitary waste.

Inspect erosion and sediment control/stormwateicdgevand stormwater discharge
outfalls at least once every 7 calendar days, twiceklwder construction related
Federal Clean Water Act, Section 303fdpaired streams with turbidity violations, and
within 24 hours after a significant rainfall event db hch that occurs within a 24 hour
period.

Maintain an onsite rain gauge or use the Departmdutilti-Sensor Precipitation
Estimate website to maintain a daily record of rdirfmounts and dates.

Maintain erosion and sediment control/stormwatespéction records for review by
Department and Regulatory personnel upon request.

Implement approved reclamation plans on all borrasy piaste sites and staging areas.
Maintain a log of turbidity test results as outlinedthe Department's Procedure for
Monitoring Borrow Pit Discharge.

Provide secondary containment for bulk storage ofdiguaterials.

Provide training for employees concerning generabsien and sediment
control/stormwater awareness, the Department’s NPDE®rmwater Permit
NCS000250 requirements, and the applicable requirements oGeheral Permit,
NCG010000

Report violations of the NPDES permit to the Ereginimmediately who will notify the
Division of Water Quality Regional Office within 24 hsuof becoming aware of the
violation.

3) Quality Control Program - Maintain a quality contqmlogram to control erosion, prevent
sedimentation and follow provisions/conditions of pesmiThe quality control program shall:

(a) Follow permit requirements related to the Contraattd subcontractors’ construction
activities.

(b) Ensure that all operators and subcontractors an tsve the proper erosion and
sediment control/stormwater certification.

(c) Notify the Engineer when the required certified ®mos and sediment
control/stormwater personnel are not available enjab site when needed.

(d) Conduct the inspections required by the NPDES permit.

(e) Take corrective actions in the proper timeframeeagiired by the NPDES permit for
problem areas identified during the NPDES inspections.

® Incorporate erosion control into the work in enély manner and stabilize disturbed
areas with mulch/seed or vegetative cover on a sebti@ection basis.

(9) Use flocculants approved by state regulatory authsnitieere appropriate and where
required for turbidity and sedimentation reduction.

(h) Ensure proper installation and maintenance of teanp@rosion and sediment control
devices.

0] Remove temporary erosion or sediment control dsvizvhen they are no longer
necessary as agreed upon by the Engineer.

()] The Contractor’'s quality control and inspection mahares shall be subject to review by
the Engineer. Maintain NPDES inspection records anklermecords available at all
times for verification by the Engineer.

(B) Certified Foreman At least one Certified Foreman shall be onsitedach type of work listed herein

during the respective construction activities to conéralsion, prevent sedimentation and follow permit

provisions:
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(1) Foreman in charge of grading activities
(2) Foreman in charge of bridge or culvert constructier qurisdictional areas
3) Foreman in charge of utility activities

The Contractor may request to use the same persoe aswuél 1l Supervisor and Level Il Foreman. This
person shall be onsite whenever construction ae$vitis described above are taking place. This request
shall be approved by the Engineer prior to work beginning.

The Contractor may request to name a single LevabriérRan to oversee multiple construction activities
on small bridge or culvert replacement projects. Taipiest shall be approved by the Engineer prior to
work beginning.

© Certified Installers- Provide at least one onsite, Level | Certifiedtaiier for each of the following
erosion and sediment control/stormwater crew:

() Seeding and Mulching
(2) Temporary Seeding
3) Temporary Mulching
4) Sodding

(5) Silt fence or other perimeter erosion/sedimentrobulevice installations
(6) Erosion control blanket installation

(7 Hydraulic tackifier installation

(8) Turbidity curtain installation

(9) Rock ditch check/sediment dam installation

(20) Ditch liner/matting installation

(12) Inlet protection

(12) Riprap placement

(23) Stormwater BMP installations (such as but notteohio level spreaders, retention/detention
devices)

(14) Pipe installations within jurisdictional areas

If a Level | Certified Installeris not onsite, the Contractor may substitute a LBuebreman for a Level |
Installer, provided the Level Il Foreman is not taskedahother crew requiring Level Il Foreman
oversight.

(D) Certified Designer Include the certification number of the Level llI&ertified Designer on the erosion
and sediment control/stormwater component of all nreateon plans and if applicable, the certification
number of the Level IlI-A Certified Designer on the idesof the project erosion and sediment
control/stormwater plan.

Preconstruction Meeting

Furnish the names of th@ertified Erosion and Sediment Control/Stormwater Supervisor, Cdrtf@emen,
Certified InstallersandCertified Designeandnotify the Engineer of changes in certified personwef ¢he life of
the contract within 2 days of change.

Ethical Responsibility

Any company performing work for the North Carolina Depent of Transportation has the ethical responspbilit
to fully disclose any reprimand or dismissal of an emgroyesulting from improper testing or falsification of
records.

Revocation or Suspension of Certification

Upon recommendation of the Chief Engineer - Operatiortbe certification entity, certification f@upervisor

Certified ForemenCertified Installersand Certified Designemay be revoked or suspended with the issuance of
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an Immediate Corrective Action (ICANotice of Violation (NOV)pr Cease and Desist Orddor erosion and
sediment control/stormwater related issues.

The Chief Engineer may recommend suspension or permenemaation of certification due to the following:

(A) Failure to adequately perform the duties as definedmitiis certification provision.

(B) Issuance of an ICA, NOV, or Cease and Desist Order

© Failure to fully perform environmental commitmerdas detailed within the permit conditions and
specifications.

(D) Demonstration of erroneous documentation or repgiechniques.

(E) Cheating or copying another candidate’s work on amaxation.

(F) Intentional falsification of records.

(G) Directing a subordinate under direct or indirect sug@nito perform any of the above actions.

(H) Dismissal from a company for any of the abowesons.

() Suspension or revocation of one’s certificatigrabother entity.

Suspension or revocation of a certification will katsby certified mail to the certificant and the Cogte Head of
the company that employs the certificant.

A certificant has the right to appeal any adverse @aatibich results in suspension or permanent revocafion o
certification by responding, in writing, to the Chiafidineer within 10 calendar days after receiving noticthef
proposed adverse action.

Chief Engineer - Operations
1537 Mail Service Center
Raleigh, NC 27699-1537

Failure to appeal within 10 calendar days will result & phoposed adverse action becoming effective on the date
specified on the certified notice. Failure to appeahiwithe time specified will result in a waiver of &liture
appeal rights regarding the adverse action taken. Thi&ozert will not be allowed to perform duties assoaiate
with the certification during the appeal process.

The Chief Engineer will hear the appeal and make a dacigithin 7 days of hearing the appeal. Decision of the
Chief Engineer will be final and will be made in wnigj to the certificant.

If a certification is temporarily suspended, the cexdifit shall pass any applicable written examination aryd a
proficiency examination, at the conclusion of the dptisuspension period, prior to having the certification
reinstated.

Measurement and Payment

Certified Erosion and Sediment Control/Stormwater Supervisor, CertFmemen, Certified Installerand
Certified Designewill be incidental to the project for which no diredmpensation will be made.

PROCEDURE FOR MONITORING BORROW PIT DISCHARGE

(2-20-07) 105-16, 230, 801 SP1 G181

Water discharge from borrow pit sites shall not caustase waters to exceed 50 NTUs (nephelometric turbidity
unit) in streams not designated as trout waters and 10 NTSBeams, lakes or reservoirs designated as trout
waters. For lakes and reservoirs not designated aswadets, the turbidity shall not exceed 25 NTUs. If the
turbidity exceeds these levels due to natural background morglitthe existing turbidity level shall not be
increased.

If during any operating day, the downstream water qualitgedis the standard, the Contractor shall do all of the
following:
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(A) Either cease discharge or modify the discharge voloméurbidity levels to bring the downstream
turbidity levels into compliance, or

(B) Evaluate the upstream conditions to determine if ékeeedance of the standard is due to natural
background conditions. If the background turbidity measuresrexdeed the standard, operation of the
pit and discharge can continue as long as the streandityrkevels are not increased due to the
discharge.

© Measure and record the turbidity test results (tohage and sampler) at all defined sampling locations 30
minutes after startup and at a minimum, one additionapkagof all sampling locations during that 24-
hour period in which the borrow pit is discharging.

(D) Notify DWQ within 24 hours of any stream turbidittasdard exceedances that are not brought into
compliance.

During the Environmental Assessment required by ArtB9-4 of the2012Standard Specificationsthe
Contractor shall define the point at which the disgkeagnters into the State’s surface waters and the apsopr
sampling locations. Sampling locations shall include fgsaipstream and downstream from the point at which the
discharge enters these waters. Upstream samplingdocakiall be located so that it is not influenced by
backwater conditions and represents natural background ioorsdit Downstream sampling location shall be
located at the point where complete mixing of the disghand receiving water has occurred.

The discharge shall be closely monitored when watem fithe dewatering activities is introduced into
jurisdictional wetlands. Any time visible sedimentati¢deposition of sediment) on the wetland surface is
observed, the dewatering activity will be suspended untiidity levels in the stilling basin can be reduced to a
level where sediment deposition does not occur. Swininwetland surfaces from suspended clay particles,
occurring after evaporation or infiltration, does nonhstitute sedimentation. No activities shall occuwetlands
that adversely affect the functioning of a wetland.sibe sedimentation will be considered an indication of
possible adverse impacts on wetland use.

The Engineer will perform independent turbidity tests earadlom basis. These results will be maintainedlay a
within the project records. Records will include, amaimum, turbidity test results, time, date and name of
sampler. Should the Department’s test results exceed tfitise Contractor’s test results, an immediatestesi

be performed jointly with the results superseding the pusvitest results of both the Department and the
Contractor.

The Contractor shall use thECDOT Turbidity Reduction Options for Borrow Pits Matriayailable at
http://www.ncdot.org/doh/preconstruct/ps/contracts/lethitgl to plan, design, construct, and maintain BMPs to
address water quality standards. Tier | Methods inclullimgtbasins which are standard compensatory BMPs.
Other Tier | methods are noncompensatory and shalkéé when needed to meet the stream turbidity standards.
Tier Il Methods are also noncompensatory and are aptioat may be needed for protection of rare or unique
resources or where special environmental conditionst exithe site which have led to additional requirements
being placed in the DWQ's 401 Certifications and approviaérie Isolated Wetland Permits, Riparian Buffer
Authorization or a DOT Reclamation Plan’s EnvirontanAssessment for the specific site. Should the
Contractor exhaust all Tier | Methods on a site exclugif/rare or unique resources or special environmental
conditions, Tier Il Methods may be required by regulators case by case basis per supplemental agreement.

The Contractor may use cation exchange capacity (C&lGgs from proposed site borings to plan and develop the
bid for the project. CEC values exceeding 15 milliequival@mr 100 grams of soil may indicate a high potential
for turbidity and should be avoided when dewatering inttasarwater is proposed.

No additional compensation for monitoring borrow pit temge will be paid.
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DETECTABLE W ARNINGS FOR PROPOSED CURB RAMPS

(6-15-10) (Rev. 8-16-11) 848 SP8 R126

Description

Construct detectable warnings consisting of integratesgddruncated domes on proposed concrete curb ramps in
accordance with th@012Standard Specificationglan details, the requirements of th@ CFR Part 36ADA
Standards for Accessible Designd this provision.

Materials

Detectable warning for proposed curb ramps stadisist of integrated raised truncated domes. The desaoripti
size and spacing shall conform to Section 848 oRh? Standard Specifications.

Use material for detectable warning systems as sth@ngin. Material and coating specifications must atedtin
the Manufacturers Type 3 Certification and all Deteetaharning systems must be on the NCDOT Approved
Products List.

Install detectable warnings created from one of tleviing materials: precast concrete blocks or brickay c
paving brick, gray or ductile iron castings, mild stealjrdess steel, and engineered plastics, rubber or camposi
tile. Only one material type for detectable warninty e permitted per project, unless otherwise approveihéy
Engineer.

(A)

(B)

(©)

Detectable Warnings shall consist of a base witkgirated raised truncated domes, and when constructed
of precast concretieyshall conform to the material requirements of Artigl8-2 of the2012Standard
Specifications.

Detectable Warnings shall consist of a base viittegrated raised truncated domes, and may be
comprised of other materials including, but not limitem clay paving brick, gray iron or ductile iron
castings, mild steel, stainless steel, and engineerstcglarubber or composite tile, which are cast into
the concrete of the curb ramps. The material slealétan integral color throughout the thickness of the
material. The detectable warning shall include fasgene anchors for attachment in the concrete and
shall be furnished as a system from the manufacturer.

Prior to installation, the Contractor shall submnot the Engineer assembling instructions from the
manufacturer for each type of system used in accordaitbe Asticle 105-2 of the2012Standard
Specifications The system shall be furnished as a kit containinigcahsumable materials and
consumable tools, required for the application. The)l leacapable of being affixed to or anchored in
the concrete curb ramp, including green concrete (cathett has set but not appreciably hardened).
The system shall be solvent free and contain ndilelarganic compounds (VOC). The static coefficient
of friction shall be 0.8 or greater when measured onofofhe truncated domes and when measured
between the domes in accordance with ASTM C1028 (dry amd wehe system shall be resistant to
deterioration due to exposure to sunlight, water, saltdeerae weather conditions and impervious to
degradation by motor fuels, lubricants and antifreeze.

When steel or gray iron or ductile iron casting products @rovided, only products that meet the
requirements of Subarticle 106-1(B) of tB@12Standard Specificationmay be used.Submit to the
Engineer a Type 6 Certification, catalog cuts and iregial procedures at least 30 days prior to
installation for all.

Construction Methods

(A)

Prior to placing detectable warnings in proposed ageoturb ramps, adjust the existing subgrade to the
proper grade and in accordance with Article 848-3 oPti? Standard Specifications
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(B) Install all detectable warning in proposed conciteh ramps in accordance with the manufacturer’s
recommendations.

Measurement and Payment

Detectable Warnings installed for construction of pregosurb ramps will not be paid for separately. Such
payment will be included in the price bid Boncrete Curb Ramps

ADJUSTMENT OF MANHOLES
(7-1-95) (Rev. 8-21-12) 858 SP8 R95R

The Contractor's attention is directed to Section 858t8e2012Standard Specifications

The use of cast iron or steel fittings in the adjustneémmanholes will not be permitted on this projecteptc
where it is considered by the Engineer to be in tisé in¢erest of the Department to allow rings to belus&/hen
rings are permitted for the adjustment of manholes,rihgs shall have satisfactory bearing on the existing
manhole frames and 50 percent of the circumference bkathck welded at four equally spaced locations as
directed by the Engineer. If the existing covers ddfihthe rings, furnish and install new covers at no tdadal
expense to the Department.

DEPARTMENT FURNISHED SIGNS FOR PURCHASE ORDERS

(7-18-06) R9 R0O2
Revise the?012 Standard Specificatioas follows:
Page 9-2 Subarticle 901-3(Bfpurth paragraph, first sentence, delete the firseseetand add the following:

Confirm in writing a minimum ofL month in advance, the actual date the Department furnished sighbe
required.

The Contractor will be required to pick up signs at Tra®#evices located at:

N.C. Department of Transportation
4000 Guess Road (Delivery)

2612 North Duke Street (Mail)
Durham, NC 27704

There will no direct payment for costs involved innsporting, storing, handling, and mounting hardware for the
Department furnished signs. This work will be consideneitlental to the pay items “Sign Erection, Type D”,
“Sign Erection, Type E”, “Sign Erection, Type F’ orig8 for Signals”.

EMERGENCY VEHICLE ACCOMODATIONS

The contractor shall maintain path for passage of gemey vehicles at all times during the life of the caat

INSTALLATION OF CONDUIT PROVIDED BY OTHERS

The contractor shall install conduit in compliancewm@tection 1400 of the Standard Specifications. This conduit
will be provided by Progress Energy and is to be instali¢hin the project grading limits. All work associated
with the installation of the conduit shall be consadkeincidental to this item.

Payment will be made under:

Pay Item Pay Unit

Install Conduit Provided by Others LF
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LAWN TYPE APPEARANCE

All areas adjacent to lawns must be hand finished astdil to give a lawn type appearance. Remove all trash,
debris, and stones %" and larger in diameter or othstrumtions that could interfere with providing a smooth
lawn type appearance. These areas shall be reseadatttotheir original vegetative conditions, unless daekc
otherwise by the Field Operations Engineer.

MINIMIZE REMOVAL OF VEGETATION

The Contractor shall minimize removal of vegeta@rstream banks and disturbed areas within the prajeits li
as directed.

RESPONSE FOR EROSION CONTROL

Description

Furnish the labor, materials, tools and equipment nage$s move personnel, equipment, and supplies to the
project necessary for the pursuit of any or all offdllewing work as shown herein, by an approved subcotarac

Section Erosion Control Item Unit
1605 Temporary Silt Fence LF
1606 Special Sediment Control Fence LF/TON
1615 Temporary Mulching ACR
1620 Seed - Temporary Seeding LB
1620 Fertilizer - Temporary Seeding TN
1631 Matting for Erosion Control SY

SP Coir Fiber Mat SY
1640 Coir Fiber Baffles LF
SP Permanent Soil Reinforcement Mat SY
1660 Seeding and Mulching ACR
1661 Seed - Repair Seeding LB
1661 Fertilizer - Repair Seeding TON
1662 Seed - Supplemental Seeding LB
1665 Fertilizer Topdressing TON
SP Safety/Highly Visible Fencing LF
SP Response for Erosion Control EA

Construction Methods

Provide an approved subcontractor who performs an erosiumnol action as described in the NPDES Inspection
Form SPPP30. Each erosion control action may inclndeoo more of the above work items.
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Measurement and Payment

Response for Erosion Contralill be measured and paid for by counting the actual nunobeimes the
subcontractor moves onto the project, including borrod waste sites, and satisfactorily completes an erosio
control action described in Form 1675. The provisionartitle 104-5 of theStandard Specificationsill not
apply to this item of work.

Payment will be made under:

Pay Item Pay Unit

Response for Erosion Control Each

SAFETY FENCE AND JURSIDICTIONAL FLAGGING

Description

Safety Fencashall consist of furnishing materials, installing andintaining polyethylene or polypropylene fence
along the outside riparian buffer, wetland, or water boonda other boundaries located within the construction
corridor to mark the areas that have been approvedringa within the buffer, wetland, endangered vegetation,
culturally sensitive areas or water. The fence dtmlhstalled prior to any land disturbing activities.

Interior boundaries for jurisdictional areas noted atstal be delineated by stakes and highly visible flagging.

Jurisdictional boundaries at staging areas, waste siteBprrow pits, whether considered outside or interior
boundaries shall be delineated by stakes and highlyeiftggging.

Materials
(A) Safety Fencing

Polyethylene or polypropylene fence shall be a highdiple preconstructed safety fence approved by the Enginee
The fence material shall have an ultraviolet coating.

Either wood posts or steel posts may be used. Woodgiadtde hardwood with a wedge or pencil tip at one end,
and shall be at least 5 ft. in length with a minimummal 2" x 2” cross section. Steel posts shall beatl5 ft.
in length, and have a minimum weight of 0.85 Ib/ft of éngt

(B) Boundary Flagging

Wooden stakes shall be 4 feet in length with a minimeminal 3/4"x 1-3/4” cross section. The flagging shall be
at least 1” in width. The flagging material shall beyiand shall be orange in color and highly visible.

Construction Methods

No additional clearing and grubbing is anticipated for tistallation of this fence. The fence shall be emgdd
conform to the general contour of the ground.

(A) Safety Fencing

Posts shall be set at a maximum spacing of 10 ft., maédan a vertical position and hand set or set wiffost
driver. If hand set, all backfill material shall betoughly tamped. Wood posts may be sharpened to a dull point
if power driven. Posts damaged by power driving shallelbeowved and replaced prior to final acceptance. The
tops of all wood posts shall be cut at a 30-degree anigte. wood posts may, at the option of the Contracer, b
cut at this angle either before or after the posteereted.

The fence geotextile shall be attached to the wood paftsone 2" galvanized wire staple across each cabie o
the steel posts with wire or other acceptable means.
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Place construction stakes to establish the locatidheosafety fence in accordance with Article 105-9 dticke
801-1 of theStandard SpecificationsNo direct pay will be made for the staking of the tyaflence. All stakeouts
shall be considered incidental to “Construction Sungyjirexcept that where there is no pay item for consoucti
surveying, all safety fence stakeout will be performedthye forces.

The Contractor shall be required to maintain the gdésice in a satisfactory condition for the duratidrthe
project as determined by the Engineer.

(B) Boundary Flagging

Boundary flagging delineation of interior boundaries shafisist of wooden stakes on 25 feet maximum intervals
with highly visible orange flagging attached. Stakesldtminstalled a minimum of 6” into the ground. Interior
boundaries may be staked on a tangent that runs palbelffer but must not encroach on the buffer at any
location. Interior boundaries of hand clearing shalldentified with a different colored flagging to distinguish
from mechanized clearing.

Boundary flagging delineation of interior boundaries wal flaced in accordance with Article 105-9 or Article
801-1 of theStandard SpecificationsNo direct pay will be made for delineation of théeior boundaries. All
delineation shall be considered incidentalConstruction Surveyinggxcept that where there is no pay item or
construction surveying the cost of boundary flagging defioeahall be included in the unit prices bid for various
items in the contract. Installation for delineatiohall jurisdictional boundaries at staging areas, waisés, or
borrow pits shall consist of wooden stakes on 25 feetiman intervals with highly visible orange flagging
attached. Stakes shall be installed a minimum of & the ground. Additional flagging may be placed on
overhanging vegetation to enhance visibility but doesubstitute for installation of stakes.

Installation for delineation of all jurisdictional bad@ries at staging areas, waste sites, or borrow péti Isé
performed in accordance with Subarticle 230-4(B)(3)(d) or @ieb&802-2(F) of theStandard SpecificationsNo
direct pay will be made for this delineation, as thst @ same shall be included in the unit prices bid Her t
various items in the contract.

The Contractor shall be required to maintain altemeattakes and highly visible flagging in a satisfactory
condition for the duration of the project as determingthb Engineer.

Measurement and Payment

Safety Fenceavill be measured and paid as the actual number of lfieetiof polyethylene or polypropylene fence
installed in place and accepted. Such payment will bedatipensation including but not limited to clearing and
grading, furnishing and installing fence geotextile withessary posts and post bracing, staples, tie wires, tools
equipment and incidentals necessary to complete this work.

Payment will be made under:

Pay Item Pay Unit

Safety Fence Linear Foot
NCDOT GENERAL SEED SPECIFICATION FOR SEED QUALITY

(5-17-11) z-3

Seed shall be sampled and tested by the North Carokparbnent of Agriculture and Consumer Services, Seed
Testing Laboratory. When said samples are colledbedyéndor shall supply an independent laboratory report for
each lot to be tested. Results from seed so samplédbshfinal. Seed not meeting the specifications Isbal
rejected by the Department of Transportation and shall be delivered to North Carolina Department of
Transportation warehouses. If seed has been delivesdthli be available for pickup and replacement at the
supplier’'s expense.
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Any re-labeling required by the North Carolina Departtr@nAgriculture and Consumer Services, Seed Testing
Laboratory, that would cause the label to reflect treravise specified herein shall be rejected by thetiNor
Carolina Department of Transportation.

Seed shall be free from seeds of the noxious weedsalujnass, Balloonvine, Jimsonweed, Witchweed, Itchgrass,
Serrated Tussock, Showy Crotalaria, Smooth Crotal&ieklepod, Sandbur, Wild Onion, and Wild Garlic. Seed
shall not be labeled with the above weed species ens#ied analysis label. Tolerances as applied by the
Association of Official Seed Analysts will NOT bdated for the above noxious weeds except for Wild Oniah an
Wild Garlic.

Tolerances established by the Association of Offisied Analysts will generally be recognized. Howefrthe
purpose of figuring pure live seed, the found pure seed and foumihgéion percentages as reported by the North
Carolina Department of Agriculture and Consumer Seryisesd Testing Laboratory will be used. Allowances, as
established by the NCDOT, will be recognized for mimimpure live seed as listed on the following pages.

The specifications for restricted noxious weed seeds ébethe number per pound as follows:

Restricted Noxious Limitations per Restricted Noxious tamons per
Weed Lb. Of Seed Weed Lb. of Seed
Blessed Thistle 4 seeds Cornflower (Ragged Raobin) 27 seeds
Cocklebur 4 seeds Texas Panicum 27 seeds
Spurred Anoda 4 seeds Bracted Plantain 54 seeds
Velvetleaf 4 seeds Buckhorn Plantain 54 seeds
Morning-glory 8 seeds Broadleaf Dock 54 seeds
Corn Cockle 10 seeds Curly Dock 54 seeds
Wild Radish 12 seeds Dodder 54 seeds
Purple Nutsedge 27 seeds Giant Foxtalil 54 seeds
Yellow Nutsedge 27 seeds Horsenettle 54 seeds
Canada Thistle 27 seeds Quackgrass 54 seeds
Field Bindweed 27 seeds Wild Mustard 54 seeds
Hedge Bindweed 27 seeds

Seed of Pensacola Bahiagrass shall not contain rhare #% inert matter, Kentucky Bluegrass, Centipede and
Fine or Hard Fescue shall not contain more than 5% matter whereas a maximum of 2% inert matter will be
allowed on all other kinds of seed. In addition, alldssleall not contain more than 2% other crop seed noe mo
than 1% total weed seed. The germination rate asltbgtthe North Carolina Department of Agriculture shall
not fall below 70%, which includes both dormant and hasdis Seed shall be labeled with not more than 7%, 5%
or 2% inert matter (according to above specificatio2%),other crop seed and 1% total weed seed.

Exceptions may be made for minimum pure live seed alloggamben cases of seed variety shortages are verified.
Pure live seed percentages will be applied in a verifiedt@pe situation. Those purchase orders of deficiedt see
lots will be credited with the percentage that the seeeficient.

FURTHER SPECIFICATIONS FOR EACH SEED GROUP ARE GNVBELOW:

Minimum 85% pure live seed; maximum 1% total weed seed; maxi@¥notal other crop seed; maximum 144
restricted noxious weed seed per pound. Seed less than 83%¢eseed will not be approved.

Sericea Lespedeza
Oats (seeds)

Minimum 80% pure live seed; maximum 1% total weed seed; maxi@irtotal other crop; maximum 144
restricted noxious weed seed per pound. Seed less than 78%eseed will not be approved.
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Tall Fescue (all approved varieties) Bermudagrass

Kobe Lespedeza Browntop Millet

Korean Lespedeza German Millet — Strain R
Weeping Lovegrass Clover — Red/White/Crimson
Carpetgrass

Minimum 78% pure live seed; maximum 1% total weed seed; maxi@¥notal other crop seed; maximum 144
restricted noxious weed seed per pound. Seed less than 76%¢eeed will not be approved.

Common or Sweet Sundangrass

Minimum 76% pure live seed; maximum 1% total weed seed; maxi@¥notal other crop seed; maximum 144
restricted noxious weed seed per pound. Seed less than 74%eeeed will not be approved.

Rye (grain; all varieties)

Kentucky Bluegrass (all approved varieties)
Hard Fescue (all approved varieties)

Shrub (bicolor) Lespedeza

Minimum 70% pure live seed; maximum 1% total weed seed; maxi@¥notal other crop seed; maximum 144
noxious weed seed per pound. Seed less than 70% pure liveilbeed be approved.

Centipedegrass Japanese Millet
Crownvetch Reed Canary Grass
Pensacola Bahiagrass Zoysia

Creeping Red Fescue

Minimum 70% pure live seed; maximum 1% total weed seed; maxig¥ntotal other crop seed; maximum 5%
inert matter; maximum 144 restricted noxious weed seed per pound.

Barnyard Grass

Big Bluestem

Little Bluestem

Bristly Locust

Birdsfoot Trefoil

Indiangrass

Orchardgrass

Switchgrass

Yellow Blossom Sweet Clover

STABILIZATION REQUIREMENTS

(11-4-11) s

Stabilization for this project shall comply with thime frame guidelines as specified by the NCG-010000 general
construction permit effective August 3, 2011 issued by thenN@atrolina Department of Environment and Natural
Resources Division of Water Quality. Temporary or parent ground cover stabilization shall occur within 7
calendar days from the last land-disturbing activitythwihe following exceptions in which temporary or
permanent ground cover shall be provided in 14 calendar amyslie last land-disturbing activity:

* Slopes between 2:1 and 3:1, with a slope length of 10 liser
» Slopes 3:1 or flatter, with a slope of length of 50 ftless
» Slopes 4:1 or flatter

The stabilization timeframe for High Quality Water@M/) Zones shall be 7 calendar days with no exceptians fo
slope grades or lengths. High Quality Water Zones (HQWes are defined by North Carolina Administrative
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Code 15A NCAC 04A.0105 (25). Temporary and permanent ground camlization shall be achieved in
accordance with the provisions in this contract andirested.

SEEDING AND MULCHING

East

The kinds of seed and fertilizer, and the rates of agpitaf seed, fertilizer, and limestone, shall bestaded

below. During periods of overlapping dates, the kind of $edak used shall be determined. All rates are in
pounds per acre.

All Roadway Areas

March 1 - August 31 September 1 - February 28

50# Tall Fescue 50# Tall Fescue

10# Centipede 10# Centipede

25# Bermudagrass (hulled) 35# Bermudagrass (unhulled)
500# Fertilizer 500# Fertilizer

4000# Limestone 4000# Limestone

Waste and Borrow Locations

March 1 — August 31 September 1 - February 28

75# Tall Fescue 75# Tall Fescue

25# Bermudagrass (hulled) 35# Bermudagrass (unhulled)
500# Fertilizer 500# Fertilizer

4000# Limestone 4000# Limestone

Note: 50# of Bahiagrass may be substituted for eitherifizeie or Bermudagrass only upon Engineer’s request.

Approved Tall Fescue Cultivars

2" Millennium Duster Magellan Rendition
Avenger Endeavor Masterpiece Scorpion
Barlexas Escalade Matador Shelby
Barlexas Il Falcon II, lll, IV & V Matador GT Signia
Barrera Fidelity Millennium Silverstar
Barrington Finesse Il Montauk Southern Choice Il
Biltmore Firebird Mustang 3 Stetson
Bingo Focus Olympic Gold Tarheel
Bravo Grande | Padre Titan Ltd
Cayenne Greenkeeper Paraiso Titanium
Chapel Hill Greystone Picasso Tomahawk
Chesapeake Inferno Piedmont Tacer
Constitution Justice Pure Gold Trooper
Chipper Jaguar 3 Prospect Turbo
Coronado Kalahari Quest Ultimate
Coyote Kentucky 31 Rebel Exeda Watchdog
Davinci Kitty Hawk Rebel Sentry Wolfpack
Dynasty Kitty Hawk 2000 Regiment Il

Dominion Lexington Rembrandt

On cut and fill slopes 2:1 or steeper Centipede shall beedpat the rate of 5 pounds per acre and add 20# of
Sericea Lespedeza from January 1 - December 31.

Fertilizer shall be 10-20-20 analysis. A different analyf fertilizer may be used provided the 1-2-2 ratio is

maintained and the rate of application adjusted to providesame amount of plant food as a 10-20-20 analysis
and as directed.

TEMPORARY SEEDING

Fertilizer shall be the same analysis as specifie®é®ding and Mulchingnd applied at the rate of 400 pounds
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and seeded at the rate of 50 pounds per acre. Sweet Sudan @anan Millet or Browntop Millet shall be used
in summer months and Rye Grain during the remaindereojear. The Engineer will determine the exact dates
for using each kind of seed.

SUPPLEMENTAL SEEDING

The kinds of seed and proportions shall be the same eifiespor Seeding and Mulchingvith the exception that
no centipede seed will be used in the seed mix for supplahreeding. The rate of application for supplemental
seeding may vary from 25# to 75# per acre. The actual ratacpe will be determined prior to the time of
topdressing and the Contractor will be notified in wagtiof the rate per acre, total quantity needed, and areas
which to apply the supplemental seed. Minimum tillage equipnensisting of a sod seeder shall be used for
incorporating seed into the soil as to prevent distubanhexisting vegetation. A clodbuster (ball and chaiaym
be used where degree of slope prevents the use of a ded. see

FERTILIZER TOPDRESSING

Fertilizer used for topdressing on all roadway areas extepes 2:1 and steeper shall be 10-20-20 grade and shall
be applied at the rate of 500 pounds per acre. A differatysas of fertilizer may be used provided the 1-2-2 ratio
is maintained and the rate of application adjusted to geathie same amount of plant food as 10-20-20 analysis
and as directed.

Fertilizer used for topdressing on slopes 2:1 and steepewasté and borrow areas shall be 16-8-8 grade and
shall be applied at the rate of 500 pounds per acre. Addiff@nalysis of fertilizer may be used provided the 2-1-1

ratio is maintained and the rate of application adjusigudvide the same amount of plant food as 16-8-8 analysis
and as directed.

STOCKPILE AREAS

The Contractor shall install and maintain erosionticm devices sufficient to contain sediment around any
erodible material stockpile areas as directed.

MOWING

The minimum mowing height on this project shall be has

WASTE AND BORROW SOURCES

Payment for temporary erosion control measures, exitcepé made necessary by the Contractor’'s own negégenc
or for his own convenience, will be paid for at tipg@priate contract unit price for the devices or measures
utilized in borrow sources and waste areas.

No additional payment will be made for erosion condi@lices or permanent seeding and mulching in any
commercial borrow or waste pit. All erosion and seditreontrol practices that may be required on a comiaerci
borrow or waste site will be done at the Contrastexpense.

WATTLES WITH POLYACRYLAMIDE (PAM)

(10-19-10) (Rev. 1-17-12) 1060,1630,1631 T2

Description

Wattles are tubular products consisting of excelsior dilsercased in synthetic netting. Wattles are usedopes|
or channels to intercept runoff and act as a velticgpk. Wattles are to be placed at locations showth@plans
or as directed. Installation shall follow the defaibvided in the plans and as directed. Work includes fummgshi
materials, installation of wattles, matting instatta, PAM application, and removing wattles.

Materials

Wattle shall meet the following specifications:
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100% Curled Wood(Excelsior) Fibers

Minimum Diameter 12 in.

Minimum Density 2.5 Ib/ft +/- 10%

Net Material Synthetic

Net Openings lin.x1in.

Net Configuration Totally Encased

Minimum Weight 20 Ib. +/- 10% per 10 ft. length

Stakes shall be used as anchors.

Provide hardwood stakes a minimum of 2-ft. long with a.Xi2 in. nominal square cross section. One end of the
stake must be sharpened or beveled to facilitate driviag é@ato the underlying soil.

Matting shall meet the requirements of Article 1060-8 a&f B012 Standard Specificationsor shall meet
specifications provided elsewhere in this contract.

Provide staples made of 0.125" diameter new steel wireefbrimo au shape not less than 12" in length with a
throat of 1" in width.

Polyacrylamide (PAM) shall be applied in powder form ahdllsbe anionic or neutrally charged. Soil samples
shall be obtained in areas where the wattles wifilaeed, and from offsite material used to constructdhdway,
and analyzed for the appropriate PAM flocculant to bézetll with each wattle. The PAM product used shall be
listed on the North Carolina Department of Environiand Natural Resources (NCDENR) Division of Water
Quality (DWQ) web site as an approved PAM product for ndedrth Carolina.

Construction Methods

Wattles shall be secured to the soil by wire stagdpsaximately every 1 linear foot and at the end of esstition

of wattle. A minimum of 4 stakes shall be installeditoa downstream side of the wattle with a maximum sacin
of 2 linear feet along the wattle, and according todétail. Install a minimum of 2 stakes on the upstreata of

the wattle according to the detail provided in the plaBtakes shall be driven into the ground a minimum of 10
in. with no more than 2 in. projecting from the toptloé wattle. Drive stakes at an angle according ta#tail
provided in the plans.

Only install wattle(s) to a height in ditch so flovilnot wash around wattle and scour ditch slopes andrdicap
to the detail provided in the plans and as directed. @vexrtljoining sections of wattles a minimum of 6 in.

Installation of matting shall be in accordance wiik tetail provided in the plans, and in accordance wititlAr
1631-3 of the2012 Standard Specificationsor in accordance with specifications provided elseashier this
contract.

Apply PAM over the lower center portion of the wattlaere the water is going to flow over at a rate otifaes
per wattle, and 1 ounce of PAM on matting on each sidaeivattle. PAM applications shall be done during
construction activities after every rainfall evelmat is equal to or exceeds 0.50 in.

The Contractor shall maintain the wattles until gneject is accepted or until the wattles are removed,stiall
remove and dispose of silt accumulations at the waithe=sh so directed in accordance with the requirements of
Section 1630 of th2012Standard Specifications

Measurement and Payment

Wattleswill be measured and paid for by the actual number oftirfeet of wattles which are installed and

accepted. Such price and payment will be full compensédraall work covered by this section, including, but not
limited to, furnishing all materials, labor, equipmentlancidentals necessary to install tvattles
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Matting will be measured and paid for in accordance witticke 1631-4 of th&2012 Standard Specification®r
in accordance with specifications provided elsewhethimcontract.

Polyacrylamide (PAMwill be measured and paid for by the actual weight in powfid2AM applied to the
wattles. Such price and payment will be full compengafoo all work covered by this section, including, but no
limited to, furnishing all materials, labor, equipmentdaincidentals necessary to apply tRelyacrylamide
(PAM).

Payment will be made under:

Pay Item Pay Unit
Polyacrylamide (PAM) Pound
Wattle Linear Foot

PERMANENT SOIL REINFORCEMENT MAT

Description

This work consists of furnishing and placif@rmanent Soil Reinforcement Maff the type specified, over
previously prepared areas as directed.

Materials

The product shall be a permanent erosion control r@efioent mat and shall be constructed of synthetic or a
combination of coconut and synthetic fibers evenlyritigted throughout the mat between a bottom UV stadulliz
netting and a heavy duty UV stabilized top net. The ingtshall be stitched together with UV stabilized
polypropylene thread to form a permanent three-dimenisisinacture. The mat shall have the following
minimum physical properties:

Property Test Method Value Unit
Light Penetration ASTM D6567 9 %
Thickness ASTM D6525 0.40 in
Mass Per Unit Area ASTM D6566 0.55 Ib/sy
Tensile Strength ASTM D6818 385 Ib/it
Elongation (Maximum) ASTM D6818 49 %
Resiliency ASTM D1777 >70 %
UV Stability * ASTM D4355 >80 %
Porosity (Permanent Net) ECTC Guidelines _ >85
Maximum Permissible Shear Stress Performance Bench Test _ >8.0b/ft?
(Vegetated)

Maximum Allowable Velocity Performance Bench Test _ >16.0t/s
(Vegetated)

*ASTM D1682 Tensile Strength and % strength retention denal after 1000 hours of exposure.

Submit a certification (Type 1, 2, or 3) from the mantufeer showing:

(A) the chemical and physical properties of the mat wsed,
(B) conformance of the mat with this specification.

Construction Methods
Matting shall be installed in accordance with Subarti®31-3(B) of thé&tandard Specifications

All areas to be protected with the mat shall be brougliinal grade and seeded in accordance with Section 1660
of the Standard SpecificationsThe surface of the soil shall be smooth, firrmpkt and free of rocks, clods, roots
or other obstructions that would prevent the mat frginglin direct contact with the soil surface. Aredeeve the

mat is to be placed will not need to be mulched.
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Measurement and Payment

Permanent Soil Reinforcement Maill be measured and paid for as the actual number of saads measured
along the surface of the ground over which PermanehR&aiforcement Mat is installed and accepted. Overlaps
will not be included in the measurement, and will besabered as incidental to the work. Such payment shall be
full compensation for furnishing and installing the nmatJuding overlaps, and for all required maintenance.

Payment will be made under:
Pay Item Pay Unit

Permanent Soil Reinforcement Mat Square Yard

TEMPORARY ROCK SILT CHECK TYPE A WITH EXCELSIOR
MATTING AND POLYACRYLAMIDE (PAM)

Description

Temporary Rock Silt Checks Type A with Excelsior Mattanmgl Polyacrylamide (PAM) are devices utilized in
temporary and permanent ditches to reduce runoff velantyincorporate PAM into the construction runoff to
increase settling of sediment particles and reduce tuylmtirunoff. Temporary Rock Silt Checks Type A with

Excelsior Matting and PAM are to be placed at locatglrsvn on the plans or as directed.

Installation shall follow the detail provided in the méaand as directed. Work includes furnishing materials,
installation of Temporary Rock Silt Checks Type A, nmagttinstallation, PAM application, and removing
Temporary Rock Silt Checks Type A with Excelsior Mattargli PAM.

Materials

Structural stone shall be class B stone that meetsetiuirements of Section 1042 of the Standard Specifisation
for Stone for Erosion Control, Class B.

Sediment control stone shall be #5 or #57 stone, whigtslee requirements of Section 1005 of the Standard
Specifications for these stone sizes.

Matting shall meet the requirements of Excelsior Matiimsection 1060-8(B) of th&tandard Specificationsr
shall meet specifications provided elsewhere in thidreat.

Polyacrylamide (PAM) shall be applied in powder form anallsbe anionic or neutrally charged. Soil samples
shall be obtained in areas where the Temporary RécK®secks Type A with Excelsior Matting and PAM will be
placed, and from offsite material used to constructdhdway, and analyzed for the appropriate PAM flocculant
to be utilized with each Temporary Rock Silt Check Typ&he PAM product used shall be listed on the North
Carolina Department of Environment and Natural Ressufd€DENR) Division of Water Quality (DWQ) web
site as an approved PAM product for use in North Carolina.

Construction Methods

Temporary Rock Silt Checks Type A shall be installeddoordance with Section 1633- 3(A) of the Standard
Specifications, Roadway Standard Drawing No. 1633.01 and thi¢ pietvided in the plans.

Installation of matting shall be in accordance with tetail provided in the plans, and anchored by placiagsCl
B stone on top of the matting at the upper and lower ends.

Apply PAM at a rate of 3.5 ounces over the center podfdhe Temporary Rock Silt Checks Type A and matting

where the water is going to flow over. PAM applicatishsll be done during construction activities and aveny
rainfall event that is equal to or exceeds 0.50 in.
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The Contractor shall maintain the Temporary Rock@ilecks Type A with Excelsior Matting and PAM until the
project is accepted or until the Temporary Rock Silt Radgpe A with Excelsior Matting and PAM are removed,
and shall remove and dispose of silt accumulations afeh#orary Rock Silt Checks Type A with Excelsior
Matting and PAM when so directed in accordance withrélggirements of Section 1630 of tB@andard
Specifications

Measurement and Payment

Temporary Rock Silt Checks Typavil be measured and paid for in accordance with sed&38-5 of the
tandard Specificationsor in accordance with specifications provided elsewirethis contract.

Matting will be measured and paid for in accordance véttien 1631-4 of th&tandard Specificationsr in
accordance with specifications provided elsewhere mdbimtract.

Polyacrylamide(PAMvill be measured and paid for by the actual weight in pooh8#M applied to the
Temporary Rock Silt Checks Type A. Such price and paymiinbevfull compensation for all work covered by
this section, including, but not limited to, furnishingrabterials, labor, equipment and incidentals necessary
apply thePolyacrylamide(PAM)

Payment will be made under:

Pay Item Pay Unit
Polyacrylamide(PAM) Pound
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Project. 39877 County: WAKE
ASSOCIATES OF
NORTH CAROLINA, A

PROJECT SPECIAL PROVISIONS
Utifity Construction

I. Scope of Work

The Contractor shall be responsible for furnishing all equipment, labor and
materials necessary to install a 12-inch ductile iron slip joint water main from
Sta. 11+17.00+ -L1- to Sta. 12+80.00+ -L1- and to install an 8-inch ductile iron
slip joint water main from Sta. 12+80.00+ -L1- to Sta. 17+94.00+ -L.2-,
Additionaily, the Contractor will be responsible for the grade adjustment of
existing sanitary manholes as specified on the contract drawings. All water
relocation and sewer manhole grade adjustment work shall be done in
accordance with the Specifications as detailed below.

.  GENERAL CONSTRUCTION REQUIREMENTS:

Specifications:

The proposed utility construction shall meet the applicable requirements of the
NC Department of Transportation's "Standard Specifications for Roads and
Structures” dated January 2012, and the City of Raleigh Public Utilities
Handbook, 2005 edition, as well as the following provisions.

The Contractor shall be responsible for field verifying location, size, type and
elevation of all underground utilities, as well as reconnecting any water and/or
sanitary sewer services disturbed during construction, even if they are not shown
on the plans. The water line shall be installed as to provide a minimum of 3 feet
of coverage above the top of pipe from finished grade, unless shown differently
on plans. The Contractor shall verify that all new water and sanitary sewer lines
have 10 feet horizontal clearance between each other.

The Contractor is herein forewarned as to the possibility of having to vary the
depth of the pipeline installation to achieve minimum clearance of existing or
proposed utilities or storm drainage while maintaining minimum cover specified
(whether existing or proposed pipelines, conduits, cables, mains, storm drainage
are shown on the plans or not).

The existing water and sewer utilities belong to the City of Raleigh. The
Contractor shall provide access for the owner’s representatives to all phases of
construction. The owners shall be notified two weeks prior to commencement of
any work and one week prior to service interruption. The Contractor must call the
Public Works Department at 890-3030 and give the location, project name,



individual's name, company name, start date and indicate if it involves water or
sewer relocations.

Interruption of water service on the 12-inch and 8-inch water main along SR 2713
(Vandora Springs Road) has been has been approved by the City of Raleigh for
the duration of the project contract in accordance with the construction plans.

Water lines and Valves:
Valve Operations:

No valve in the existing City of Raleigh system shall be operated without
following the procedure outlined below. Failure to comply with these
requirements shall be grounds for suspension of pipe-laying operations until
written assurances can be obtained from a company official that such
noncompliance will not occur again. The Contractor should be aware that the City
of Raleigh regards violations of these requirements as justifying punitive
measures,

Notification procedures are as follows:

a. The Contractor shall notify the City of Raleigh Public Utilities

Department’s Maintenance Division at 250-2737 in order to

request the operation of any valves. At least forty-eight hours notice
should be given to the Public Utilities Department, and at least
twenty-four hours notice must be given to each consumer affected
by a water cut-off. The Contractor is responsible for notifying the
affected consumers. All valve operations shall be done by a Public
Utilities Department valve crew or by the City's representative..

b. The Contractor shall provide the following information when calling
for the Water Distribution Division valve operation:

(1) Name of person calling

(2) Name of company;

(3) Telephone number of company;

(4) Location of valve and map number if available:

(5) Reason for requesting operating and whether to be closed or
open;

(6) Time valve to be opened or closed, and

(7) Approximate time water line to be out of service.

c. Each time a Contractor needs a valve operated, he/she shall again
secure permission, following the steps outlined.

d. System valves shall be defined as any valve, which has main
pressure against either gate face. Newly installed tapping valves



and control valves to networks not yet accepted for service are
considered as system valves. Valves within a network still under
construction are not considered as system valves.

In case of an emergency, the Contractor shall be allowed to take such steps with
the valves and hydrants as are necessary for the protection of life and property.
Notification must be made after a break in a 4 inch or larger water main, or where
ruptured smaller lines are causing property damage. After an emergency vaive
operation, the Contractor shall notify the Maintenance Division and give the
details for that operation.

Hydrants shall not be operated without following the above procedures relative to
requesting operating permission and reporting emergency use of hydrant.

Construction Water:

The City of Raleigh Public Utilities Department does not provide free or otherwise
unmetered construction water for any construction project. Hydrant meters may
only be moved with express written permission of the Public Utilities Department.
In residential areas hydrant meters may only be used for the filling of swimming
pools unless prior approval of the Public Utilities Department. Contractors are
responsible for adequate construction water for their job sites in one of the
following approved manners:

a. Apply for permanent water service connection at the Inspections
Department Permit Office, 4" floor, Raleigh Municipal Building, 222
West Hargett Street, (890-3450). Sufficient lead-time (6 weeks)
should be provided for all new service taps and all fees must be
paid in full prior to the work order being authorized.

b. Apply in person with the Public Utilities Meters Division Office,
3304 Lake Woodard Drive, for rental of a hydrant meter. There are
a limited number of these meters and they are reserved in advance
by contacting the Meter Division (250-2797). A deposit is required
along with a per month rental fee per account plus the cost of the
water used, at the outside City rate. Hydrant meters are read in 100
cubic feet (ccf). There is a minimum rental fee and an
administration fee for billing and closing an account. A service
charge is charged when accounts are closed. Customers are
responsible for notifying the Meters Division if the meter is not
registering usage. The following information is required:

(1) Meter location;

(2) Billing address, telephone number, responsible party
name, and federal tax id#;

(3) Location of hydrant;

(4) Water to be used for;



(5) Duration of use and frequency of meter reading,
(6) Meters must be brought to the Utilities Operations
Center for monthly reading.

Upon application approval, the City shall install hydrant meters and
approved backflow prevention Devices on the fire hydrant
requested by the customer, but acceptable to the City, within three
(3) business days of the application and deposit being

received.

Hydrant meters accounts are billed monthly. Failure to report
usage in a timely manner for billing or accounts that are not paid in
full will result in the loss of water service and the closing of the
account with the City.

Hydrant meters will only be set when the temperature is over 35
degrees. Damage to meters from cold weather or abuse will be
charged to the customers.

Hydrant meters used for long term use shall be returned at the end
of every one year block for inspection.

Upon completion of hydrant usage, deposits shall be refunded to
customers within 30 days provided the following has occurred:

1. Hydrant meter and backflow device have been returned in good
condition, with no excessive wear nor damage.

2. All outstanding water usage charges and rental charges for the
meter and backflow device have been paid in full by the
customer,

The cut off to apply for new accounts is 3:00 PM each business
day.

Itis a violation of the City Code to establish a direct connection to a
fire hydrant to fill a tank or tank vehicle. It is also illegal to use a RP
or Double detector check valve on a domestic or fireline service for
temporary water service. Violations of the City Code will result in

loss of service, fines, and other measures as specified by the code.

Continued use of a hydrant meter, when usage readings are not
being registered is considered theft of City water and subject to civil
penalties of $500.00/day. It is the responsibility of the customer to
notify the Meters Division at 250-2737 when the meter is not
registering/recording the water usage properly.



j. Hydrant meters and backflow assemblies approved for use in this
program are the property of the City of Raleigh Ultilities
Department. Failure to return the hydrant meter and backflow
preventer at the end of the rental period will be considered theft of
City property and prosecuted to the fullest extent of the law.

Note: Individuals caught using water unmetered and/or unauthorized by the
Public Utilittes Department will be prosecuted to the fullest extent of the law.

Material Specifications:

When brand names of materials have been determined, the Contractor shall
obtain approval, through the engineer and the owner prior to their use and/or
instaltation.

Then Contractor shall furnish, but is not limited to furnishing, catalog cuts and/or
shop drawings of the materials. Thirty days shall be allowed for the engineer's
review of each submittal eight copies of each catalog cut and/or shop drawing
(signed and sealed) shall be submitted.

Bedding Material:

Bedding material for utility lines shall be installed in accordance with the
applicable City of Raleigh Public Utilities Handbook, as shown on the utility
construction plans, and/or as directed by the Engineer.

Bedding material shall meet the requirements of Article 1016-3 of the Standard
Specifications. Bedding material shall be installed in accordance with Articles
300-6 and 300-7 of the Standard Specifications and the detail sheets which are
part of the Utility Construction Plans.

Bedding material installed in accordance with the plans and provisions herein
and accepted, will be measured and paid for at the contract unit price per ton for
"Foundation Conditioning Material, Minor Sfructures”, Utilities. Such prices and
payments shall be full compensation for all materials, labor, equipment,
compaction and shaping the bedding material in accordance with Article 300-4 of
the Standard Specifications, and incidentals necessary to complete the work as
required.

Ductile Iron “Slip Joint” Pipe:

Ductile iron slip joint water pipe shall be installed in accordance with the
applicable utility provisions herein, as shown on the utility plans and/or as
directed by the Engineer.

Ductile iron slip joint water pipe shall be of the thickness class and pressure
rating shown on the utility plans and shall conform to ANSI A21.51 (AWWA



C161). Push-on joints for such pipe shall be in accordance with ANSI A21.11
(AWWA C111). Pipe thickness shall be designed in accordance with ANSI
A21.60 (AWWA C150) and based on laying conditions and internal pressures as
stated on the plans.

Cement mortar lining and seal coating for pipe shall be in accordance with ANSI
A21.4 (AWWA C104). Bituminous outside coating shall be in accordance with
ANSI A21.51 (AWWA C151).

All ductile iron slip joint water pipe shall be installed in accordance with laying
condition Type 2 as stated in ANSI A21.51 (AWWA C151) unless otherwise
shown on the plans.

Ductile iron slip joint pipe shall be manufactured to the lengths required. Cutting
of ductile iron pipe by the contractor will not be allowed.

Pressure Test, Leakage Test and Sterilization:

The pressure test, leakage test and sterilization of the main shall be performed
as provided for the in the NCDOT Standard Specifications and in accordance
with City of Raleigh Public Utilities Department Handbook.

Construction — Sewer Manhole Grade Adjustment:

All grade adjustment to manholes shall be performed as provided in the NCDOT
Standard Specifications and in accordance with City of Raleigh Public Utility
Department Handbook.

.  COMPENSATION:

Payment shall be made measured and paid for under NCDOT Standard
Specifications items 300, 858, 1505, 1510, 1515, and 1530.

No direct payment will be made for utility construction work required by the
preceding provisions, which are general requirements applying to utility
construction, and all of the requirements stated will be considered incidental
work, paid for at the contract unit prices of the various utility items included in the
contract.

IV. SEALED AS BUILT PLANS:

Certified surveyed “As built" plans and profiles, sealed by a Professional Land
Surveyor, shall be furnished to the Public Utilities Department, by the Engineer
who inspects the utility installation, upon completion and acceptance of the public
main by the City and completion of private systems. The surveyed “as built” plans
shall have North Carolina Geodetic Survey grid coordinates to all meter boxes,
valves, manholes, and mains along with the depth information. The water permit
number information must also be included. Surveyed “As built” plans of installed
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STANDARD SPECIAL PROVISION

ERRATA
(1-17-12) (Rev. 5-15-12) z-4

Revise the2012Standard Specificatiorss follows:

Division 2
Page 2-7, line 31, Article 215-2 Construction Methodsteplace “Article 107-26" with
“Article 107-25".
Page 2-17, Article 226-3, Measurement and Payment, lined&lete“pipe culverts,”.
Page 2-20, Subarticle 230-4(B), Contractor Furnished Sources, clgn references as
follows: Line 1, replace “(4) Buffer Zone” with “(c) Buffer Zone’Line 12, replace
“(5) Evaluation for Potential Wetlands and Endangered 8geanith “(d) Evaluation for
Potential Wetlands and Endangered Species”; bim& 33, replace “(6) Approval” with
“(4) Approval’.

Division 4
Page 4-77, line 27, Subarticle 452-3(C) Concrete Copingeplace “sheet pile” with
“reinforcement”.

Division 6
Page 6-7, line 31, Article 609-3 Field Verification of Mixture ad Job Mix Formula
Adjustments, replace “30” with “45”.
Page 6-10, line 42, Subarticle 609-6(C)(2)replace “Subarticle 609-6(E)” with
“Subarticle 609-6(D)”.
Page 6-11, Table 609-1 Control Limitsreplace “Max. Spec. Limit” for the Target Source of
Po.074Poe Ratio with “1.0”.
Page 6-40, Article 650-2 Materials, replace “Subarticle 1012-1(F)”  with
“Subarticle 1012-1(E)”

Division 10
Page 10-74, Table 1056-1 Geotextile Requirementsgplace “50%” for the UV Stability
(Retained Strength) of Type 5 geotextiles with “70%".

Division 12
Page 12-8, Table 1205-4 and 1205+#gplace “THERMOPLASTIC” in the title of these table
with “POLYUREA”.

Division 15
Page 15-6, Subarticle 1510-3(B), after line 2ieplace the allowable leakage formula with the
following: W = LDVP + 148,000
Page 15-6, Subarticle 1510-3(B), line 32, delete “may be performedncurrently or’ and
replace with “shall be performed”.
Page 15-17, Subarticle 1540-3(E), line 2delete “Type 1”.

Division 17
Page 17-26, line 42, Subarticle 1731-3(D) Termination and Splicing thin Interconnect
Center, delete this subatrticle.

Revise th2012RoadwayStandard Drawingss follows:
1633.01 Sheet 1 of 1, English Standard Drawing for Matting Installatiorreplace “1633.01”
with “1631.01".
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MINIMUM WAGES

(7-21-09) z5

FEDERAL: The Fair Labor Standards Act provides that with cergiceptions every employer shall pay
wages at the rate of not less than SEVEN DOLLARS ANBRENTY FIVE CENTS ($7.25) per
hour.

STATE: The North Carolina Minimum Wage Act provides that gvemployer shall pay to each of his

employees, wages at a rate of not less than SEVENLBRS AND TWENTY FIVE CENTS
($7.25) per hour.

The minimum wage paid to all skilled labor employed on ttostract shall be SEVEN
DOLLARS AND TWENTY FIVE CENTS ($7.25) per hour.

The minimum wage paid to all intermediate labor employedhis contract shall be SEVEN
DOLLARS AND TWENTY FIVE CENTS ($7.25) per hour.

The minimum wage paid to all unskilled labor on this cacttshall be SEVEN DOLLARS AND
TWENTY FIVE CENTS ($7.25) per hour.

This determination of the intent of the applicatiortto§ act to the contract on this project is the
responsibility of the Contractor.

The Contractor shall have no claim against the Dapart of Transportation for any changes in the minimum
wage laws, Federal or State. It is the responsilafithe Contractor to keep fully informed of all Fedeaat State
Laws affecting his contract.

ON-THE-JOB TRAINING
(10-16-07) (Rev 7-21-09) Z-10
Description

The North Carolina Department of Transportation &ifiminister a custom version of the Federal On-the-Job
Training (OJT) Program, commonly referred to as thterdlte OJT Program. All contractors (existing and

newcomers) will be automatically placed in the Altéen&@rogram. Standard OJT requirements typically
associated with individual projects will no longer be agaplat the project level. Instead, these requiremetits wi

be applicable on an annual basis for each contradtoméstered by the OJT Program Manager.

On the Job Training shall meet the requirements of B £30.107 (b), 23 USC — Section 140, this provision and
the On-the-Job Training Program Manual.

The Alternate OJT Program will allow a contractorttain employees on Federal, State and privately funded
projects located in North Carolina. However, prioghall be given to training employees on NCDOT Fedaial-
funded projects.

Minorities and Women

Developing, training and upgrading of minorities and womenatd journeyman level status is a primary
objective of this special training provision. Accordingihe Contractor shall make every effort to ennolhority

and women as trainees to the extent that such perspravalable within a reasonable area of recruitm@ritis
training commitment is not intended, and shall not duso discriminate against any applicant for training,
whether a member of a minority group or not.

Assigning Training Goals

The Department, through the OJT Program Manager, v@igadgraining goals for a calendar year based on the
contractors' past three years’ activity and the embdrs' anticipated upcoming year’'s activity with the
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Department. At the beginning of each year, all cattra eligible will be contacted by the Department to
determine the number of trainees that will be assidorethe upcoming calendar year. At that time the Garttr
shall enter into an agreement with the Departmempravide a self-imposed on-the-job training program for the
calendar year. This agreement will include a specific marnof annual training goals agreed to by both parties.
The number of training assignments may range from 1 tpetSontractor per calendar year. The Contractor
shall sign an agreement to fulfill their annual goal fbe year. A sample agreement is available at
www.ncdot.org/business/ocs/ojt/.

Training Classifications

The Contractor shall provide on-the-job training aimegddeveloping full journeyman level workers in the
construction craft/operator positions. Preferencd $leagiven to providing training in the following skilledork
classifications:

Equipment Operators Office Engineers

Truck Drivers Estimators

Carpenters Iron / Reinforcing Steel Workers
Concrete Finishers Mechanics

Pipe Layers Welders

The Department has established common training dlzeggiins and their respective training requirements that
may be used by the contractors. However, the diees$sdns established are not all-inclusive. Wheeetthining

is oriented toward construction applications, traininty bé allowed in lower-level management positions sagh
office engineers and estimators. Contractors shbling new classifications for specific job functiomsat their
employees are performing. The Department will reviewd aecommend for acceptance to FHWA the new
classifications proposed by contractors, if applicablew classifications shall meet the following requiegns:

Proposed training classifications are reasonable aalistie based on the job skill classification needs,
and

The number of training hours specified in the trainiragsification is consistent with common practices
and provides enough time for the trainee to obtain jounae level status.

The Contractor may allow trainees to be trained Isylacontractor provided that the Contractor retains gmym
responsibility for meeting the training and this prasisis made applicable to the subcontract. Howevey, thel
Contractor will receive credit towards the annual doathe trainee.

Where feasible, 25 percent of apprentices or traineegaith occupation shall be in their first year of
apprenticeship or training. The number of traineed $leadlistributed among the work classifications on th&d
of the contractor’'s needs and the availability of jaymen in the various classifications within a reaste area
of recruitment.

No employee shall be employed as a trainee in angifitation in which they have successfully completed a
training course leading to journeyman level status evhith they have been employed as a journeyman.

Records and Reports

The Contractor shall maintain enrollment, monthhdaompletion reports documenting company compliance
under these contract documents. These documents andh&nyirdormation as requested shall be submitted to
the OJT Program Manager.

Upon completion and graduation of the program, the Cowirattall provide each trainee with a certification
Certificate showing the type and length of trainingsfatitorily completed.

Trainee Interviews

All trainees enrolled in the program will receive aitial and Trainee/Post graduate interview conducted &y th
OJT program staff.

Trainee Wages

Contractors shall compensate trainees on a graduatingsqadg based upon a percentage of the prevailing
minimum journeyman wages (Davis-Bacon Act). Minimum glagll be as follows:

iv
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60 percent of the journeyman wage for the first hatheftraining period
75 percent of the journeyman wage for the third quartdreofraining period
90 percent of the journeyman wage for the last quartireairaining period

In no instance shall a trainee be paid less tharodte minimum wage. The Contractor shall adhere ® th
minimum hourly wage rate that will satisfy both the BR€partment of Labor (NCDOL) and the Department.

Achieving or Failing to Meet Training Goals

The Contractor will be credited for each trainee eygady him on the contract work who is currently elecblr
becomes enrolled in an approved program and who receammg for at least 50 percent of the specific program
requirement. Trainees will be allowed to be transfifsetween projects if required by the Contractor’scidee
workload to meet training goals.

If a contractor fails to attain their training assiggnts for the calendar year, they may be taken efNGDOT’s
Bidders List.

Measurement and Payment

No compensation will be made for providing required tragrimaccordance with these contract documents.
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Contract No. DE00026 Rev. 5-19-11
County Wake

*AWARD LIMITS ON MULTIPLE PROJECTS*

It is the desire of the Proposer to be awarded costrdet value of which will not exceed a total
of $ , for those projects
indicated below on which bids are being opened on the gate as shown in the Proposal Form.
Individual projects shall be indicated by placing the ptajeenber and county in the appropriate
place below. Projects not selected will not be stibbgean award limit.

(Project Number) (County)
(Project Number) (County)
(Project Number) (County)
(Project Number) (County)

*If a Proposer desires to limit the total amount of kvawarded to him in this letting, he shall
state such limit in the space provided above in thergeliee of this form.

It is agreed that in the event that | am (we are)stiecessful bidder on indicated projects, the
total value of which is more that the above stipulatedrd limits, the Board of Transportation

will award me (us) projects from among those indicateathwhave a total value not exceeding

the award limit and which will result in the best adege to the Department of Transportation.

**Signature of Authorized Person

**Only those persons authorized to sign bids under the poogiof Article 102-8, Item 7, shall
be authorized to sign this form.
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Jul 30, 2012 9:57 am
County : Wake

ITEMIZED PROPOSAL FOR CONTRACT NO. DE00026

Page 1 of 6

Line Item Number Sec Description Quantity Unit Cost Amount
# #
ROADWAY ITEMS
0001 0000100000-N 800 MOBILIZATION Lump Sum L.S.
0002 0000400000-N 801 CONSTRUCTION SURVEYING Lump Sum L.S.
0003 0008000000-E 200 SUPPLEMENTARY CLEARING & GRUB- 1
BING ACR
0004 0043000000-N 226 GRADING Lump Sum L.S.
0005 0318000000-E 300 FOUNDATION CONDITIONING MATE- 130
RIAL, MINOR STRUCTURES TON
0006 0320000000-E 300 FOUNDATION CONDITIONING GEO- 390
TEXTILE sy
0007 0335200000-E 305 15" DRAINAGE PIPE 28
LF
0008 0366000000-E 310 15" RC PIPE CULVERTS, CLASS 228
1] LE
0009 0372000000-E 310 18" RC PIPE CULVERTS, CLASS 20
1] LE
0010 0448200000-E 310 15" RC PIPE CULVERTS, CLASS IV 256
LF
0011 0995000000-E 340 PIPE REMOVAL 7
LF
0012 1099500000-E 505 SHALLOW UNDERCUT 500
cYy
0013 1099700000-E 505 CLASS IV SUBGRADE STABILIZA- 1,000
TION TON
0014 1220000000-E 545 INCIDENTAL STONE BASE 200
TON
0015 1330000000-E 607 INCIDENTAL MILLING 360
Sy
0016  1489000000-E 610 ASPHALT CONC BASE COURSE, TYPE 790
B25.0B TON
0017  1498000000-E 610 ASPHALT CONC INTERMEDIATE 690
COURSE, TYPE 119.0B TON
0018 1519000000-E 610 ASPHALT CONC SURFACE COURSE, 660

TYPE S9.5B

TON







Jul 30, 2012 9:57 am ITEMIZED PROPOSAL FOR CONTRACT NO. DE00026 Page 2 of 6
County : Wake
Line Item Number Sec Description Quantity Unit Cost Amount
# #
0019 1575000000-E 620 ASPHALT BINDER FOR PLANT MIX 110
TON
0020 1693000000-E 654 ASPHALT PLANT MIX, PAVEMENT 50
REPAIR TON
0021  2000000000-N 806 RIGHT OF WAY MARKERS 20
EA
0022 2022000000-E 815 SUBDRAIN EXCAVATION 20
cY
0023 2033000000-E 815 SUBDRAIN FINE AGGREGATE 20
cYy
0024 2044000000-E 815 6" PERFORATED SUBDRAIN PIPE 100
LF
0025 2070000000-N 815 SUBDRAIN PIPE OUTLET 1
EA
0026 2077000000-E 815 6" OUTLET PIPE 6
LF
0027 2286000000-N 840 MASONRY DRAINAGE STRUCTURES 10
EA
0028  2364000000-N 840 FRAME WITH TWO GRATES, STD 4
840.16 EA
0029 2374000000-N 840 FRAME WITH GRATE & HOOD, STD 1
840.03, TYPE ** EA
TYPEE
0030 2374000000-N 840 FRAME WITH GRATE & HOOD, STD 4
840.03, TYPE ** EA
TYPEF
0031 2374000000-N 840 FRAME WITH GRATE & HOOD, STD 1
840.03, TYPE ** EA
TYPE G
0032 2535000000-E 846  **"X**' CONCRETE CURB 190
(8" X 18" LE
0033  2542000000-E 846 1'-6" CONCRETE CURB & GUTTER 260
LF
0034 2549000000-E 846 2'-6" CONCRETE CURB & GUTTER 860
LF
0035 2591000000-E 848 4" CONCRETE SIDEWALK 290
Sy
0036 2605000000-N 848 CONCRETE CURB RAMP 2

EA







Jul 30, 2012 9:57 am
County : Wake

ITEMIZED PROPOSAL FOR CONTRACT NO. DE00026

Page 3 of 6

Line Item Number Sec Description Quantity Unit Cost Amount
# #
0037 2655000000-E 852 5"MONOLITHIC CONCRETE ISLANDS 190
(KEYED IN) sy
0038 2657000000-E 852 **" MONOLITHIC CONCRETE MEDIAN 250
*kkkk SY
(8", TRUCK APRON)
0039 2830000000-N 858 ADJUSTMENT OF MANHOLES 4
EA
0040 2845000000-N 858 ADJUSTMENT OF METER BOXES OR 3
VALVE BOXES EA
0041 3649000000-E 876 RIP RAP, CLASS B 2
TON
0042 3656000000-E 876 GEOTEXTILE FOR DRAINAGE 367
SY
0043 4072000000-E 903 SUPPORTS, 3-LB STEEL U-CHANNEL 387
LF
0044 4102000000-N 904 SIGN ERECTION, TYPE E 34
EA
0045 4116100000-N 904 SIGN ERECTION, RELOCATE, TYPE 2
*** (GROUND MOUNTED) EA
(B
0046  4155000000-N 907 DISPOSAL OF SIGN SYSTEM, U- 11
CHANNEL EA
0047  4192000000-N 907 DISPOSAL OF SUPPORT, U-CHANNEL 2
EA
0048 4400000000-E 1110 WORK ZONE SIGNS (STATIONARY) 494
SF
0049 4410000000-E 1110 WORK ZONE SIGNS (BARRICADE 129
MOUNTED) SE
0050 4420000000-N 1120 PORTABLE CHANGEABLE MESSAGE 4
SIGN EA
0051 4445000000-E 1145 BARRICADES (TYPE Ill) 120
LF
0052 4685000000-E 1205 THERMOPLASTIC PAVEMENT MARKING 1,516
LINES (4", 90 MILS) LE
0053 4686000000-E 1205 THERMOPLASTIC PAVEMENT MARKING 2,078

LINES (4", 120 MILS) LF







Jul 30, 2012 9:57 am ITEMIZED PROPOSAL FOR CONTRACT NO. DE00026 Page 4 of 6
County : Wake
Line Item Number Sec Description Quantity Unit Cost Amount
# #
0054 4695000000-E 1205 THERMOPLASTIC PAVEMENT MARKING 125
LINES (8", 90 MILS) LE
0055 4710000000-E 1205 THERMOPLASTIC PAVEMENT MARKING 100
LINES (24", 120 MILS) LE
0056 4725000000-E 1205 THERMOPLASTIC PAVEMENT MARKING 18
SYMBOL (90 MILS) EA
0057  4900000000-N 1251 PERMANENT RAISED PAVEMENT 30
MARKERS EA
0058 5150000000-E 1409 ELECTRICAL DUCT, TYPE **, SIZE 151
*kkkk LF
(TYPE SCH 40, 2")
0059 5265000000-E SP  GENERIC LIGHTING ITEM 400
INSTALL CONDUIT PROVIDED BY LE
OTHERS
0060 5325800000-E 1510 8"WATER LINE 462
LF
0061 5326200000-E 1510 12" WATER LINE 151
LF
0062 5546000000-E 1515 8" VALVE 1
EA
0063 5558000000-E 1515 12" VALVE 1
EA
0064 5572200000-E 1515 12" TAPPING VALVE 1
EA
0065 5648000000-N 1515 RELOCATE WATER METER 1
EA
0066 5666000000-E 1515 FIRE HYDRANT 1
EA
0067 5679000000-E 1515 12" LINE STOP 2
EA
0068 5801000000-E 1530 ABANDON 8" UTILITY PIPE 350
LF
0069 5804000000-E 1530 ABANDON 12" UTILITY PIPE 230
LF
0070 6000000000-E 1605 TEMPORARY SILT FENCE 1,030
LF
0071 6006000000-E 1610 STONE FOR EROSION CONTROL, 195

CLASS A

TON
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County : Wake

ITEMIZED PROPOSAL FOR CONTRACT NO. DE00026

Page 5 of 6

Line Item Number Sec Description Quantity Unit Cost Amount
# #
0072 6009000000-E 1610 STONE FOR EROSION CONTROL, 200
CLASS B TON
0073 6012000000-E 1610 SEDIMENT CONTROL STONE 150
TON
0074 6015000000-E 1615 TEMPORARY MULCHING 35
ACR
0075 6018000000-E 1620 SEED FOR TEMPORARY SEEDING 150
LB
0076 6021000000-E 1620 FERTILIZER FOR TEMPORARY SEED- 0.5
ING TON
0077 6024000000-E 1622 TEMPORARY SLOPE DRAINS 200
LF
0078 6029000000-E SP  SAFETY FENCE 500
LF
0079 6030000000-E 1630 SILT EXCAVATION 280
cY
0080 6036000000-E 1631 MATTING FOR EROSION CONTROL 8,365
SY
0081 6042000000-E 1632 1/4" HARDWARE CLOTH 325
LF
0082 6071010000-E SP  WATTLE 540
LF
0083 6071020000-E SP  POLYACRYLAMIDE (PAM) 150
LB
0084 6071030000-E 1640 COIR FIBER BAFFLE 15
LF
0085 6084000000-E 1660 SEEDING & MULCHING 3
ACR
0086 6087000000-E 1660 MOWING 3
ACR
0087 6090000000-E 1661 SEED FOR REPAIR SEEDING 50
LB
0088 6093000000-E 1661 FERTILIZER FOR REPAIR SEEDING 0.25
TON
0089 6096000000-E 1662 SEED FOR SUPPLEMENTAL SEEDING 75
LB
0090 6108000000-E 1665 FERTILIZER TOPDRESSING 2.25

TON







Jul 30, 2012 9:57 am ITEMIZED PROPOSAL FOR CONTRACT NO. DE00026
County : Wake

Page 6 of 6

Line Item Number Sec Description Quantity Unit Cost Amount
# #
0091 6117000000-N SP  RESPONSE FOR EROSION CONTROL 25
EA

0957/Jul30/Q27091.5/D337045460000/E91 Total Amount Of Bid For Entire Project :
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Contract No. DE00026
County Wake

Rev. 5-19-11

PLEASE ACKNOWLEGE RECEIPT OF ADDENDA BY WRITING IN ADDENDUNNUMBER, INITIALING AND

Addendum No. Initial &
Date:

CONTRACTOR:

DATING BELOW.
Addendum
No.

Initial & Date:

ADDRESS:

Federal Identification Number:

Authorized Agent:

Title:
Signature: Date:
Witness: Title:
Signature: Date:

THIS SECTION TO BE COMPLETED BY N. C. DEPARTMENT O F TRANSPORTATION

This bid has been reviewed in accordance with Article 103-1 of the Standard Specifications for Roads and

Reviewed by:

Structures 2012.

Accepted by NCDOT:

DATE

DATE
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Contract No. DE00026 Rev. 5-19-11
County Wake

EXECUTION OF CONTRACT
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN CERTIFICATION
CORPORATION

The Contractor being duly sworn, solemnly swears (or adfitiat neither he, nor any official, agent or employeechésred

into any agreement, participated in any collusion, or othertaisen any action which is in restraint of free compettideling

in connection with this Contract, that the Contractor has rest benvicted of violatingl.C.G.S. § 133-2within the last three
years, and that the Contractor intends to do the work wittwitsbonafide employees or subcontractors and did not bid for the
benefit of another contractor.

By submitting this Execution of Contract, Non-Collusion Affidaand Debarment Certification, the Contractor is cartgyhis
status under penalty of perjury under the laws of the UnitedsSitateccordance with the Debarment Certification attached,
provided that the Debarment Certification also includes anynextjstatements concerning exceptions that are applicable.

N.C.G.S. § 133-32nd Executive Order 24 prohibit the offer to, or acceptancaryyState Employee of any gift from anyone
with a contract with the State, or from any person seekimptbusiness with the State. By execution of any responkesin t
procurement, you attest, for your entire organization anenitsloyees or agents, that you are not aware that any ukhsg
been offered, accepted, or promised by any employees of iganization.

SIGNATURE OF CONTRACTOR

Full name of Corporation

Address as Prequalified

Attest By
Secretary/Assistant Secretary President/Vice Preshteigtant Vice President
Select appropriate title Select appropriate title
Print or type Signer's name Print or type Signer's name

CORPORATE SEAL

AFFIDAVIT MUST BE NOTARIZED

Subscribed and sworn to before me this the

day of 20

NOTARY SEAL

Signature of Notary Public

of County

State of

My Commission Expires:
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Contract No. DE00026 Rev. 5-19-11
County Wake

EXECUTION OF CONTRACT
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN CERTIFICATION
PARTNERSHIP

The Contractor being duly sworn, solemnly swears fionss) that neither he, nor any official, agentemnployee
has entered into any agreement, participated in anysoafl, or otherwise taken any action which is inresst of
free competitive bidding in connection with this Cootrahat the Contractor has not been convicted @hting
N.C.G.S. § 133-24ithin the last three years, and that the Contraotends to do the work with its own bonafide
employees or subcontractors and did not bid for the terienother contractor.

By submitting this Execution of Contract, Non-Collusidfiidavit and Debarment Certification, the Contract®r
certifying his status under penalty of perjury under theslaftthe United States in accordance with the Debatrme
Certification attached, provided that the Debarmentifi@ation also includes any required statements coregrn
exceptions that are applicable.

N.C.G.S. § 133-32nd Executive Order 24 prohibit the offer to, or accemdiy; any State Employee of any gift
from anyone with a contract with the State, or frany person seeking to do business with the State xd&yigon

of any response in this procurement, you attest, for gatire organization and its employees or agents,ythat
are not aware that any such gift has been offeredptat, or promised by any employees of your organization.

SIGNATURE OF CONTRACTOR

Full Name of Partnership

Address as Prequalified

By

Signature of Witness Signature of Partner

Print or type Signer's name Print or type Signer's name

AFFIDAVIT MUST BE NOTARIZED

Subscribed and sworn to before me this the NOTARY SEAL

day of 20

Signature of Notary Public

of County

State of

My Commission Expires:
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Contract No. DE00026 Rev. 5-19-11
County Wake

EXECUTION OF CONTRACT
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN CERTIFICATION

LIMITED LIABILITY COMPANY
The Contractor being duly sworn, solemnly swears fions) that neither he, nor any official, agentemnployee
has entered into any agreement, participated in anysoafl, or otherwise taken any action which is inresst of
free competitive bidding in connection with this Cootrahat the Contractor has not been convicted @hting
N.C.G.S. § 133-24ithin the last three years, and that the Contraotends to do the work with its own bonafide
employees or subcontractors and did not bid for the terienother contractor.

By submitting this Execution of Contract, Non-Collusidfiidavit and Debarment Certification, the Contract®r
certifying his status under penalty of perjury under theslaftthe United States in accordance with the Debatrme
Certification attached, provided that the Debarmentifi@ation also includes any required statements coregrn
exceptions that are applicable.

N.C.G.S. § 133-32nd Executive Order 24 prohibit the offer to, or accemdiy; any State Employee of any gift
from anyone with a contract with the State, or frany person seeking to do business with the State xdgyigon

of any response in this procurement, you attest, for gatire organization and its employees or agents,ythat
are not aware that any such gift has been offeredptat, or promised by any employees of your organization.

SIGNATURE OF CONTRACTOR

Full Name of Firm

Address as Prequalified

Signature of Witness Signature of Member/Manager/Authodgmesht
Select appropriate title

Print or type Signer's name Print or type Signer's Name

AFFIDAVIT MUST BE NOTARIZED

Subscribed and sworn to before me this the NOTARY SEAL

day of 20

Signature of Notary Public

of County

State of

My Commission Expires:
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Contract No. DE00026 Rev. 5-19-11
County Wake

EXECUTION OF CONTRACT
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN CERTIFICATION

JOINT VENTURE (2) or (3)
The Contractor being duly sworn, solemnly swearsaffirms) that neither he, nor any official, agemtemployee has entered into any agreement,
participated in any collusion, or otherwise takey action which is in restraint of free competithielding in connection with this Contract, that the
Contractor has not been convicted of violathh@.G.S. § 133-24ithin the last three years, and that the Contraiatends to do the work with its
own bonafide employees or subcontractors and dibiddor the benefit of another contractor.

By submitting this Execution of Contract, Non-Callon Affidavit and Debarment Certification, the @awtor is certifying his status under penalty
of perjury under the laws of the United Statesdocoadance with the Debarment Certification attacpeolvided that the Debarment Certification also
includes any required statements concerning exaxepthat are applicable.

N.C.G.S. § 133-32and Executive Order 24 prohibit the offer to, oceptance by, any State Employee of any gift frogoae with a contract with
the State, or from any person seeking to do businéth the State. By execution of any responsthis procurement, you attest, for your entire
organization and its employees or agents, thatayewnot aware that any such gift has been offerebpted, or promised by any employees of your
organization.

SIGNATURE OF CONTRACTORS
Instructions: 2 Joint Venturers Fill in lines (1), (2) and (3) and executg.Joint Venturers Fill in lines (1), (2), (3) and (4) and executen Line
(2), fill in the name of the Joint Venture Compar®n Line (2), fill in the name of one of the jowgnturers and execute below in the appropriate
manner. On Line (3), print or type the name ofdtieer joint venturer and execute below in the appate manner. On Line (4), fill in the name of
the third joint venturer, if applicable and exedoétow in the appropriate manner.

@
Name of Joint Venture
@
Name of Contractor
Address as Prequalified
Signature of Witness or Attest By Signature of Cactor
Print or type Signer's name Print or type Signetae
If Corporation, affix Corporate Seal and
3
Name of Contractor
Address as Prequalified
Signature of Witness or Attest By Signature of Cactor
Print or type Signer's name Print or type Signetae
If Corporation, affix Corporate Seal and
@
Name of Contractoffor 3 Joint Venture only)
Address as Prequalified
Signature of Witness or Attest By Signature of Eaxetor
Print or type Signer's name Print or type Signeaime
If Corporation, affix Corporate Seal
NOTARY SEAL NOTARY SEAL NOTARY SEAL
Affidavit must be notarized for Line (2) Affidamtist be notarized for Line (3) Affidavit must béaniaed for Line (4)
Subscribed and sworn to before me this Subscahddworn to before me this Subscribed and swdpefore me this
day of 20 day of 20_ day of 20
Signature of Notary Public Signature of Notary Public Signature of Notary Rubl
of County of County of County
State of State of State of

My Commission Expires: My Commis&gpires: My Commission Expires:






Contract No. DE00026 Rev. 5-19-11
County Wake

EXECUTION OF CONTRACT
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN CERTIFICATION
INDIVIDUAL DOING BUSINESS UNDER A FIRM NAME

The Contractor being duly sworn, solemnly swears fions) that neither he, nor any official, agentemnployee
has entered into any agreement, participated in anysoafl, or otherwise taken any action which is inresst of
free competitive bidding in connection with this Cootrahat the Contractor has not been convicted @hting
N.C.G.S. § 133-24ithin the last three years, and that the Contraotends to do the work with its own bonafide
employees or subcontractors and did not bid for the terienother contractor.

By submitting this Execution of Contract, Non-Collusidfiidavit and Debarment Certification, the Contract®r
certifying his status under penalty of perjury under theslaftthe United States in accordance with the Debatrme
Certification attached, provided that the Debarmentifi@ation also includes any required statements coregrn
exceptions that are applicable.

N.C.G.S. § 133-32nd Executive Order 24 prohibit the offer to, or accemdiy; any State Employee of any gift
from anyone with a contract with the State, or frany person seeking to do business with the State xd&yigon

of any response in this procurement, you attest, for gatire organization and its employees or agents,ythat
are not aware that any such gift has been offeredptat, or promised by any employees of your organization.

SIGNATURE OF CONTRACTOR
Name of Contractor

Individual name

Trading and doing business as

Full name of Firm

Address as Prequalified

Signature of Witness Signature of Contractor, Individually

Print or type Signer's name Print or type Signer’'s name

AFFIDAVIT MUST BE NOTARIZED
Subscribed and sworn to before me this the NOTARY SEAL

day of 20

Signature of Notary Public

of County

State of

My Commission Expires:
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Contract No. DE00026 Rev. 5-19-11
County Wake

EXECUTION OF CONTRACT
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN CERTIFICATION
INDIVIDUAL DOING BUSINESS IN HIS OWN NAME
The Contractor being duly sworn, solemnly swears (or adfitihat neither he, nor any official, agent or employeechésred
into any agreement, participated in any collusion, or othertaisen any action which is in restraint of free compettideling
in connection with this Contract, that the Contractor has rest benvicted of violatingl.C.G.S. § 133-2within the last three
years, and that the Contractor intends to do the work wittwitsbonafide employees or subcontractors and did not bid for the
benefit of another contractor.

By submitting this Execution of Contract, Non-Collusion Affidaand Debarment Certification, the Contractor is cartgyhis
status under penalty of perjury under the laws of the UnitedsSitateccordance with the Debarment Certification attached,
provided that the Debarment Certification also includes anynextjstatements concerning exceptions that are applicable.

N.C.G.S. § 133-32nd Executive Order 24 prohibit the offer to, or acceptancaryyState Employee of any gift from anyone
with a contract with the State, or from any person seekimptbusiness with the State. By execution of any responkésin t
procurement, you attest, for your entire organization anenitsloyees or agents, that you are not aware that any kb
been offered, accepted, or promised by any employees of iganization

SIGNATURE OF CONTRACTOR
Name of Contractor

Print or type Individual name

Address as Prequalified

Signature of Contractor, Individually

Print or type Signer's Name

Signature of Witness

Print or type Signer’'s name

AFFIDAVIT MUST BE NOTARIZED
Subscribed and sworn to before me this the NOTARY SEAL

day of 20

Signature of Notary Public

of County

State of

My Commission Expires:
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Contract No. DE00026 Rev. 5-19-11

County Wake

DEBARMENT CERTIFICATION

Conditions for certification:

1.

The prequalified bidder shall provide immediate writtena®tio the Department if at any
time the bidder learns that his certification wa®eeous when he submitted his debarment
certification or explanation filed with the Departmeat has become erroneous because of
changed circumstances.

The termscovered transaction, debarred, suspended, inekgilbbwer tier covered
transaction, participant, person, primary coverednsaction, principal, proposaknd
voluntarily excludedas used in this provision, have the meanings set ahieilefinitions
and Coverage sections of the rules implementing Exec@nger 12549. A copy of the
Federal Rules requiring this certification and detailing definitions and coverages may be
obtained from the Contract Officer of the Department.

The prequalified bidder agrees by submitting this form, ligatvill not knowingly enter into
any lower tier covered transaction with a person whalebarred, suspended, declared
ineligible, or voluntarily excluded from participation MCDOT contracts, unless authorized
by the Department.

For Federal Aid projects, the prequalified bidder furtheregtbat by submitting this form he
will include the Federal-Aid Provision titleBequired Contract Provisions Federal-Aid
Construction Contract (Form FHWA PR273) provided by the Department, without
subsequent modification, in all lower tier covered taatisns.

The prequalified bidder may rely upon a certification gfagticipant in a lower tier covered
transaction that he is not debarred, suspended, ingligiblgoluntarily excluded from the
covered transaction, unless he knows that the catidit is erroneous. The bidder may
decide the method and frequency by which he will deterntime eligibility of his
subcontractors.

Nothing contained in the foregoing shall be construegktioiire establishment of a system of
records in order to render in good faith the certifmatrequired by this provision. The

knowledge and information of a participant is not requie@xceed that which is normally

possessed by a prudent person in the ordinary course né¢sgisiealings.

. Except as authorized in paragraph 6 herein, the Departmanterminate any contract if the

bidder knowingly enters into a lower tier covered tratisa with a person who is suspended,
debarred, ineligible, or voluntarily excluded from partitipa in this transaction, in addition
to other remedies available by the Federal Government
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Contract No. DE00026 Rev. 5-19-11
County Wake

DEBARMENT CERTIFICATION
The prequalified bidder certifies to the best of his kealge and belief, that he and his principals:

a. Are not presently debarred, suspended, proposed for debardestdyed ineligible, or
voluntarily excluded from covered transactions by ardeFa department or agency;

b. Have not within a three-year period preceding this prddmesen convicted of or had a civil
judgment rendered against them for commission of fraud arimanal offense in connection
with obtaining, attempting to obtain, or performing a pmulfFederal, State or local)
transaction or contract under a public transactionatian of Federal or State antitrust
statutes or commission of embezzlement, theft, fgrdeibery, falsification or destruction of
records; making false statements; or receiving stolepauty;

c. Are not presently indicted for or otherwise criminadly civilly charged by a governmental
entity (Federal, State or local) with commission afy of the offenses enumerated in
paragraph b. of this certification; and

d. Have not within a three-year period preceding this prdpbad one or more public
transactions (Federal, State or local) terminateddoise or default.

e. Will submit a revised Debarment Certification immeehatf his status changes and will show
in his bid proposal an explanation for the change iusta

If the prequalified bidder cannot certify that he is debarred, he shall provide an explanation
with this submittal. An explanation will not necedlgaresult in denial of participation in a
contract.

Failure to submit a non-collusion affidavit and debarmeattification will result in the
prequalified bidder's bid being considered non-responsive.

D Check here if an explanation is attached to thisfivation.






2/16/99

Contract No: DE00026

County: Wake

ACCEPTED BY THE
DEPARTMENT OF TRANSPORTATION

Contract Officer

Date

Signature Sheet 7 (Bid - Acceptance by Department)
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