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TYPE of WORK: Landscape Development

Landscape
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DO NOT REMOVE LEADER PRUNE DAMAGED BRANCHES

INSTALL TREE OR SHRUB
SO THAT 1/8 OF ROOT
BALL IS ABOVE GRADE

WATER RETENTION RING

FINISH GRADE —\

MULCH

COMPACT BACKFILL

PLANT HOLE WIDTH (X) TO BE TWICE
IGFHE ROOT BALL SIZE OR CONTAINER

X DIAMETER.
TREE OR SHRUB PLANTING DETAIL

N

P

TREE OR SHRUB PLANTING DETAIL

(LEVEL GROUND)

GUY TIE DETAIL

*EXACT LENGTH 14 GUAGE
WITHIN INDICATED STEEL WIRE
RANGE TO BE
DETERMINED BY
ENGINEER IN
FIELD
|
|
- RUBBER HOSE SECTION ™ ™ = o, -~
AND 14 GAUGE WIRE OR -
FLEXIBLE TIE MATERIAL
APPROVED BY ENGINEER.
4' _6" =/- 14 GAUGE STEEL WIRE STRANDS

2' MIN TWISTED AROUND EACH OTHER

UNTIL WIRES ARE TAUT.

13/4" x 1 3/4" WOODEN STAKE,
18-24" LG. STAKE TO BE 4-6"
ABOVE GRADE

[l
w w\ 13/4" x 1 3/4" WOODEN STAKE

' =

PLAN VIEW

STAKING DETAIL
(TREES 6-10"

USE AS DIRECTED BY FIELD ENGINEER

18" - 24"

landscape design & Development

1557 mail service center raleigh nc 27699-1557
ph: 919-707-2935 fax: 919-715-2554

http://www.ncdot.org/doh/operations/dp_chief_ eng/roadside/

SLOPING GROUND

SECTION OF RUBBER HOSE OR
SMANUFACTURED TIES BETWEEN
RES AND TREE BARK

RUBBER HOSE
SECTION

N\

PLAN VIEW

GUYING DETAIL
(TREES 10' OR LARGER)

USE AS DIRECTED BY FIELD ENGINEER

Landscape Development Plan
Wendell, NC

4" MULCH NOTE: PLANTS MAY BE INSTALLED

BEFORE OR AFTER MULCHING OPERATION

FINISH GRADE
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BEFORE PLANTING, SCARIFY SOIL TO A
MIN. DEPTH OF 6" OR 2" DEEPER THAN
CONTAINER SIZE, WHICHEVER IS
GREATER.

GROUND COVER/ BEDDING
PLANT DETAIL

INSTALL SHRUB SO THAT 1/8 OF
ROOT BALL IS ABOVE FINISH GRADE.

PLANT HOLE WIDTH (X) TO
BE TWICE THE ROOT BALL

MULCH - SEE DETAIL SIZE OR CONTAINER DIAMETER.

WATER RETENTION RING

FINISH GRADE

COMPACT BACKFILL

SCARIFY BED TO A
MINIMUM DEPTH OF 6".

SHRUB BED PLANTING DETAIL

ROADWAY

WASHED RIVER STONE (MIN. 2 INCH - MAX 6 INCH DIAM) ON FILTER FABRIC
\|7\IIX$EF\I’NFE(SFV?/H PLACE STONE FLUSH WITH DITCH GRADE FOR MAXINUM

RIVERSTONE

DIT AlL

' MIN. TO 5' MAX. NATURAL
WEATHERED STONE . "
STONE TO BE BURIED 1/3 IN VULCH
GROUND AND 2/3 EXPOSED.

DO NOT PLACE MULCH WITHIN 2"
OF TRUNK OR STEM. _1

plant bed OR NATURAL AREAS

width of plant bed varies

4"

MULCH DETAIL

NOTES:

SCHEDULE FOR PLANT HOLE SIZE:
PLANT HOLE WIDTH (X) TO BE TWICE THE ROOT
BALL SIZE OR CONTAINER DIAMETER.

SEE STANDARD SPECIFICATIONS FOR PLANT; IEI}ECH
FUMIGATION AND HERBICIDAL TREATMENT.

APPLY FERTILIZER AT PLANTING TIME IN THE FORM
OF A SLOW RELEASE PELLET OR TABLET. APPLY

AT RATE RECOMMENDED BY MANUFACTURER.

BOTH RATE AND FORMULATION MUST BE APPROVED
BY FIELD ENGINEER PRIOR TO APPLICATION.

REMOVE WIRE BASKET AND FOLD BURLAP BACK
FROM TOP OF ROOT BALL BEFORE BACKFILLING
IS COMPLETE.

ALL PRUNING TO FOLLOW STANDARD
ARBORICULTURAL PRACTICES AS SPECIFIED
BY INTERNATIONAL SOCIETY OF ARBORICULTURE.

DO NOT ATTEMPT TO STRAIGHTEN A TREE THAT
HAS BEEN PLANTED AT AN ANGLE WITH THE USE
OF STAKING OR GUYING. DIG TREE AND REPLANT
TO UPRIGHT

POSITION.

EDGE OF PLANT
BED

S
MIN. i
VARIABLE GRADE ° - :
(LEVEL TO SLOPING

BOULDER PLACEMENT DETAIL

TYPICAL

S S TS

topsoil

i%ﬁ_ =| existing ground level
L L

and slope to drain

PLANT BED EDGE DETAIL

"N« s I/,
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3:1 back-slope
(MAY VARY)
S— 6" deep PLANT
> BED EDGE
, %

Y (mow/mulch ring)
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Aesthetic Engineering

1557 Mail Service Center Raleigh NC 27699-1557

ph: 919-707-2920 fax: 919-715-2554

http://www.ncdot.org/doh/operations/dp_chief eng/roadside/
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