STATE OF NORTH CAROLINA
DEPARTMENT OF TRANSPORTATION
HIGHWAY DIVISION 6

PROPOSAL

DATE AND TIME OF BID
OPENING:

CONTRACT ID:  DF00171

JULY 19, 2017 AT 2:00 PM

WBS ELEMENT NO.: 44412
FEDERAL AID NO.:  STATE FUNDED
COUNTY: CUMBERLAND
TIPNO.: N/A
LENGTH OF PROJECT:  0.256 MILES

ROUTENO.: SR 1714 (RIVER RD)
. WIDENING, GRADING, PAVING, DRAINAGE & PAVEMENT
TYPE OF WORK:  \1y o o2

NOTICE:

ALL BIDDERS SHALL COMPLY WITH ALL APPLICABLE LAWS R EGULATING THE PRACTICE OF
GENERAL CONTRACTING AS CONTAINED IN CHAPTER 87 OF T HE GENERAL STATUTES OF NORTH
CAROLINA WHICH REQUIRES THE BIDDER TO BE LICENSED B Y THE N.C. LICENSING BOARD FOR
CONTRACTORS WHEN BIDDING ON ANY NON-FEDERAL AID PRO JECT WHERE THE BID IS $30,000 OR
MORE, EXCEPT FOR CERTAIN SPECIALTY WORK AS DETERMIN ED BY THE LICENSING BOARD.
BIDDERS SHALL ALSO COMPLY WITH ALL OTHER APPLICABLE = LAWS REGULATING THE PRACTICES
OF ELECTRICAL, PLUMBING, HEATING AND AIR CONDITIONI NG AND REFRIGERATION CONTRACTING
AS CONTAINED IN CHAPTER 87 OF THE GENERAL STATUTES OF NORTH CAROLINA.
NOTWITHSTANDING THESE LIMITATIONS ON BIDDING, THEB IDDER WHO IS AWARDED ANY FEDERAL
- AID FUNDED PROJECT SHALL COMPLY WITH CHAPTER 87 O F THE GENERAL STATUTES OF NORTH
CAROLINA FOR LICENSING REQUIREMENTS WITHIN 60 CALEN DAR DAYS OF BID OPENING.

THIS IS A ROADWAY PROJECT. 5% BID BOND OR BID DE POSIT REQUIRED.

NAME OF BIDDER

ADDRESS OF BIDDER

NC CONTRACTOR’S LICENSE NUMBER NAME OF LICENSEE
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NC DEPARTMENT OF TRANSPORTATION,
RALEIGH, NORTH CAROLINA

The Bidder has carefully examined the locatiorhefiroposed work; has carefully examined the gadsspecifications, which
are acknowledged to be part of the proposal, teeiajpprovisions, the proposal, the form of cortirand the forms of contract
payment bond and contract performance bond; andubly understands the stipulations, requiremantsprovisions. The
undersigned bidder agrees to bound upon his executf the bid and subsequent award to him by thpaBment of
Transportation in accordance with this proposgrtivide the necessary contract payment bond andaobmperformance bond
within fourteen days after the written notice ofamdis received by him. The undersigned Biddethirragrees to provide all
necessary machinery, tools, labor, and other mefacnstruction; and to do all the work and to felnall materials, except as
otherwise noted, necessary to perform and comgietsaid contract in accordance wiitle 2012 Standard Specifications for
Roads and Sructures by the dates(s) specified in the Project Speaia¥iBions and in accordance with the requiremehtse
Engineer, and at the unit or lump sum prices, as#se may be, for the various items given onfibets contained herein.

The Bidder shall provide and furnish all the matistimachinery, implements, appliances and toald,peerform the work and
required labor to construct and complete this emttifor the unit or lump sum prices, as the casg be, bid by the Bidder in
his bid and according to the proposal, plans, gretiications prepared by said Department, whiabppsal, plans, and
specifications show the details covering this mtpjand hereby become a part of this contract.

The published volume entitlddorth Carolina Department of Transportation, Raleigh, Standard Specifications for Roads and
Structures, January 2012 with all amendments and supplements thereto, isfleyence incorporated into and made a part of this
contract; that, except as herein modified, alldbestruction and work included in this contradbi®e done in accordance with
the specifications contained in said volume, andradments and supplements thereto, under the dineatithe Engineer.

If the proposal is accepted and the award is nthdegontract is valid only when signed either by @ontract Officer or such
other person as may be designated by the Sectetaign for the Department of Transportation. Theditions and provisions
herein cannot be changed except over the signattine said Contract Officer or Division Engineer.

The quantities shown in the itemized proposal lfier project are considered to be approximate ordyaaa given as the basis
for comparison of bids. The Department of Trantgimn may increase or decrease the quantity ofiteny or portion of the
work as may be deemed necessary or expedient.

An increase or decrease in the quantity of an w@imot be regarded as sufficient ground for acr@ase or decrease in the unit
prices, nor in the time allowed for the completafrihe work, except as provided for the contract.

Accompanying this bid is a bid bond secured byrpa@te surety, or certified check payable to ttdeoof the Department of
Transportation, for five percent of the total bidcp, which deposit is to be forfeited as liquidhtltamages in case this bid is
accepted and the Bidder shall fail to provide trepuired payment and performance bonds with the ffrapat of Transportation,
under the condition of this proposal, within 14ecadar days after the written notice of award igired by him, as provided in
the Standard Specifications; otherwise said depolibe returned to the Bidder.
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INSTRUCTIONS TO BIDDERS

PLEASE READ ALL INSTRUCTIONS CAREFULLY
BEFORE PREPARING AND SUBMITTING YOUR BID.

All bids shall be prepared and submitted in accordace with the following requirements. Failure to cenply with
any requirement may cause the bid to be considerdédegular and may be grounds for rejection of the hd.

TRADITIONAL PAPER BIDS:

1.
2.
3.

4,

10.

11.

12.
13.

14.

Download the entire proposal from tBennect NCDOT websiteandreturn the entire proposal with your bid.
All entries on the itemized proposal sheet (bidrfpshall be written in ink or typed.
The Bidder shall submit a unit price for every itemthe itemized proposal sheet. The unit prioeshfe various contract items
shall be written in figuresUnit prices shall be rounded off by the Bidder ¢éotain no more than FOUR decimal places.
An amount bid shall be entered on the itemized gsapsheet for every item. The amount bid for eh shall be determined
by multiplying each unit bid by the quantity foathitem, and shall be written in figures in the "dumt" column of the form.
The total amount bid shall be written in figuregtie proper place on the bid form. The total anhdnigh shall be determined by
adding the amounts bid for each item.
Changes to any entry shall be made by marking tiirdhe entry in ink and making the correct entripeeht thereto in ink. A
representative of the Bidder shall initial the apaim ink. Do not use correction fluid, correcttape or similar product to make
corrections.
The bid shall be properly executed on the incluglrdcution of Bid — Non-collusion Affidavit, Debarment Certification and
Gift Ban Certification form. All bids shall show the following informati:
a. Name of corporation, partnership, limited liabiltgmpany, joint venture, individual or firm, subtirig bid.

Corporations that have a corporate seal shoaldde it on the bid.
b. Name of individual or representative submitting &idi position or title held on behalf of the bidder
c. Name, signature, and position or title of witness.
d. Completed attestation by Notary Public
Note: Signer, Witness and Notary Public must beifferent individuals.
The bid shall not contain any unauthorized add#jateletions, or conditional bids.
The Bidder shall not add any provision reservirg tilght to accept or reject an award, or to emt&r & contract pursuant to an
award.
The Form entitled “LISTING OF DBE SUBCONTRACTORSJ}; “LISTING OF MBE/WBE SUBCONTRACTORS”, must be
filled out for Subcontractors submitting quotesiark on this contract. The Contractor shall thehrsit this form with the bid
package.
THE PROPOSAL WITH THE ITEMIZED PROPOSAL SHEET ATTAC HED SHALL BE PLACED IN A SEALED
ENVELOPE AND SHALL BE DELIVERED TO AND RECEIVED IN THE NCDOT DIVISION PROPOSALS
ENGINEER’'S OFFICE AT 558 GILLESPIE STREET, FAYETTEV ILLE, N. C. 28301 BY 2:00 P.M.,JULY 19, 2017.
The sealed bid envelope must display the bidding @tractor’s name and address on the front.
The sealed bid must display the following statenoenthe front of the sealed envelope:

QUOTATION FOR DF00171 — WBS 44412
WIDENING, GRADING, PAVING, DRAINAGE & PVT. MKGS.
TO BE OPENED AT 2:00 P.M. ON WEDNESDAY, JULY 19, 2a7

If delivered by mail, the sealed envelope shalplaeed in another sealed envelope and the outelagesshall be addressed as
follows:

N. C. DEPARTMENT OF TRANSPORTATION
R. ALLEN WADDELL, P.E.

P.0. BOX 1150

FAYETTEVILLE, NC 28302

OPTIONAL COMPUTER BID PREPARATION:

1. Allinstructions given above for completing andureing TRADITIONAL PAPER BIDS apply, except as nifted by the
provision ‘ELECTRONIC BIDDING (Division Contracts) ", if applicable.

2. Expedite software necessary for electronic bid arejion may be downloaded from the Connect NCDO®bsite at:
https://connect.ncdot.gov/letting/Pages/EBS-Infdiamaspx
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PROJECT SPECIAL PROVISIONS

ELECTRONIC BIDDING (Division Contracts):
(05-13-16) 102 SPD 01-055

The bidder has the option to prepare and submg bidone of three methods; electronically usingdhdine system Bid
Express®, electronic bid preparation with manudivdey, or traditional paper bid. All bids shak fprepared and submitted in
accordance with the following requirements. Failiarcomply with any requirement may cause thedoisk considered irregular
and may be grounds for rejection of the bid.

(A) Electronic On-Line Bids thru Bid Express®

For preparing and submitting the bid electronica#ling the on-line system Bid Express®, refer toofe 102-8(B) of the2012
Standard Specifications.

Bidders that bid electronically on Raleigh Centrat-projects will need a separate Digital Signatiuoen Bid Express® for
Division Contracts.

(B) Electronic Bid Preparation with Manual Delivery

For electronic bid preparation with manual delivehe bidder shall download the Expedite prograsmfthe NCDOT “Project
Letting” website and download the appropriate @pstronic file of line items and quantities unigoesach project from the
Division Office’s website. The only entries intoet program which will be permitted by the biddee #ve applicable unit or
lump sum prices for those items which must be bidrder to provide a complete bid for the projectd any MBE/WBE or
DBE participation in the appropriate section of Ehgedite program. The computer generated itenpreposal sheets shall be
printed and signed by a duly authorized represepetah accordance with Subarticle 102-8(A)(8) ot 2012 Sandard
Soecifications. The computer generated itemized proposal sliesdts bid file) shall also be copied to an extedw®lice (i.e.
compact disk (CD), USB flash drive) furnished bg thidder and shall be submitted to the Departméhttive bid. This set of
itemized proposal sheets, MBE/WBE or DBE informatiexternal device and the correct proposal, wifistitute the bid and
shall be delivered to the contracting Division ©dfior location specified in the INSTRUCTIONS TO BIERS. |If the bidder
submits their bid on computer generated itemizegp@sal sheets, bid prices shall not be writterheritemized proposal sheets
bound in the proposal.

In the case of discrepancy between the unit or lamp prices submitted on the itemized proposaltshe® those contained
on the CD furnished by the bidder, the unit or lusum prices submitted on the printed and signedizied proposal sheets
shall prevail. Changes to any entry on the compgeaerated itemized proposal sheets shall be imagecordance with the
requirements of the INSTRUCTIONS TO BIDDERS.

© Traditional Paper Bids

Bids may also be submitted by paper means peNS8&@RUCTIONS TO BIDDERS.

DIVISION LET CONTRACT PREQUALIFICATION:
(07-01-14)(12-1-16) SPD 01-410

Any firm that wishes to bid as a prime contractoalsbe prequalified as a Bidder or PO Prime Cattraprior to submitting a
bid. Information regarding prequalification canfband athttps://connect.ncdot.gov/business/Prequal/Padeasitiaspx

Prior to performing the work, the prime contrachod/or subcontractor(s) shall be prequalified mwork code(s) which are
identified as work items in the prime contractoctnstruction progress schedule that they will catgthemselves. Any
contractor identified as working outside their extise may be considered in default of contract.

BOND REQUIREMENTS:
(06-01-16) 102-8, 102-10 SPD 01-420A

A Bid Bond is required in accordance with Article 102-10 of tB@12 Standard Specifications for Roads and Structures.

Contract Payment and Performance Bonds are requireth accordance with Article 103-7 of tB812 Sandard Specifications
for Roads and Structures.
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AUTHORITY OF THE ENGINEER:
(01-30-14) 105-1 SPD 01-460

The Engineer for this project shall be the Divistmgineer, Division 6, Division of Highways, Nor@arolina Department of
Transportation, acting directly or through his daiythorized representativ8.he Resident Engineer for this project shall be
Donavon Hunt.

The Engineer will decide all questions which mageaas to the quality and acceptability of workfgrned and as to the rate
of progress of the work; all questions which mageaas to the interpretation of the contract; dhgueestions as to the acceptable
fulfillment of the contract on the part of the Cautor. His decision shall be final and he shaléhexecutive authority to
enforce and make effective such decisions and s&aethe Contractor fails to carry out promptly.

CONTRACT TIME AND LIQUIDATED DAMAGES:
(7-1-95) (Rev. 12-18-07) 108 SP1G10 A

The date of availability for this contract&eptember 15, 2017

The completion date for this contractkarch 14, 2019

Except where otherwise provided by the contractenlation periods required by the contract will beta part of the work to
be completed by the completion date and/or interatedontract times stated in the contract. Tiveptable completion of the
observation periods that extend beyond the finedpietion date shall be a part of the work covergdhle performance and
payment bonds.

The liquidated damages for this contractRine Hundred Dollars ($500.00)per calendar day.

INTERMEDIATE CONTRACT TIME NUMBER 1 AND LIQUIDATED DAMAGES:
(7-1-95) (Rev. 2-21-12) 108 SP1G13 A

Except for that work required under the Project cBdeProvisions entitle@lanting, Reforestation and/or Permanent
Vegetation Establishment, included elsewhere in this proposal, the Contraetll be required to complete all work included
in this contract and shall place and maintainitafh same.

The date of availability for this intermediate qat time isSeptember 15, 2017

The completion date for this intermediate conttmee isSeptember 14, 2018

The liquidated damages for this intermediate cahtiene arg-ive Hundred Dollars ($500.00per calendar day.

Upon apparent completion of all the work requiredé completed by this intermediate date, a fimgéection will be held

in accordance with Article 105-17 and upon accegathe Department will assume responsibility foe maintenance of
all work exceptPlanting, Reforestation and/or Permanent Vegetation Establishment. The Contractor will be responsible
for and shall make corrections of all damages éocttmpleted roadway caused by his planting op&stishether occurring

prior to or after placing traffic through the prcije

INTERMEDIATE CONTRACT TIME NUMBER 2 AND LIQUIDATED DAMAGES:
(2-20-07) 108 SP1G14 A

The Contractor shall complete the required worknetalling, maintaining, and removing the traffiontrol devices for lane
closures and restoring traffic to the existingficgbattern as stated below during the followingeirestrictions:

DAY AND TIME RESTRICTIONS

Monday thru Friday
6:00 A.M. thru 8:00 A.M
4:30 P.M. thru 6:00 P.M.
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In addition, the Contractor shall not close or nara lane of traffic ol85R 1714 (RIVER ROAD) detain and/or alter the traffic
flow on or during holidays, holiday weekends, spkevents, or any other time when traffic is unllguzeavy, including the
following schedules:

HOLIDAY AND HOLIDAY WEEKEND LANE CLOSURE RESTRICTIONS

1. Forunexpected occurrencehat creates unusually high traffic volumes, asaled by the Engineer.

2. ForNew Year's Day between the hours 600 A.M. December 31st ar@l00 P.M. January 2nd. If New Year's Day
is on a Friday, Saturday, Sunday or Monday, theih 8190 P.M. the following Tuesday.

3. ForEaster, between the hours 6f00 A.M. Thursday an®:00 P.M. Monday.

4, ForMemorial Day, between the hours 600 A.M. Friday and:00 P.M. Tuesday.

5. Forindependence Daybetween the hours 6f00 A.M. the day before Independence Day ar@ P.M. the day after

Independence Day.

If Independence Dayis on a Friday, Saturday, Sunday or Monday, tretwéen the hours &:00 A.M. the Thursday
before Independence Day ad®0 P.M.the Tuesday after Independence Day.

6. ForLabor Day, between the hours 6f00 A.M. Friday and:00 P.M. Tuesday.
7. ForThanksgiving Day, between the hours 6f00 A.M. Tuesday an@:00 P.M. Monday.
8. For Christmas, between the hours @00 A.M. the Friday before the week of Christmas Day ar@0 P.M. the

following Tuesday after the week of Christmas Day.

Holidays and holiday weekends shall include Newr$e&aster, Memorial Day, Independence Day, L&#y, Thanksgiving,
and Christmas. The Contractor shall schedule bik wo that lane closures will not be required migihese periods, unless
otherwise directed by the Engineer.

The time of availability for this intermediate coantt work shall be the time the Contractor begmstall all traffic control
devices for lane closures according to the timeioti®ns listed herein.

The completion time for this intermediate contnaotk shall be the time the Contractor is requieddmplete the removal of
all traffic control devices for lane closures acting to the time restrictions stated above andepteadfic in the existing traffic
pattern.

The liquidated damages dfeve Hundred Dollars ($ 500.00per hour.

DELAY IN RIGHT OF ENTRY:
(7-1-95) (Rev. 7-15-14) 108 SP1G22

The Contractor will not be allowed right of entoythe following parcel(s) prior to the listed daje(nless otherwise permitted
by the Engineer.

Parcel No Property Owner Date
026SR1714 0O( River Bend Cc 15Sep 1
026SR1714 0O( Gilbert Smith Family LLC 15Sep 1
026SR1714 0O( Gilbert Smith Family LLC 15Sep 1
026SR1714 0O( Mark G. Gilber 15Sep 1

026SR1714 0OC Elton and Tonette Lor 15Sep 1
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PROSECUTION AND PROGRESS:
(3-16-10) 108 SPD 1-700

The Contractor shall pursue the work diligentlyhwivorkmen in sufficient numbers, abilities, and exwsion, and with
equipment, materials, and methods as may be reguwiromplete the work described in the contradhleycompletion date and
in accordance with th2012 Sandard Specifications.

The Contractor's operations are restricted to gayhours. No work may be performed on Sundayslegal State holidays,
unless otherwise approved by the Engineer. WosH sinly be performed when weather and visibilipnditions allow safe
operations.

PERMANENT VEGETATION ESTABLISHMENT:
(2-16-12) (Rev. 10-15-13) 104 SP1 G16

Establish a permanent stand of the vegetation mgxthown in the contract. During the period betwenstial vegetation
planting and final project acceptance, perforrnaitk necessary to establish permanent vegetatiail @nodible areas within
the project limits, as well as, in borrow and wapits. This work shall include erosion control @evmaintenance and
installation, repair seeding and mulching, supplaaeseeding and mulching, mowing, and fertilizgrdressing, as directed.
All work shall be performed in accordance with #pplicable section of th2012 Standard Specifications. All work required
for initial vegetation planting shall be performad a part of the work necessary for the compledioth acceptance of the
Intermediate Contract Time (ICT). Between the tiofdCT and Final Project acceptance, or otherwiferred to as the
vegetation establishment period, the Departmeritheilresponsible for preparing the required Natidtalutant Discharge
Elimination System (NPDES) inspection records.

Once the Engineer has determined that the permamgrtation establishment requirement has beerewthiat an 80%

vegetation density (the amount of established &tmet per given area to stabilize the soil) anceramlible areas exist within
the project limits, the Contractor will be notifiéd remove the remaining erosion control devices #re no longer needed.
The Contractor will be responsible for, and shaffrect any areas disturbed by operations perforim@ermanent vegetation
establishment and the removal of temporary erosoorrol measures, whether occurring prior to cergflacing traffic on the

project.

Payment foResponse for Erosion Control, Seeding and Mulching, Repair Seeding, Supplemental Seeding, Mowing, Fertilizer
Topdressing, Sit Excavation, and Sone for Erosion Control will be made at contract unit prices for the aféecttems. Work
required that is not represented by contract tera$ will be paid in accordance with Articles 10dr104-3 of th012 Sandard
Soecifications. No additional compensation will be made for neiance and removal of temporary erosion conteahst

RAILROAD GRADE CROSSING:
(7-1-95) (Rev. 1-15-13) 107-9 SP1 G17R

Provide at least 2 weeks advance notice to theaails local Roadmaster or Track Supervisor wherugte of slow-moving or
stopped equipment is required over at-grade ralloassings.

FUEL PRICE ADJUSTMENT:
(11-15-05) (Rev. 2-18-14) 109-8 SP1G43

Revise the2012 Sandard Specifications as follows:

Page 1-83, Article 109-8, Fuel Price Adjustmentsdd the following:

The base index price for DIESEL #2 FUEL$s1.6823per gallon. Where any of the following are in@ddas pay items in
the contract, they will be eligible for fuel priegjustment.

The pay items and the fuel factor used in calaudgtidjustments to be made will be as follows:

Description Units Fuel Usage
Factor Diesel
Unclassified Excavatic Gal/CY 0.2¢
Borrow Excavatio Gal/CY 0.2¢
Class IV Subgrade Stabilizati Gal/Tor 0.5t

Aggregate Base Coul Gal/Tor 0.5t
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Asphalt Concrete Base Course, Type_ Gal/Tor 2.9C
Asphalt Concrete Intermediate Course, Type Gal/Tor 2.9C
Asphalt Concrete Surface Course, Type _ Gal/Tor 2.9C
Sand Asphalt Surface Course, Type _ Gal/Tor 2.9C
MINORITY BUSINESS ENTERPRISE AND WOMEN BUSINESS ENTERPRISE (DIVISIONS):
(10-16-07)(Rev. 1-17-17) 102-15(J) SP1 G67
Description

The purpose of this Special Provision is to camy the North Carolina Department of Transportagopblicy of ensuring
nondiscrimination in the award and administratibeantracts financed in whole or in part with Stateds.

Definitions

Additional MBE/WBE Subcontractors - Any MBE/WBE submitted at the time of bid that wilbt be used to meet either the
MBE or WBE goal. No submittal of a Letter of Intés required.

Committed MBE/WBE Subcontractor - Any MBE/WBE submitted at the time of bid thatbsing used to meet either the MBE
or WBE goal by submission of a Letter of Intent: 80y MBE or WBE used as a replacement for a pusijocommitted MBE
or WBE firm.

Contract Goals Requirement - The approved MBE and WBE participation at tinhi@ward, but not greater than the advertised
contract goals for each.

Goal Confirmation Letter - Written documentation from the Department to tidelér confirming the Contractor's approved,
committed MBE and WBE participation along with stilhg of the committed MBE and WBE firms.

Manufacturer - A firm that operates or maintains a factory stablishment that produces on the premises, theriabst or
supplies obtained by the Contractor.

MBE Goal - A portion of the total contract, expressed as acqrenge, that is to be performed by committed MBE
subcontractor(s).

Minority Business Enterprise (MBE) - A firm certified as a Disadvantaged Minority-OwhBusiness Enterprise through the
North Carolina Unified Certification Program.

Regular Dealer - A firm that owns, operates, or maintains a ster@rehouse, or other establishment in which theerasds or
supplies required for the performance of the canttee bought, kept in stock, and regularly soltheopublic in the usual course
of business. A regular dealer engages in, agiitgipal business and in its own name, the purclaasksale or lease of the
products in question. A regular dealer in suctk liteins as steel, cement, gravel, stone, and petroproducts need not keep
such products in stock, if it owns and operatesidigion equipment for the products. Brokers padkagers are not regarded
as manufacturers or regular dealers within the imegaaf this section.

North Carolina Unified Certification Program (NCUCP) - A program that provides comprehensive servicgsiaformation to
applicants for MBE/WBE certification. The MBE/WBfirogram follows the same regulations as the fed@isddvantaged
Business Enterprise (DBE) program in accordande $8tCFR Part 26.

United Sates Department of Transportation (USDOT) - Federal agency responsible for issuing reguiat{d9 CFR Part 26) and
official guidance for the DBE program.

WBE Goal - A portion of the total contract, expressed as eaceenge, that is to be performed by committed WBE
subcontractor(s).

Women Business Enterprise (WBE) - A firm certified as a Disadvantaged Women-OwnediBess Enterprise through the North
Carolina Unified Certification Program.

Forms and Websites Referenced in this Provision

Payment Tracking System - On-line system in which the Contractor enteesghyments made to MBE and WBE subcontractors
who have performed work on the project.
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https://apps.dot.state.nc.us/Vendor/PaymentTratking

DBE-IS Subcontractor Payment Information - Form for reporting the payments made to all MBE/WBEs working on the
project. This form is for paper bid projects only.
https://connect.ncdot.gov/business/Turnpike/DocusiEnrm%20DBE-1S%20Subcontractor%20Payment%20Inddion. pdf

RF-1 MBE/WBE Replacement Request Form - Form for replacing a committed MBE or WBE.
http://connect.ncdot.gov/projects/construction/Qarction%20Forms/DBE%20MBE %20WBE%20Replacement% 20Rst

%20Form.pdf

SAF Subcontract Approval Form - Form required for approval to sublet the contract
http://connect.ncdot.gov/projects/construction/@arction%20Forms/Subcontract%20Approval%20Form%20R202012.z

ip

JC-1Joint Check Notification Form - Form and procedures for joint check notificatiofhe form acts as a written joint check
agreement among the parties providing full and ptaisclosure of the expected use of joint checks.
http://connect.ncdot.gov/projects/construction/@arction%20Forms/Joint%20Check%20Notification %2 G grdf

Letter of Intent - Form signed by the Contractor and the MBE/WBEcsulractor, manufacturer or regular dealer thatra$
that a portion of said contract is going to be gened by the signed MBE/WBE for the amount listetha time of bid.
http://connect.ncdot.gov/letting/LetCentral/L ett&06f%20Intent%20t0%20Perform%20as%20a%20Subcontradf

Listing of MBE and WBE Subcontractors Form - Form for entering MBE/WBE subcontractors on a priojaat will meet this
MBE and WBE goals. This form is for paper bidsyonl
http://connect.ncdot.gov/municipalities/Bid%20Prsals%20for%20LGA%20Content/09%20MBE-
WBE%20Subcontractors%20(State).docx

Subcontractor Quote Comparison Sheet - Spreadsheet for showing all subcontractor quotésdiwork areas where MBEs and
WBESs quoted on the project. This sheet is subchitti¢th good faith effort packages.
http://connect.ncdot.gov/business/SmallBusinessibents/DBE%20Subcontractor%20Quote%20ComparisonXe20gle.
xls

MBE and WBE Goal

The following goals for participation by MinorityuBiness Enterprises and Women Business Enterprisestablished for this
contract:

(A) Minority Business Enterprise8.0 %

(1) If the MBE goal is more than zero, the Contractor shall exercise all necessary aadanable steps to ensure
that MBEs participate in at least the percent ef¢bntract as set forth above as the MBE goal.

(2) If the MBE goal is zero, the Contractor shall make an effort to recrud ase MBEs during the performance
of the contract. Any MBE participation obtainecHlioe reported to the Department.

(B) Women Business Enterprise® %
(1) If the WBE goal is more than zero, the Contractor shall exercise all necessary aadanable steps to ensure
that WBEs participate in at least the percent efdbntract as set forth above as the WBE goal.

(2) If the WBE goal is zero, the Contractor shall make an effort to recrud ase WBESs during the performance
of the contract. Any WBE patrticipation obtaineclstbe reported to the Department.

Directory of Transportation Firms (Directory)

Real-time information is available about firms dpiousiness with the Department and firms that aréfied through NCUCP
in the Directory of Transportation Firms. Onlynfis identified in the Directory as MBE and WBE dést shall be used to meet
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the MBE and WBE goals respectively. The Directorgan be found at the following link.
https://partner.ncdot.gov/VendorDirectory/defautnh

The listing of an individual firm in the directoshall not be construed as an endorsement of tmésficapability to perform
certain work.

Listing of MBE/WBE Subcontractors

At the time of bid, bidders shall submit all MBEcBWBE participation that they anticipate to usemythe life of the contract.
Only those identified to meet the MBE goal andWigE goal will be considered committed, even thotinghlisting shall include
both committed MBE/WBE subcontractors and additiéhBE/WBE subcontractors. Any additional MBE/WBHExontractor
participation submitted at the time of bid will beed toward overall race-neutral goals. Only tHioses with current MBE and
WBE certification at the time of bid opening wilkebacceptable for listing in the bidder's submitthIMBE and WBE

participation. The Contractor shall indicate thiofwing required information:

(A) If either the MBE or WBE goal is more than zero,

(1) Bidders, at the time the bid proposal is sutedijtshall submit a listing of MBE/WBE participatidncluding
the names and addresseslogting of MBE and WBE Subcontractors contained elsewhere in the contract
documents in order for the bid to be considerepgamsive. Bidders shall indicate the total dollalue of the
MBE and WBE patrticipation for the contract.

(2) If bidders have no MBE or WBE participationgyhshall indicate this on thieisting of MBE and WBE
Subcontractors by entering the word “None” or the number “0.” itfiorm shall be completed in its entirety.
Blank forms will not be deemed to represent zero pécipation. Bids submitted that do not have MBE and
WBE participation indicated on the appropriate fauth not be read publicly during the opening oflki The
Department will not consider these bids for award tne proposal will be rejected.

3) The bidder shall be responsible for ensurireg the MBE/WBE is certified at the time of bid byecking the
Directory of Transportation Firms. If the firm m®t certified at the time of the bid-letting, tHdBE’s or
WBE's participation will not count towards achiegithe corresponding goal.

(B) If either the MBE or WBE goal is zero, entries on thé&isting of MBE and WBE Subcontractors are not required for the
zero goal, however any MBE or WBE participationttisaachieved during the project shall be repontegiccordance
with requirements contained elsewhere in the sppoiision.

MBE or WBE Prime Contractor

When a certified MBE or WBE firm bids on a contr#wat contains MBE and WBE goals, the firm is respole for meeting
the goals or making good faith efforts to meetdbals, just like any other bidder. In most casel8|BE or WBE bidder on a
contract will meet one of the goals by virtue df thiork it performs on the contract with its owndes. However, all the work
that is performed by the MBE or WBE bidder and ather similarly certified subcontractors will couotvard the goal. The
MBE or WBE bidder shall list itself along with abBE or WBE subcontractors, if any, in order to rigeecredit toward the
goals.

For example, on a proposed contract, the WBE goh0%, and the MBE goal is 8%. A WBE bidder pata bid where they
will perform 40% of the contract work and have a BV&ibcontractor which will perform another 5% af thiork. Together the
two WBE firms submit on theisting of MBE and WBE Subcontractors a value of 45% of the contract which fulfills tihéBE
goal. The 8% MBE goal shall be obtained throughBfarticipation with MBE certified subcontractorsdmcumented through
a good faith effort. It should be noted that yammot combine the two goals to meet an overalleallihe two goals shall
remain separate.

MBE/WBE prime contractors shall also follow Secsoh or B listed undetisting of MBE/WBE Subcontractors just as a non-
MBE/WBE bidder would.

Written Documentation — Letter of Intent
The bidder shall submit written documentation facke MBE/WBE that will be used to meet the MBE anBE\goals of the

contract, indicating the bidder’s commitment to ttse MBE/WBE in the contract. This documentatibalsbe submitted on
the Department’s form titleHetter of Intent.
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The documentation shall be received in the offitéhe Engineer no later than 2:00 p.m. of the fifflendar day following
opening of bids, unless the fifth day falls on $&&y, Sunday or an official state holiday. In thifation, it is due in the office
of the Engineer no later than 10:00 a.m. on the official state business day.

If the bidder fails to submit the Letter of Intdndm each committed MBE and WBE to be used towaedMBE and WBE
goals, or if the form is incomplete (i.e. both ggures are not present), the MBE/WBE participatioth not count toward
meeting the MBE/WBE goal. If the lack of this peipiation drops the commitment below either the MBBANBE goal, the
Contractor shall submit evidence of good faith ffdor the goal not met, completed in its entirétpthe Engineer no later than
2:00 p.m. of the eighth calendar day following dpgrof bids, unless the eighth day falls on Satyr&unday or an official
state holiday. In that situation, it is due in tiféce of the Engineer no later than 10:00 a.mttennext official state business
day.

Banking MBE/WBE Credit

If the bid of the lowest responsive bidder exce®830,000 and if the committed MBE/WBE participatiubmitted by Letter

of Intent exceeds the algebraic sum of the MBE @&BAjoal by $1,000 or more, the excess will be plame deposit by the
Department for future use by the bidder. Sepaateunts will be maintained for MBE and WBE papation and these may
accumulate for a period not to exceed 24 months.

When the apparent lowest responsive bidder faigitnit sufficient participation by MBE firms to etethe contract goal, as
part of the good faith effort, the Department widhsider allowing the bidder to withdraw funds teenthe MBE goal as long
as there are adequate funds available from theBgllBE bank account.

When the apparent lowest responsive bidder faititonit sufficient participation by WBE firms to etehe contract goal, as
part of the good faith effort, the Department withsider allowing the bidder to withdraw funds teenthe WBE goal as long
as there are adequate funds available from thetgld/BE bank account.

Submission of Good Faith Effort

If the bidder fails to meet or exceed either theBVild the WBE goal, the apparent lowest respondiigeln shall submit to the
Department documentation of adequate good faitirtsfimade to reach that specific goal(s).

One complete set ar@lcopies of this information shall be received ie tifice of the Engineer no later than 2:00 p.nthef
fifth calendar day following opening of bids, urddke fifth day falls on Saturday, Sunday or aicif state holiday. In that
situation, it is due in the office of the Engineerlater than 10:00 a.m. on the next official statsiness day.

Note: Where the information submitted includeset#jous solicitation letters, it will be acceptalib submit a representative
letter along with a distribution list of the firntisat were solicited. Documentation of MBE/WBE at@ins shall be a part of
the good faith effort submittal. This documentatinay include written subcontractor quotationsgghbne log notations of
verbal quotations, or other types of quotation doentation.

Consideration of Good Faith Effort for Projects with MBE/WBE Goals More Than Zero

Adequate good faith efforts mean that the biddek tall necessary and reasonable steps to achievgod which, by their
scope, intensity, and appropriateness, could redtyhe expected to obtain sufficient MBE/WBE papation. Adequate good
faith efforts also mean that the bidder activelgt aggressively sought MBE/WBE patrticipation. Mpre forma efforts are not
considered good faith efforts.

The Department will consider the quality, quantéyd intensity of the different kinds of effortbidder has made. Listed below
are examples of the types of actions a biddertal# in making a good faith effort to meet the g@aid are not intended to be
exclusive or exhaustive, nor is it intended to lmeaandatory checklist.

(A) Soliciting through all reasonable and availatleans (e.g. attendance at pre-bid meetings, &imgrtwritten notices,
use of verifiable electronic means through theaishe NCDOT Directory of Transportation Firms) theerest of all
certified MBES/WBEs that are also prequalified srdcactors. The bidder must solicit this intensghin at least
10 days prior to bid opening to allow the MBEs/WBiEgsespond to the solicitation. Solicitation $habvide the
opportunity to MBES/WBEs within the Division andreaunding Divisions where the project is locatéthe bidder
must determine with certainty if the MBES/WBEs améerested by taking appropriate steps to follow initial
solicitations.
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(B)

(©)

(D)

(E)

(F)

(G)

(H)

(1

Selecting portions of the work to be perfornydVIBES/WBES in order to increase the likelihoodttthe MBE and
WBE goals will be achieved.

() Where appropriate, break out contract work #efnto economically feasible units to facilitate
MBE/WBE participation, even when the prime contoachight otherwise prefer to perform these workise
with its own forces.

(2) Negotiate with subcontractors to assume patiefesponsibility to meet the contract MBE/WBEIgovhen
the work to be sublet includes potential for MBE/®&/Barticipation (2 and ¥ tier subcontractors).

Providing interested certified MBES/WBEs thag also prequalified subcontractors with adequat@mation about
the plans, specifications, and requirements of dbetract in a timely manner to assist them in redpay to
a solicitation.

(2) Negotiating in good faith with interestedBEs/WBESs. It is the bidder’s
responsibility to make a portion of the work avbitato MBE/WBE subcontractors and suppliers angktect
those portions of the work or material needs coastswith the available MBE/WBE subcontractors and
suppliers, so as to facilitate MBE/WBE participatio Evidence of such negotiation includes the names
addresses, and telephone numbers of MBEs/WBEswéia considered; a description of the information
provided regarding the plans and specificationgtierwork selected for subcontracting; and evideascéo
why additional agreements could not be reachetMEs/WBEs to perform the work.

(2) A bidder using good business judgment wouldsater a number of factors in negotiating with sutticactors,
including MBE/WBE subcontractors, and would taki@ma'’s price and capabilities as well as contrashlg
into consideration. However, the fact that themyrne some additional costs involved in finding asthg
MBES/WBEs is not in itself sufficient reason fobialder’s failure to meet the contract MBE or WBEaty)
as long as such costs are reasonable. Also, ilitg abdesire of a prime contractor to perfornetvork of a
contract with its own organization does not relidve bidder of the responsibility to make goodHfatforts.
Bidding contractors are not, however, required ¢oept higher quotes from MBEsS/WBEs if the price
difference is excessive or unreasonable.

Not rejecting MBES/WBEs as being unqualifiedhsut sound reasons based on a thorough invesiigafi their
capabilities. The bidder’s standing within itsustty, membership in specific groups, organizatiang@ssociates and
political or social affiliations (for example, umovs. non-union employee status) are not legitintateses for the
rejection or non-solicitation of bids in the biddeefforts to meet the project goal.

Making efforts to assist interested MBEs/WBE®btaining bonding, lines of credit, or insuramaserequired by the
recipient or bidder.

Making efforts to assist interested MBEs/WBIBsobtaining necessary equipment, supplies, maseral related
assistance or services.

Effectively using the services of available writty/women community organizations; minority/womeantractors’
groups; Federal, State, and local minority/womesiriess assistance offices; and other organizatisradlowed on a
case-by-case basis to provide assistance in th&traent and placement of MBEs/WBEs. Contact withidays from
the bid opening the Business Opportunity and Wanc& Development Unit &BE @ncdot.gowto give notification
of the bidder’s inability to get MBE or WBE quotes.

Any other evidence that the bidder submits whiahwshthat the bidder has made reasonable goodefdttis to meet
the MBE and WBE goal.

In addition, the Department may take into accohatfollowing:

(1) Whether the bidder’s documentation reflecttearcand realistic plan for achieving the MBE an8B\goals.

(2) The bidders’ past performance in meeting theEMiBd WBE goals.

3) The performance of other bidders in meetingNMRE and WBE goals. For example, when the apparent
successful bidder fails to meet the goals, butretheeet it, you may reasonably raise the questiovhether,
with additional reasonable efforts the apparentassful bidder could have met the goals. If thegasgnt
successful bidder fails to meet the MBE and WBEIgobhut meets or exceeds the average MBE and
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WBE participation obtained by other bidders, thg&ément may view this, in conjunction with othactors,
as evidence of the apparent successful bidder gavade a good faith effort.

If the Department does not award the contract éoatparent lowest responsive bidder, the Departnesetves the right to
award the contract to the next lowest responsigddsi that can satisfy to the Department that theeNMABd WBE goals can be
met or that an adequate good faith effort has bese to meet the MBE and WBE goals.

Non-Good Faith Appeal

The Engineer will notify the contractor verballydaim writing of non-good faith. A contractor magpeal a determination of
non-good faith made by the Goal Compliance Committéf a contractor wishes to appeal the deterngnamade by the
Committee, they shall provide written notificatido the Engineer. The appeal shall be made withliusiness days of
notification of the determination of non-good faith

Counting MBE/WBE Participation Toward Meeting MBE/W BE Goals
(A) Participation

The total dollar value of the participation by arooitted MBE/WBE will be counted toward the contraygal
requirements. The total dollar value of participaty a committed MBE/WBE will be based upon tlaéue of work
actually performed by the MBE/WBE and the actuaipants to MBE/WBE firms by the Contractor.

(B) Joint Checks

Prior notification of joint check use shall be reegd when counting MBE/WBE participation for semgcor purchases
that involves the use of a joint check. Notificatishall be through submission of Form J(Jdint Check Notification
Form) and the use of joint checks shall be in accordaviitethe Department's Joint Check Procedures.

© Subcontracts (Non-Trucking)

A MBE/WBE may enter into subcontracts. Work thddBE subcontracts to another MBE firm may be codritevard
the MBE contract goal requirement. The same hiagidg/ork that a WBE subcontracts to another WBEfirwWork
that a MBE subcontracts to a non-MBE firm does emint toward the MBE contract goal requirement.aiAgthe
same holds true for the work that a WBE subcordrach non-WBE firm. If a MBE or WBE contractorsubcontractor
subcontracts a significantly greater portion ofwek of the contract than would be expected onbss of standard
industry practices, it shall be presumed that tiBENOr WBE is not performing a commercially usefuhétion. The
MBE/WBE may present evidence to rebut this presionptio the Department. The Department's decisiorihe
rebuttal of this presumption may be subject toeevby the Office of Inspector General, NCDOT.

(D) Joint Venture

When a MBE or WBE performs as a participant iniatjgenture, the Contractor may count toward itstcact goal
requirement a portion of the total value of papadion with the MBE or WBE in the joint ventureatiportion of the
total dollar value being a distinct clearly defirgattion of work that the MBE or WBE performs with forces.

(E) Suppliers

A contractor may count toward its MBE or WBE reguirent 60 percent of its expenditures for matesats supplies
required to complete the contract and obtained &diBE or WBE regular dealer and 100 percent df ®xpenditures
from a MBE or WBE manufacturer.

(F) Manufacturers and Regular Dealers

A contractor may count toward its MBE or WBE reguirent the following expenditures to MBE/WBE firnmat are
not manufacturers or regular dealers:

(1) The fees or commissions charged by a MBE/WBfA for providing ebona fide service, such as professional,
technical, consultant, or managerial servicespiopfoviding bonds or insurance specifically regdifor the
performance of
a DOT-assisted contract, provided the fees or casions are determined to be reasonable and naisixee
as compared with fees and commissions customaialyed for similar services.
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(2) With respect to materials or supplies purchaseoch a MBE/WBE, which is neither a manufacturer ao
regular dealer, count the entire amount of feeormissions charged for assistance in the procureofi¢he
materials and supplies, or fees or transportatianges for the delivery of materials or suppliegineed on a
job site (but not the cost of the materials andoap themselves), provided the fees are determiodu
reasonable and not excessive as compared witltdegsmarily allowed for similar services.

Commercially Useful Function

(A)

(B)

MBE/WBE Utilization

The Contractor may count toward its contract geglirement only expenditures to MBEs and WBEs pleatorm a
commercially useful function in the work of a cadt. A MBE/WBE performs a commercially useful ftion when

it is responsible for execution of the work of temtract and is carrying out its responsibilitigsalstually performing,
managing, and supervising the work involved. Tdgren a commercially useful function, the MBE/WBEadl also
be responsible with respect to materials and seppised on the contract, for negotiating pricesrd@hing quality and
guantity, ordering the material and installing (wapplicable) and paying for the material its@lh determine whether
a MBE/WBE is performing a commercially useful fuoat the Department will evaluate the amount of kvor
subcontracted, industry practices, whether the atibie firm is to be paid under the contract is o@nsurate with
the work it is actually performing and the MBE/WEBEedit claimed for its performance of the work, amy other
relevant factors.

MBE/WBE Utilization in Trucking

The following factors will be used to determinaiMBE or WBE trucking firm is performing a commexity useful
function:

(1) The MBE/WBE shall be responsible for the mamagret and supervision of the entire trucking operator
which it is responsible on a particular contraod ¢here shall not be a contrived arrangement@ipurpose
of meeting the MBE or WBE goal.

(2) The MBE/WBE shall itself own and operate astaane fully licensed, insured, and operationatkrused on
the contract.

3) The MBE/WBE receives credit for the total valofethe transportation services it provides on ¢hetract
using trucks it owns, insures, and operates ugiivgrg it employs.

4) The MBE may subcontract the work to another MBEfirm, including
an owner-operator who is certified as a MBE. Téme holds true that a WBE may subcontract the werk
another WBE firm, including an owner-operator wecertified as a WBE. When this occurs, the MBE or
WBE who subcontracts work receives credit for ttaltvalue of the transportation services the suatracted
MBE or WBE provides on the contract. It shouldio¢ed that every effort shall be made by MBE andBNB
contractors to subcontract to the same certifinafiee., MBEs to MBEs and WBEs to WBES), in order t
fulfill the goal requirement. This, however, magt mlways be possible due to the limitation of §rin the
area. If the MBE or WBE firm shows a good faittioef has been made to reach out to similarly dedif
transportation service providers and there is ter@st or availability, and they can get assistdraa other
certified providers, the Engineer will not hold thgme liable for meeting the goal.

(5) The MBE/WBE may also subcontract the work twoa-MBE/WBE firm, including from an owner-operator.
The MBE/WBE who subcontracts the work to a non-MBBE is entitled to credit for the total value of
transportation services provided by the non-MBE/W4BiGcontractor not to exceed the value of tranaport
services provided by MBE/WBE-owned trucks on thetcact. Additional participation by non-MBE/WBE
subcontractors receives credit only for the feecammission it receives as aresult of the subcontra
arrangement. The value of services performed usularontract agreements between the MBE/WBE and the
Contractor will not count towards the MBE/WBE caf requirement.

(6) A MBE/WBE may lease truck(s) from an establasleguipment leasing business open to the genebéitpu
The lease must indicate that the MBE/WBE has ekatusse of and control over the truck. This reguient
does not preclude the leased truck from workingtbers during the term of the lease with the consgthe
MBE/WBE, so long as the lease gives the MBE/WBEohlte priority for use of the leased truck. Thipd
of lease may count toward the MBE/WBE's credit@®yl as the driver is under the MBE/WBE's payroll.
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(7 Subcontracted/leased trucks shall display blear the dashboard the name of the MBE/WBE thay thre
subcontracted/leased to and their own company rifitrie not identified on the truck itself. Magtiedoor
signs are not permitted.

MBE/WBE Replacement

When a Contractor has relied on a commitment tdB& Mr WBE firm (or an approved substitute MBE or B/Brm) to meet
all or part of a contract goal requirement, thetitor shall not terminate the MBE/WBE for convamge. This includes, but
is not limited to, instances in which the Contracteeks to perform the work of the terminated sotvestor with another
MBE/WBE subcontractor, a non-MBE/WBE subcontractar with the Contractor’'s own forces or those ofadfiliate. A
MBE/WBE may only be terminated after receiving Bregineer’s written approval based upon a findingadd cause for the
termination. The prime contractor must give the BANB/BE firm five (5) calendar days to respond to finiene contractor’'s
notice of termination and advise the prime contiaeind the Department of the reasons, if any, Wieyfirm objects to the
proposed termination of its subcontract and whyDbpartment should not approve the action.

All requests for replacement of a committed MBE/W#&in shall be submitted to the Engineer for apptaan Form RF-1
(Replacement Request). If the Contractor fails to follow this procedutee Contractor may be disqualified from furthetding
for a period of up to 6 months.

The Contractor shall comply with the following f@placement of a committed MBE/WBE:
(A) Performance Related Replacement

When a committed MBE is terminated for good causstated above, an additional MBE that was subthdtehe
time of bid may be used to fulfill the MBE commitnie The same holds true if a committed WBE is teated for
good cause, an additional WBE that was submittéiaeatime of bid may be used to fulfill the WBE oA good faith
effort will only be required for removing a comneitt MBE/WBE if there were no additional MBEs/WBE $siitted
at the time of bid to cover the same amount of vaxrkhe MBE/WBE that was terminated.

If a replacement MBE/WBE is not found that can perf at least the same amount of work as the tetedna
MBE/WBE, the Contractor shall submit a good faiffort documenting the steps taken. Such documientahall
include, but not be limited to, the following:

(1) Copies of written notification to MBES/WBEs tttheir interest is solicited in contracting therlwalefaulted
by the previous MBE/WBE or in subcontracting othiems of work in the contract.

(2) Efforts to negotiate with MBES/WBEs for specifiubbids including, at a minimum:

(a) The names, addresses, and telephone numbdBEs/\WBESs who were contacted.
(b) A description of the information provided to MB/WBEs regarding the plans and specifications for
portions of the work to be performed.

3) A list of reasons why MBE/WBE quotes were natepted.

4) Efforts made to assist the MBES/WBEs contadfetieded, in obtaining bonding or insurance negfliby the
Contractor.

(B) Decertification Replacement

(1) When a committed MBE/WBE is decertified by bepartment after the SAR(bcontract Approval Form)
has been received by the Department, the Departwiiiot require the Contractor to solicit replavent
MBE/WBE participation equal to the remaining wor& be performed by the decertified firm. The
participation equal to the remaining work perfornbgdhe decertified firm will count toward the comdt goal
requirement.

(2) When a committed MBE/WBE is decertified prioithe Department receiving the SASulgcontract Approval
Form) for the named MBE/WBE firm, the Contractor shtake all necessary and reasonable steps to replace
the MBE/WBE subcontractor with another similarlytdeed MBE/WBE subcontractor to perform at leds¢t
same amount of work to meet the MBE/WBE goal resugnt. If a MBE/WBE firm is not found to do the



DF00171 17 Cumberland County

same amount of work, a good faith effort must bénsitted to NCDOT (see A herein for required
documentation).

Changes in the Work

When the Engineer makes changes that result iethetion or elimination of work to be performedsbyommitted MBE/WBE,
the Contractor will not be required to seek addaigparticipation. When the Engineer makes chatiggsesult in additional
work to be performed by a MBE/WBE based upon thet@ator’'s commitment, the MBE/WBE shall participan additional
work to the same extent as the MBE/WBE particip@tetie original contract work.

When the Engineer makes changes that result ia ®idrk, which has more than a minimal impact ondb&ract amount, the
Contractor shall seek additional participation bBB&/WBES unless otherwise approved by the Engineer.

When the Engineer makes changes that result ittenatéon of plans or details of construction, anplortion or all of the work
had been expected to be performed by a committeB/MBBE, the Contractor shall seek participation bHB4/WBESs unless
otherwise approved by the Engineer.

When the Contractor requests changes in the wak régsult in the reduction or elimination of wotkat the Contractor
committed to be performed by a MBE/WBE, the Cortvashall seek additional participation by MBEs/W&Equal to the
reduced MBE/WBE participation caused by the changes

Reports and Documentation

A SAF (Subcontract Approval Form) shall be submitted for all work which is to befpemed by a MBE/WBE subcontractor.
The Department reserves the right to require cagfiestual subcontract agreements involving MBE/\&iBcontractors.

When using transportation services to meet theraohtommitment, the Contractor shall submit a pseg trucking plan in
addition to the SAF. The plan shall be submittedrgo beginning construction on the project. Tten shall include the names
of all trucking firms proposed for use, their cigctition type(s), the number of trucks owned byftim, as well as the individual
truck identification numbers, and the line itent{e)ng performed.

Within 30 calendar days of entering into an agreeméth a MBE/WBE for materials, supplies or seed¢ not otherwise
documented by the SAF as specified above, the &dnotr shall furnish the Engineer a copy of the agrent. The
documentation shall also indicate the percenta@® (6r 100%) of expenditures claimed for MBE/WBEdite

Reporting Minority and Women Business Enterprise Paicipation

The Contractor shall provide the Engineer with ecoanting of payments made to all MBE and WBE firmsluding material
suppliers and contractors at all levels (primecenlractor, or second tier subcontractor). Theoanting shall be furnished to
the Engineer for any given month by the end offthiewing month. Failure to submit this informati@accordingly may result
in the following action:

(A) Withholding of money due in the next partialypsstimate; or

(B) Removal of an approved contractor from the pedified bidders’ list or the removal of other e¢s from the approved
subcontractors list.

While each contractor (prime, subcontractor, 2red subcontractor) is responsible for accurate adaog of payments to
MBEs/WBEsS, it shall be the prime contractor’s rasfbility to report all monthly and final paymemformation in the correct
reporting manner.

Failure on the part of the Contractor to submit tequired information in the time frame specifiegynresult in the
disqualification of that contractor and any affiéaompanies from further bidding until the reqdineformation is submitted.

Failure on the part of any subcontractor to sulimt required information in the time frame spedifimay result in the
disqualification of that contractor and any affidéacompanies from being approved for further wankfudure projects until the
required information is submitted.

Contractors reporting transportation services glediby non-MBE/WBE lessees shall evaluate the valliservices provided
during the month of the reporting period only.
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At any time, the Engineer can request written ieatfon of subcontractor payments.
The Contractor shall report the accounting of paysiérough the Department’'s DBE Payment Trackiysjesn.

Failure to Meet Contract Requirements

Failure to meet contract requirements in accordateSubarticle 102-15(J) of tH2912 Standard Specifications may be cause
to disqualify the Contractor.

CONTRACTOR'S LICENSE REQUIREMENTS:
(7-1-95) 102-14 SP1G88

If the successful bidder does not hold the projgenke to perform any plumbing, heating, air caading, or electrical work in
this contract, he will be required to sublet sudnkato a contractor properly licensed in accordawitle Article 2 of Chapter 87
of the General Satutes (licensing of heating, plumbing, and air conditimgicontractors) andrticle 4 of Chapter 87 of the
General Satutes (licensing of electrical contractors).

SUBSURFACE INFORMATION:
(7-1-95) 450 SP1 G112 A

There isno subsurface information available on this proje€he Contractor shall make his own investigatiorsufsurface
conditions.

LOCATING EXISTING UNDERGROUND UTILITIES:
(3-20-12) 105 SP1 G115

Revise the2012 Sandard Specifications as follows:
Page 1-43, Article 105-8, line 28, after the firgentenceadd the following:

Identify excavation locations by means of pre-magkivith white paint, flags, or stakes or providgpacific written description
of the location in the locate request.

RESOURCE CONSERVATION AND ENV. SUSTAINABLE PRACTICE S:
(5-21-13) (Rev. 5-19-15) 104-13 SP1 G118

In accordance with North Carolina Executive Orde8,INCGS 130A-309.14(3), and NCGS 136-28.8, ihesdbjective of the
Department to aid in the reduction of material$ terome a part of our solid waste stream, to tiveterials from landfills, to
find ways to recycle and reuse materials, to camséhd minimize, where economically feasible, theirenmental impacts
associated with agency land use and acquisitionstagction, maintenance and facility managementttier benefit of the
Citizens of North Carolina.

To achieve the mission of reducing environmentglaots across the state, the Department is comnhiti@epporting the efforts
to initiate, develop and use products and constuehethods that incorporate the use of recyclelid svaste products and
environmentally sustainable practices in accordaviteArticle 104-13 of th&dandard Specifications.

Report the quantities of reused or recycled mdseeither incorporated in the project or diverteshf landfills and any practice
that minimizes the environmental impact on the ggbpnnually on the Project Construction ReuseRed/cling Reporting
Form. The Project Construction Reuse and RecydRegorting Form and a location tool for local rémg facilities are
available athttp://connect.ncdot.gov/resources/Environmenta@BANorth-Carolina-Recycling-Locations.aspx.

Submit the Project Construction Reuse and Recyclifgporting Form by August 1 annually to
valuemanagementunit@ncdot.gokor questions regarding the form or reportingage contact the State Value Management
Engineer at 919-707-4810.
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DOMESTIC STEEL:
(4-16-13) 106 SP1 G120

Revise the2012 Sandard Specifications as follows:
Page 1-49, Subarticle 106-1(B) Domestic Steel, lin2,replace the first paragraph with the following:

All steel and iron products that are permanentborporated into this project shall be producedhia Wnited States except
minimal amounts of foreign steel and iron produmts/ be used provided the combined material casteoitems involved does
not exceed 0.1% of the total amount bid for thérergroject or $2,500, whichever is greater. ifdites showing the cost of
the material are not provided, the amount of ttlteitem involving the foreign material will be uséat calculations. This

minimal amount of foreign produced steel and iroadpcts permitted for use is not applicable to hstfength fasteners.
Domestically produced high strength fasteners egaired.

TWELVE MONTH GUARANTEE:
(7-15-03) SP1G145

(A) The Contractor shall guarantee materials andkmanship against latent and patent defects aribio faulty
materials, faulty workmanship or negligence foresiqd of twelve months following the date of firsadceptance of the
work for maintenance and shall replace such defeatiaterials and workmanship without cost to thpdbenent. The
Contractor will not be responsible for damage dufatlty design, normal wear and tear, for neglogeon the part of
the Department, and/or for use in excess of thigaes

(B) Where items of equipment or material carry anafacturer’s guarantee for any period in exceswefve months, then
the manufacturer’'s guarantee shall apply for treatiqular piece of equipment or material. The Dapant’s first
remedy shall be through the manufacturer althobgtContractor is responsible for invoking the wared repair work
with the manufacturer. The Contractor’s respotigtighall be limited to the term of the manufaetis guarantee.
NCDOT would be afforded the same warranty as peavioy the Manufacturer.

This guarantee provision shall be invoked only fiegjor components of work in which the Contractoruldobe wholly
responsible for under the terms of the contractaniples would include pavement structures, bridgaponents, and sign
structures. This provision will not be used asechanism to force the Contractor to return to tregept to make repairs or
perform additional work that the Department woutitmally compensate the Contractor for. In additimutine maintenance
activities (i.e. mowing grass, debris removal, mtearth shoulders,) are not parts of this guarant

Appropriate provisions of the payment and/or penfance bonds shall cover this guarantee for thegiroj

To ensure uniform application statewide the Divisingineer will forward details regarding the cim@tances surrounding any
proposed guarantee repairs to the Chief Engineeetoew and approval prior to the work being perfed.

OUTSOURCING OUTSIDE THE USA:
(9-21-04) (Rev. 5-16-06) SP1 G150

All work on consultant contracts, services consaend construction contracts shall be performethénUnited States of
America. No work shall be outsourced outside efltmited States of America.

Outsourcing for the purpose of this provision is defined as finactice of subcontracting labor, work, servictaffing, or
personnel to entities located outside of the UnBtdes.

The North Carolina Secretary of Transportation Ishgbrove exceptions to this provision in writing.

IRAN DIVESTMENT ACT:
(5-17-16) SP01 G151

As a result of the Iran Divestment Act of 2015 (Aétrticle 6E, N.C. General Statute 8 147-86.58, $ttate Treasurer published
the Final Divestment List (List) which includes tRaal Divestment List-Iran, and the Parent ands®liary Guidance-Iran.
These lists identify companies and persons engagagestment activities in Iran and will be updhtvery 180 days. The List
can be found at https://www.nctreasurer.com/inside-the-departmgmf@overnment/Pages/Iran-Divestment-Act-

Resources.aspx
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By submitting the Offer, the Contractor certifibsit, as of the date of this bid, it is not on thentcurrent List created by the
State Treasurer. The Contractor must notify tepddtment immediately if, at any time before theuaof the contract, it is
added to the List.

As an ongoing obligation, the Contractor must tydtife Department immediately if, at any time durihg contract term, it is
added to the List. Consistent with § 147-86.58, @ontractor shall not contract with any persopddorm a part of the work
if, at the time the subcontract is signed, thas@eiis on the then-current List.

During the term of the Contract, should the Departhreceive information that a person is in vidatof the Act as stated
above, the Department will offer the person an ojpyity to respond and the Department will takeamcts appropriate and
provided for by law, rule, or contract.

GIFTS FROM VENDORS AND CONTRACTORS:
(12-15-09) 107-1 SP1 G152

By Executive Order 24, issued by Governor Perdod,MiC.G.S§ 133-32, it is unlawful for any vendor or contractor (i.e.
architect, bidder, contractor, construction managkesign professional, engineer, landlord, offerseller, subcontractor,
supplier, or vendor), to make gifts or to give fezvydo any State employee of the Governor's Cabikgncies (i.e.
Administration, Commerce, Correction, Crime Contasld Public Safety, Cultural Resources, Environmemd Natural
Resources, Health and Human Services, Juveniledastd Delinquency Prevention, Revenue, Transjanteand the Office
of the Governor). This prohibition covers thosaders and contractors who:

(A) Have a contract with a governmental agency; or
(B) Have performed under such a contract withingast year; or
© Anticipate bidding on such a contract in theufa.

For additional information regarding the speci@quirements and exemptions, vendors and contraat®encouraged to review
Executive Order 24 and.C.G.S §133-32.

Executive Order 24 also encouraged and invitedr diti@e Agencies to implement the requirementspnbibitions of the
Executive Order to their agencies. Vendors andraotors should contact other State Agencies terdete if those agencies
have adopted Executive Order 24.

LIABILITY INSURANCE:
(5-20-14) SP1 G160

Revise the2012 Sandard Specifications as follows:
Page 1-60, Article 107-15 LIABILITY INSURANCE, line 16,add the following as the second sentence of ihe paragraph:
Prior to beginning services, all contractors spedvide proof of coverage issued by a workers’ cengation insurance carrier,

or a certificate of compliance issued by the Departt of Insurance for self-insured subcontractiorsspective of whether
having regularly in service fewer than three emgésy

EROSION AND SEDIMENT CONTROL/STORMWATER CERTIFICATI ON:
(1-16-07) (Rev 11-22-16) 105-16, 225-2, 16 SP1 G180

General

Schedule and conduct construction activities inammer that will minimize soil erosion and the résgl sedimentation and
turbidity of surface waters. Comply with the raganents herein regardless of whether or not a NaltiBollution discharge
Elimination System (NPDES) permit for the work égjuired.

Establish a chain of responsibility for operaticarsl subcontractors’ operations to ensure thatEffusion and Sediment
Control/Stormwater Pollution Prevention Plan is implemented and maintained over the life of¢betract.

(A) Certified Supervisor - Provide a certified Erosion and Sediment Corffatormwater Supervisor to manage the
Contractor and subcontractor operations, insureptiance with Federal, State and Local ordinancesragulations,
and manage the Quality Control Program.
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(B)

(©)

(D)

Certified Foreman - Provide a certified, trained foreman for eachstauction operation that increases the poterdial f
soil erosion or the possible sedimentation anddiiybof surface waters.

Certified Installer - Provide a certified installer to install or diteéhe installation for erosion or sediment/storrenva
control practices.

Certified Designer - Provide a certified designer for the design feé erosion and sediment control/stormwater
component of reclamation plans and, if applicafoiethe design of the project erosion and sedirnentrol/stormwater
plan.

Roles and Responsibilities

(A)

Certified Erosion and Sediment Control/Sormwater Supervisor - The Certified Supervisor shall be Level 1l and
responsible for ensuring the erosion and sedimamtral/stormwater plan is adequately implemented maintained
on the project and for conducting the quality cohpirogram. The Certified Supervisor shall be foa project within
24 hours notice from initial exposure of an erogliburface to the project’s final acceptance. Perfine following
duties:

(1) Manage Operations - Coordinate and schedulembr& of subcontractors so that erosion and sedimen
control/stormwater measures are fully execute@&mh operation and in a timely manner over thetiduraf
the contract.

(a) Oversee the work of subcontractors so thatompjate erosion and sediment control/stormwater
preventive measures are conformed to at each sfalge work.

(b) Prepare the required National Pollutant Disghétlimination System (NPDES) Inspection Record
and submit to the Engineer.

(c) Attend all weekly or monthly construction megs to discuss the findings of the NPDES inspection
and other related issues.

(d) Implement the erosion and sediment controlisteater site plans requested.

(e) Provide any needed erosion and sediment césttwohwater practices for the Contractor’s tempprar

work not shown on the plans, such as, but not éichib work platforms, temporary construction,
pumping operations, plant and storage yards, afiedrdams.

® Acquire applicable permits and comply with r@g@ments for borrow pits, dewatering, and any
temporary work conducted by the Contractor in gidgonal areas.

(9) Conduct all erosion and sediment control/stoatewwork in a timely and workmanlike manner.

(h) Fully perform and install erosion and sedimenttrol/stormwater work prior to any suspension of
the work.

® Coordinate with Department, Federal, State laochl Regulatory agencies on resolution of erosion
and sediment control/stormwater issues due to dmr&ctor’s operations.

0) Ensure that proper cleanup occurs from vehiideking on paved surfaces or any location where
sediment leaves the Right-of-Way.

(k) Have available a set of erosion and sedimentrotistormwater plans that are initialed and idelu

the installation date of Best Management PracticEsese practices shall include temporary and
permanent groundcover and be properly updatediecteecessary plan and field changes for use
and review by Department personnel as well as atguyl agencies.

(2) Requirements set forth under the NPDES Perfrie-Department's NPDES Stormwater permit (NCS00P25
outlines certain objectives and management meaqegaining to construction activities. The permit
referenceNCG010000, General Permit to Discharge Sormwater under the NPDES, and states that the
Department shall incorporate the applicable requémrgs into its delegated Erosion and Sediment Gbntr
Program for construction activities disturbing amenore acres of land. The Department furtherripo@tes
these requirements on all contracted bridge angedulvork at jurisdictional waters, regardlessinés Some
of the requirements are, but are not limited to:

(a) Control project site waste to prevent contatianaof surface or ground waters of the state fieam
equipment operation/maintenance, construction maddeconcrete washout, chemicals, litter, fuels,
lubricants, coolants, hydraulic fluids, any othetrpleum products, and sanitary waste.

(b) Inspect erosion and sediment control/stormwaéstices and stormwater discharge outfalls at least
once every 7 calendar days and within 24 hours aftainfall event of 0.5 inch that occurs within a
24 hour period. Additional monitoring may be reedi at the discretion of Division of Water
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Resources personnel if the receiving stream isdd08tted for turbidity and the project has had
documented problems managing turbidity.

Maintain an onsite rain gauge or use the Depant's Multi-Sensor Precipitation Estimate website
to maintain a daily record of rainfall amounts alades.

Maintain erosion and sediment control/stormwatspection records for review by Department and
Regulatory personnel upon request.

Implement approved reclamation plans on altdwrpits, waste sites and staging areas.

Maintain a log of turbidity test results as lingd in the Department's Procedure for Monitoring
Borrow Pit Discharge.

Provide secondary containment for bulk storefgegquid materials.

Provide training for employees concerning gehesrosion and sediment control/stormwater
awareness, the Department's NPDES Stormwater Pel@if000250 requirements, and the
applicable requirements of tizneral Permit, NCG010000.

Report violations of the NPDES permit to thegifreer immediately who will notify the Division of
Water Quality Regional Office within 24 hours ofchening aware of the violation.

Quality Control Program - Maintain a qualityntml program to control erosion, prevent sedimomaand
follow provisions/conditions of permits. The qgalcontrol program shall:

(a)

Follow permit requirements related to the Cactior and subcontractors’ construction activities.

(b) Ensure that all operators and subcontractorssibe have the proper erosion and sediment
control/stormwater certification.

(c) Notify the Engineer when the required certiferdsion and sediment control/stormwater personnel
are not available on the job site when needed.

(d) Conduct the inspections required by the NPDE$ji.

(e) Take corrective actions in the proper timeframaeequired by the NPDES permit for problem areas
identified during the NPDES inspections.

® Incorporate erosion control into the work intimely manner and stabilize disturbed areas with
mulch/seed or vegetative cover on a section-byesetiasis.

(9) Use flocculants approved by state regulatomharities where appropriate and where required for
turbidity and sedimentation reduction.

(h) Ensure proper installation and maintenancerofiorary erosion and sediment control devices.

® Remove temporary erosion or sediment contrelads when they are no longer necessary as agreed
upon by the Engineer.

()] The Contractor’s quality control and inspectimocedures shall be subject to review by the Esagin

Maintain NPDES inspection records and make recavdslable at all times for verification by the
Engineer.

Certified Foreman - At least one Certified Foreman shall be onsitedach type of work listed herein during the
respective construction activities to control evasiprevent sedimentation and follow permit prans:

(1) Foreman in charge of grading activities
(2) Foreman in charge of bridge or culvert congiomcover jurisdictional areas
3) Foreman in charge of utility activities

The Contractor may request to use the same pessthre & evel Il Supervisor and Level Il Foreman.isirerson shall
be onsite whenever construction activities as destrabove are taking place. This request shaipgpeoved by the
Engineer prior to work beginning.

The Contractor may request to name a single Ldvebleman to oversee multiple construction acteiton small
bridge or culvert replacement projects. This ratjgkall be approved by the Engineer prior to waeginning.

Certified Installers - Provide at least one onsite, Level | Certifiedtaller for each of the following erosion and saett
control/stormwater crew:

(1) Seeding and Mulching

(2) Temporary Seeding

3) Temporary Mulching

4) Sodding

(5) Silt fence or other perimeter erosion/sedinvemtirol device installations
(6) Erosion control blanket installation
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(7 Hydraulic tackifier installation
(8) Turbidity curtain installation
(9 Rock ditch check/sediment dam installation

(20) Ditch liner/matting installation

(12) Inlet protection

(12) Riprap placement

(23) Stormwater BMP installations (such as butlmated to level spreaders, retention/detentionicks)
(14) Pipe installations within jurisdictional areas

If a Level | Certified Ingtaller is not onsite, the Contractor may substitute eeL&@Joreman for a Level | Installer,
provided the Level Il Foreman is not tasked to haotrew requiring Level Il Foreman oversight.

(D) Certified Designer - Include the certification number of the LevetBl Certified Designer on the erosion and sediment
control/stormwater component of all reclamationnpland if applicable, the certification number oé t_evel 11I-A
Certified Designer on the design of the projecseno and sediment control/stormwater plan.

Preconstruction Meeting

Furnish the names of ti@ertified Erosion and Sediment Control/Sormwater Supervisor, Certified Foremen, Certified Installers

and Certified Designer andnotify the Engineer of changes in certified persarover the life of the contract within 2 days of

change.

Ethical Responsibility

Any company performing work for the North Carolidepartment of Transportation has the ethical resipdity to fully
disclose any reprimand or dismissal of an emplogsalting from improper testing or falsification refcords.

Revocation or Suspension of Certification
Upon recommendation of the Chief Engineer to tgfimation entity, certification folSupervisor, Certified Foremen, Certified
Installers and Certified Designer may be revoked or suspended with the issuance tfaediate Corrective Action (ICA),

Notice of Violation (NOV), or Cease and Desist Order for erosion and sediment control/stormwater relgsues.

The Chief Engineer may recommend suspension orgent revocation of certification due to the foliog:

(A) Failure to adequately perform the duties asneef within this certification provision.

(B) Issuance of an ICA, NOV, or Cease and DesisgeOr

© Failure to fully perform environmental commitme as detailed within the permit conditions anec#jrations.
(D) Demonstration of erroneous documentation oomépy techniques.

(E) Cheating or copying another candidate’s worlanrexamination.

(F) Intentional falsification of records.

(G) Directing a subordinate under direct or indirapervision to perform any of the above actions.

(H) Dismissal from a company for any of the abosasons.

() Suspension or revocation of one’s certificatipnanother entity.

Suspension or revocation of a certification willdemt by certified mail to the certificant and ©arporate Head of the company
that employs the certificant.

A certificant has the right to appeal any adverg®a which results in suspension or permanenta&von of certification by
responding, in writing, to the Chief Engineer witHi0 calendar days after receiving notice of theppsed adverse action.

Chief Engineer
1536 Mail Service Center
Raleigh, NC 27699-1536

Failure to appeal within 10 calendar days will teButhe proposed adverse action becoming effeativ the date specified on
the certified notice. Failure to appeal within tirae specified will result in a waiver of all furiappeal rights regarding the
adverse action taken. The certificant will notalewed to perform duties associated with the fieation during the appeal

process.
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The Chief Engineer will hear the appeal and mattecsion within 7 days of hearing the appeal. Bleni of the Chief Engineer
will be final and will be made in writing to thertéicant.

If a certification is temporarily suspended, thetiieant shall pass any applicable written exartioraand any proficiency
examination, at the conclusion of the specifiegpeasion period, prior to having the certificati@mistated.

Measurement and Payment

Certified Eroson and Sediment Control/Stormwater Supervisor, Certified Foremen, Certified Installers and Certified Designer
will be incidental to the project for which no diteeompensation will be made.

EMPLOYMENT:
(11-15-11) (Rev. 1-17-12) 108, 102 SP1 G184

Revise the2012 Sandard Specifications as follows:
Page 1-20, Subarticle 102-15(Qdlelete and replace with the following:
(O) Failure to restrict a former Department employg@rmhibited by Article 108-5.

Page 1-65, Article 108-5 Character of Workmen, Metbds, and Equipment, line 32delete all of line 32, the first sentence
of the second paragraph and the first word of duersd sentence of the second paragraph.

STATE HIGHWAY ADMINISTRATOR TITLE CHANGE:
(9-18-12) SP1 G185

Revise the2012 Sandard Specifications as follows:

Replace all references to “State Highway Admintsirawith “Chief Engineer”.
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PROJECT SPECIAL PROVISIONS

ROADWAY
RIGHT OF WAY, CONTROL OF ACCESS AND EASEMENT STAKIN G:
(3-6-2017)
Description

The work covered by this provision will be in adagiit to all elements of work in the following Sectiof the Sandard
Soecifications for Roads and Sructures:

e 801 - Construction Stakes, Lines and Grade

In lieu of the Department establishing the locatddrmarkers and easements as described in Sedibi2 D), the Contract
Surveyor shall be responsible for establishingltitation and the subsequent staking of all proposgd-of-way markers,
control-of-access markers and permanent drainagemeant markers. The Department will provide bbit Right-of-way
monument cap and carsonite witness stake for allréguirements. This work shall be considered as gfaConstruction
Surveying.

Measurement and Payment

Construction SQurveying will be paid at the Contract Lump Sum price foe tlvork detailed in Section 801 and this special
provision.

Payment will be made under:
Pay Item Pay Unit

Construction Surveying Lump Sum

CLEARING AND GRUBBING - METHOD llI:
(4-6-06) (Rev.8-18-15) 200 SP2 RO2B

Perform clearing on this project to the limits éfished by Method “llI” shown on Standard Drawing.N200.03 of the
2012 Roadway Sandard Drawings. Conventional clearing methods may be used exghpte permit drawings or conditions
have been included in the proposal which requireaceareas to be cleared by hand methods. Cleandggrubbing will be
incidental to grading.

GRADING:
(9-27-2016)

Description
The wgrk covered by this provision consists ofeddiments of work in the following Sections of thtar®lard Specifications
for Roads and Bridges:

* 200 - Clearing and Grubbing

* 225 - Unclassified Excavation

* 235 - Embankment

» 250 — Removal of Existing Pavement

* 500 - Fine Grading Subgrade, Shoulders and Ditches

* 560 — Shoulder Borrow
In addition Borrow Excavation as described in Sec230, will also be included in the work, unlesseparate line item is
included for this work.

Construction Method

Shape, compact, and grade the slopes, ditches,aslébgnd shoulders to the lines, grades, and typécsions established by
the plans or as directed by the Engineer. Roadiitalges shall be cleaned, reshaped, and maintaim@dinal acceptance of
the project.

Excavated areas shall be uniformly graded, wellgacted, and free of debris and loose material.aated areas adjacent to
existing pavement having more than a 2 inch drdépsbiall be backfilled to a 6:1 slope. Remove aatisfactorily dispose of
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vegetation and debris from within the project lsnitDispose of any waste material only at an apgardgcation. No material
may be wasted or removed from the project unlepsoapd by the Engineer. All waste disposal shalihbaccordance with the
Specifications, as well as state, federal and losgililations regarding the disposal of waste malterhll permits and fees for
any such disposal shall be the responsibility ef @ontractor, and the Department shall not be ledite for disposal of any
materials outside the project right of way.

Top soil shall be placed on the top six incheslloémbankments and shoulders. On projects comigiBorrow Excavation,
when top soil is stockpiled on the project for tatse, no measurement will be made borrow excavaisahis will be considered
incidental to ‘Grading’.

Measurement and Payment

Grading will be paid for at the contract lump sum prideartial payments will be equal to the percentagguoh item that is
complete as estimated by the Engineer. No seppsgtaent will be made for clearing and grubbingyustier and fill slope
material or draining borrow sources as such wotkhei incidental to the work covered by this seattio

Undercut Excavation will be measured and paid at the contract undepper cubic yard. No separate payment will be niaide
materials used in backfilling the undercut arehsuklers and slope areas as payment at the contréigirice per cubic yard
for Undercut Excavation will be full compensatiam furnishing such material. Where the contractsduet include a pay item
for Undercut Excavation, payment for such excavatudl be made in accordance with Article 104-7. 21

Payment will be made under:

Pay Item Pay Unit
Grading Lump Sum
Undercut Excavation Cubic Yard

MANUFACTURED QUARRY FINES IN EMBANKMENTS:
(01-17-17) 235 SP02 R72

Description

This specification addresses the use of manufattyuerry fines that are not classified as seledenas. The specification
allows the Contractor an option, with the apprasahe Engineer, to use manufactured quarry fibQKs) in embankments
as a substitute for conventional borrow materiatnish and place geotextile for pavement stabitirain accordance with the
Geotextile for Pavement Stabilization special pmn and detail. Geotextile for pavement stalilarais required to prevent
pavement cracking and provide separation betweenstibgrade and pavement section at embankmeniologatwhere
manufactured quarry fines are utilized and as thkeby the Engineer.

Materials
Manufactured Quarry Fines.

Site specific approval of MQFs material will be uegd prior to beginning construction as detailedhie preconstruction
requirements of this provision.

The following MQFs are unacceptable:

(A) Frozen material,

(B) Material with a maximum dry unit weight of leisan 90 pounds per cubic foot when tested in aecare with
AASHTO T-99 Method A or C.

© Material with greater than 80% by weight Pagsire #200 sieve

Collect and transport MQFs in a manner that wiyent nuisances and hazards to public health daty.savioisture condition
the MQFs as needed and transport in covered ttoghsevent dusting. If MQFs are blended with ndtesath material, follow
Borrow Criteria in Section 1018 of tt@andard Specifications.

Geotextiles.

Areas of embankment where MQFs are incorporated{e®tle for Pavement Stabilization shall be udéthe Geotextile for
Pavement Stabilization special provision is noluded elsewhere in this contract, then it alondpaitetail will be incorporated
as part of the contractors request to use. Natifio of subgrade elevation, sampling and waitiegqa as required in the
Construction Methods section of the GeotextileFavement Stabilization special provision are ngtired.

Preconstruction Requirements

When MQFs are to be used as a substitute for bartiow material, request written approval from Exggineer at least ninety
(90) days in advance of the intent to use MQFsiaddde the following details:

(A) Description, purpose and location of project.
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(B) Estimated start and completion dates of project
© Estimated volume of MQFs to be used on projéttt specific locations and construction detailshaf placement.
(D) The names, address, and contact informatiothiagenerator of the MQFs.

(E) Physical location of the site at which the MQ¥ese generated.
The Engineer will forward this information to theag& Materials Engineer for review and materialrapal.
Construction Methods

Place MQFs in the core of the embankment sectitinatileast 4 feet of earth cover to the outsiaédi of the embankments or
subgrade.

Construct embankments by placing MQFs in levelarniflifts with no more than a lift of 10 inches armmpacted to at least a
density of 95 percent as determined by test metmod&SHTO T-99, Determination of Maximum Dry Detsand Optimum
Moisture Content, Method A or C depending uponiglartsize of the product. Provide a moisture contg the time of
compaction of within 4 percent of optimum but notaer than one percent above optimum as determbyn@ddASHTO T-99,
Method A or C.

Areas of embankment where MQFs are incorporatedie@gle for Pavement Stabilization shall be usgee Geotextile for
Pavement Stabilization special provision for getkexype and construction method.

Measurement and Payment

Borrow Excavation will be measured by truck volume and paid in cuf@eds in accordance with Article 230-5 of @12
Standard Specifications. As an alternate weigh tickets can be providedmawinent made by converting weight to cubic yards
based on the verifiable unit weight.

Where the pay item dbeotextile for Pavement Sabilization is included in the original contract the matenigl be measured
and paid in square yards (see Geotextile for Pane@tbilization special provision). Where the jii@yn of Geotextile for
Pavement Sabilization is not included in the original contract then myment will be made for this item and will be calesied
incidental to the use of MQFs in embankment.

ASPHALT PAVEMENTS - SUPERPAVE:
(6-19-12) (Rev. 8-16-16) 605, 609, 610, 650 SP6 RO1

Revise the2012 Sandard Specifications as follows:

Page 6-3, Article 605-7, APPLICATION RATES AND TEMPERATURES, replace this article, including Table 605-1, with
the following:

Apply tack coat uniformly across the existing soefat target application rates shown in Table 605-1

TABLE 605-1
APPLICATION RATES FOR TACK COAT

Existing Surface Target Rate (gal/sy

Emulsified Asphalt
New Asphal 0.04 £0.0.
Oxidized or Milled Asphal 0.06 £0.0.

Concret 0.08 £ 0.0.
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Apply tack coat at a temperature within the rangfe®w~n in Table 605-2. Tack coat shall not be ovaréd during storage,
transport or at application.

TABLE 60%-2
APPLICATION TEMPERATURE FOR TACK COAT
Asphalt Material Temperature Range
Asphalt Binder, Grade PG -22 350- 400°F
Emulsified Asphalt, Grade F-1H 130- 160°F
Emulsified Asphalt, Grade CI-1 130- 160°F
Emulsified Asphalt, Grade CI-1H 130- 160°F
Emulsified Asphalt, Grade HFN-1 130- 160°F
Emulsified Asphalt, Grade CI-2 130- 160°F

Page 6-6, Subarticle 607-5(A), Milled Asphalt Paveent, line 25, add the following to the end of the passiyr:

Areas to be paid under these items include maintime lanes, shoulders, and other areas milledmjunction with the mainline
and any additional equipment necessary to removenpent in the area of manholes, water valves, aywter and other
obstructions.

Page 6-6, Subarticle 607-5(C), Incidental Millinglines 42-48, replace the paragraph with the ¥ahg:

Incidental Milling to be paid will be the actual number of square yafdsurface milled where the Contractor is regutcemill
butt joints, irregular areas and intersectionsedilhs a separate operation from mainline milling) @amill areas that are not
due to the Contractor’s negligence whose lenglissisthan 100 feet. Measurement will be made@sded in Subarticle 607-
5(A) for each cut the Contractor is directed tofgren. Where the Contractor elects to make multquits to achieve the final
depth, no additional measurement will be made. o eation will be made at the contract unit priee gquare yard for
Incidental Milling.

Page 6-7, Article 609-3, FIELD VERIFICATION OF MIXT URE AND JOB MIX FORMULA ADJUSTMENTS , lines
35-37, delete the second sentence of the secoadrpph.

Page 6-18, Article 610-1 DESCRIPTIONIlines 40-41, delete the last sentence of theplastgraph.

Page 6-19, Subarticle 610-3(A), Mix Design-Generdine 5, add the following as the first paragraph:

Warm mix asphalt (WMA) is allowed for use at then@actor’s option in accordance with the NCDOT Apgmd Products List
for WMA Technologies available at:

https://connect.ncdot.gov/resources/Materials/MataalsResources/Warm%20Mix%20Asphalt%20Appr
oved%20List.pdf

Page 6-20, Subarticle 610-3(C), Job Mix Formula (JH), lines 47-48, replace the last sentence of the grardgraph with the
following:

The JMF mix temperature shall be within the rargfesvn in Table 610-1 unless otherwise approved.

Page 6-21, Subarticle 610-3(C) Job Mix Formula (JMJ; replace Table 610-1 with the following:

TABLE 610-1
MIXING TEMPERATURE AT THE ASPHALT PLANT
Binder Grade JMF Mix Temperature
PG 5&28; PG 6-22 250- 290°F
PG 7(-22 27E- 305°F
PG 7622 30C- 325°F

Page 6-21, Subarticle 610-3(C) Job Mix Formula (JMF lines 1-2, in the first sentence of the firstggaaph, delete “and
compaction”. Lines 4-7, delete the second pardgeayl replace with the following:

When RAS is used, the JMF mix temperature shadisbeblished at 275°F or higher.

Page 6-22, Article 610-4, WEATHER, TEMPERATURE ANDSEASONAL LIMITATIONS FOR PRODUCING AND
PLACING ASPHALT MIXTURES , lines 15-17, replace the second sentence ofrgtehragraph with the following:
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Do not place asphalt material when the air or serfamperatures, measured at the location of tiiagpaperation away from
artificial heat, do not meet Table 610-5.

Page 6-23, Article 610-4, WEATHER, TEMPERATURE ANDSEASONAL LIMITATIONS FOR PRODUCING AND
PLACING ASPHALT MIXTURES |, replace Table 610-5 with the following:

TABLE 610-5
PLACEMENT TEMPERATURES FOR ASPHALT
Asphalt Concrete Mix Type Minimum Surface and Air Temperature
B25.0B, ( 35°F
119.0B,C, [ 35°F
SF9.5A, S9.5 40°FA
S9.5C, S12.5 45°FA
S9.5D, S12.5 50°F
A. For the final layer of surface mixes containingyeted asphalt shingles (RAS), the minimum surface air

temperature shall be 50°F.
Page 6-23, Subarticle 610-5(A), Generdines 33-34, replace the last sentence of the trardgraph with the following:

Produce the mixture at the asphalt plant within #2%f the JMF mix temperature. The temperaturthefmixture, when
discharged from the mixer, shall not exceed 350°F.

Page 6-26, Article 610-7, HAULING OF ASPHALT MIXTURE, lines 22-23, in the fourth sentence of the fyatagraph
replace “so as to overlap the top of the truck &ed’ with “to”. Line 28, in the last paragraph, lage “+15 °F to -25 °F of the
specified JMF temperature.” with “+25 °F of the gfied JMF mix temperature.”

Page 6-26, Article 610-8, SPREADING AND FINISHING line 34, add the following new paragraph:

As referenced in Section 9.6.3 of thBMA/QMS Manual, use the automatic screed controls on the paveomdrol the
longitudinal profile. Where approved by the Enginghe Contractor has the option to use eitheseal for mobile string line.

Page 6-29, Article 610-13, FINAL SURFACE TESTING AND ACCEPTANCE, line 39, add the following after the first
sentence in the first paragraph:

Smoothness acceptance testing using the inertélguris not required on ramps, loops and turrekan

Page 6-30, Subarticle 610-13(A), Option 1 — Inerti@rofiler, lines 15-16,replace the fourth sentence of the fourth pardgrap
with the following:

The interval at which relative profile elevatiorre aeported shall be 2.

Page 6-30, Subarticle 610-13(A), Option 1 — Inertid@rofiler, lines 25-28,replace the ninth paragraph with the following:
Operate the profiler at any speed as per the metuné’'s recommendations to collect valid data.

Page 6-30, Subarticle 610-13(A), Option 1 — Inertidrofiler, lines 30-31,delete the third sentence of the tenth paragraph.

Page 6-31, Subarticle 610-13(A), Option 1 — Inertidrofiler, lines 11-13,replace the first sentence of the third paragraph
with the following:

After testing, transfer the profile data from threfpler portable computer’s hard drive to a writece storage media (Flash drive,
USB, DVD-R or CD-R) or electronic media approvedthg Engineer.

Page 6-31, Subarticle 610-13(A), Option 1 — Inertidrofiler, lines 17-18,replace the first sentence of the fourth paragraph
with the following:
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Submit a report with the documentation and eleatrdata of the evaluation for each section to thgieer within 10 days

after completion of the smoothness testing. Tipenteshall be in the tabular format for each 0.4@nsent or a portion thereof
with a summary of the MRI values and the localizedghness areas including corresponding projetiostaumbers or

acceptable reference points. Calculate the paystdgnts for all segments in accordance with theddas in Sections (1) and
(2) shown below. The Engineer shall review andayad all pay adjustments unless corrective adsaequired.

Page 6-31, Subarticle 610-13(A)(1), Acceptance fdlew Construction, lines 36-37replace the third paragraph with the
following:

The price adjustment will apply to each 0.10-méet®n or prorated for a portion thereof, basethenMean Roughness Index
(MRI), the average IRI values from both wheel paths

Page 6-32, Subarticle 610-13(A)(2), Localized Rougéss, lines 12-16eplace the first paragraph with the following:

Areas of localized roughness shall be identifigduigh the “Smoothness Assurance Module (SAM)” iediin the ProvVAL
software. Use the SAM report to optimize repaitsgies by analyzing the measurements from psafiddlected using inertial
profilers. The ride quality threshold for locakizeoughness shall be 165 in/mile for any sectitrad &re 15 ft. to 100 ft. in
length at the continuous short interval of 253tbmit a continuous roughness report to identifhesection with project station
numbers or reference points outside the threshmalddentify all localized roughness, with the sigme of the Operator included
with the submitted IRI trace and electronic files.

Page 6-32, Subarticle 610-13(A)(2), Localized Rougéss, line 21add the following new paragraph:
If the Engineer does not require corrective actibr,pay adjustment for each area of localizedinegs shall be based on the
following formula:

PA = (165 -LR#) 5
Where:
PA = Pay Adjustment (dollars)
LR# = The Localized Roughness number detexchirom SAM report for the ride quality threshold

Page 6-41, Subarticle 650-3(B), Mix Design Criterjaeplace Table 650-1 with the following:

TABLE 650-1
OGAFC GRADATION CRITERIA
Seve Sze (mm) Type FC-1 Type FC-1 Modified Type FC-2 Modified
19.C - - 10C
12.5 10C 10C 80- 10C
9.5(C 75-10C 75-10C 55-8C
4.7t 25-4E 25-4E 15-3C
2.3¢ 5-1E 5-1E 5-1E
0.07¢ 1.0-3.C 1.0-3.C 2.0-4.C
SHOULDER WEDGE:
(9-20-11) (Rev. 8-21-12) 610 SP6 RO3R

Revise the2012 Sandard Specifications as follows:

Page 6-26, Article 610-8add the following after line 43:

Attach a device, mounted on screed of paving egeiipcapable of constructing a shoulder wedge avitangle of 30 degrees
plus or minus 4legrees along the outside edge of the roadway,urezaom the horizontal plane in place after fio@ipaction
on the final surface course. Use an approved nmécddadevice which will form the asphalt mixturepgooduce a wedge with
uniform texture, shape and density while autombyiealjusting to varying heights.

Payment for use of this device will be incidentattte other pay items in the contract.
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ASPHALT BINDER CONTENT OF ASPHALT PLANT MIXES:
(11-21-00) (Rev. 7-17-12) 609 SP6 R15

The approximate asphalt binder content of the dspbacrete plant mixtures used on this project el as follows:

Asphalt Concrete Base Cou Type B 25.0_ 4.4%
Asphalt Concrete Intermediate Cot Type 1 19.0_ 4.8%
Asphalt Concrete Surface CoL Type S 4.75; 6.8%
Asphalt Concrete Surface CoL Type S/-1 6.8%
Asphalt Concrete Surfaceourst Type SF 9.5, 6.7%
Asphalt Concrete Surface CoL Type S 9.5 6.0%
Asphalt Concrete Surface CoL Type S 12.5_ 5.6%

The actual asphalt binder content will be establisHuring construction by the Engineer within timeits established in the
2012 Sandard Specifications.

ASPHALT PLANT MIXTURES:
(7-1-95) 609 SP6 R20

Place asphalt concrete base course material inhreections with asphalt pavement spreaders madadqurpose or with
other equipment approved by the Engineer.

PRICE ADJUSTMENT - ASPHALT BINDER FOR PLANT MIX:
(11-21-00) 620 SP6 R25

Price adjustments for asphalt binder for plant mi¥ be made in accordance with Section 620 of 8942 Standard
Soecifications.

The base price index for asphalt binder for plaixtim$ 391.50er ton.
This base price index represents an average oBFs8lling prices of asphalt binder at suppliegtsiinals onJune 1, 2017

PAVING INTERSECTIONS:
(7-1-95) (Rev. 8-21-12) 610 SP6 R67BR

Condition, prime, and surface all unpaved inteieast back from the edge of the pavement on the ihaénof the project a
minimum distance of 50 feet. The pavement plandte intersections shall be of the same maten@klaickness placed on the
mainline of the project.

Resurface all paved intersections back to the ehttee radii, or as directed by the Engineer.

Widen the pavement on curves as directed by thenEag

PAVEMENT WIDTH VARIES:
(7-1-95) (Rev. 8-21-12) 610 SP6 R76R

The Contractor's attention is directed to the flaat the existing pavement varies in width andGbatractor will be required to
widen the pavement as directed by the Engineerdardo obtain a uniform edge of pavement.

PATCHING EXISTING PAVEMENT:
(1-15-02) (Rev.12-18-12) 610 SP6 R88R

Description

The Contractor's attention is directed to the faat there are areas of existing pavement on tiejeq that will require repair
prior to resurfacing. Patch the areas that, irofheion of the Engineer, need repairing. Thesitede patched will be delineated
by the Engineer prior to the Contractor perforniepairs.
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Materials
The patching consists of Asphalt Concrete InteratedCourse.
Construction Methods

Remove existing pavement at locations directed H®y Engineer in accordance with Section 250 of 20&2 Standard
Soecifications.

Place Asphalt Concrete Intermediate Course, is fifvt exceeding 4.0 inches. Utilize compactionimgant suitable for
compacting patches as small as 3.5 feet by 6 feetioh lift. Use an approved compaction patteacthieve proper compaction.

Schedule operations so that all areas where pavérasieen removed will be repaired on the samefdhg pavement removal
and all lanes of traffic restored.

Measurement and Payment

Patching Existing Pavement will be measured and paid as the actual numbgmaf of asphalt plant mix complete in place that
has been used to make completed and acceptedstepphie asphalt plant mixed material will be meaduny being weighed in
trucks on certified platform scales or other certifweighing devices. The above price and payméhbe full compensation
for all work covered by this provision, includingttnot limited to removal and disposal of all tymégavement; furnishing and
applying tack coat; furnishing, placing, and contpacof asphalt plant mix; furnishing of asphalbdhér for the asphalt plant
mix; and furnishing scales.

Patching Existing Pavement will be considered aomitem. Any provisions included in the contralatt provides for
adjustments in compensation due to variations énpttice of asphalt binder will not be applicableptoyyment for the work
covered by this provision.

Payment will be made under:

Pay Item Pay Unit
Patching Existing Paveme Ton
MATERIALS:
(2-21-12) (Rev. 11-22-16) 1000, 1002, 1005, 10D4,81 1024, 1050, 1074, 1078, 1080, 1081, 1086410837, 1092 SP10 RO1

Revise the2012 Sandard Specifications as follows:

Page 10-1, Article 1000-1, DESCRIPTION, lines 9-1@gplace the last sentence of the first paragragintive following:
Type IL, IP, IS or IT blended cement may be usestieiad of Portland cement.

Page 10-1, Article 1000-1, DESCRIPTION, line 14dd the following:

If any change is made to the mix design, subm#wa mix design (with the exception of an approvedzptan source change).

If any major change is made to the mix design, aldamit new test results showing the mix desigrfaroms to the criteria.
Define a major change to the mix design as:

(1) A source change in coarse aggregate, fine ggtger cement.

(2) A pozzolan class or type change (e.g. Clasg &sh to Class C fly ash).

3) A guantitative change in coarse aggregate {@ppd an increase or decrease greater than 5%)adjgregate (applies
to an increase or decrease greater than 5%), {eadelies to an increase only), cement (appliesdecaease only), or
pozzolan (applies to an increase or decrease gthate5%).

Use materials which do not produce a mottled apearthrough rusting or other staining of the fiets concrete surface.

Page 10-1, Article 1000-2, MATERIALS, line 16; Pagd0-8, Subarticle 1000-7(A), Materials, line 8; andPage 10-18,
Article 1002-2, MATERIALS, line 9, add the following to the table of item references:
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Item Section
Type IL Blended Cement 1024-1

Page 10-1, Subarticle 1000-3(A), Composition and Bign, lines 25-27replace the second paragraph with the following:

Fly ash may be substituted for cement in the msigireup to 30% at a rate of 1.0 Ib of fly ash tolepound of cement
replaced.

Page 10-2, Subarticle 1000-3(A), Composition and Bign, lines 12-21delete the third paragraph through the sixth paiagr
beginning with “If any change is made to the misida, submit...” through “...(applies to a decrease/phl



DF00171 34 Cumberland County

Page 10-5, Table 1000-1, REQUIREMENTS FOR CONCRETHEgplace with the following:

TABLE 1000-1
REQUIREMENTS FOR CONCRETE

Consistency Max.

Maximum Water-Cement Ratio Cement Content

s © g'C o _ _ Slump
‘a:a 5 8 Air -Entraine Non Air-Entraine . .
ﬁ % 8 E § Concrete Concrete :‘103 . :‘103 Vibrated Non- Vibrated
OO0 E® % Rounded Angular Rounded Angular g 2 g . .
= Aggregate Aggtrs Aggregate Aggtrs- S S  Min. Max. Min. Max.
Units ps inch inch Ib/cy Ib/cy Ib/cy Ib/cy
AA 4,50( 0.381 0.42¢ - - 3.t - 63¢ 71F - -
AA Slip 4,500 0.381 0.426 - - 15 - 639 715 -
Form
57
dry
Drilled Pier 4,500 - - 0.450 0.450 - - - 640 800
7-9
wet
A 3,00(¢ 0.48¢ 0.53: 0.55( 0.59¢ 3.t 4 564 - 602 -
1.5
machine-
placed
B 2,500 0.488 0.567 0.559 0.630 4 508 - 545 -
2.5
hand-
placed
Sand
Light- 4,500 - 0.420 - - 4 - 715 - - -
weight
Latex 3,000
Modified 7 day 0.400 0.400 - - 6 - 658 - - -
Flowable 150 as as Flow-
Fill max. at | as needed needed as needed needed able - - 40 100
excavatable 56 days
Flowable
Fill as as Flow- as
non- 125 asneeded | ..4oq asneeded | jed able i i 100 L eeded
excavatable
4,500
design, 1.5slip
field form
Pavement 650 0.559 0.559 - - - 526 - - -
flexural, 3.0 hand
design place
only
Precast Ti%?e as needed as - - 6 as as as as as
1077-1 needed needed needed needed needed needed
See
Prestress per See Table Table - - 8 - 564 as -
contract. 1078-1 1078-1 needed

Page 10-6, Subarticle 1000-4(1), Use of Fly Ashnéis 36-2yeplace the first paragraph with the following:

Fly ash may be substituted for cement in the msigieup to 30% at a rate of 1.0 Ib of fly ash tohepound of cement replaced.
Use Table 1000-1 to determine the maximum allowalalter-cementitious material (cement + fly ashiprédr the classes of
concrete listed.
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Page 10-7, Table 1000-3, MAXIMUM WATER-CEMENTITIOUS MATERIAL RATIO, delete the table.

Page 10-7, Article 1000-5, HIGH EARLY STRENGTH PORTAND CEMENT CONCRETE, lines 30-31, delete the
second sentence of the third paragraph.

Page 10-19, Article 1002-3, SHOTCRETE FOR TEMPORARYSUPPORT OF EXCAVATIONS, line 30, add the
following at the end of Section 1002:

(H) Handling and Storing Test Panels

Notify the Area Materials Engineer when precongtoucor production test panels are made within @4rk of shooting
the panels. Field cure and protect test paneta filamage in accordance with ASTM C1140 until th@ddenent
transports panels to the Materials and Tests Raglaboratory for coring.
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Page 10-23, Table 1005-1, AGGREGATE GRADATION-COARE AGGREGATE, replace with the following:

Std.
Size #

4

467M

57

57M

6M

67

78M

14M

o9M
ABC

ABC(M)

Light-
weight

1/2"

100 90-
10r

100 95-
100

- 100

- 100

- 100

- 100

100

1"

20-55

90-
100

95-
100

95-
100
100

100

75-97

75-
100

TABLE 1005-1

AGGREGATE GRADATION - COARSE AGGREGATE

3/4"

0-15

35-70

20-55

90-100

90-100

100

A. See Subarticle 1005-4(A).
B. See Subarticle 1005-4(B).
C. For Lightweight Aggregate used in Structural Cotereee Subarticle 1014-2(E)(6).

Percentage of Total by Weight Passing

/2" 38" #4 #8  #10 #16 #40  #200
- 0-5 - - - - - A
- 0-30 05 - - - - A
0-10 05 - - - - - A
25-60 - 0-10 0-5 - - - A
25-45 - 0-10 0-5 - - - A
20-55 0-20  0-8 - - - - A
- 20-55 0-10 05 - - - A
98-100 75-100 20-45 0-15 - - - A
100 98-100 3570 520 - 08 - A
100  98-100 85-100 10-40 - 0- - A
55-80 - 3555 - 2545 - @ 14- 412
2N

45-79 - 20-40 -  0-25 - - 0-12
100 80-100 5-40 0-20 - fb - 0-2.5

Remarks
Asphalt Plant Mix

Asphalt Plant Mix

AST, Sediment
Control Stone

AST, Structural
Concrete,
Shoulder Drair

AST, Concrete

Pavamear

AST

Asphalt Plant Mix,
AST, Structural

Asphalt Plant Mix,
AST,
Structura Concrete

Asphalt Plant Mix,
AST,
Structura Concrete

AST
Aggregate Base

Cniirea  Annranat

Maintenance
Qtahilizatinr

AST
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Page 10-39, Article 1016-3, CLASSIFICATIONS |, lineg7-32, replace with the following:

Select material is clean, unweathered durabletddasock material obtained from an approved souré¢hile no specific
gradation is required, the below criteria will k#ed to evaluate the materials for visual accepthydhe Engineer:

(A) At least 50% of the rock has a diameter of fromfi.té 3 ft,
(B) 30% of the rock ranges in size from 2" to 1.5 fdimmeter, and
© Not more than 20% of the rock is less than 2” mnaitter. No rippable rock will be permitted.

Page 10-40, Tables 1018-1 and 1018-2, PIEDMONT, WESRN AND COASTAL AREA CRITERIA FOR
ACCEPTANCE OF BORROW MATERIAL, under second column in both tables, replace seamavith the following:

Acceptable, but not to be used in the top 3 fmebankment or backfill
Page 10-46, Article 1024-1, PORTLAND CEMENT, line 3, add the following as the ninth paragraph:

Use Type IL blended cement that meets AASHTO M 240ept that the limestone content is limited tovieen 5 and 12% by
weight and the constituents shall be intergrouBthss F fly ash can replace a portion of Type Endled cement and shall be
replaced as outlined in Subarticle 1000-4(l) fortRad cement. For mixes that contain cement waikali content between
0.6% and 1.0% and for mixes that contain a reaetggregate documented by the Department, use @lpozin the amount
shown in Table 1024-1.

Page 10-46, Table 1024-1, POZZOLANS FOR USE IN POR'AND CEMENT CONCRETE, replace with the following:

TABLE 10241
POZZOLANS FOR USE IN PORTLAND CEMENT CONCRETE
Pozzolar Rate
20%- 30% by weight of required cement con
Class F Fly Ash with 1.0 Ib Cla)\/ss F?‘Iy ash pqer Ib of cement repth
Ground Granulated Bla 35%-50% by weight of required cement cont
Furnace Slag with 1.0 Ib slag per Ib of cement replaced

4%-8% by weight of required cement content

Microsilica with 1.0 Ib microsilica per Ib of cement replaced

Page 10-47, Subarticle 1024-3(B), Approved Sourcéisies 16-18replace the second sentence of the second paragitiph
the following:

Tests shall be performed by AASHTO’s designatedddat Transportation Product Evaluation Program REP) laboratory
for concrete admixture testing.

Page 10-65, Article 1050-1, GENERAL, line 41eplace the first sentence with the following:

All fencing material and accessories shall meetiG@ed 06.

Page 10-115, Subarticle 1074-7(B), Gray Iron Castys, lines 10-11seplace the first two sentences with the following:
Supply gray iron castings meeting all facets of AA® M 306 excluding proof load. Proof load testimidj only be required

for new casting designs during the design procass,conformance to M306 loading (40,000 Ib.) wél fequired only when
noted on the design documents.
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Page 10-126, Table 1078-1, REQUIREMENTS FOR CONCRHH, replace with the following:

TABLE 1078-1
REQUIREMENTS FOR CONCRETE

28 Day Desigr 28 Day Desigr
Property Compressive Strength Compressive Strength
6,000 psi or less greater than 6,000 psi
Maximum Water/Cementitious Material Re 0.4t 0.4C
Maximum Slump without HRW 3.5" 3.5"
Maximum Slump with HRWI 8" 8"
Air Content (upon discharge into forr 5+ 2% 5+ 2%

Page 10-151, Article 1080-4, INSPECTION AND SAMPLINE, lines 18-22replace (B), (C) and (D) with the following:
(B) At least 3 panels prepared as specified inl8.6f AASHTO M 300, Bullet Hole Immersion Test.
© At least 3 panels of 4"x6"x1/4" for the Elcomefdhesion Pull Off Test, ASTM D4541.

(D) A certified test report from an approved indegent testing laboratory for the Salt Fog Resistafiest, Cyclic
Weathering Resistance Test, and Bullet Hole Imroer$est as specified in AASHTO M 300.

(E) A certified test report from an approved indegent testing laboratory that the product has Hested for slip
coefficient and meets AASHTO M253, Class B.

Page 10-161, Subarticle 1081-1(A), Classificationknes 29-33,delete first 3 sentences of the description fopel'® and
replace with the following:

Type 2 - A low-modulus, general-purpose adhesive used ixyepwortar repairs. It may be used to patch spatieacked or
broken concrete where vibration, shock or expanar@hcontraction are expected.

Page 10-162, Subarticle 1081-1(A), Classificatiorigjes 4-7,delete the second and third sentences of theigesorfor Type
3A. Lines 16-22,delete Types 6A, 6B and 6C.

Page 10-162, Subarticle 1081-1(B), Requirements)dis 26-30replace the second paragraph with the following:

For epoxy resin systems used for embedding dows, tareaded rods, rebar, anchor bolts and otieuréis in hardened
concrete, the manufacturer shall submit test restilbwing that the bonding system will obtain 125%he specified required
yield strength of the fixture. Furnish certificatithat, for the particular bolt grade, diametet ambedment depth required, the
anchor system will not fail by adhesive failure dnalt there is no movement of the anchor bolt. déotification and anchorage,
use 3,000 psi as the minimum Portland cement ccoenpressive strength used in this test. Usesidts that meet Section
1081.

List the properties of the adhesive on the contand include density, minimum and maximum tempeeaapplication, setting
time, shelf life, pot life, shear strength and coeggive strength.
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Page 10-163, Table 1081-1, PROPERTIES OF MIXED EPOXRESIN SYSTEMS, replace with the following:
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Page 10-164, Subarticle 1081-1(E), Prequalificatipfines 31-33replace the second sentence of the first paragséprthe
following:

Manufacturers choosing to supply material for D&pant jobs must submit an application through taéig Management Unit
with the following information for each type andabd name:

Page 10-164, Subarticle 1081-1(E)(3), line 3&place with the following:
(3) Type of the material in accordance with Agic1081-1 and 1081-4,

Page 10-165, Subarticle 1081-1(E)(6), line ih, the first sentence of the first paragraph repfdASHTO M 237" with “the
specifications”.

Page 10-165, Subarticle 1081-1(E), Prequalificatiptine 9-10,delete the second sentence of the last paragraph.
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Page 10-165, Subarticle 1081-1(F), Acceptance, lité,in the first sentence of the first paragraph repldgpe 1” with “Type
3"

Page 10-169, Subarticle 1081-3(G), Anchor Bolt AdBves,delete this subatrticle.

Page 10-170, Article 1081-3, HOT BITUMEN, line 9add the following at the end of Section 1081:
1081-4 EPOXY RESIN ADHESIVE FOR BONDING TRAFFIC MAR KINGS

(A) General

This section covers epoxy resin adhesive for bantiaific markers to pavement surfaces.

(B) Classification

The types of epoxies and their uses are as sholew:be

Type | —Rapid Setting, High Viscosity, Epoxy Adhesive. Thipe of adhesive provides rapid adherence tadrafbrkers to
the surface of pavement.

Type Il — Standard Setting, High Viscosity, Epoxy AdhesivhisTtype of adhesive is recommended for adhereht@aftic
markers to pavement surfaces when rapid set iseqoired.

Type lll — Rapid Setting, Low Viscosity, Water Resistant, Bp#xihesive. This type of rapid setting adhesives tuits low
viscosity, is appropriate only for use with embeatittaffic markers.

Type IV — Standard Set Epoxy for Blade Deflecting-Type Pldedbarkers.

(C) Requirements

Epoxies shall conform to the requirements set forthkASHTO M 237.

(D) Prequalification

Refer to Subarticle 1081-1(E).

(E) Acceptance

Refer to Subarticle 1081-1(F).

Page 10-173, Article 1084-2, STEEL SHEET PILES, les 37-38replace first paragraph with the following:

Steel sheet piles detailed for permanent applicatshall be hot rolled and meet ASTM A572 or ASTEBA unless otherwise
required by the plans. Steel sheet piles shaida#ed as required by the plans. Galvanized giksst shall be coated in
accordance with Section 1076. Metallized sheeshall be metallized in accordance to the Pr§petial Provision “Thermal
Sprayed Coatings (Metallization)” with an 8 mil,.9% aluminum alloy coating and a 0.5 mil seal e@gti Any portion of the
metallized sheet piling encased in concrete skadive a barrier coat. The barrier coat shalinb@pporoved waterborne coating
with a low-viscosity which readily absorbs into theres of the aluminum thermal sprayed coatinge Viaterborne coating
shall be applied at a spreading rate that resuléstheoretical 1.5 mil dry film thickness. Thermofacturer shall issue a letter
of certification that the resin chemistry of theterdorne coating is compatible with the 99.9% ahum thermal sprayed alloy
and suitable for tidal water applications.

Page 10-174, Subarticle 1086-1(B)(1), Epoxy, lin&8-24,replace with the following:
The epoxy shall meet Article 1081-4.

The 2 types of epoxy adhesive which may be usedype I, Rapid Setting, and Type Il, Standard 8gttiUse Type Il when

the pavement temperature is above 60°F or per Hreifacturer’'s recommendations whichever is moiagsnt. Use Type |

when the pavement temperature is between 50°F @l & per the manufacturer's recommendations vevehis more

stringent. Epoxy adhesive Type I, Cold Set, mayde to attach temporary pavement markers toahenpent surface when
the pavement temperature is between 32°F and 5Q36rdhe manufacturer’'s recommendations whichisverore stringent.
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Page 10-175, Subarticle 1086-2(E), Epoxy Adhesivéige 27,replace “Section 1081” with “Article 1081-4".

Page 10-177, Subarticle 1086-3(E), Epoxy Adhesivéige 22,replace “Section 1081” with “Article 1081-4".

Page 10-179, Subarticle 1087-4(A), Composition, & 39-41replace the third paragraph with the following:

All intermixed and drop-on glass beads shall notaim more than 75 ppm arsenic or 200 ppm lead.

Page 10-180, Subarticle 1087-4(B), Physical Charadistics, line 8,replace the second paragraph with the following:

All intermixed and drop-on glass beads shall comyptin NCGS § 136-30.2 and 23 USC § 109(r).

Page 10-181, Subarticle 1087-7(A), Intermixed andrBp-on Glass Beads, line 24dd the following after the first paragraph:
Use X-ray Fluorescence for the normal samplinggulace for intermixed and drop-on beads, withoustting, to check for any
levels of arsenic and lead. If any arsenic or lsadetected, the sample shall be crushed and trépedest using X-ray

Fluorescence. If the X-ray Fluorescence test simore than a LOD of 5 ppm, test the beads usingedr8tates Environmental
Protection Agency Method 6010B, 6010C or 3052 formore than 75 ppm arsenic or 200 ppm lead.

GROUT PRODUCTION AND DELIVERY:
(3-17-15) 1003 SP10 R20

Revise the2012 Sandard Specifications as follows:
Replace Section 1003 with the following:

SECTION 1003
GROUT PRODUCTION AND DELIVERY

1003-1 DESCRIPTION

This section addresses cement grout to be usestrioctures, foundations, retaining walls, conciegiers, embankments,

pavements and other applications in accordancetiétisontract. Produce non-metallic grout compagétbrtland cement and

water and at the Contractor’s option or as requiigdregate and pozzolans. Include chemical adneixtas required or needed.
Provide sand cement or neat cement grout as relquidefine “sand cement grout” as grout with onhefaggregate and “neat
cement grout” as grout without aggregate.

The types of grout with their typical uses arelasas below:

Type 1 - A cement grout with only a 3-day strength regmuient and a fluid consistency that is typicallyduger filling
subsurface voids.

Type 2 — A nonshrink grout with strength, height change dow conforming to ASTM C1107 that is typicalised for
foundations, ground anchors and soil nails.

Type 3 — A nonshrink grout with high early strength ameeke-thaw durability requirements that is typicalsed in pile
blockouts, grout pockets, shear keys, dowel halésracesses for concrete barriers and structures.

Type 4 — A neat cement grout with low strength, a fluahsistency and high fly ash content that is typycased for slab
jacking.

Type 5- A low slump, low mobility sand cement grout withinimal strength that is typically used for comfp@T grouting.
1003-2 MATERIALS

Refer to Division 10.
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Iltem Sectior
Chemical Admixture 1024-3
Fine Aggregat 10141
Fly Ash 1024-5
Grouwnd Granulated Blast Furnace £ 1024-6
Portland Cemel 1024-1
Silica Fumu 1024-7
Watel 10244

Do not use grout that contains soluble chloridesiore than 1% soluble sulfate. At the Contractopson, use an approved
packaged grout instead of the materials above exoepater. Use packaged grouts that are on ttBOT Approved Products
List.

Use admixtures for grout that are on the NCDOT Appd Products List or other admixtures in accordamith Subarticle
1024-3(E) except do not use concrete additivesiolassified or other admixtures in Type 4 or 5 grduse Class F fly ash for
Type 4 grout and Type Il Portland cement for Typgéut.

Use well graded rounded aggregate with a graddtopnd limit (LL) and plasticity index (PI) that eet Table 1003-1 for Type
5 grout. Fly ash may be substituted for a portibthe fines in the aggregate. Do not use anyrgibezolans in Type 5 grout.

TABLE 1003-1
AGGREGATE REQUIREMENTS FOR TYPE 5 GROUT

Gradation

. . . . Maximum Liquid Maximum Plasticity
Sieve Designatio Percentage Passir Limit Index
per AASHTO M 92 (% by weight)
3/8" 100
No. 4 70-95
No. 8 50-90
No. 16 30-80 N/A N/A
No. 30 25-70
No. 50 20-50
No. 100 15-40
No. 200 10-30 25 10

1003-3 COMPOSITION AND DESIGN

When using an approved packaged grout, a groutesign submittal is not required. Otherwise, suilproposed grout mix
designs for each grout mix to be used in the wdvlxes for all grout shall be designed by a CeztfiConcrete Mix Design
Technician or an Engineer licensed by the Statéoofh Carolina. Mix proportions shall be deternari®y a testing laboratory
approved by the Department. Base grout mix desigriaboratory trial batches that meet Table 108B@this section. With
permission, the Contractor may use a quantity efrdhal admixture within the range shown on the enirtist of approved
admixtures maintained by the Materials and Tests Un

Submit grout mix designs in terms of saturatedesiafdry weights on Materials and Tests Form 312ldast 35 days before
proposed use. Adjust batch proportions to comgerfeasurface moisture contained in the aggregatése time of batching.

Changes in the saturated surface dry mix propatigt not be permitted unless revised grout miziges have been submitted
to the Engineer and approved.

Accompany Materials and Tests Form 312U with anlgsof laboratory test results of compressive gjitlendensity and flow or
slump and if applicable, aggregate gradation, dlityaand height change. List the compressiversite of at least three 2"
cubes at the age of 3 and 28 days.

The Engineer will review the grout mix design fangliance with the contract and notify the Contoaets to its acceptability.
Do not use a grout mix until written notice hasrbeeceived. Acceptance of the grout mix designsar of approved packaged
grouts does not relieve the Contractor of his rasjmlity to furnish a product that meets the caotr Upon written request
from the Contractor, a grout mix design acceptatlgsed satisfactorily on any Department project i@agccepted for use on
other projects.
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Perform laboratory tests in accordance with thiedahg test procedures:

moow>»

Property Test Method
Aggregate Gradatidn AASHTO T 27
Compressive Strength AASHTO T 106
AASHTO T 121
Density (Unit Weight) AASHTO T 13%,
ANSI/API RF 13B-18 (Section 4, Mud Balance)
Durability AASHTO T 16%
Flow ASTM C939 (Flow Cone)
Height Change ASTM C1080
Slump AASHTO T 119

Applicable to grout with aggregate.

Applicable to Neat Cement Grout.

American National Standards Institute/American detrm Institute Recommended Practice.
Procedure A (Rapid Freezing and Thawing in Wateg)ired.

Moist room storage required.

1003-4 GROUT REQUIREMENTS

Provide grout types in accordance with the contradse grouts with properties that meet Table 1P03Fhe compressive
strength of the grout will be considered the averegmpressive strength test results of three 22sabeach age. Make cubes
that meet AASHTO T 106 from the grout delivered tloe work or mixed on-site. Make cubes at suchueacies as the
Engineer may determine and cure them in accordaitteAASHTO T 106.

TABLE 1003-2
GROUT REQUIREMENTS

T ¢ Minimum Compressive Height Mini Durabilit
()BIFoeu'? Strength at Change Flow*/Slump® mmug; ctg:a Yy
3 days 28 days at 28 days
1 3,000 psi - - 10 — 30 sec -
2 Table f Fluid Consistendy -
Per Accepte
3 5,000 psi _ 0—0.2% Grout Mix Design/ 80
Approved
Packaged Grout

4P 600 psi 1,500 psi - 10 — 26 sec -

5 - 500 psi - 1-3" -

A. Applicable to Type 1 through 4 grouts.

B. Applicable to Type 5 grout.

C. ASTM C1107.

D. Use Type 4 grout with proportions by volume of ftg@ment and 3 parts fly ash.

1003-5 TEMPERATURE REQUIREMENTS

When using an approved packaged grout, follow thaufacturer’s instructions for grout and air tenapare at the time of
placement. Otherwise, the grout temperature atitiee of placement shall be not less thafF5@or more than 9&. Do not

place grout when the air temperature measurecedodation of the grouting operation in the shagayafrom artificial heat is
below 40°F.

1003-6 ELAPSED TIME FOR PLACING GROUT

Agitate grout continuously before placement. Ratpithe delivery so the maximum interval betweenplacing of batches at
the work site does not exceed 20 minutes. Plamat dpefore exceeding the times in Table 1003-3advee the elapsed time
as the time between adding the mixing water tagtieet mix and placing the grout.
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TABLE 1003-3
ELAPSED TIME FOR PLACING GROUT
(with continuous agitation)

Maximum Elapsed Time

Air or Grout Temperature, No Retarding Retarding
Whichever is H|gher Admixture Admixture
Used Used
90°F or above 30 minute 1 hr. 15 minute
80°F through 89F 45 minute 1 hr. 30 minute
79°F or below 60 minute 1 hr. 45 minute

1003-7 MIXING AND DELIVERY
Use grout free of any lumps and undispersed cem&afien using an approved packaged grout, mix gnoatcordance with

the manufacturer’s instructions. Otherwise, compityh Articles 1000-8 through 1000-12 to the extapplicable for grout
instead of concrete.

DRIVEWAYS AND PRIVATE PROPERTY:

The Contractor shall maintain access to drivewaysll residents and property owners throughoutifaeof the project. The
Contractor shall not perform work for private c#is or agencies in conjunction with this projectvihin the project limits of
this contract. Any driveway paved by a Contracidrich ties into a NCDOT system road being pavethieyContractor, must
be paved either prior to the road paving projecfter its completion.

Driveways shall be removed to a sufficient distatocprovide for a smooth tie-in to future edge atment as directed by the
Engineer. Driveways shall be sawcut. This work bé included in lump sum of grading.

UTILITY CONFLICTS:

It shall be the responsibility of the Contractorctmtact all affected utility owners and determihe precise locations of all
utilities prior to beginning construction. Utiligwners shall be contacted a minimum of 48 houi® po the commencement
of operations. Special care shall be used in wgrkround or near existing utilities, protectingrthwhen necessary to provide
uninterrupted service. In the event that anytutiervice is interrupted, the Contractor shallfgahe utility owner immediately
and shall cooperate with the owner, or his repitesien, in the restoration of service in the sheirtane possible. Existing fire
hydrants shall be kept accessible to fire departsrarall times.

The Contractor shall adhere to all applicable ratjphs and follow accepted safety procedures whanking in the vicinity of
utilities in order to insure the safety of constraie personnel and the public.

Utility relocation may not be complete prior to ttart of construction; therefore, the contractik ivave to coordinate with the
utility companies during the relocation.

UTILITIES BY OTHERS:

The following utility companies have facilities thamay be in conflict with the construction of tiuject.

A) AT&T (Embargmail) Homer, Maronahmarona@embargmail.com

B) Eastover Water & Sewer Dave Strum, dstrum@envirolinkinc.com

C) CenturyLink Kevin Godwin, kevin.godwin@centurylink.com
D) Piedmont Natural Gas Chad Clark, jonathanclark@piedmontng.com
E) PWC Power Tim Stankiewicimothy.stankiewicz @faypwc.com

The conflicting facilities of the Utility Companiesay be adjusted after the date of availability] are listed therefore in these
special provisions for the benefit of the Contrachdl utility work listed herein will be done byne utility owner. All existing
utilities are shown on the plans as provided byutiky Owners.

No known Utilities on this project require any astjment.



DF00171 45 Cumberland County

PROJECT SPECIAL PROVISIONS

EROSION CONTROL

EROSION AND STORMWATER CONTROL FOR SHOULDER CONSTRU CTION AND
RECONSTRUCTION:

(11-16-10) (Rev. 8-21-12) 105-16, 225-2, Divisidh 1 SP16 RO3R

Land disturbing operations associated with shouldenstruction/reconstruction may require erosiord asediment
control/stormwater measure installation. Natiddallutant Discharge Elimination System (NPDES) etjon and reporting
may be required.

Erosion control measures shall be installed peretiosion control detail in any area where the \aget buffer between the
disturbed area and surface waters (streams, westlandpen waters) or drainage inlet is less titafedt. The Engineer may
reduce the vegetated buffer threshold for thisirequent to a value between 5 and 10 feet. Erositorrol measures shall be
spot checked every 14 days until permanent vegetasitablishment.

In areas where shoulder construction/reconstrudgticludes disturbance or grading on the front slopé¢o the toe of fill,
relocating ditch line or backslope, or removingetagion from the ditch line or swale, NPDES insfmecand monitoring are
required every 14 days or within 24 hours of afedirevent of 0.5" or greater. Maintain daily r&il records. Install erosion
control measures per detail.

In areas where the vegetated buffer is less thafeet(between the disturbed area and waters dbtaie classified as High
Quality Water (HQW), Outstanding Resource Water \QRCritical Areas, or Unique Wetlands, NPDES ingfmn and
monitoring are required every 14 days or withinn@rs of a rainfall event of 0.5" or greater. THmineer may reduce the
vegetated buffer threshold for this requiremenatealue between 5 and 10 feet. The plans or poosswill indicate the
presence of these water classifications. Mairdaity rainfall records. Install erosion control aseres per detail.

Land disturbances hardened with aggregate mateeiedsving sheet flow are considered non-erodible.

Sites that require lengthy sections of silt fenagyraubstitute with rapid permanent seeding and mmgcas directed by the
Engineer.

NPDES documentation shall be performed by a Ldvétdsion and Sediment Control/Stormwater certiédaolder.

Materials used for erosion control will be measwsad paid as stated in the contract.

SEEDING AND MULCHING: (East)

The kinds of seed and fertilizer, and the ratesppflication of seed, fertilizer, and limestone,lisha as stated below. During
periods of overlapping dates, the kind of seecetased shall be determined. All rates are in psyred acre.

All Roadway Areas

March 1 - August 31 September 1- February 28

50# Tall Fescu 50# Tall Fescu

104 Centiped 104 Centiped

25% Bermudagrass (hulle 354 Bermudagrass (unhulle
500¢# Fertilizer 500¢# Fertilizer

4000# Limestont 4000# Limestont

Waste and Borrow Locations

March 1 - August 31 September 1- February 28

75# Tall Fescu 75# Tall Fescu

25# Bermudagrass (hulle 354 Bermudagrass (unhulle
500¢# Fertilizer 500¢# Fertilizer

4000# Limestont 4000¢ Limestont
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Note: 50# of Bahiagrass may be substituted for eién Centipede or Bermudagrass only upon Engineer’saguest.

Approved Tall Fescue Cultivars

06 Dus Escalad Justict Scorpior

2" Millennium Essentie Kalahari Serengeti
34 Millennium Evergreen Kentucky 31* Shelby
Apache 1l Falcon IV Kitty Hawk 200C Sheridal
Avenge Falcon NC Legitimate Signie
Barlexa: Falcon \ Lexingtor Silver Hawi
Barlexas | Faith LSD Sliversta
Bar F¢ Fat Ca Magellar Shenandoah Eli
Barrer: Festnov Matado Sidewinde
Barringtor Fidelity Millennium SRF Skyline
Barrobustc Finelawn Elitt Monet Solare
Barvadt Finelawn Xpres Mustang - Southern Choice
Biltmore Finesse | Ninja z Speedwa
Bingc Firebirc oI’ Glory Spyder L
Bizemr Firecracker L. Olympic Golc Sunset Gol
Blackwatct Firenz: Padr: Taccoi
Blade Runner Five Poin Patagoni Tanzanii
Bonsa Focu: Pedigre Trio
Braveheai Forte Picass Tahoe |
Bravc Garrisor Piedmon Talladeg:
Bullseye Gazelle | Plantatior Tarhee
Cannavar Gold Medallior Proseeds 53( Terranc
Catalys Grande Prospec Titan Itd
Cayenn Greenbrook Pure Gols Titanium LS
Cessane F Greenkeept Ques Trace
Chippe Gremlin Raptor | Traverse SR
Cochise I\ Greyston Rebel Exed Tulsa Tim¢
Constitutior Guardian 2 Rebel Sentr Turbc

Corgi Guardian 4 Rebel IV Turbo Rz
Corone Hemi Regiment | Tuxedo Rz
Coyote Honky Tonl Regenera Ultimate
Darlingtor Hot Roc Renditior Venture
Davinci Hunte! Rhambler 2 SR Umbrelle
Desire Infernc Rembranc Van Gogt
Dominion Innovato Reunior Watchdo
Dynamic Integrity Riverside Wolfpack I
Dynast) Jaguar RNF Xtremegree
Endeava Jambore Rocke

*Note: Kentucky 31 will no longer be an approved NOOT Tall Fescue Cultivar after December 31, 2015.

On cut and fill slopes 2:1 or steeper Centipedd bhapplied at the rate of 5 pounds per acreaatit?0# of Sericea Lespedeza
from January 1 - December 31.

Fertilizer shall be 10-20-20 analysis. A differantlysis of fertilizer may be used provided th& 2ratio is maintained and the
rate of application adjusted to provide the sameuarhof plant food as a 10-20-20 analysis and rextid.
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Measurement and Payment

Native GrassSeeding and Mulching will be measured and paid for in accordance witticke 1660-8 of theSandard
Soecifications.

TEMPORARY SEEDING:

Fertilizer shall be the same analysis as spedfie@eeding and Mulching and applied at the rate of 400 pounds and sedded a
the rate of 50 pounds per acre. Sweet Sudan Gsassian Millet or Browntop Millet shall be usedsammer months and Rye
Grain during the remainder of the year. The Engingll determine the exact dates for using ead kif seed.

FERTILIZER TOPDRESSING:

Fertilizer used for topdressing on all roadway amecept slopes 2:1 and steeper shall be 10-20a2@ gnd shall be applied at
the rate of 500 pounds per acre. A different asislgf fertilizer may be used provided the 1-2#bres maintained and the rate
of application adjusted to provide the same amotiptant food as 10-20-20 analysis and as directed.

Fertilizer used for topdressing on slopes 2:1 dadper and waste and borrow areas shall be 16r8ee gnd shall be applied

at the rate of 500 pounds per acre. A differeiadyamis of fertilizer may be used provided the 2-fatio is maintained and the
rate of application adjusted to provide the sameuwarnof plant food as 16-8-8 analysis and as aikct

SUPPLEMENTAL SEEDING:

The kinds of seed and proportions shall be the senspecified foSeeding and Mulching, with the exception that no centipede
seed will be used in the seed mix for supplemesgadiing. The rate of application for supplemesgatiing may vary from 25#
to 75# per acre. The actual rate per acre willddermined prior to the time of topdressing andGatractor will be notified
in writing of the rate per acre, total quantity deg, and areas on which to apply the supplemeatal. s Minimum tillage
equipment, consisting of a sod seeder shall be foseidcorporating seed into the soil as to prewdisturbance of existing
vegetation. A clodbuster (ball and chain) may seduwvhere degree of slope prevents the use of sesulkr.

MOWING:

The minimum mowing height on this project shaldbaches.

RESPONSE FOR EROSION CONTROL:

Description

Furnish the labor, materials, tools and equipmenessary to move personnel, equipment, and supplies project necessary
for the pursuit of any or all of the following wods shown herein, by an approved subcontractor.

Section Erosion Control Item Unit
1605 Temporary Silt Fence LF
1606 Special Sediment Control Fence LF/TON
1615 Temporary Mulching ACR
1620 Seed - Temporary Seeding LB
1620 Fertilizer - Temporary Seeding TN
1631 Matting for Erosion Control SY

SP Coir Fiber Mat SY
1640 Coir Fiber Baffles LF
SP Permanent Soil Reinforcement Mat SY
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1660 Seeding and Mulching ACR
1661 Seed - Repair Seeding LB
1661 Fertilizer - Repair Seeding TON
1662 Seed - Supplemental Seeding LB
1665 Fertilizer Topdressing TON
SP Safety/Highly Visible Fencing LF
SP Response for Erosion Control EA

Construction Methods

Provide an approved subcontractor who performsa@sian control action as described in the NPDE$dnson Form SPPP30.
Each erosion control action may include one or nobtbe above work items.

Measurement and Payment

Response for Erosion Control will be measured and paid for by counting the datwanber of times the subcontractor moves
onto the project, including borrow and waste siées| satisfactorily completes an erosion contridbaaescribed in Form 1675.
The provisions of Article 104-5 of ti&andard Specifications will not apply to this item of work.

Payment will be made under:

Pay Item Pay Unit
Response for Erosion Coni Eact

MINIMIZE REMOVAL OF VEGETATION:

The Contractor shall minimize removal of vegetatiathin project limits to the maximum extent praetble. Vegetation
along stream banks and adjacent to other juristhatiresources outside the construction limitsisdy be removed upon
approval of Engineer. No additional payment walrhade for this minimization work.

STOCKPILE AREAS:

The Contractor shall install and maintain erosiontml devices sufficient to contain sediment abamy erodible material
stockpile areas as directed.

ACCESS AND HAUL ROADS:

At the end of each working day, the Contractorlghatall or re-establish temporary diversions artle berms across
access/haul roads to direct runoff into sedimenicés. Silt fence sections that are temporaritgaeed shall be reinstalled
across access/haul roads at the end of each walking

WASTE AND BORROW SOURCES:

Payment for temporary erosion control measurepixthose made necessary by the Contractor’'s ogiigeace or for his
own convenience, will be paid for at the approgriedntract unit price for the devices or measutiéiged in borrow sources
and waste areas.

No additional payment will be made for erosion cohdlevices or permanent seeding and mulching yocammercial borrow
or waste pit. All erosion and sediment controlcfiges that may be required on a commercial booowaste site will be done
at the Contractor’s expense.

All offsite Staging Areas, Borrow and Waste sitlealbe in accordance with “Borrow and Waste SigelRmation Procedures
for Contracted Projects” located at:
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http://www.ncdot.gov/doh/operations/dp chief enadiside/fieldops/downloads/Files/ContractedReclamn&tiocedures.pdf

All forms and documents referenced in the “Borrovd &Vaste Site Reclamation Procedures for Contrdtegcts” shall be
included with the reclamation plans for offsitegite areas, and borrow and waste sites.

LAWN TYPE APPEARANCE:

All areas adjacent to lawns must be hand finisheediected by the Field Operations Engineer to gil@wn type appearance.
Remove all trash, debris, and stones % “ and langdiameter or other obstructions that could ifeer with providing a smooth
lawn type appearance. These areas shall be reseededch their original vegetative conditions. Wehall be in accordance
with Section 1660 of the Standard Specifications

WATTLES WITH POLYACRYLAMIDE (PAM):
(10-19-10) (Rev. 1-17-12) 1060,1630,1631 T2

Description

Wattles are tubular products consisting of excelsbers encased in synthetic netting. Wattlesumel on slopes or channels
to intercept runoff and act as a velocity breakatils are to be placed at locations shown onltvsr as directed. Installation
shall follow the detail provided in the plans arsdd&rected. Work includes furnishing materialstatiation of wattles, matting
installation, PAM application, and removing wattles

Materials

Wattle shall meet the following specifications:

100% Curld Wood(Excelsior) Fibe

Minimum Diamete 12in

Minimum Density 2.5 b/ +/- 10%

Net Materia Syntheti

Net Opening lin.x1in

Net Configuratiol Totally Encase

Minimum Weigh 20 Ib. +- 10% per 10 ft. lengt

Stakes shall be used as anchors.

Provide hardwood stakes a minimum of 2-ft. lonchwvéit2 in. X 2 in. nominal square cross sectione @&md of the stake must
be sharpened or beveled to facilitate driving dava the underlying soil.

Matting shall meet the requirements of Article 1@56f the2012 Standard Specifications, or shall meet specifications provided
elsewhere in this contract.

Provide staples made of 0.125" diameter new steelfarmed into au shape not less than 12" in length with a throdt"ah
width.

Polyacrylamide (PAM) shall be applied in powdemfcaind shall be anionic or neutrally charged. Samples shall be obtained
in areas where the wattles will be placed, and foffsite material used to construct the roadway, @malyzed for the appropriate
PAM flocculant to be utilized with each wattle. &FRAM product used shall be listed on the Northo@@a Department of
Environment and Natural Resources (NCDENR) DivisibWater Quality (DWQ) web site as an approved Ppiddduct for
use in North Carolina.

Construction Methods

Wattles shall be secured to the soil by wire stapfgproximately every 1 linear foot and at the ehelch section of wattle. A
minimum of 4 stakes shall be installed on the ddreasn side of the wattle with a maximum spacing thear feet along the
wattle, and according to the detail. Install aimimm of 2 stakes on the upstream side of the wattt®rding to the detail
provided in the plans. Stakes shall be driven itheoground a minimum of 10 in. with no more thaim.2orojecting from the
top of the wattle. Drive stakes at an angle adngrtb the detail provided in the plans.

Only install wattle(s) to a height in ditch so flawill not wash around wattle and scour ditch sloped according to the detalil
provided in the plans and as directed. Overlapiaitig sections of wattles a minimum of 6 in.
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Installation of matting shall be in accordance wiith detail provided in the plans, and in accordawmith Article 1631-3 of the
2012 Sandard Specifications, or in accordance with specifications providedetsere in this contract.

Apply PAM over the lower center portion of the ativhere the water is going to flow over at a i@ft2 ounces per wattle, and
1 ounce of PAM on matting on each side of the watBAM applications shall be done during constoucactivities after every
rainfall event that is equal to or exceeds 0.50 in.

The Contractor shall maintain the wattles until gineject is accepted or until the wattles are rezdpand shall remove and
dispose of silt accumulations at the wattles whedisected in accordance with the requirementseatiSn 1630 of th012
Standard Specifications.

Measurement and Payment

Wattleswill be measured and paid for by the actual nunobénear feet of wattles which are installed acdepted. Such price
and payment will be full compensation for all wadvered by this section, including, but not limitedfurnishing all materials,
labor, equipment and incidentals necessary toliris&\Wattl es.

Matting will be measured and paid for in accordanith Article 1631-4 of th€012 Sandard Specifications, or in accordance
with specifications provided elsewhere in this caat

Polyacrylamide (PAM) will be measured and paid for by the actual weighgtounds of PAM applied to the wattles. Sucleeori
and payment will be full compensation for all wadvered by this section, including, but not limitedfurnishing all materials,
labor, equipment and incidentals necessary to appliolyacrylamide (PAM).

Payment will be made under:

Pay Item Pay Unit
Polyacrylamide (PANM Pounc
Wattle Linear Foo
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PROJECT SPECIAL PROVISIONS

WORK ZONE TRAFFIC CONTROL

LUMP M PAYMENT FOR TRAFFI NTROL.:
(02/06/2013) s

The Contractor shall maintain traffic &R 1714 (River Road)during construction and shatovide,install and maintain
all traffic control devices as shown in tReadway Standard Drawings or asdirected by théEngineer.

The lump sum price bid for traffic control shalkinde but not be limited t8igns(portable, stationary,or barricade),

which includes detour signing, portable lighting, Truck Mounted Attenuators (TMA), Changeable Message
Signs (CMS), Flashing Arrow Boards (FAB), Flaggers, Cones, Skinny Drums and Drumsand all labor, tools,
equipmentandincidentals necessary to furnish, install, nmaimtand remove traffic control devices whealonger
required.

Basis of Payment

Partial payments will be made on each payment agtirbased on the following: Fifty percesftthe contract lump sum
price bid will be paid on the first monthly estiraaand the remainin§0% of the contract lump sum price bid will be paid
on each subsequent estimate based opeheentof the projectcompleted.

Payment will be made under:

Pay Item Pay Unit
Traffic Control Lump Sum
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STANDARD SPECIAL PROVISION

AVAILABILITY OF FUNDS — TERMINATION OF CONTRACTS
(5-20-08) 7-2

General Satute 143C-6-11. (h) Highway Appropriation is hereby incorporated verbatim in this contractodlows:

(h) Amounts Encumbered. — Transportation ptapropriations may be encumbered in the amduatatments made to
the Department of Transportation by the Directar tfee estimated payments for transportation prajecitract work to be
performed in the appropriation fiscal year. THetadents shall be multiyear allotments and shabdsed on estimated revenues
and shall be subject to the maximum contract aitthoontained inGeneral Satute 143C-6-11(c). Payment for transportation
project work performed pursuant to contract in &sgal year other than the current fiscal yearuisject to appropriations by
the General Assembly. Transportation project @mi$ shall contain a schedule of estimated conoplgirogress, and any
acceleration of this progress shall be subjechéoapproval of the Department of Transportatiorvigied funds are available.
The State reserves the right to terminate or suspag transportation project contract, and anysjpartation project contract
shall be so terminated or suspended if funds willbe available for payment of the work to be penfied during that fiscal year
pursuant to the contract. In the event of ternimadf any contract, the contractor shall be gigamritten notice of termination
at least 60 days before completion of scheduledk farwhich funds are available. In the eventeshtination, the contractor
shall be paid for the work already performed inordance with the contract specifications.

Payment will be made on any contract terminatedyant to the special provision in accordance withaticle 108-13(E) of
the 2012 Sandard Specifications.



DF00171 53 Cumberland County

STANDARD SPECIAL PROVISION

ERRATA
(1-17-12) (Rev. 04-21-15) z-4

Revise the2012 Sandard Specifications as follows:

Division 2
Page 2-7, line 31, Article 215-2 Construction Mettds, replace “Article 107-26” with “Article 107-25".
Page 2-17, Article 226-3, Measurement and Paymetine 2, delete“pipe culverts,”.
Page 2-20, Subarticle 230-4(B), Contractor FurnistteSources, change references as follows: Linergéplace “(4) Buffer
Zone” with “(c) Buffer Zone”;Line 12, replace “(5) Evaluation for Potential Wetlands d&fmtlangered Species” with “(d)
Evaluation for Potential Wetlands and Endangeresti®p”; and_ine 33, replace “(6) Approval” with “(4) Approval”.

Division 3
Page 3-1, after line 15, Article 300-2 Materialg;eplace “1032-9(F)” with “1032-6(F)".

Division 4
Page 4-77, line 27, Subatrticle 452-3(C) Concrete @ing, replace “sheet pile” with “reinforcement”.

Division 6
Page 6-7, line 31, Article 609-3 Field Verificatiomf Mixture and Job Mix Formula Adjustments, replace “30” with “45”.
Page 6-10, line 42, Subarticle 609-6(C)(2gplace “Subarticle 609-6(E)” with “Subarticle 66ED)".
Page 6-11, Table 609-1 Control Limits;eplace “Max. Spec. Limit” for the Target SourcePeh7dPoe Ratio with “1.0".
Page 6-40, Article 650-2 Materialsteplace “Subarticle 1012-1(F)” with “Subarticle1?91(E)”

Division 7
Page 7-1, Article 700-3, CONCRETE HAULING EQUIPMENT, line 33, replace “competion” with “completion”.

Division 8
Page 8-23, line 10, Article 838-2 Materialgeplace “Portland Cement Concrete, Class B” witbrtRnd Cement Concrete,
Class A”.

Division 10
Page 10-166, Article 1081-3 Hot Bitumengplace “Table 1081-16" with “Table 1081-2", repddTable 1081-17" with
“Table 1081-3", and replace “Table 1081-18" withdfile 1081-4".

Division 12
Page 12-7, Table 1205-3dd “FOR THERMOPLASTIC” to the end of the title.
Page 12-8, Subarticle 1205-5(B), line 1Bzplace “Table 1205-2" with “Table 1205-4".
Page 12-8, Table 1205-4 and 1205+gplace “THERMOPLASTIC” in the title of these tablwith “POLYUREA”.
Page 12-9, Subarticle 1205-6(B), line 2deplace “Table 1205-4" with “Table 1205-6".
Page 12-11, Subarticle 1205-8(C), line 2&place “Table 1205-5" with “Table 1205-7".

Division 15
Page 15-4, Subarticle 1505-3(F) Backfilling, line&replace “Subarticle 235-4(C)” with “Subarticle 236)".
Page 15-6, Subarticle 1510-3(B), after line 2fgplace the allowable leakage formula with theofelhg: W=LD VP +
148,000
Page 15-6, Subarticle 1510-3(B), line 32, delete &ynbe performed concurrently or” and replace with “shall be
performed”.
Page 15-17, Subarticle 1540-3(E), line 2delete “Type 1".

Division 17
Page 17-26, line 42, Subatrticle 1731-3(D) Terminati and Splicing within Interconnect Center,delete this subarticle.

Revise the2012 Roadway Standard Drawings as follows:

1633.01 Sheet 1 of 1, English Standard Drawing fdrdatting Installation, replace “1633.01” with “1631.01".
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STANDARD SPECIAL PROVISION

PLANT AND PEST QUARANTINES

(Imported Fire Ant, Gypsy Moth, Witchweed, Emerald Ash Borer, And Other Noxious Weeds)
(3-18-03) (Rev. 12-20-16) Z-04a

Within Quarantined Area

This project may be within a county regulated ftamp and/or pests. If the project or any parthaf Contractor's operations is
located within a quarantined area, thoroughly cletequipment prior to moving out of the quaraatirarea. Comply with
federal/state regulations by obtaining a certigoat limited permit for any regulated article mayiinom the quarantined area.

Originating in a Quarantined County

Obtain a certificate or limited permit issued bg tN.C. Department of Agriculture/United States D&pant of Agriculture.
Have the certificate or limited permit accompang #nticle when it arrives at the project site.

Contact

Contact the N.C. Department of Agriculture/Uniteiit8s Department of Agriculture at 1-800-206-933B9-707-3730, or
http://mww.ncagr.gov/plantindustry/ to determine those specific project sites locatatie quarantined area or for any regulated
article used on this project originating in a qudireed county.

Regulated Articles Include

1. Soil, sand, gravel, compost, peat, humus, muck deedmposed manure, separately or with other esticThis includes
movement of articles listed above that may be aatamtwith cut/waste, ditch pulling, and shouldettiog.

Plants with roots including grass sod.

Plant crowns and roots.

Bulbs, corms, rhizomes, and tubers of ornamengautg!
Hay, straw, fodder, and plant litter of any kind.
Clearing and grubbing debris.

Used agricultural cultivating and harvesting equénin
Used earth-moving equipment.

Any other products, articles, or means of convegantany character, if determined by an inspect@resent a hazard of
spreading imported fire ant, gypsy moth, witchwesadgerald ash borer, or other noxious weeds.

CoNoOrWDN
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STANDARD SPECIAL PROVISION

MINIMUM WAGES

Z-5

The Fair Labor Standards Act provides that withiaie exceptions every employer shall pay wagdiseatate
of not less than SEVEN DOLLARS AND TWENTY FIVE CEIST($7.25) per hour.

The North Carolina Minimum Wage Act provides tleaery employer shall pay to each of his employees,
wages at a rate of not less than SEVEN DOLLARS ANBENTY FIVE CENTS ($7.25) per hour.

The minimum wage paid to all skilled labor employad this contract shall be SEVEN DOLLARS AND
TWENTY FIVE CENTS ($7.25) per hour.

The minimum wage paid to all intermediate labor kEnygd on this contract shall be SEVEN DOLLARS AND
TWENTY FIVE CENTS ($7.25) per hour.

The minimum wage paid to all unskilled labor orstbontract shall be SEVEN DOLLARS AND TWENTY
FIVE CENTS ($7.25) per hour.

This determination of the intent of the applicatadrihis act to the contract on this project istegponsibility
of the Contractor.

The Contractor shall have no claim against the Beysnt of Transportation for any changes in theimimm wage laws, Federal
or State. It is the responsibility of the Contomdb keep fully informed of all Federal and Sthéevs affecting his contract.
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STANDARD SPECIAL PROVISION

AWARD OF CONTRACT
(6-28-77)(Rev 2/16/2016) Z-6

“The North Carolina Department of Transportationaccordance with the provisionsTafle VI of the Civil Rights Act of 1964

(78 Stat. 252) and the Regulations of the Departmiehransportation49 C.F.R., Part 21), issued pursuant to such act, hereby
notifies all bidders that it will affirmatively inge that the contract entered into pursuant todatiiertisement will be awarded
to the lowest responsible bidder without discrintimaon the ground of race, color, or national iorig

TITLE VI AND NONDISCRIMINATION

l. Title VI Assurance

During the performance of this contract, the carttng for itself, its assignees and successonsterest (hereinafter referred to
as the "contractor") agrees as follows:
(1) Compliance with Regulations:The contractor shall comply with the Regulatioratigk to nondiscrimination in Federally-
assisted programs of the Department of Transpontdtiereinafter, "DOT") Title 49, Code of Feder&gRlations, Part 21, as
they may be amended from time to time, (hereinaéifarred to as the Regulations), which are hengiorporated by reference
and made a part of this contract.
(2) Nondiscrimination: The Contractor, with regard to the work performgdthduring the contract, shall not discriminate on
the grounds of race, color, or national originhia selection and retention of subcontractors, giclyprocurements of materials
and leases of equipment. The contractor shall adgicipate either directly or indirectly in the dignination prohibited by
section 21.5 of the Regulations, including employtrgractices when the contract covers a prograrfogétin Appendix B of
the Regulations.
(3) Soalicitations for Subcontractors, Including Praurements of Materials and Equipment:In all solicitations either by
competitive bidding or negotiation made by the cactor for work to be performed under a subcontiactuding procurements
of materials or leases of equipment, each potesuladontractor or supplier shall be notified byc¢betractor of the contractor's
obligations under this contract and the Regulatretetive to nondiscrimination on the grounds @kgecolor, or national origin.
(4) Information and Reports: The contractor shall provide all information angdaes required by the Regulations or directives
issued pursuant thereto, and shall permit accdss books, records, accounts, other sources ofrimdtion, and its facilities as
may be determined by the North Carolina Departnoénfransportation (NCDOT) or the Federal Highwaynidistration
(FHWA) to be pertinent to ascertain compliance sitich Regulations, orders and instructions. Wheyerdormation required
of a contractor is in the exclusive possessionnattfzer who fails or refuses to furnish this infotima the contractor shall so
certify to the NCDOT, or the FHWA as appropriated ahall set forth what efforts it has made to iobtiae information.
(5) Sanctions for Noncomplianceln the event of the contractor's noncompliance withnondiscrimination provisions of this
contract, the NCDOT shall impose such contracttsame as it or the FHWA may determine to be appedey including, but
not limited to:

(a) Withholding of payments to the contractor unitier contract until the contractor complies, and/or

(b) Cancellation, termination or suspension ofdbetract, in whole or in part.
(6) Incorporation of Provisions: The contractor shall include the provisions of gaaghs (1) through (6) in every subcontract,
including procurements of materials and leasesjofpeent, unless exempt by the Regulations, orctires issued pursuant
thereto.
The contractor shall take such action with respeeny subcontractor procurement as the NCDOT eFtHWA may direct as
a means of enforcing such provisions including 8ans for noncompliance: provided, however, thathie event a contractor
becomes involved in, or is threatened with, litigatwith a subcontractor or supplier as a resuttumh direction, the contractor
may request the NCDOT to enter into such litigatmprotect the interests of the NCDOT, and, inithoitl the contractor may
request the United States to enter into such tibgao protect the interests of the United States.

I. Title VI Nondiscrimination Program
Title VI of the 1964 Civil Rights Act, 42 U.S.C. @0d, provides that: “No person in the United Statesl, on the grounds of
race, color, or national origin, be excluded froantggipation in, be denied the benefits of, or bejscted to discrimination under
any program or activity receiving Federal finan@abistance.” The broader application of nondisoation law is found in
other statutes, executive orders, and regulatisae Gection Ill, Pertinent Nondiscrimination Auities), which provide
additional protections based on age, sex, disglalid religion. In addition, the 1987 Civil RighRestoration Act extends
nondiscrimination coverage to all programs andviigs of federal-aid recipients and contractong/uding those that are not
federally-funded.
Nondi scrimination Assurance
The North Carolina Department of Transportation MIT) hereby gives assurance that no person shéafieoground of race,
color, national origin, sex, age, and disabilitg, éxcluded from participation in, be denied thedfiéh of, or be otherwise
subjected to discrimination under any program tivetg conducted by the recipient, as provided yerVI of the Civil Rights
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Act of 1964, the Civil Rights Restoration Act of8IQ and any other related Civil Rights authoritigeether those programs
and activities are federally funded or not.

Obligation

During the performance of this contract, the Cattiaand its subcontractors are responsible forptgimg with NCDOT's
Title VI Program. The Contractor must ensure th@DNXDT’'s Notice of Nondiscrimination is posted in spicuous locations
accessible to all employees and subcontractoresejobsite, along with the Contractor’'s own Equal@oyment Opportunity
(EEO) Policy Statement. The Contractor shall ptatsicincorporate this TITLE VI AND NONDISCRIMINATION ”
language, in its entirety, into all its subcontsagh federally-assisted and state-funded NCDOT-dwanejects, and ensure its
inclusion by subcontractors into all subsequentelower subcontracts. The Contractor and its supaotors shall also
physically incorporate thEHWA-1273, in its entirety, into all subcontracts and sulbseq lower tier subcontracts &ederal-
aid highway construction contracts only. The Contractor soaksponsible for making its subcontractors awdidCDOT’s
Discrimination Complaints Process, as follows:

FILING OF COMPLAINTS
1. Applicability — These complaint procedures apply to the bemeifies of the NCDOT'’s programs, activities, and
services, including, but not limited to, membersha public, contractors, subcontractors, constdfaand other sub-
recipients of federal and state funds.
2. Eligibility — Any person or class of persons who believes bdisls been subjected to discrimination or retahati
prohibited by any of the Civil Rights authoritiéssed upon race, color, sex, age, national ormgidisability, may file

a written complaint with NCDOT's Civil Rights oféic The law prohibits intimidation or retaliatiohany sort. The

complaint may be filed by the affected individualarepresentative, and must be in writing.

3. Time Limits and Filing Options — A complaint must be filed no later than 180 ndkr days after the following:

» The date of the alleged act of discrimination; or

» The date when the person(s) became aware of tggedlldiscrimination; or

» Where there has been a continuing course of contthectlate on which that conduct was discontinugtelatest
instance of the conduct.

Title VI and other discrimination complaints maydemitted to the following entities:

» North Carolina Department of Transportation, Office of Equal Opportunity & Workforce Servicd&SOWS),
External Civil Rights Section, 1511 Mail Servicen@ar, Raleigh, NC 27699-1511; 919-508-1808 orftek 800-
522-0453

» US Department of Transportation, Departmental Office of Civil Rights, External @iRights Programs
Division, 1200 New Jersey Avenue, SE, Washingta@, P0590; 202-366-4070

Federal Highway Administration, North Carolina Division Office, 310 New Bern Auex Suite 410,
Raleigh, NC 27601, 919-747-7010

Federal Highway Administration, Office of Civil Rights, 1200 New Jersey Avenu&, 8" Floor, E81-314,
Washington, DC 20590, 202-366-0693 / 366-0752

Federal Transit Administration, Office of Civil Rights, ATTN: Title VI Program Qudinator, East Bldg."s
Floor — TCR, 1200 New Jersey Avenue, SE, Washinddah20590

Federal Aviation Administration, Office of Civil Rights, 800 Independence Aven&&Y/, Washington, DC
20591, 202-267-3258

» US Department of Justice Special Litigation Section, Civil Rights Divisip®50 Pennsylvania Avenue, NW,
Washington, DC 20530, 202-514-6255 or toll free-818-5228

4. Format for Complaints — Complaints must be imriting andsignedby the complainant(s) or a representative and

include the complainant’'s name, address, and tefepmumber. Complaints received by fax or e-mail e

acknowledged and processed. Allegations receivedelgphone will be reduced to writing and providedthe

complainant for confirmation or revision before @esing. Complaints will be accepted in other laiggs including

Braille.

5. Discrimination Complaint Form — Contact NCDOT EOWS at the phone number above &vea full copy of the

Discrimination Complaint Form and procedures.

6. Complaint Basis —Allegations must be based on issues involving,real®r, national origin, sex, age, or disability.

The term “basis” refers to the complainant's merabgrin a protected group category. Contact tHisefo receive a

Discrimination Complaint Form.

Protected Definition Examples Applicable Statutes and Regulation

Categories FHWA FTA

Race An individual beloncng to one o| Black/African American Title VI of the | Title VI of the Civil
the accepted racial groups; or thelispanic/Latino, Asian, Civil  Rights | Rights Act of 1964;
perception, based usually ormAmerican Indian/Alaska Act of 1964; 49 CFR Part 21;
physical characteristics that |d\ative, Native 49 CFR Part Circular 4702.1B
person is a member of a rac|aHawaiian/Pacific Islander, | 21;
group White 23 CFR 200




DF00171 58 Cumberland County

Color Color of skin, including shade | Black, White, brown
skin within a racial group yellow, etc.
National Place of birth. Citizenship is not
Origin factor. Discrimination based gnMexican, Cuban, Japanese,

language or a person’s accent| igiethamese, Chinese
also covered.

Se» Gende Women and Me 1973 Federi- | Title IX of the
Aid Highway | Education
Act Amendments of 1977
Age Persons of any a 21 year old persc Age Discrimination Act of 197
Disability Physical or mental impairmer| Blind, alcoholic, par- Section504 of the Rehabilitation Act
permanent or temporary, oOramputee, epileptic, diabetig, 1973; Americans with Disabilities Agt
perceived. arthritic of 1990

Il Pertinent Nondiscrimination Authorities

During the performance of this contract, the caritng for itself, its assignees, and successonsténest agrees to comply with

the following non-discrimination statutes and auities, including, but not limited to:

» Title VI of the Civil Rights Act of 1964 (42 U.S.®.2000det seq., 78 stat. 252), (prohibits discrimination on thesis of
race, color, national origin); and 49 CFR Part 21.

* The Uniform Relocation Assistance and Real Prop&ogyuisition Policies Act of 1970, (42 U.S.C. § 480(prohibits
unfair treatment of persons displaced or whosegitghas been acquired because of Federal or Feadénarograms and
projects);

» Federal-Aid Highway Act of 1973, (23 U.S.C. § 324¢q.), (prohibits discrimination on the basis of sex);

» Section 504 of the Rehabilitation Act of 1973, (2%.C. 8§ 794t seg.), as amended, (prohibits discrimination on th&da
of disability); and 49 CFR Part 27;

* The Age Discrimination Act of 1975, as amended,(43.C. § 610%t seq.), (prohibits discrimination on the basis of age);

« Airport and Airway Improvement Act of 1982, (49 USQ71, Section 47123), as amended, (prohibitsidigtation based
on race, creed, color, national origin, or sex);

» The Civil Rights Restoration Act of 1987, (PL 10092, (Broadened the scope, coverage and appligediiTitle VI of the
Civil Rights Act of 1964, The Age Discrimination Bof 1975 and Section 504 of the Rehabilitation Att1973, by
expanding the definition of the terms “programsciivities” to include all of the programs or adirs of the Federal-aid
recipients, sub-recipients and contractors, whetbheh programs or activities are Federally fundealob);

« Titles Il and Il of the Americans with DisabiliseAct, which prohibit discrimination on the basisdisability in the
operation of public entities, public and privatansportation systems, places of public accommaualagiod certain testing
entities (42 U.S.C. 88 12131 — 12189) as implenmkbteDepartment of Transportation regulations aC4B.R. parts 37
and 38;

* The Federal Aviation Administration’s Non-discriration statute (49 U.S.C. § 47123) (prohibits dis@nation on the basis
of race, color, national origin, and sex);

» Executive Order 12898, Federal Actions to Addressir&nmental Justice in Minority Populations andw:-tmcome
Populations, which ensures discrimination againsonity populations by discouraging programs, peb¢ and activities
with disproportionately high and adverse humantheal environmental effects on minority and lowente populations;

» Executive Order 13166, Improving Access to Servfoe$ersons with Limited English Proficiency, amdulting agency
guidance, national origin discrimination includéscdmination because of limited English proficign¢tEP). To ensure
compliance with Title VI, you must take reasonableps to ensure that LEP persons have meaningfessido your
programs (70 Fed. Reg. at 74087 to 74100);

» Title IX of the Education Amendments of 1972, aseaded, which prohibits you from discriminating besa of sex in
education programs or activities (20 U.S.C. 168deey).

« Title VII of the Civil Rights Act of 1964 (42 U.S.@ 2000est seq., Pub. L. 88-352), (prohibits employment discrimioati
on the basis of race, color, religion, sex, oraral origin);

* 49 CFR Part 26, regulation to ensure nondiscrinonah the award and administration of DOT-assistedtracts in the
Department's highway, transit, and airport finahassistance programs, as regards the use of Ristatyed Business
Enterprises (DBES);

* Form FHWA-1273, “Required Contract Provisions,” al@ction of contract provisions and proposal retichat are
generally applicable tall Federal-aid construction projects and must be made a part of, and physically incatted into,
all federally-assisted contracts, as well as appropriate subcontracts and purcloaders, particularly Sections Il
(Nondiscrimination) and Il (Nonsegregated Faahi).
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STANDARD SPECIAL PROVISION

ON-THE-JOB TRAINING
(10-16-07) (Rev. 4-21-15) Z-10

Description

The North Carolina Department of Transportation aidminister a custom version of the Federal Orditie Training (OJT)
Program, commonly referred to as the Alternate &xIgram. All contractors (existing and newcomevrifl)be automatically
placed in the Alternate Program. Standard OJTirespents typically associated with individual pietge will no longer be
applied at the project level. Instead, these requents will be applicable on an annual basis é@hecontractor administered
by the OJT Program Manager.

On the Job Training shall meet the requiremen230CFR 230.107 (b), 23 USC — Section 140, thisipirow and the On-the-
Job Training Program Manual.

The Alternate OJT Program will allow a contracmtrin employees on Federal, State and privatelgdd projects located in
North Carolina. However, priority shall be giventtaining employees on NCDOT Federal-Aid fundeajgmts.

Minorities and Women

Developing, training and upgrading of minoritieslavomen toward journeyman level status is a prinsajgctive of this special

training provision. Accordingly, the Contractor Bhmaake every effort to enroll minority and womes taainees to the extent
that such persons are available within a reasoraabbe of recruitment. This training commitmemas intended, and shall not
be used, to discriminate against any applicantréoning, whether a member of a minority group ot.n

Assigning Training Goals

The Department, through the OJT Program Managérasgign training goals for a calendar year basethe contractors' past
three years’ activity and the contractors' antigdaupcoming year’s activity with the Departmeritt the beginning of each
year, all contractors eligible will be contactedthg Department to determine the number of traitiegtswill be assigned for
the upcoming calendar year. At that time the Gaitr shall enter into an agreement with the Depant to provide a self-

imposed on-the-job training program for the calengsar. This agreement will include a specific f@mof annual training

goals agreed to by both parties. The number ofitrga assignments may range from 1 to 15 per cotdrger calendar year.
The Contractor shall sign an agreement to fuliidit annual goal for the year.\

Training Classifications

The Contractor shall provide on-the-job trainingned at developing full journeyman level workerstire construction
craft/operator positions. Preference shall bergieeproviding training in the following skilled wko classifications:

Equipment Operatc Office Engineer

Truck Driver Estimator

Carpentet Iron / Reinforcing Stel Worker:
Concrete Finishe Mechanic

Pipe Layer Welder:

The Department has established common trainingitilzegions and their respective training requiraitsghat may be used by
the contractors. However, the classificationstestiaed are not all-inclusive. Where the trainimgriented toward construction
applications, training will be allowed in lower-Evmanagement positions such as office engineerestimators. Contractors
shall submit new classifications for specific jaimtions that their employees are performing. Department will review and
recommend for acceptance to FHWA the new classidiea proposed by contractors, if applicable. Ntasgsifications shall
meet the following requirements:

Proposed training classifications are reasonalde ealistic based on the job skill classificatieeds, and

The number of training hours specified in the tragnclassification is consistent with common preesi and provides
enough time for the trainee to obtain journeymaelistatus.
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The Contractor may allow trainees to be traineé Ispibcontractor provided that the Contractor retaimmary responsibility
for meeting the training and this provision is magbplicable to the subcontract. However, only @oatractor will receive
credit towards the annual goal for the trainee.

Where feasible, 25 percent of apprentices or temime each occupation shall be in their first yafaapprenticeship or training.
The number of trainees shall be distributed amdrgvtork classifications on the basis of the contrée needs and the
availability of journeymen in the various classifions within a reasonable area of recruitment.

No employee shall be employed as a trainee in Esgification in which they have successfully coatgdl a training course
leading to journeyman level status or in which thaye been employed as a journeyman.

Records and Reports

The Contractor shall maintain enrollment, monthihdaompletion reports documenting company compéameder these
contract documents. These documents and anyiafioemation as requested shall be submitted tdX5i€ Program Manager.

Upon completion and graduation of the programbetractor shall provide each trainee with a desdtfon Certificate showing
the type and length of training satisfactorily cdeted.

Trainee Interviews

All trainees enrolled in the program will receive iaitial and Trainee/Post graduate interview carteld by the OJT program
staff.

Trainee Wages

Contractors shall compensate trainees on a gradugsdly scale based upon a percentage of the pngvailnimum journeyman
wages (Davis-Bacon Act). Minimum pay shall be@kivs:

60 percer of the journeyman wage for the first half of thaiing perio
75 percer of thejourneyman wage for the third quarter of the tragnperioc
90 percer of the journeyman wage for the last quarter oftthiming perio

In no instance shall a trainee be paid less thariatal minimum wage. The Contractor shall adiierthe minimum hourly
wage rate that will satisfy both the NC Departmaritabor (NCDOL) and the Department.

Achieving or Failing to Meet Training Goals

The Contractor will be credited for each trainegkayed by him on the contract work who is currergiyolled or becomes
enrolled in an approved program and who receiasitig for at least 50 percent of the specific paogrequirement. Trainees
will be allowed to be transferred between projéatsquired by the Contractor’s scheduled worklbadneet training goals.

If a contractor fails to attain their training agsinents for the calendar year, they may be taketh@™NCDOT’s Bidders List.

Measurement and Payment

No compensation will be made for providing requitedning in accordance with these contract documen

NAME CHANGE FOR NCDENR
(1-19-16) Z-11

Description

Wherever in the 2012 Standard Specifications, Br@@ecial Provisions, Standard Special Provisi@@smits or Plans that
reference is made to “NCDENR” or “North Carolina daetment of Environment and Natural Resources”|acep with
“NCDEQ” or “North Carolina Department of EnvironntahQuality” respectively, as the case may be.
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LISTING OF MBE/WBE SUBCONTRACTORS

Sheet of
i * Agreed -
Firm Name and Address Circle Item No. Item Description upon Unit Dollar Volume
One . of ltem
Price
Name
MBE
Addres: WBE
Name
MBE
Addres: WBE
Name
MBE
Addres: WBE
Name
MBE
Addres: WBE
Name
MBE
Addres: WBE
Name
MBE
Addres: WBE
Name
MBE
Addres: WBE

* The Dollar Volume shown in this column shall be #ztual Price Agreed Upon by the Prime Contractat the MBE/WBE subcontractor,
and these prices will be used to determine theepéaige of the MBE/WBE participation in the contract

** Dollar Volume of MBE/WBE Subcontractor Percengagdf Total Contract Bid Price:

If firmisa Material Supplier Only, show Dollar Volume as 60% of Agreed Upon Amount from Letter of Intent.

If firmisa Manufacturer, show Dollar Volume as 100% of Agreed Upon Amount from Letter of Intent.
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LISTING OF MBE/WBE SUBCONTRACTORS

Sheet of
i * Agreed -
Firm Name and Address Circle Item No. Item Description upon Unit Dollar Volume
One . of ltem
Price
Name
MBE
Addres: WBE
Name
MBE
Addres: WBE
Name
MBE
Addres: WBE
Name
MBE
Addres: WBE
Name
MBE
Addres: WBE
Name
MBE
Addres: WBE

** Dollar Volume of MBE Subcontractor  $
MBE Percentage of Total Contract Bid Price %
** Dollar Volume of WBE Subcontractor  $
WBE Percentage of Total Contract Bid Price %
*The Dollar Volume shown in this column shall be tle Actual Price Agreed Upon by the Prime Contractorand the MBE/WBE
subcontractor, and these prices will be used to detmine the percentage of the MBE/WBE participationin the contract.
** Dollar Volume of MBE/WBE Subcontractor Percentage of Total Contract Bid Price.

If firm is a Material Supplier Only, show Dollar Volume as 60% of Agreed Upon Amount from Letter of Irient.
If firm is a Manufacturer, show Dollar Volume as 10% of Agreed Upon Amount from Letter of Intent.
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EXECUTION OF BID

NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN CERTIFICATION
CORPORATION

The person executing the bid, on behalf of the Biddeing duly sworn, solemnly swears (or affirtgt neither he, nor any
official, agent or employee of the bidder has esdeanto any agreement, participated in any collus@ otherwise taken any
action which is in restraint of free competitivaldhing in connection with any bid or contract, ttia¢ bidder has not been
convicted of violatingN.C.G.S. § 133-24 within the last three years, and that the Biddésrids to do the work with its own
bonafide employees or subcontractors and is nolifgdor the benefit of another contractor.

In addition, execution of this bid in the properrmar also constitutes the Bidder's certificatiostatus under penalty of perjury
under the laws of the United States in accordantie tve Debarment Certification attached, providedt the Debarment
Certification also includes any required statementserning exceptions that are applicable.

N.C.G.S § 133-32 and Executive Order 24 prohibit the offer to, oceptance by, any State Employee of any gift froyoae
with a contract with the State, or from any perseeking to do business with the State. By exegudfaany response in this
procurement, you attest, for your entire organizefind its employees or agents, that you are nateathiat any such gift has
been offered, accepted, or promised by any empdogegour organization.

SIGNATURE OF CONTRACTOR

Full name of Corporation

Address as Prequalified

Attest By
Secretary/Assistant Secretary President/Viceid@egAssistant Vice President
Sdlect appropriatetitle Sdect appropriatetitle
Print or type Signer's name Print or type Signeaisie

CORPORATE SEAL
AFFIDAVIT MUST BE NOTARIZED

Subscribed and sworn to before me this the
NOTARY SEAL

__ dayof 20

Signature of Notary Public

of County

State of

My Commission Expires:
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EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN
CERTIFICATION

PARTNERSHIP

The person executing the bid, on behalf of the &iddeing duly sworn, solemnly swears (or affirthgt neither he, nor any official, agent
or employee of the bidder has entered into anyemgeat, participated in any collusion, or othervigeen any action which is in restraint of
free competitive bidding in connection with any bidcontract, that the bidder has not been cordiofeviolatingN.C.G.S § 133-24 within
the last three years, and that the Bidder inteoditthe work with its own bonafide employees dycamtractors and is not bidding for the
benefit of another contractor.

In addition, execution of this bid in the propermer also constitutes the Bidder's certificatiorstatus under penalty of perjury under the
laws of the United States in accordance with thieabment Certification attached, provided that tleb&ment Certification also includes any
required statements concerning exceptions thaptcable.

N.C.G.S §133-32 and Executive Order 24 prohibit the offer to, creptance by, any State Employee of any gift froyoae with a contract
with the State, or from any person seeking to dsirss with the State. By execution of any respam¢his procurement, you attest, for your
entire organization and its employees or agen#, tbu are not aware that any such gift has befemeaf, accepted, or promised by any
employees of your organization.

SIGNATURE OF CONTRACTOR

Full Name of Partnership

Address as Prequalified

By

Signature of Witness Signature of Partner

Print or type Signer's name Print or type Signer's name

AFFIDAVIT MUST BE NOTARIZED

Subscribed and sworn to before me this
NOTARY SEAL

day of , 20

Signature of Notary Pub
Of Col

State of

My Commission Expires




DF00171 65 Cumberland County

EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN
CERTIFICATION

LIMITED LIABILITY COMPANY

The person executing the bid, on behalf of the Biddeing duly sworn, solemnly swears (or affirtingt neither he, nor any
official, agent or employee of the bidder has exdeanto any agreement, participated in any colluysar otherwise taken any
action which is in restraint of free competitivalthing in connection with any bid or contract, ttia¢ bidder has not been
convicted of violatingN.C.G.S. § 133-24 within the last three years, and that the Biddesrids to do the work with its own
bonafide employees or subcontractors and is nolifgdor the benefit of another contractor.

In addition, execution of this bid in the properrmar also constitutes the Bidder's certificatiostatus under penalty of perjury
under the laws of the United States in accordantie tive Debarment Certification attached, providedt the Debarment
Certification also includes any required statementserning exceptions that are applicable.

N.C.G.S § 133-32 and Executive Order 24 prohibit the offer to, oceptance by, any State Employee of any gift froyoae
with a contract with the State, or from any perseeking to do business with the State. By exegudfaany response in this
procurement, you attest, for your entire organizeind its employees or agents, that you are nateathiat any such gift has
been offered, accepted, or promised by any empdogegour organization.

SIGNATURE OF CONTRACTOR

Full Name of Firm

Address as Prequalified

Signature of Witness Signature of Member/Managehorized Agent
Sdlect appropriatetitle

Print or type Signer's name Print or type Signer's Name

AFFIDAVIT MUST BE NOTARIZED
Subscribed and sworn to before me this the NOTARY SEAL

__ dayof 20

Signature of Notary Public

of County

State of

My Commission Expires:
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EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN
CERTIFICATION

JOINT VENTURE (2) or (3)

The person executing the bid, on behalf of the Biddeing duly sworn, solemnly swears (or affirtingt neither he, nor any
official, agent or employee of the bidder has exdeanto any agreement, participated in any colluysar otherwise taken any
action which is in restraint of free competitivalthing in connection with any bid or contract, ttia¢ bidder has not been
convicted of violatingN.C.G.S. § 133-24 within the last three years, and that the Biddesrids to do the work with its own
bonafide employees or subcontractors and is nolifgdor the benefit of another contractor.

In addition, execution of this bid in the properrmar also constitutes the Bidder's certificatiostatus under penalty of perjury
under the laws of the United States in accordantie tve Debarment Certification attached, providedt the Debarment
Certification also includes any required statementserning exceptions that are applicable.

N.C.G.S § 133-32 and Executive Order 24 prohibit the offer to, oceptance by, any State Employee of any gift froyoae
with a contract with the State, or from any perseeking to do business with the State. By exegudfaany response in this
procurement, you attest, for your entire organizefind its employees or agents, that you are nateathat any such gift has
been offered, accepted, or promised by any empdogegour organizatian

SIGNATURE OF CONTRACTOR

Instructions: 2 Joint Venturers Fill in lines (1), (2) and (3) and executé.Joint Venturers Fill in lines (1), (2), (3) and (4) and
execute. On Line (1), fill in the name of the doi#enture Company. On Line (2), fill in the nanfeooe of the joint venturers
and execute below in the appropriate manner. @e (3), print or type the name of the other joiemturer and execute below
in the appropriate manner. On Line (4), fill irethame of the third joint venturer, if applicabledaexecute below in the
appropriate manner.

Signature of Witness or Attest By Signature ohtZactor
Print or type Signer's name Print or type Signeame
If Corporation, affix Corporate Seal and
Signature of Witness or Attest By Signature ohtZactor
Print or type Signer's name Print or type Signeame
If Corporation, affix Corporate Seal and
Signature of Witness or Attest By Signature ohtZactor
Print or type Signer's name Print or type Signeame

If Corporation, affix Corporate Seal

NOTARY SEAL NOTARY SEAL NOTARY SEAL
Affidavit must be notarized for Line (2) Affidavit must be notarized for Line (3) Affidavit must be notarized for Line (4)
Subscribed and sworn to before me this Subscahddsworn to before me this Subscribed and sveobefore me this

day of 20 day _of day of

20 20

Signature of Notary Public Signature of Notary Rubl Signature of Notary Public
of County of County  of unto
State of State of State of

My Commission Expires: My Commis&rpires: My Commission Expires:
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EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN
CERTIFICATION

INDIVIDUAL DOING BUSINESS UNDER A FIRM NAME

The person executing the bid, on behalf of the Biddeing duly sworn, solemnly swears (or affirtingt neither he, nor any
official, agent or employee of the bidder has exdanto any agreement, participated in any colluysar otherwise taken any
action which is in restraint of free competitivalthing in connection with any bid or contract, ttiz¢ bidder has not been
convicted of violatingN.C.G.S. § 133-24 within the last three years, and that the Biddesrids to do the work with its own
bonafide employees or subcontractors and is nolifgdor the benefit of another contractor.

In addition, execution of this bid in the properrmar also constitutes the Bidder's certificatiostatus under penalty of perjury
under the laws of the United States in accordante tve Debarment Certification attached, providedt the Debarment
Certification also includes any required statementserning exceptions that are applicable.

N.C.G.S § 133-32 and Executive Order 24 prohibit the offer to, oceptance by, any State Employee of any gift froyoae
with a contract with the State, or from any perseeking to do business with the State. By exegudfaany response in this
procurement, you attest, for your entire organizefind its employees or agents, that you are nateathiat any such gift has
been offered, accepted, or promised by any empdogegour organization.

SIGNATURE OF CONTRACTOR
Name of Contractor

Individual name

Trading and doing business as

Full name of Firm

Signature of Witness Signature of Contractor, Individually

Print or type Signer's name Print or type Signer's name

AFFIDAVIT MUST BE NOTARIZED
Subscribed and sworn to before me this the NOTARY SEAL

day of 20

Signature of Notary Public

of County

State of

My Commission Expires:
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EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN
CERTIFICATION

INDIVIDUAL DOING BUSINESS IN HIS OWN NAME

The person executing the bid, on behalf of the Biddeing duly sworn, solemnly swears (or affirtigt neither he, nor any
official, agent or employee of the bidder has exdeanto any agreement, participated in any colluysa otherwise taken any
action which is in restraint of free competitivalthing in connection with any bid or contract, ttiz¢ bidder has not been
convicted of violatingN.C.G.S. § 133-24 within the last three years, and that the Biddesrids to do the work with its own
bonafide employees or subcontractors and is nolifgdor the benefit of another contractor.

In addition, execution of this bid in the properrmar also constitutes the Bidder's certificatiostatus under penalty of perjury
under the laws of the United States in accordante tive Debarment Certification attached, providedt the Debarment
Certification also includes any required statementserning exceptions that are applicable.

N.C.G.S § 133-32 and Executive Order 24 prohibit the offer to, oceptance by, any State Employee of any gift froyoae
with a contract with the State, or from any perseeking to do business with the State. By exegudfaany response in this
procurement, you attest, for your entire organizefind its employees or agents, that you are nateathiat any such gift has
been offered, accepted, or promised by any empdogegour organization.

SIGNATURE OF CONTRACTOR
Name of Contractor

Print or type Individual name

Address as Prequalified

Signature of Contractor, Individually

Print or type Signer's Name

Signature of Witness

Print or type Signer's name

AFFIDAVIT MUST BE NOTARIZED

Subscribed and sworn to before me this the NOTARY SEAL

__ dayof 20

Signature of Notary Public

of County

State of

My Commission Expires:
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DEBARMENT CERTIFICATION

Conditions for certification:

1.

The prequalified bidder shall provide immediatettgri notice to the Department if at any time thdder learns that his
certification was erroneous when he submitted éisadment certification or explanation filed witke thepartment, or has become
erroneous because of changed circumstances.

The termscover ed transaction, debarred, suspended, ineligible, lower tier covered transaction, participant, person, primary
covered transaction, principal, proposal, andvoluntarily excluded, as used in this provision, have the meanings dehdbe
Definitions and Coverage sections of the rules @mgnting Executive Order 12549. A copy of the Fald@ules requiring this
certification and detailing the definitions and emages may be obtained from the Contract Officéh@Department.

The prequalified bidder agrees by submitting tbisnf that he will not knowingly enter into any lowsr covered transaction
with a person who is debarred, suspended, declaedidible, or voluntarily excluded from participat in NCDOT contracts,
unless authorized by the Department.

For Federal Aid projects, the prequalified bidderttfer agrees that by submitting this form he willlude the Federal-Aid
Provision titledRequired Contract Provisions Federal-Aid Construction Contract (Form FHWA PR 1273) provided by the
Department, without subsequent modification, inailer tier covered transactions.

The prequalified bidder may rely upon a certificatof a participant in a lower tier covered tratigacthat he is not debarred,
suspended, ineligible, or voluntarily excluded frtime covered transaction, unless he knows thatehéication is erroneous.
The bidder may decide the method and frequencytighahe will determine the eligibility of his subtoactors.

Nothing contained in the foregoing shall be coresirto require establishment of a system of recordsder to render in good
faith the certification required by this provisiomhe knowledge and information of a participantds required to exceed that
which is normally possessed by a prudent perstimeimrdinary course of business dealings.

Except as authorized in paragraph 6 herein, tha@ent may terminate any contract if the biddevkingly enters into a lower
tier covered transaction with a person who is sudee, debarred, ineligible, or voluntarily excludeoim participation in this
transaction, in addition to other remedies avaddly the Federal Government.

DEBARMENT CERTIFICATION

The prequalified bidder certifies to the best af kinowledge and belief, that he and his principals:

a.

b.

Are not presently debarred, suspended, proposedidbarment, declared ineligible, or voluntarily leed from covered
transactions by any Federal department or agency;

Have not within a three-year period preceding phi@posal been convicted of or had a civil judgnrentdered against them for
commission of fraud or a criminal offense in cortr@twith obtaining, attempting to obtain, or perfing a public (Federal,
State or local) transaction or contract under diptitansaction; violation of Federal or State insit statutes or commission of
embezzlement, theft, forgery, bribery, falsificatior destruction of records; making false statesjantreceiving stolen property;
Are not presently indicted for or otherwise crimipar civilly charged by a governmental entity (fezal, State or local) with
commission of any of the offenses enumerated iagraph b. of this certification; and

Have not within a three-year period preceding pihigposal had one or more public transactions (édetate or local) terminated
for cause or default.

Will submit a revised Debarment Certification imrigdly if his status changes and will show in Hi froposal an explanation
for the change in status.

If the prequalified bidder cannot certify that Bebt debarred, he shall provide an explanatioh this submittal. An explanation will
not necessarily result in denial of participatioraicontract.

Failure to submit a non-collusion affidavit and dehent certification will result inthe prequalified bidder's bid being considered non-
responsive.

|:| Check here if an explanation is attached to thisfication.



DF00171 70 Cumberland County

CONTRACTOR

ADDRESS

Federal Identification Number Contractors License Number

Authorized Agent Title

Signature Date

Witness Title

Signature Date

Point of Contact for Post Bid Inquiries (e.g., kestof Intent, Insurance, Bonds, Contract Execugtn):

Name

Email

Phone

THIS SECTION TO BE COMPLETED BY NORTH CAROLINA DEPA RTMENT OF TRANSPORTATION

This bid has been reviewed in accordance with Brtl®©3-1 of the current edition of tlstandard Specifications for Roads
and Structures.

Division Proposals Engineer Date
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EXECUTION OF CONTRACT

Contract No: DF00171

County: Cumberland County

ACCEPTED BY THE DEPARTMENT

Proposals Engineer

Date

EXECUTION OF CONTRACT AND BONDS
APPROVED AS TO FORM:

Division Engineer

Date

Signature Sheet (Bid) - ACCEPTANCE SHEET
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ITEMIZED PROPOSAL FOR CONTRACT NO. DF00171

Page 1 of 3

County : Cumberland
Line Item Number Sec Description Quantity Unit Cost Amount
# #
ROADWAY ITEMS
0001 0000100000-N 800 MOBILIZATION Lump Sum L.S.
0002 0000400000-N 801 CONSTRUCTION SURVEYING Lump Sum L.S.
0003 0036000000-E 225 UNDERCUT EXCAVATION 200
cYy
0004 0050000000-E 226 SUPPLEMENTARY CLEARING & GRUB- 0.25
BING ACR
0005 0063000000-N SP  GRADING Lump Sum L.S.
0006 0134000000-E 240 DRAINAGE DITCH EXCAVATION 35
cYy
0007 0318000000-E 300 FOUNDATION CONDITIONING MATE- 25
RIAL, MINOR STRUCTURES TON
0008 0320000000-E 300 FOUNDATION CONDITIONING GEO- 80
TEXTILE sy
0009 0343000000-E 310 15" SIDE DRAIN PIPE 100
LF
0010 0366000000-E 310 15" RC PIPE CULVERTS, CLASS 112
1] LE
0011 0372000000-E 310 18"RC PIPE CULVERTS, CLASS 28
1] LE
0012 0995000000-E 340 PIPE REMOVAL 90
LF
0013 1220000000-E 545 INCIDENTAL STONE BASE 75
TON
0014 1330000000-E 607 INCIDENTAL MILLING 550
SY
0015 1489000000-E 610 ASPHALT CONC BASE COURSE, TYPE 480
B25.0B TON
0016  1498000000-E 610 ASPHALT CONC INTERMEDIATE 290
COURSE, TYPE 119.0B TON
0017 1519000000-E 610 ASPHALT CONC SURFACE COURSE, 526
TYPE S9.5B TON
0018 1575000000-E 620 ASPHALT BINDER FOR PLANT MIX 70

TON




Jun 13, 2017 3:10 pm ITEMIZED PROPOSAL FOR CONTRACT NO. DF00171 Page 2 of 3
County : Cumberland
Line Item Number Sec Description Quantity Unit Cost Amount
# #
0019 1693000000-E 654 ASPHALT PLANT MIX, PAVEMENT 15
REPAIR TON
0020 2253000000-E 840 PIPE COLLARS 1.35
cYy
0021 2286000000-N 840 MASONRY DRAINAGE STRUCTURES 1
EA
0022  2352000000-N 840 FRAME WITH GRATE, STD 840.**** 1
STD. 840.16 EA
0023 2612000000-E 848 6" CONCRETE DRIVEWAY 80
Sy
0024  2845000000-N 858 ADJUSTMENT OF METER BOXES OR 3
VALVE BOXES EA
0025 3649000000-E 876 RIP RAP, CLASS B 6
TON
0026 3656000000-E 876 GEOTEXTILE FOR DRAINAGE 6
Sy
0027 4102000000-N 904 SIGN ERECTION, TYPE E 1
EA
0028 4399000000-N 1105 TEMPORARY TRAFFIC CONTROL Lump Sum L.S.
0029 4685000000-E 1205 THERMOPLASTIC PAVEMENT MARKING 2,751
LINES (4", 90 MILS) LE
0030 4686000000-E 1205 THERMOPLASTIC PAVEMENT MARKING 4,605
LINES (4", 120 MILS) LE
0031 4695000000-E 1205 THERMOPLASTIC PAVEMENT MARKING 130
LINES (8", 90 MILS) LE
0032 4725000000-E 1205 THERMOPLASTIC PAVEMENT MARKING 8
SYMBOL (90 MILS) EA
0033 4900000000-N 1251 PERMANENT RAISED PAVEMENT 65
MARKERS EA
0034 6000000000-E 1605 TEMPORARY SILT FENCE 500
LF
0035 6009000000-E 1610 STONE FOR EROSION CONTROL, 10
CLASS B TON
0036 6012000000-E 1610 SEDIMENT CONTROL STONE 3

TON
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ITEMIZED PROPOSAL FOR CONTRACT NO. DF00171

Page 3 of 3

County : Cumberland
Line Item Number Sec Description Quantity Unit Cost Amount
# #
0037 6015000000-E 1615 TEMPORARY MULCHING 1
ACR
0038 6018000000-E 1620 SEED FOR TEMPORARY SEEDING 50
LB
0039 6021000000-E 1620 FERTILIZER FOR TEMPORARY SEED- 0.25
ING TON
0040 6036000000-E 1631 MATTING FOR EROSION CONTROL 1,150
Sy
0041 6071010000-E SP  WATTLE 50
LF
0042 6071020000-E SP  POLYACRYLAMIDE (PAM) 18
LB
0043 6084000000-E 1660 SEEDING & MULCHING 1
ACR
0044 6087000000-E 1660 MOWING 1
ACR
0045 6090000000-E 1661 SEED FOR REPAIR SEEDING 50
LB
0046 6093000000-E 1661 FERTILIZER FOR REPAIR SEEDING 0.25
TON
0047 6096000000-E 1662 SEED FOR SUPPLEMENTAL SEEDING 50
LB
0048 6108000000-E 1665 FERTILIZER TOPDRESSING 0.25
TON
0049 6117000000-N SP  RESPONSE FOR EROSION CONTROL 5
EA

1510/Jun13/Q12228.35/D162094530000/E49

Total Amount Of Bid For Entire Project :






