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PROPOSED HIGHWAY LANDSCAPE DEVELOPMENT PROJECT
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LANDSCAPE PLANTING - US 601 /1-40 INTERCHANGE - DAVIE COUNTY

DIVISION: 9

PROJECT

STATE OF

NORTH CAROLINA

LOCATION: US 601/ 1-40 INTERCHANGE IN MOCKSVILLE - DAVIE COUNTY |ADDRESS: 375 Silas Creek Parkway,
Winston Salem, NC 27127

TYPE OF WORK: LANDSCAPE PLANTING DIV. ENG.:  PAT IVEY, PE
COUNTY: DAVIE COUNTY DIV. ROADSIDE DEPT. ENG.: TODD HIATT

DEPARTMENT OF TRANSPORTATION

SHEET #
T.IP. # STATE PROJECT W.B.S. # | SHEET # TOTAL

NA 3709.3.31 1 3

FED. PROJ. # DESCRIPTION DIVISION

A US 601/1-40
INTERCHANGE

CONVENTIONAL SYMBOLS

County Line . _ —_—
City or Town Line . — _

Prop. Right of Way Line Marker
(By Others)

Slope Stake Line ... . —————— ————"
Exist. Fence ..
Prop. Woven Wire Fence . -
Prop. Chain Link Fence . . o
Existo R@&Mﬂ el e oo
Prop. Road.

Guardrail T r T I

E xist. Teﬂep]h@]me Pole. . . €@
Prop. Telephone Pole . .. —(O—
Tower Pole and Limne... ... . .. ... . L] .
o
O—

Exist. Power Pole

Regener&ﬂifl@n ---------------------------------------------- ‘i&_\:_&&—g\’
Reforestation. ... ... MZ@/

INDEX OF SHEETS:

T, TITLE, DESCRIPTION, NOTES
AND SUMMARY OF QUANTITIES

2........ PLANTING DETAILS
3.ieennn. LANDSCAPE PLANS

PREPARED BY: TODD HIATT

PRELIMINARY DESIGN DATE: SEPT, 2014

REVISION DATE:

FINAL DESIGN DATE: SEPT, 2014

US 601 INTERCHANGE
IN MOCKSVILLE

2004 American Standard for Nursery Stock

2012 NCDOT STANDARD SPECIFICATIONS

PREPARED IN THE OFFICE OF:
NCDOT- DIVISION 9

ROADSIDE ENVIRONMENTAL UNIT
405 POLO RD.
WINSTON-SALEM NC 27105 336-896-7019
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a—— Do not remove leader

the root ball will be
above finished grade

Finished Grade 4” Mulch

Water Retention Rihg

Compact Backfill

f—

Tree or Shrub Planting Detail
(Level Ground)

Rubber hose section

I and 14 gauge wire
*Exact length o .
within indicated < 2’ Minimum
range to be
determined by
Engineer in
the field

 o—
3
® 134 x 134”
v 18-24” long
stake
[ -]
Plan View

Staking Detail
(for trees 6’ to 10°)

* Utilize staking detail only if requested by the Engineer.

Tree or Shrub shall be
installed so that I8 of

PROJECT REFERENCE NO. SHEET NO.

—
DETAIL SHEET

DIVISION ROADSIDE ENVIRONMENTAL

ENGINEER ENGINEER

S.P. Ivey, PE Todd Hiatt, PE

Tree, Shrub or grass shall
be installed so that I8 of
the root ball will be

above finished grade

Water Retention Ring

Finished Grade

Water Retention Ring 4” Mulch

Tree or Shrub shall be
installed so that I/8 of
the root ball will be
above finished grade

Finished Grade
Compact Backfill

Scarify to a minimum depth of 5”
4” Mulch

Mulched bed adjacent
to guard rail

Bed Planting Detail

Compact Backfill

Bring mulch to front
edge of guard rail

Tree or Shrub Planting Detail
(Sloping Ground)

Plant Bed /Guard Rail Detail

—
Section of rubber hoje 4” Mulch
or manufactured tie.

between wires and |

tree bark

* Plants may be planted either before

Finished Grade or after mulching operation

14 Gauge steel wire

Scarify to a minimum depth of
| 5” or 2” deeper than container

Ground Cover Planting Detail

Guy_Tying Detail

14 gauge steel wire strands
= twisted around each other

Rubber Hose Section S
until guys are taut

Stake to be 4-6”
above grade

134 x 1347
18-24” long
stake

- @

Notes:

Schedule for Plant Hole Size:
X = 2 times the diameter of the container
or the root ball diameter

Staking and guying shall be at the direction of
the enginner in the field.

When mulched bed is adjacent to guard rail run
mulch to front edge of guard rail — see detail

Tree Guying Detail
(for trees 10’ or larger)

* Utilize guying detail only if requested by the Engineer.

Fertilizer shall be applied at time of pl g
Fertilizer shall be a slow release pellet or tablet.
Formulation shall be approved by the engineer
in the field. Rates shall be per manufacturer’s
recommendations and approved by the engineer
in the field. Thouroughly mix with topsoil,
backfill or scarified soil.

Plan View

Before backfilling, cut and remove wire
basket and remove burlap around top
of root ball to expose root collar.
Depending on type of soil at installation
site, set root ball at grade or slightly
above as directed by the Engineer. Do
not place mulch against root collar. Do
not place mulch within 12” of tree
trunk or 6” of shrub trunk.
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