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	Revise the 2012 Standard Specifications as follows:
Page 10-58, Sub-article 1036-1 General
add the following sentence:
All materials in contact with potable water shall be in conformance with Section 1417 of the Safe Drinking Water Act.
Page 15-1, Sub-article 1500-2 Cooperation with the Utility Owner, paragraph 2: 
add the following sentences:
The utility owner is the xxxxxxxx. The contact person is xxxxxxxx and he can be reached by phone at xxxxxxxxxx.
Page 15-2, Sub-article 1500-9 Placing Pipelines into Service
add the following sentence:
Obtain approval from the NCDENR-Public Water Supply Section prior to placing a new water line into service.  Use backflow prevention assemblies for temporary connections to isolate new water lines from existing water line.
Page 15-6, Sub-article 1510-3 (B), Testing and Sterilization 
change the allowable leakage formula to: 

Page 15-6, Sub-article 1510-3 (B), Testing and Sterilization, sixth paragraph:
Replace the paragraph with the following:
Sterilize water lines in accordance with Section 1003 of The Rules Governing Public Water supply and AWWA C651 Section 4.4.3, the Continuous Feed Method.  Provide a chlorine solution with between 50 parts per million and 100 parts per million in the initial feed.  If the chlorine level drops below 10 parts per million during a 24 hour period, then flush, refill with fresh chlorine solution, and repeat for 24 hours.  Provide certified bacteriological and contaminant test results from a state-approved or state-certified laboratory.  Operate all valves and controls to assure thorough sterilization.
Page 15-6, Sub-article 1510-3 (B), Testing and Sterilization, seventh paragraph:
delete the words “may be performed concurrently or consecutively.” 
and replace with “shall be performed consecutively.”
Page 15-7, sub-article 1515-2 Materials, 
replace paragraph beginning “Double check valves…” with the following:
Double Check valves (DCV) and Reduced Pressure Zone principal (RPZ) backflow prevention assemblies shall be listed on the University of Southern California Foundation for Cross-Connection Control and Hydraulic Research list of approved backflow devices.
Page 15-7, Article 1510-4 MEASUREMENT AND PAYMENT, add the following paragraph after line 7: 
The quantity of Ductile Iron Water Pipe Fittings will be measured and paid per pound based on the published weights for ductile iron fittings, exclusive of the weights of any accessories, as listed in the “DI Fittings Weight Chart” located at the NCDOT Utilities web site.  If the Contractor elects to use compact ductile iron water pipe fittings, measurement will be based on the weight of standard size ductile iron water pipe fittings.  Any fitting not listed will be measured based on the published weights for ductile iron fittings listed in ANSI/AWWA C-110/A21.10. This is limited to pressure pipe 4 inches or larger.

Page 15-7, Article 1510-4 MEASUREMENT AND PAYMENT, add the following pay item:

	Pay Item
	Pay Unit

	Ductile Iron Water Pipe Fittings
	Pound


	
Page 15-9, Article 1515-4 MEASUREMENT AND PAYMENT, line 28, delete “fittings”.
{this applies to both water AND sewer DI pipe fittings, do not omit unless there is gravity sewer only}
Page 15-11, Sub-article 1520-3(A)(2) Testing, line 5, 
replace the second paragraph with the following:
Test all 24" and smaller gravity sewer lines for leakage using infiltration, exfiltration, or air test.  Perform visual inspection on gravity sewer lines larger than 24".  Perform line and grade testing and deflection testing on all gravity sewer lines.
Page 15-13, Article 1520-4 MEASUREMENT AND PAYMENT, add the following paragraph after line 2: 
The quantity of Ductile Iron Sewer Pipe Fittings will be measured and paid per pound based on the published weights for ductile iron fittings, exclusive of the weights of any accessories, as listed in the “DI Fittings Weight Chart” located at the NCDOT Utilities web site.  If the Contractor elects to use compact ductile iron sewer pipe fittings, measurement will be based on the weight of standard size ductile iron sewer pipe fittings.  Any fitting not listed will be measured based on the published weights for ductile iron fittings listed in ANSI/AWWA C-110/A21.10. This is limited to pressure pipe 4 inches or larger.

Page 15-13, Article 1510-4 MEASUREMENT AND PAYMENT, add the following pay item:

	Pay Item
	Pay Unit

	Ductile Iron Sewer Pipe Fittings
	Pound



{Follow the below format for Special Pay Items and reference relevant section of the Standard Specifications, if appropriate.  Include complete description of the work, unit of measurement, and pay item.  The pay item must exactly match the plans and estimate.}

{Special Pay Item Example #1}

Page 10-60; Section 1040.  The Contractor’s attention is directed to this section.  Two separate water vaults exist and are separated by a distance of approx. 165’.  These vaults serve the business located on Parcel 13.  The proposed roadway grading requires the existing masonry enclosure wall elevations to be adjusted. 

Measurement and Payment: 
Payment for raising masonry wall elevations shall be per each water vault, and paid for under the contract price for “Adjust water vault lid”.  Such price and payments will be full compensation for all labor, materials, excavation, backfilling and any incidentals necessary to complete the work, reinstall lids, as required.  Adjustment to the water vault wall elevations will be measured and paid for under the contract item “Adjust Water Vault Lid”.

Pay Item:                                                                              Pay Unit
Adjust Water Vault Lid                                                            Each

{Special Pay Item Example #2}
Page 15-8; Section 1515-3(F).  The Contractor’s attention is directed to this section.
Measurement and Payment: 
Payment for 3” combination air release valve shall be per each valve, and paid for under the contract price for “3” Combination Air Release Valve”.  Such price and payments will be full compensation for all labor, materials, excavation, backfilling and any incidentals necessary to complete the work, as required.  

Pay Item:                                                                              Pay Unit
3” Combination Air Release Valve                                         Each
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