
 

SHOULDER AND FILL SLOPE MATERIAL: 
(5-21-02) 235, 560 SP2 R45 B 
 

Description 
 
Perform the required shoulder and slope construction for this project in accordance with the 
applicable requirements of Section 560 and Section 235 of the 2012 Standard Specifications. 
 
Measurement and Payment 
 
When the Contractor elects to obtain material from an area located beneath a proposed fill 
sections which does not require excavation for any reason other than to generate acceptable 
shoulder and fill slope material, the work of performing the excavation will be considered 
incidental to the item of Borrow Excavation or Shoulder Borrow.  If there is no pay item for 
Borrow or Shoulder Borrow in the contract, this work will be considered incidental to 
Unclassified Excavation.  Stockpile the excavated material in a manner to facilitate measurement 
by the Engineer.  Fill the void created by the excavation of the shoulder and fill slope material 
with suitable material.  Payment for material used from the stockpile will be made at the contract 
unit price for Borrow Excavation or Shoulder Borrow.  If there is no pay item for Borrow 
Excavation or Shoulder Borrow, then the material will be paid for at the contract unit price for 
Unclassified Excavation.  The material used to fill the void created by the excavation of the 
shoulder and fill slope material will be made at the contract unit price for Unclassified 
Excavation, Borrow Excavation, or Shoulder Borrow, depending on the source of the material. 
 
Material generated from undercut excavation, unclassified excavation or clearing and grubbing 
operations that is placed directly on shoulders or slope areas, will not be measured separately for 
payment, as payment for the work requiring the excavation will be considered adequate 
compensation for depositing and grading the material on the shoulders or slopes. 
 
When undercut excavation is performed at the direction of the Engineer and the material 
excavated is found to be suitable for use as shoulder and fill slope material, and there is no area 
on the project currently prepared to receive the material generated by the undercut operation, the 
Contractor may construct a stockpile for use as borrow at a later date.  Payment for the material 
used from the stockpile will be made at the contract unit price for Borrow Excavation or 
Shoulder Borrow. 
 
When shoulder material is obtained from borrow sources or from stockpiled material, payment 
for the work of shoulder construction will be made at the contract unit price per cubic yard for 
Borrow Excavation or Shoulder Borrow in accordance with the applicable provisions of 
Section 230 or Section 560 of the 2012 Standard Specifications. 
 


