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| VARIABLE |
_ DRIVEWAY WIDTH

6

CONCRETE OR STEEL DRIVEWAY PIPE

TRAILING

—

DRIVEWAY PIPE TYPICAL SE
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R FLATTEg SLOPE

APPROACH

| —————

REINFORCED EDGE
FULL LENGTH OF END
SECTION AND TOE PLATE

150mm MAX.
6
ﬁwmm 1
a % Y~ TOE PLATE CONCRETE
. OR STEEL
PIPE
SIDE VIEW
’/
E \H@
\\
N.oozommqm
OR STEEL
L PIPE
PLAN VIEW

Note:

This drawing is dimensioned in
millimeters unless otherwise
depicted within the drawing.

STEEL END SECTION

STATE OF
NORTH CAROLINA
DEPT. OF TRANSPORTATION

DIVISION OF HIGHWAYS
RALEIGH, N.C.

7-06

CTION
END TREATMENT DIMENSIONS
D L w THICKNESS
400 | 760 530 1.63mm MIN.
450 | 1.2m 610 1.63mm MIN.
600 | 2.1m 760 1.63mm MIN.

CORRUGATED STEEL OR
CONCRETE PIPE FITTING
REQUIRED TO SECURELY
HOLD SECTION

TOE PLATE
ISOMETRIC VIEW

CONCRETE 100
OR STEEL %
PIPE —  150mm MAX.
W]
150mm TOE PLATE
END VIEW
NOTE:

PREFABABRICATED STEEL END SECTION AND ALL PARTS

WILL MEET THE REQUIREMENTS OF AASHTO M-218.

PREFABRICATED STEEL SECTION
FOR 400mm TO 600mm PIPE

METRIC STANDARD DRAWING FOR
PARALLEL PIPE END SECTION
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