i
S
=72
-
>%0S
o M 4 [dp)
m —
_I_Nl_Huv
LoTom
i J._Nuum
TLSL
=5 U2
=1
R e
5>
= N
e o
= N

LNINVAYId 1SVO3Hd
H43IHYVE NVIAIN JLIHINOD
HOd ONIMVHA AYVANVLS OIHLANW

SHEET 2 OF 2

| 854.04

THREADS BURRED
AFTER ASSEMBLY

A&\AMM<AmEE CHAMFER OR RADIUS

Nw/,WOAﬂoz CONNECTOR

TOP CONNECTOR

1/3 DIA. X 100mm

, 25mm HEX NUT ﬁ‘m

PLAN OF CONNECTION

25mm HEX NUT

WASHER I/L H #19 Bi

25mm DIA. STEEL BAR
CONNECTOR PIN ~

GALVANIZED COTTER PIN

ELEVATION OF CONNECTION NOTE:

WASHER —/
57
1
25mm DIA. STEEL BAR — = 7
ASTM A36M °
© 4mm THICK
#19 REINF. BAR PLAIN GALVANIZED STEEL
/ WASHER FOR 25mm PIN
g
émm DIA. HOLE WASHER —7 ww E
COTTER PIN H
CONNECTOR PIN ASSEMBLY
(GALVANIZE AFTER FABRICATION)
=
25mm DIA. STEEL BAR m
(=]
BEAD TO BE ®

AT LEAST mrchHMw

DETAIL OF FLARED
VEE GROOVE WELD

DECK SLAB SURFACE JV//// 10

il

100

PART ELEVATION OF LIFT OPENING

SUPPLY ONE (1) CONNECTOR PIN ASSEMBLY WITH EACH

Note:

This drawing is dimensioned in
millimeters unless otherwise
depicted within the drawing.

3.0m BARRIER SECTION. FLARE VEE GROOVE WELDS TO
CONFORM TO AWS DI.4-79 AND PERFORMED BY A
CERTIFIED WELDER. USE ASTM A36 STEEL PIN
AND CONNECTORS.
REINFORCING STEEL BARS.

USE ASTM A615M, GRADE 400
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METRIC STANDARD DRAWING FOR
CONCRETE MEDIAN BARRIER
PRECAST PERMANENT
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