STD. LINE POST @
1.805m SPACING

PAY LIMITS

STD. LINE POST @
1.905m SPACING
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OR ANCHOR ASSEMBLY
(MIN. OF 15.240m
APPROACH LENGTH

OR ANCHOR ASSEMBLY
(MIN. OF 15.240m
APPROACH LENGTH
OR MIN. 7.620m

TRAILING LENGTH

WW REQUIRED)

WEAKENED WOOD POST (TYP.) GUARDRAIL
OFFSET BLOCKS T POST
| [+ LOW FILL CULVERT ———= | _
OR MIN. 7.620m (OR ANY LOCATION WHERE FULL =
TRAILING LENGTH | | LENGTH POST CAN NOT BE USED) | |
REQUIRED)
T — — T T A

SINGLE
W-BEAM

///r\\zmmqmc W-BEAM RAIL

SIX SPACES @ 1.905m = 11.430m

NESTED W-BEAM m>er\k\\

. i

SIX SPACES @ 1.905m = 11.430m

PLAN

30.480m (TWO W-BEAM RAILS, NESTED)

7.620m 3.810m ONE 7.620 LENGTH OR 3.810m 7.620m

TWO 3.810m LENGTH

mnng oxlg

SINGLE
W-BEAM
RAIL

LOW FILL CULVERT
(CR ANY LOCATION WHERE FULL
LENGTH POST CAN NOT BE USED)

200mm
CLEAR (TYP.)

1118mm

MIN. (TYP.)

[T 1

[T 1]
I |
\ [T 1] °
1118mm (TYP,
FOR WEAKENED
WOOD POSTS

L— [ I ]

\
\
\

STANDARD POSTS AND 1.828m LONG WEAKENED WOOD POSTS WITH

STANDARD POSTS AND

ROUTED OFFSET BLOCKS TWO WOOD OFFSET BLOCKS

ELEVATION
7.620m GUARDRAIL SPAN

LAPPED NESTED

356

ROUTED \\\\

OFFSET BLOCK

Wi50 X 13.5

SECTION A-A

Note:

This drawing is dimensioned in
millimeters unless otherwise

SPLICE BOLTS
% (TYP.)

RAIL SPLICE
SECTION B-B

Em>xmzmcxxt\\\\\

WOOD POST

-

SECTION C-C FRONT
WEAKENED WOOD POST

depicted within the drawing.

ROUTED OFFSET BLOCKS

W-BEAM-RAILS 16mm DIA. BOLT 200 200 200 150
WITH WASHER | jj j
19mm
\ ® G._,.j DIA.
© - I
8 NN\M o | Eﬁ
( o
IS [l
NO POST ! : : GENERAL NOTES:
BOLT DOUBLE WOOD E 1. LAP RAIL IN THE DIRECTION OF TRAFFIC FLOW.
OFFSET BLOCKS — RN S S i 2. SEE ROADWAY PLANS FOR LOCATIONS AND CONTINUATION OF RAIL OR END SECTIONS. '
E .3:4 3. 7.620m SPAN: POSTS MAY BE ELIMINATED SUCH THAT A MAXIMUM OF ONE RAIL
g o | \, SPLICE IS LOCATED WITHIN THE UNSUPPORTED LENGTH. A 7.620m LENGTH OF
¥ E NESTED W-BEAM RAIL MAY BE USED TO ELIMINATE A SPLICE WITHIN THE
89mm DIA. I B R s 7.620m CLEAR SPAN.
HOLES :

4. MINIMUM DISTANCE OF 1.5m BEHIND THE GUARDRAIL SHOULD BE CLEAR OF ANY
FIXED-OBJECT HAZARDS THAT COULD SNAG AN IMPACTING VEHICLE.
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