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"U" CHANNEL POST

ASSEMBLY DETAIL

SOIL

ON SMALL SIGN SUPPORT

DETAIL FOR SPLICING

STEEL U-CHANNEL POST

DIRECTION

OF TRAVEL
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     GALVANIZED STEEL BOLT AND HARDWARE

* DO NOT BURY SPLICE

SEE STANDARD

SPECIFICATIONS 

FOR APPROVED SIGN

SUBSTRATE MATERIAL.
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   RURAL = 1.8m MIN.

   URBAN = .6m MIN.

RURAL = 1.8m MIN.

RURAL = 1.8m MIN.

.3m LESS THAN

  MAIN SIGN

   HEIGHT

TO BOTTOM OF

SIGN = 2.1m MIN.

1.1m MINIMUM EMBEDMENT

1.1m MINIMUM EMBEDMENT

       

8mm HEX HEAD HOT DIPPED

0 - 5cm

CHANNEL POST
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4 - 8mm

GALVANIZED STEEL

BOLTS AND HARDWARE

1- DIMENSIONS SHOWN ARE MINIMUM VALUES.  WHEN SIGNS ARE MOUNTED BEHIND TRAFFIC CONTROL DEVICES

   SUCH AS DRUMS, BARRIER, OR OTHER OBJECTS THAT DETRACT FROM THEIR VISIBILITY, MOUNT THE SIGNS

   AT AN APPROPRIATE HEIGHT SUCH THAT THEY ARE CLEARLY VISIBLE TO APPROACHING TRAFFIC.

2- MOUNT SIGNS THAT ARE LARGER THAN 1 SQUARE METER IN AREA ON TWO OR MORE SUPPORTS.

3- SEE STANDARD SPECIFICATION 1089-1 FOR WORK ZONE SIGNS.

4- SEE STANDARD SPECIFICATION 1089-2 FOR WORK ZONE SIGN SUPPORTS.

5- SEE ROADWAY STANDARD DRAWING 903.20 FOR WOOD POSTS.

6- SEE STANDARD SPECIFICATION 903-1 FOR WOOD SUPPORTS.

NOTE:

THIS DRAWING IS DIMENSIONED IN

MILLIMETERS UNLESS OTHERWISE

DEPICTED WITHIN THE DRAWING.
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