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SECTION B-B

END VIEW A-A

ELEVATION DETAIL OF DRAINAGE/LIFT SLOT

DASHED LINE DENOTES OLD LOCATION OF LIFT OPENING.

 

BOTTOM OF BARRIER TO ALLOW FOR DRAINAGE

GENERAL NOTES

CROSS-HATCHING DENOTES OPEN AREA AT

BOTTOM

TOP

- THE DRAINAGE/LIFT SLOT SHOWN IS A MODIFICATION OF THE LIFT OPENINGS, 

  ALL OTHER DESIGN CRITERIA SUCH AS REINFORCEMENT BARS ETC. ARE THE SAME

  AS SHOWN ON THE STANDARD DRAWING.

 

- BARRIER WITH DRAINAGE/LIFT SLOT IS INTENDED TO BE USED IN AREAS WHERE 

  ROADWAY SURFACE WATER RUNOFF CAUSES EXCESS PUDDLING ADJACENT TO THE 

  TEMPORARY BARRIER.  INSTALL THE BARRIER AS SHOWN IN THE PLANS, OR 

  AS DIRECTED BY THE ENGINEER.

 

- DRAINAGE/SLOT CAN BE USED WITH ANCHORED "PORTABLE CONCRETE BARRIER".

ELEVATION
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NOTE:

THIS DRAWING IS DIMENSIONED IN

MILLIMETERS UNLESS OTHERWISE

DEPICTED WITHIN THE DRAWING.

19mm DIA. LOOP BAR

38mm RAD. 38mm RAD.

19mm CHAMFER

19mm CHAMFERALL 19mm DIA. 
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