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240/480V NEUTRAL 9A @B
1%, 3 WIRE N L1 L2 PHOTOCELL A NOTES
A\ SERVICE | | op RECEPTAGLE N S -
—_— —_— ]
)~ ) 1s0a ——— I - 1|__ 2 | A\ EQUIPMENT GROUNDS (G) SHALL BE SIZED
o | ;. | Ry __m _ _ ACCORDING TO CIRCUIT DESCRIPTION.
LA R e SEE PLANS.
? R EIEL /2\ SYSTEM GROUND (SG) SHALL BE
Lt |LLe N 7 LLA T CONTINUOUS FROM THE NEUTRAL BAR
L TO THE GROUNDING ELECTRODE (GROUND
AEAER IR ROD) .
lg! | [a!] [l |
6 6 6 6 6 6
N /3\ THE NEUTRAL BAR SHALL BE BONDED TO
N THE PANEL.
N — —
e LLA _ T /A\ FEEDER CIRCUITS NOT SHOWN ON THE
4 | 4 |, 4 | PLANS SHALL NOT BE INSTALLED, BUT
PHOTOCELL CONNECTIONS L I CONDUIT SHALL BE INSTALLED AND
- — CAPPED.
INTERIOR PANEL /5\ INSTALL A GROUNDING BUSHING ON EACH
CONDUIT. CONNECT BONDING JUMPER AS
COMPONENT LAYOUT
LATCH MCA CR @ & b REQUIRED BY NEC.
8 Ammw JF-o—||—o A\ /B\ SEE SHEET 3 OF 3 FOR ENCLOSURE.
UNLATCH el et o e o o /?\ THE CONTROL SYSTEM MUST BE LABELED
— " CR | | _ AS SUITABLE ONLY FOR USE AS SERVICE
o—uc1) | e ! ENTRANCE EQUIPMENT.
‘o —oo ® ® . | A
LATCH pc2 ) M, (B IR N N < AR, N P - SEE PLANS FOR BREAKER SIZES.
oruuuAHHHY|||L\T10 /0\ PROVIDE MULTI-TAP LOAD LUGS OR
POWER DISTRIBUTION BLOCKS.
UNLATCH
N =JJ AD. PROVIDE MANUFAGTURER SUPPLIED
o—(wez— ¢ CC 0 & 0 & MOUNTING BRACKETS OR SCREW STUDS
op op op op op op PERMANENTLY ATTACHED TO THE
LATCH e A BACK PANEL, FOR MOUNTING COMPONENTS.
m U u_ MC1 MCc2 MC3
UNLATCH yc3 =T T T FF| |FT IT COMPONENT LIST
Q@WW __ # |QTY DESCRIPTION SPECIFICATIONS
A g 1| 1 |NEUTRAL BAR
° ° ° 2| 1 [SERVICE CIRCUIT BREAKER 2P, 480V, 150A
A 3| 1 |CONTROL CIRCUIT BREAKER 1P, 240V, 20A
BONDING JUMPER #6 CU s 42 o 4| 3 |MECHANICALLY HELD CONTACTORS 4P, 480V, 60A W/240V COIL
5| 1 |CONTROL RELAY W/NC & NO CONTACT |240V, 10A, W/240V COIL
/6. GROUNDING 6| 6 |FEEDER CIRCUIT BREAKERS 2P, 480V, 50A MAX
G 2 BUSHING I L 7| 1 |LIGHTNING ARRESTER
——  GROUND FEEDER GIRCUIT NO. ] 5 3 4 5  SPARE 8| 1 |SELECTOR SWITCH (ON-OFF-AUTO) 240V, 10A
ROD 9| 2 |POWER DISTRIBUTION LUGS OR BLOCKS
Note: SCHEMATIC MOUNTING BRACKETS OR SCREW STUDS

This drawing is dimensioned in
millimeters unless otherwise
depicted within the drawing.

METRIC STANDARD DRAWING FOR
LIGHT CONTROL SYSTEM
SCHEMATIC
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