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FRAME AND COVER _STD. NO. 840.54 OR
EQUAL DESIGN ALTERNATE FRAME AND COVER

TO MEET H20 LOADING

RISER RING
AND/OR BRICK

INSET "A"
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203mm BRICK MANHOLE WALL

1220mm DIA. USE 2130mm BASE
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CONCENTRIC OR ECCENTRIC S
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\_ REINFORCED CONCRETE FOOTING
SECTION Y-Y  GENERAL NOTES: o

MORTAR JOINTS 13mm * 3mm THICK.

USE CLASS "A" CONCRETE FOR THE BASE.

CONCAVE TOOL ALL JOINTS INSIDE MANHOLE.

USE FORMS TO CONSTRUCT THE BASE SLAB.

WHERE THE MANHOLE IS EXPOSED TO ROAD TRAFFIC,

REINFORCED CONCRETE FOOTING REQUIRED WHEN MANHOLE IS
OVER 3.6m AND ON POOR SOIL BASE.

FOR DETAIL OF MANHOLE FOOTING SEE STANDARD PRECAST
SANITARY SEWER MANHOLE STD. NO. 1525.01 SHEET 2. THE TOP OF THE MANHOLE FLUSH WITH THE GROUND.

FOR GENERAL NOTES REFER TO STD. NO. 1525.01 SHEET 1. PROVIDE ALL MANHOLES OVER 1.0m IN DEPTH WITH
Note: 300mm ON CENTER ACCORDANCE WITH STD. NO. 840.
This drawing is dimensioned in
millimeters unless otherwise
depicted within the drawing.

SOLID CONCRETE BLOCKS MAY BE USED IN LIEU OF

1500mm DIA. USE 2430mm BASE

SECTION X-X

PLACE

STEPS
66.

JUMBO BRICK WILL BE PERMITTED. CONCRETE BRICK OR 100mm

CLAY BRICK.

USE CONCENTRIC OR ECCENTRIC SECTIONS AS DIRECTED BY THE ENGINEER.

METRIC STANDARD DRAWING FOR
PRECAST CONCRETE AND
BRICK SANITARY SEWER MANHOLE
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