WORK ZONE DIGITAL SPEED LIMIT SIGNS
(5/10/2021)

Description

Furnish and install Work Zone Digital Speed Limit Signs on interstates and freeways with speed limits of 55 mph or greater. These signs are regulatory speed limit signs with LED displays for the speed limit numbers.

Materials

Digital Speed Limit Signs shall be a minimum 36” wide x 48” high. The speed limit sign (R2-1) shall be black on white with high intensity white prismatic sheeting.  

The Digital Speed Limit Sign shall be mounted such that the bottom of the sign is 7’ above roadway.

The LED panel shall be a minimum of 28” wide x 18” high. The display on the LED panel shall be amber or white.

The LED numbers shall have a minimum 5 wide by 7 high pixel array with a minimum height of 18”.

The LED panel shall have auto brightness/dimming capability. 

The black on orange “WORK ZONE” sign shall be mounted above the speed limit sign. It shall be 36” wide x 24” high with high intensity prismatic orange sheeting.

The black on white “$250 FINE” sign shall be mounted below the speed limit sign. It shall be 36” wide x 24” high with high intensity prismatic white sheeting.

All digital speed limit systems shall have operational software and wireless communications that allows for remote operation and data monitoring. It shall be configured to allow access by the Engineer or their designee to change each sign independently or change the speed limit on all signs at once from a PC, tablet or cellular phone application.

Radar equipment to detect approaching speeds on the digital speed limit systems is optional. However, if the systems have radar, they will be equipped to store the detected speed data, this information should be available in a spreadsheet format and accessed remotely from a secure cloud location.

The Work Zone Digital Speed Limit systems shall have flashing beacons. The beacons are to be a minimum of 8” diameter LED circular yellow. They shall be mounted above and below the sign assemblies and are to be centered. The beacons shall alternately flash at rates not less than 50 or more than 60 times per minute.

In addition, the flashing beacons shall be mounted in such a manner that the $250 FINE sign is not obscured when in operation.

Digital Speed Limit Signs may be trailer mounted or stationary mounted. The unit shall be solar powered and have the ability to operate continuously. It shall be supplemented with a battery backup system which includes a 110/120 VAC powered on-board charging system.
 
The batteries, when fully charged, shall be capable of powering the display for 20 continuous days with no solar power. The unit shall be capable of being powered by standard 110/120 VAC power source.

Store the battery bank and charging system in a lockable, weather and vandal resistant box. 

All Work Zone Digital Speed Limit Sign equipment shall be on the NCDOT Approved Products List.

[bookmark: _Hlk533691015]Digital Speed Limit Displays

The speed limit shall be continuously displayed on the signs. All other stationary speed limit signs shall be covered when Digital Speed Limit systems are in operation.

Reduced Speed Limit Displays

The Digital Speed Limit systems shall have beacons activated when the work zone speed limit is reduced. Otherwise, the beacons are to remain off.

IF THE DIGITAL SPEED LIMIT SYSTEM IS EQUIPPED WITH RADAR: The Digital Speed Limit Signs shall display the reduced work zone speed limit without flashing the LED speed limit number unless approaching speeds are detected to be 6 MPH or higher than the displayed speed limit. If speeds are detected 6 MPH or above the displayed Speed Limit, then the LED shall flash the speed limit until the speeds are within the 6 MPH tolerance.

Existing Speed Limit Displays

When the existing speed limit is displayed on the Digital Speed Limit Signs, the beacons are to remain off.

IF THE DIGITAL SPEED LIMIT SYSTEM IS EQUIPPED WITH RADAR: The speed limit number is not to flash unless the approaching speeds are detected to be 6 MPH or higher than the displayed speed limit.

Other Construction Methods

The speed limits are the sole authority of the NCDOT.  An ordinance by the State Traffic Engineer is required for all speed limits in order to have a lawfully enforceable speed limit.
 
The Regional Traffic Engineering Office and the Division Construction Engineer in coordination with the Work Zone Traffic Control Section will provide all work zone speed limit recommendations based on activities and conditions. 

The Contractor will be responsible for coordinating with the Engineer when the work zone speed limits are to be changed and will have to seek approval by the Engineer or their designee before the speed limit is changed. 

Whenever possible, each trailer mounted unit shall be placed on the paved shoulder and shall have the capability of being leveled. 

Measurement and Payment

Work Zone Digital Speed Limit Signs will be measured and paid as the maximum number of Work Zone Digital Speed Limit Signs satisfactorily installed according to the attached detail and properly functioning at any one time during the life of the project. 

This includes all materials and labor to install, maintain and remove all the Work Zone Digital Speed Limit Signs. 

Pay Item									Pay Unit
Work Zone Digital Speed Limit Signs 					Each
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. THE DIGITAL SPEED LIMITS SIGNS WILL BE INSTALLED (TRAILER MOUNTED OR STATIONARY MOUNTED) IN ADVANCE OF AND
SPACED APPROXIMATELY 1.5 MILES THROUGHOUT THE THE PROJECT LIMITS, UNLESS DIRECTED OTHERWISE.

. WITHIN % TO % MILE UPSTREAM OF CONDITION WARRANTING A SPEED REDUCTION, PLACE A DIGITAL SPEED LIMIT SIGN ON
BOTH THE INSIDE AND OUTSIDE SHOULDERS, UNLESS DIRECTED OTHERWISE BY THE ENGINEER. AT ALL OTHER
LOCATIONS DOWNSTREAM, PLACE A SINGLE DIGITAL SPEED LIMIT SIGN ON THE OUTSIDE SHOULDER.

IF SIGNS ARE NOT HIGHLY VISIBLE TO ALL MOTORISTS, SUPPLEMENTAL DIGITAL SPEED LIMIT SIGNS ARE PERMITTED ON
THE MEDIAN SHOULDER.

THE DIGITAL SPEED LIMIT SIGNS TAKE PRECEDENCE OVER EXISTING SPEED LIMIT SIGNS AND SHOULD REMAIN UPRIGHT
AND VISIBLE AT ALL TIMES. ALL EXISTING SPEED LIMIT SIGNS SHALL BE COVERED OR REMOVED FOR DURATION OF THE
PROJECT.

NCDOT HAS SOLE AUTHORITY OF THE SPEED LIMITS DISPLAYED ON THE DIGITAL SPEED LIMIT SIGNS.

THE WORK ZONE VARIABLE SPEED LIMIT AND THE $250 SPEEDING PENALTY ARE SEPARATE ORDINANCES THAT MUST BE
SIGNED BY THE STATE TRAFFIC ENGINEER TO BE VALID AND ENFORCEABLE. WITHOUT SIGNED ORDINANCES, THE SPEED
LIMIT ON A FACILITY SHALL REMAIN UNCHANGED AND/OR HIGHER FINES SIGNS SHALL NOT BE USED.

. THE REDUCED SPEED SHALL BE DISPLAYED A MINIMUM OF % MILE AND A MAXIMUM OF % MILE IN ADVANCE OF AND
THROUGHOUT THE AREA MEETING CONDITIONS LISTED IN THE CHART. THE EXISTING SPEED LIMIT SHALL BE DISPLAYED
ON ALL OTHER DIGITAL SPEED LIMIT SIGNS.

. THE SPEED DISPLAYED SHALL BE THE LOWER OF THE EXISTING SPEED LIMIT OR THE SPEED IN THE WORK ZONE
CONDITION CHART.

. THE BEACONS ON THE DIGITAL SPEED LIMIT SIGNS SHALL ONLY FLASH DURING TIMES THE SPEED IS REDUCED, AND
REMAIN OFF AT ALL OTHER TIMES.

LANE CLOSURES

3 LANES REDUCED TO 1 LANE

55

3 LANES REDUCED TO 2 LANES

60

4 LANES REDUCED TO 1 LANE

55

4 LANES REDUCED TO 2 LANES

60

4 LANES REDUCED TO 3 LANES

65

CONTINUOUS BARRIER

(LENGTH OF BARRIER
GREATER THAN 1 MILE)

1 OPEN LANE WITH CONTINUOUS BARRIER
ON BOTH SHOULDERS

55

1 OPEN LANE WITH CONTINUOUS BARRIER
ON 1 SHOULDER

60

3 OR 2 OPEN LANES WITH CONTINUOUS
BARRIER ON BOTH SHOULDERS

60

3 OR 2 OPEN LANES WITH CONTINUOUS
BARRIER ON 1 SHOULDER

65

4 OPEN LANES WITH BARRIER CONTINUOUS
ON BOTH SHOULDERS

65

4 OPEN LANES WITH BARRIER CONTINUOUS
ON 1 SHOULDER

EXISTING

UNEVEN LANES

60
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SIGN NUMBER: WZTC

BACKG COLOR: Fluorescent Orange

DESIGN BY: J.Navarrete
PROJECT ID:

CHECKED BY:
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May 13, 2019
DIV: DIV

TYPE: STATIONARY COPY COLOR: Black
QUANTITY: SEE PLANS | SYMBOL X Y | WID| HT

SIGN WIDTH: 4'-0"
HEIGHT: 4'-0"

TOTAL AREA: 16.0 Sq.Ft.
BORDER TYPE: INSET
RECESS: 0.47"
WIDTH: 0.63"
RADII: 1.5"

MAT'L: 0.080"

NO. Z BARS: 2 (2.0 mm) ALUMINUM
LENGTH: 40.0
USE NOTES: 1,2

1.Legend and border shall be direct applied black

non-reflective sheeting.

2. Background shall be NC GRADE B fluorescent orange
retroreflective sheeting.
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