
 

NORTH CAROLINA DEPARTMENT OF TRANSPORTATION 
DIVISION OF HIGHWAYS 

 

PROOF ROLLING DAILY REPORT 
Date:  

 

Project No.:  ID No.:   Report No.:  
 

County:  Make of Roller:  
 

Tire Size and No. Plies:  Weight (Tons Gross):  
Use 43-46 Metric Tons (48-50 Tons) 

 

Air Pressure (Checked Daily):  MPa. (PSI) 

 Use 460-500 Mpa (68-72 psi)  
 

Time: Started:  Stopped:  Hours Rolled:  

(Units, 

Decimals) 

Started:  Stopped:  
 

Started:  Stopped:  
 

Area Rolled: Sta.  to Sta.  Coverages:*  

 
Sta.  to Sta.   Coverages:*  

 
Sta.  to Sta.  Coverages:*  

 
Failures:       **   Sta.  to Sta.   

 
                    ***  Sta.   to Sta.   

 
Sta.  to Sta.   

 

Cause of Failure: ** 

                   *** 

 

Method of Correction: ** 

                             *** 

                                 
 

Remarks: ** 

             *** 

 
 

*A coverage is considered that stage in the rolling procedure when the entire width of the section designated has been in contact with the 
  pneumatic tires of the roller. 

 Inspector:  
SIGNED   
 Resident Engineer:  

 

c: Geotechnical Unit 
 Division Engineer 
 File 




