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TRM 2002 Route System



Introduction

Use the latest version of TransCAD

Reload, Verify, and Archive

Document



Transit Route System Components

Line and Node Layer

Network

Route System Layer

Route Stop Layer



Line and Node Layer
Use .rts File

TransCAD 4.7 or previous
ModifyRouteSystem(“C:\\temp\\UNIV_TRANSIT.rts”, {{“Geography”,
“C:\\temp\\UNIV_LINE.dbd”, “NetworkRoads”}})

TransCAD 4.8
dir = "C:\\temp\\"ModifyRouteSystem(dir + "UNIV_TRANSIT.rts",{{"Geography",
dir + "UNIV_LINE.dbd"," NetworkRoads "}})



Network

Create

Recreate

Update

Verify

Archive



Route System Layer

Click Segments

Direction of Flow

Directional

Loop

Double back



Double Back Route



Route System Warning

Route 1465 is not connected near link 7452

Verifying Route System: Route System



Dataview Table

Create a Line Number Field
Use xxxR.bin
Reload, verify, archive, document



Route Stops Layer



Multiple Route Stops



Route Stop Warning

Building Transit Network (January 31, 2005 - 04:44 PM)
               Incorrect Tag Info at Stop    9345
               Incorrect Tag Info at Stop    9356
               Incorrect Tag Info at Stop    9357
               Incorrect Tag Info at Stop    9361
               Incorrect Tag Info at Stop   11640
          --------------------------------------------------

Stops outside distance criteria from a node
Consecutive stops are tagged to the same node.



Stop Dataview

3418331921.1061411162736080367-7909963833192

3419331911.0397171162736081329-7909970033191

3463332030.0000001162736086974-7911311533203

5628332101.1811571162836005273-7894029933210

5630332071.0677011162836006672-7894135133207

5638332110.9166831162836005569-7894368033211

5671332090.3861701162836000058-7894413533209

5665332080.0000001162835995050-7894703933208

NODEIDTAGGEDIDSTOP_IDMilepostPass_CountRoute_IDLatitudeLongitudeID



Summary

Limit Edits

Use the latest version of TransCAD

Open the .rts file to make line layer edits, route
system edits, or route stop edits.

Recreate the Network, Reload the Route System,
Verify the Route System

Archive the Route System, Archive the Line Layer,
and Document the Edits.
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