NCDOT Pre-Use Inspection

WO #______________ Aspen Aerial UB 30 Underbridge Device 


(  Indicates passed          X Indicates failed

Items to be checked on Truck
Mon
Tue
Wed
Thur
Fri
Sat
Sun

1. ANY LEAKS: OIL WATER & HYDRAULIC FLUID








2. OIL,COOLANT AND POWER STEERING FLUID LEVEL








3. FAN BELTS AND RUBBER HOSES








4. ALTERNATOR, WATER PUMP AND AIR COMPRESSOR








5. STEERING BOX AND STEERING LEAKAGE








6. BATTERIES AT LEAST ONCE A WEEK








7. FRONT AND REAR SUSPENSION: SPRINGS, SPRING MOUNT AND SHOCK ABSORBER








8. FRONT AND REAR WHEELS: RIM, HUB OIL SEALS, TIRES AND LUG NUTS








9. FRONT AND REAR BRAKES: SLACK ADJUSTERS, CHAMBERS, HOSES AND DRUMS








10. REMOVE WATER FROM FRONT AND REAR AIR TANKS BY BLEEDING








11. DRIVER/FUEL AREA: DOORS, MIRRORS, FUEL TANKS AND LEAKS








12. TIRES, TREAD WEAR AND CHECK BETWEEN DUAL WHEELS








13. UNDER REAR: DRIVE SHAFT, EXHAUST SYSTEM & FRAME








14. MIRRORS, LIGHTS & WINDSHIELDS ARE CLEAN AND UNBROKEN








15. SEAT AND MIRROR ADJUSTMENTS








16. CLUTCH/GEAR SHIFT AND ACCELERATOR








17. START ENGINE AND LISTEN FOR UNUSUAL NOISE








18. GAUGES: OIL PRESSURE, AMMETER & VOLTMETER








19. STEERING WHEEL PLAY SHOULD BE LESS THAN THREE INCHES








20. WINDSHIELD WIPERS, HEATER AND DEFROSTER








21. HORN AND BACKUP ALARM








22. HEAD LIGHT: HIGH AND LOW BEAM, PARKING, TAIL, BACKUP AND STOPLIGHTS








23. OTHER LIGHTS: CAB CLEARANCE, MARKER, TURNS SIGNALS AND FLASHERS








24. BRAKES: LEAKS, ALARM AND BUTTON








25. SAFETY/EMERGENCY EQUIP: REFLECTOR TRIANGLES & EXTRA FUSES








26. FIRE EXTINGUISHER & DATE CHECKED








27. STATE VEHICLE INSPECTION STICKERS








Items to be checked on CRANE








28. CHECK OPERATING CONTROLS FOR PROPER OPERATION








29. CHECK VISUAL AND AUDIBLE SAFETY DEVICES FOR PROPER OPERATION








30. CHECK BOOM & CYL. PIVOT POINTS FOR SECURE PIN NUTS AND CRACKS








31. CHECK ROTATION GEARBOX HOLD DOWN BOLTS FOR TIGHTNESS








32. LUBRACATE MACHINE AS REQUIRED BY MANUAL








33. CHECK THE FASTNERS THAT SECURE THE BASKET TO THE BOOM TIP








34. CHECK BOLTS OR PINS THAT ATTACH THE PLATFORM HANGER BRACKET TO THE PLATFORM LEVELING ACTUATOR 








35. CHECK HYDRAULIC FLUID LEVEL








36. CHECK SAFETY BELT & LANYARDS FOR DAMAGE








37. CHECK OUTRIGGERS AROUND THE CYLINDER ATTACHMENT POINTS FOR ANY SIGNS OF CRACKING OR INSECURE PIVOT PINS.








38. PERFORM OPERATIONAL TEST OF ALL CONTROLS








OPERATORS INITALS










Remarks

All deficiencies must be repaired or defective parts replaced before continued use.   It is the responsibility of the operator to read and understand the operator’s manual.  This checklist is not intended to replace it.                                                                                                                                                                             CC-151 10/05
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