
 

 

 HYDRODEMOLITION OPERATION SLURRY 

DIAMOND GRINDING SLURRY 

SPILL CONTROL PLAN 

 FOR PERMIT WQ0035749 

  
 THE FOLLOWING ACTIONS MUST BE TAKEN IN THE EVENT OF A SPILL: 
 
 1. Halt the source of the spill:  Ruptured line or valve, or damaged tank unit. 
 
 2. Contain spill:  Use straw bales to form a barrier.  Straw or hay bales can be obtained from 

several sources for this purpose.  Soil near the site can also be used to form a barrier for 
containment. 

 
 3. Clean up: Use land application equipment to recover as much of the Hydrodemolition 

Operation Slurry (HOS) or Diamond Grinding Slurry (DGS) as possible.  After the 
application equipment has recovered as much HOS as possible, it will be land applied as 
per the management plan.  A temporary sump pit may be dug in the containment area to 
enhance recovery. 

 
 4. Notification:  As soon as possible, but in no case more than 24 hours or on the next 

working day following the occurrence, after a spill occurs notify: 
 

 NC DOT: Ms. Robin Maycock (919) 861-3781 
 

 NC Department of Environment and Natural Resources 
   Division of Water Quality Regional Office 
 

 Asheville Regional Office   (828) 296-4500 
 Fayetteville Regional Office   (910) 433-3300 
 Mooresville Regional Office   (704) 663-1699 
 Raleigh Regional Office   (919) 791-4200 
 Washington Regional Office   (252) 946-6481 
 Wilmington Regional Office   (910) 796-7215 
 Winston-Salem Regional Office   (336) 771-5000 
 Outside of normal business hours, call the emergency hot line: 1-800-858-0368 

 
 Fire Department if assistance is required for wash down 

 
 5. Management of clean up efforts:  The responsible party for land application shall take 

immediate charge of the clean up activities.  Additional labor will be requested as needed. 
 

6. Reporting:  Within 24 hours of a spill the responsible party for land application shall 
present a written report detailing the cause of the spill and all action taken in response to 
the spill. 

 
 



 

 

SPILL PREVENTION PLAN 

The spill prevention plan requires that all equipment used to transport HOS or DGS be subject to 
periodic safety inspections.  Tires, brakes, lights, and turn signals will be inspected for proper 
working order. Each truck will be equipped with safety flares and appropriate signs to be used in the 
event of a breakdown.  Any deficiencies observed during the safety inspections will result in the 
vehicle being removed from service and the responsible party for land application will be notified so 
that these deficiencies can be corrected and documented. 
 
Routes leading from the storage point to the land application sites will be inspected for road hazards. 
 The road hazards will be documented and the drivers will be informed of the hazards.  Alternate 
routes will be investigated and routes which minimize road hazards will be selected.  Hazardous 
situations resulting from rush-hour traffic will be avoided during hauling.  
 
Drivers and management personnel associated with the hauling of HOS or DGS will be instructed in 
the spill prevention plan and will be required to attend training sessions.  Drivers will be trained in 
defensive driving techniques in order to minimize road hazards.  A driver who observes a road 
hazard will be required to report the hazard to the field superintendent who, in turn, will warn other 
drivers.  As part of the spill prevention plan, drivers will be required to inspect the safety equipment 
of their vehicles on a daily basis.  Any deficiency in safety equipment will be noted for corrective 
action.  Drivers will be trained in the procedures to be taken in the event of a spill that occurs during 
the hauling of HOS or DGS.  These procedures are discussed in the spill control, containment, and 
cleanup plan. 



 
 

https://inside.ncdot.gov/Teams/WS/Lists/Web Services Task List/Attachments/1317/HOS and DGS Spill Control Plan - May 
2013.doc 

 

SPILL CONTROL, CONTAINMENT, AND CLEANUP PLAN 
 
Spills that occur during loading or unloading HOS or DGS will occur at the generation point and the 
land application sites, respectively.  These spills will not involve an environmental hazard or an over 
the road hazard and, therefore, will be handled using the equipment that will be available at either 
site.  Spills that occur over-the-road will be subject to the contingencies contained in the spill 
control, containment, and cleanup plan. The equipment used in the spill control, containment, and 
cleanup consists of the following: 
 
1. Vacuum pump, pump truck or tanker truck.  A vacuum truck, vacuum pump or tanker truck will 

be used to assist with clean up of HOS or DGS spills. 
 
2. Outside equipment if required 
 
The following personnel will be involved in the spill control, containment, and cleanup. 
 
1. The responsible party for land application will respond to the spill site and make an assessment 

of the spill and determine the containment procedures to be initiated and the equipment to be 
used to clean up the spill. 

 
2. The responsible party for land application will be responsible for the direction of the cleanup 

team.  
 
 
In the event of a spill, the driver of the truck or application vehicle, if he has not sustained a 
debilitating injury, will call the responsible party for land application and report the spill.  The 
responsible party for land application will notify the appropriate authorities and will also notify the 
appropriate DWQ Regional Office.  The driver will set up safety flares and signs to warn motorists 
of the hazard.  The responsible party for land application will mobilize the necessary equipment and 
personnel to the site, and will initiate the containment procedures.  When the cleanup team arrives at 
the site, the site will be cleaned up according to the contingency plan.  HOS or DGS cleaned up from 
the site will be transported to the land application sites where it will be applied in accordance with 
the permit.  In the event that the driver is incapacitated due to personal injury, the responsible party 
for land application will mobilize the cleanup team as soon as the authorities notification of an 
incident.   


