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HILFIKER RETAINING WALLS
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WALL COMPONENTS
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WALL FACE

CAP MAT

TOP REINFORCING MAT

3" (75mm) MIN

GENERAL ASSEMBLY DETAIL

CENTERLINE OF REINFORCING MAT

FACE = EDGE OF BACKING MATS
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PLACE TOP REINFORCEMENT LAYER

24" (600mm) BELOW TOP OF WALL

VARIES 0" TO 24"

(0mm TO 600mm)

T = 24" (600mm) TYP

TYPICAL SECTION
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INTERMEDIATE

REINFORCING MATS

WHEN APPLICABLE

(NO CONNECTION TO FACE)

8" X 12" (203mm X 305mm)

W4.5 X W3.5 (MW29 X MW23) WWR

TOP REINFORCING MAT (NO PRONGS)

4" X 3" (102mm X 76mm)

W5 X W2.5 (MW32 X MW16) WWR

BACKING MAT

8’ (2.4m) WIDE

8" X 21" (203mm X 533mm)

REINFORCING MAT

SEE SHEETS 2 AND 3 FOR GAUGE SIZES

8" X 12" (203mm X 305mm)

W4.5 X W3.5 (MW29 X MW23)

CAP MAT

WELDED WIRE REINFORCEMENT (WWR)

FOR ASSEMBLY INSTRUCTIONS, SEE WELDED WIRE WALL CONSTRUCTION GUIDE 

AVAILABLE FROM HILFIKER WEBSITE AT WWW.HILFIKER.COM/WWW
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SET TOP REINFORCING AND CAP

MAT INSIDE REINFORCING MAT

BELOW TO MATCH DESIRED GRADE
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