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PROJECT REFERENCE NO. SHEET

GEOTECHNICAL
ENGINEER ENGINEER

SIGNATURE DATE SIGNATURE DATE

MINIMUM REQUIRED REINFORCING FABRIC STRENGTH FOR RD*

(SLOPE AND SURCHARGE CASES)

WALL POLYESTER POLYPROPYLENE

HEIGHT WIDE WIDTH TENSILE WIDE WIDTH TENSILE
H STRENGTH @ ULTIMATE | STRENGTH @ ULTIMATE

FEET (M) LB/INCH (KN/M) LB/INCH (KN/M)

4 (1.2) 200 (35) 200 (35)

6 (1.8) 200 (35) 200 (35)

8 (2.4) 200 (35) 200 (35)

10 (3.0) 200 (35) 230 (40)

12 (3.7) 220 (39) 264 (46)

14 (4.3) 248 (43) 297 (52)

16 (4.9) 276 (48) 330 (58)

18 (5.5) 304 (53) 364 (64)

20 (6.1) 332 (58) 397 (70)

22 (6.7) 359 (63) 431 (76)

24 (7.3) 387 (68) 464 (81)

26 (7.9) 415 (73) 497 (87)

28 (8.5) 443 (78) 531 (93)

*RD = REINFORCEMENT DIRECTION
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