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CONCRETE FACING AND COPING

WITH BACK SLOPE FOR

CONCRETE DITCH BEHIND WALL
DIVISION OF HIGHWAYS

DEPARTMENT OF TRANSPORTATION

NORTH CAROLINA

ENGINEERING UNIT

GEOTECHNICAL

DATE: 3-17-15

STD CELL Wall_Ditch_Slope

2:1 (H:V)

 

0" - 24"*

CONCRETE FACING

CAST-IN-PLACE

BOND BREAKER

TOP OF WALL

6 x 6-W1.4 x W1.4

REINFORCEMENT (WWR)

WELDED WIRE

12" MIN
ELEVATION**

GRADE

12"

 

0" - 24"*

12" MIN
ELEVATION**

GRADE

12"

TOP OF WALL

6 x 6-W1.4 x W1.4

REINFORCEMENT (WWR)

WELDED WIRE

CONCRETE COPING

CAST-IN-PLACE

CONCRETE DITCH*

4" THICK

2:1 (H:V)

CONCRETE DITCH*

4" THICK WALL WITH CONCRETE FACING

CONCRETE DITCH BEHIND

 

0" - 24"*

12" MIN
ELEVATION**

GRADE

12"

TOP OF WALL

6 x 6-W1.4 x W1.4

REINFORCEMENT (WWR)

WELDED WIRE

CONCRETE COPING

PRECAST

2:1 (H:V)

CONCRETE DITCH*

4" THICK

0" - 24"*

GRADE*

FINISHED

12" MIN

ELEVATION**

GRADE

12"

TOP OF WALL

6 x 6-W1.4 x W1.4

REINFORCEMENT (WWR)

WELDED WIRE

CONCRETE COPING

CAST-IN-PLACE

2:1 (H:V)

CONCRETE DITCH*

4" THICK

JOINT WITH WWR

PERMITTED CONST.

JOINT WITH WWR

PERMITTED CONST.

JOINT WITH WWR

PERMITTED CONST.

BOND BREAKER

GRADE*

FINISHED

GRADE*

FINISHED

GRADE*

FINISHED

CONCRETE PANEL

PRECAST

CONCRETE PANEL

PRECAST

STEEL H-PILE

MSE WALL WITH PRECAST PANELS

JOINT WITH WWR

PERMITTED CONST.

CONCRETE PANEL

PRECAST

BOND BREAKER

GRADE*

FINISHED

ELEVATION**

GRADE

12"

TOP OF WALL

6 x 6-W1.4 x W1.4

REINFORCEMENT (WWR)

WELDED WIRE

CONCRETE COPING

CAST-IN-PLACE

2:1 (H:V)

CONCRETE DITCH*

4" THICK

SOLDIER PILE WALL WITH PRECAST PANELS

  

0" - 24"*

12" MIN

DOWEL

BOND BREAKER

CONCRETE PANEL

PRECAST

STEEL H-PILE

JOINT WITH WWR

PERMITTED CONST.

BOND BREAKER

0" - 24"*

GRADE*

FINISHED

12" MIN

ELEVATION**

GRADE

12"

TOP OF WALL

6 x 6-W1.4 x W1.4

REINFORCEMENT (WWR)

WELDED WIRE

CONCRETE COPING

CAST-IN-PLACE

2:1 (H:V)

CONCRETE DITCH*

4" THICK

JOINT WITH WWR

PERMITTED CONST.

GRADE*

FINISHED

ELEVATION**

GRADE

12"

TOP OF WALL

6 x 6-W1.4 x W1.4

REINFORCEMENT (WWR)

WELDED WIRE

CONCRETE COPING

CAST-IN-PLACE

2:1 (H:V)

CONCRETE DITCH*

4" THICK

0" - 24"*

12" MIN

DOWEL

BOND BREAKER

JOINT WITH WWR

PERMITTED CONST.

BOND BREAKER

SRW UNIT (TYP)

SRW UNIT (TYP)

WALL WITH CONCRETE COPING

CONCRETE DITCH BEHIND

MSE WALL WITH SEGMENTAL RETAINING WALL (SRW) UNITS

**SEE WALL ENVELOPE FOR GRADE ELEVATIONS.

*SEE ROADWAY PLANS FOR CONCRETE DITCH AND FINISHED GRADE DETAILS.

**SEE WALL ENVELOPE FOR GRADE ELEVATIONS.

*SEE ROADWAY PLANS FOR CONCRETE DITCH AND FINISHED GRADE DETAILS.

OF THE STANDARD SPECIFICATIONS.

FOR CONCRETE DITCHES, SEE SECTION 850
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