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NORTH CAROLINA DEPARTMENT OF TRANSPORTATION
MATERIALSAND TESTSUNIT
GEOMATERIALS SECTION

CERTIFICATION POLICIES: AGGREGATE QC/QA TESTING S@OL
(MAT 405)

Course Description: This course is part of the Quality Control/Qualissurance (QC/QA) Program for
aggregate producers and is designed to instruthii@ans and engineers in procedures for testiggeamte
samples. Prior to testing aggregate for qualityti@d acceptance purposes, the technician mustiéed by the
Department.

Prerequisites: Technicians must successfully complete the Aggee@®C/QA Sampling School (MAT 400),
PDH Hours: N/A

L ength of Class: 8 hours

Course Materials: Pencil, pen, highlighter, calculator (Non MoHlevice), and notepad

Provided Materials. Aggregate Quality Control/Quality Assurance PemgrManual

Fees. $150.00* (nonrefundablé)Price increase effective January 1, 2026
Fee Policies:

1. To attend a class, students must be officiallysteged and have paid the applicable registratien fe
Payment is accepted via credit card or, for NCD@ipleyees, through a Cost Center. All participants
are required to present proof of registration comdition upon arrival.

2. If a student is unable to attend, they must natisy GeoMaterials Section at least 5 days prionéo t
scheduled class date. Upon timely notification,dtuelent will be unregistered and issued a reflind.
attend a future session, the student must re-eegistd submit payment for the class of their choice
Substitutions are not permitted; a registered stuchay not be replaced by another individual.

3. Students who fail to attend the class or do notigethe required 5-day notice will not receivestund.
They may register for a future class, but musttpayfull registration fee again.

4. In the event a student attends the class but dugsass the exam, they may register for an Aggeegat
QC/QA Sampling Retake Exam (ADMIN) for a fee of $3® schedule the retake, the student should
contact the Aggregate QC/QA Engineer or the classrmstructor.

5. If a student fails the classroom exam and optsttake the full class instead of the retest, dneftfail
the retake exam, they must register for a new idass session and pay the full registration fee.

Certification Process. To obtain certification, students must first fillhe prerequisite requirements outlined
above, attend the Testing certification class, sutessfully complete a written examination. Thenexs open
book, and a minimum score of 80 is required to pasam results will be posted shortly after thessldate on

the Connect NCDOT webpage. Following the exam, ickatels must submit the “Aggregate QC/QA Laboratory
Proficiency Skills” form to the Aggregate QC/QA Eneer or an Aggregate QC/QA Specialist, and dennatest
satisfactory performance of the required proficieskills. Certification will be granted upon sucsks

completion of both the written exam and proficiedgmonstration, and the technician will be enténéal
HiCAMs with an “active” status. First-time studemisl receive a QR Code Certification Card, whidsglays
certification details when scanned. Certificatians valid for 5 years from the date of class atecd. The
Aggregate QC/QA Engineer reserves the right tokeeertification at any time if deemed necessary.




