M&T 503M

NORTH CAROLINA DEPARTMENT OF TRANSPORTATION
DIVISION OF HIGHWAYSMATERIALSAND TESTSUNIT
SOILSTEST REPORT-SOILSLABORATORY

T.I.P.ID # |

REPORT ON SAMPLESOF: |

PROJECT:

| COUNTY: |

| Owner: |

DATE SAMPLED:

| DATE RECEIVED: |

| DATE REPORTED: |

SAMPLED FROM:

| SAMPLED BY:

SUBMITTED BY:

| STANDARD SPECIFICATION

LABORATORY:

TEST RESULTS

Project Sample No.

Lab SampleNo.  A-

HICAMS Sample #

Retained #4 Sieve %

Passing #10 Sieve %

Passing #40 Sieve %

Passing #200 Sieve %

MIN

US2.00 mm FRACTI

ON

Soil Mortar - 100%

Coar se Sand -Ret. #60

Fine Sand - Ret. #270

Silt 0.05-0.005 mm %

Clay < 0.005 mm %

Passing # 40 Sieve %

Passing # 200 Sieve %

Liquid Limit

Plastic I ndex

AASHTO Classification

Texture

Station

Hole No.

Depth (m) From:

To:

Remarks:

CC:

SOILSENGINEER:
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