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BOLT CIRCLE
DIAMETER

ANCHOR BOLT

8 #5 VERTICAL
REINFORCING BARS
WITH #3 TIES
12'" ON CENTER

ANCHOR BOLT
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STANDARD FOUNDATION
TYPE R1 & TYPE R2
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'L J! ﬂCONDUIT FOR A
FEEDER CIRCUITS

T8 #5 VERTICAL
REINFORCING BARS

WITH #3 TIES
12" ON CENTER

USE TYPE R2

* LOCK WASHER
* HEX NUT (ASTM-A563)

| 6" MIN
( THD

12" MIN
GALV.

36”

e

ANCHOR BOLT DETAIL

~——— FLAT WASHER *

G FOUNDATION
| o'- 8

> B > D

~— 1" X36'' W/4" HOOK *
ASTM A36 MODIFIED
55,000 PSI YIELD

* GALVANIZED PER
ASTM A153 OR EQUAL

G FOUNDATION

USE TYPE R1

NOTES

ANCHOR BOLT CIRCLE DIAMETER AND PROJECTION
OF ANCHOR BOLTS AS SPECIFIED BY APPROVED
BASE MANUFACTURER.

RECESS TOP OF FOUNDATION AS REQUIRED TO
MEET 4" CLEARANCE REQUIREMENT OVER 60"
CHORD.

PROVIDE WASHERS AND SHIMS REQUIRED BY
APPROVED BASE MANUFACTURER.

SEE LIGHTING LAYOUT PLANS FOR SIZE AND
ORIENTATION OF CONDUIT FOR FEEDER CIRCUITS.

¢ FOUNDATION
\OP
| 6'+ P\“\( S

USE TYPE R1

SLOPE CONDITIONS

STATE OF

NORTH CAROLINA
OF TRANSPORTATION

DIVISION OF HIGHWAYS
RALEIGH, N.C.

7-0
DEPT.

ENGLISH STANDARD DRAWING FOR
STANDARD FOUNDATION
TYPE R1 & TYPE R2
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