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QUICK REFERENCE - ""L” DISTANCE TABLE
LATERAL
wioTHw) | 0.3 | 0.6 1 1.2 | 1.5 [ 1.8 | 2.0 | 2.4 | 2.7 | 8.0 | 8.3 | 3.6
EXAMPLE OF "L"” & "W” DESIGNATIONS METERS
POSTED MINIMUM
SPEED(S) nmy n
MPH LONGITUDINAL DISTANCE L (METERS)
SHOULDER - (ROUNDED VALUES)
» » 20 2. 4.0 6.0 8.0 10.0 12.0 14.0 16.0 18.0 20.0 22.0 24.0
° o ®l0 00 25 3, 8.3 9.4 12.5 15.6 18.8 21.9 25.0 28.1 31.3 34.4 37.5
» o W
o d 30 4. 9.0 13.5 18.0 22.5 27.0 31.5 36.0 40.5 45.0 49.5 54.0
SHOULDER
35 6. 12.3 18.4 24.5 30.6 36.8 42.9 49.0 55.1 61.3 67.4 73.5
L 40 8. 16.0 24.0 32.0 40.0 48.0 56.0 64.0 72.0 80.0 88.0 96.0
45 13. 27.0 40.5 54.0 67.5 81.0 94.5 108.0 121.5 135.0 148.5 162.0
50 15.0 30.0 45.0 60.0 75.0 90.0 105.0 120.0 135.0 150.0 165.0 180.0
55 16.5 33.0 49.5 66.0 82.5 99.0 115.5 132.0 148.6 165.0 181.5 198.0
60 18.0 36.0 54.0 72.0 90.0 108.0 126.0 144.0 162.0 180.0 198.0 216.0
65 19.5 39.0 58.5 78.0 97.5 117.0 136.5 156.0 175.5 195.0 214.5 234.0
70 21.0 42.0 63.0 84.0 105.0 126.0 147.0 168.0 189.0 210.0 231.0 252.0

TAPER LENGTH CRITERIA FOR
CHANNELIZING DEVICES IN WORK ZONES

TYPES OF TAPERS
UPSTREAM TAPER

TAPER LENGTH

MERGING TAPER ------------snonoommooooonooooooo L MINIMUM
SHIFTING TAPER ---------mmmmommomomooooooooee 1/2 L MINIMUM
SHOULDER TAPER ----------ooosommooonooooooes 1/3 L MINIMUM

TWO-WAY TRAFFIC TAPER --------------------- 30 METERS MAXIMUM

DOWNSTREAM TAPER 30 METERS PER LANE

NOTE:

THIS DRAWING IS DIMENSIONED IN
MILLIMETERS UNLESS OTHERWISE
DEPICTED WITHIN THE DRAWING.

GENERAL NOTES

1-TABLE FOR "L" DISTANCE

IS BASED ON CHANNELIZATION TAPER FORMULA FROM THE M.U.T.C.D. WHERE:

SPEED LIMIT FORMULA
40 MPH OR LESS L =wx8?
MIN 60
45 MPH OR GREATER L=WxS$
L = MINIMUM TAPER LENGTH IN METERS (LONGITUDINAL DISTANCE)
W = WIDTH OF OFFSET IN METERS (LATERAL DISTANCE)
S = POSTED SPEED LIMIT, OR OFF-PEAK 85 PERCENTILE SPEED IN MPH PRIOR TO WORK STARTING,
OR THE ANTICIPATED OPERATING SPEED IN MPH
2 - n L n

AND TRANSITIONS.
RAISED ASPHALT ISLANDS, AND VERTICAL PANELS.

DISTANCE IS FOR APPLICATION WITH CHANNELIZING DEVICE AND PAVEMENT MARKING TAPERS
CHANNELIZING DEVICES INCLUDE DRUMS, CONES, TUBULAR MARKERS,

BARRICADES,
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