
TIME LIMITATION FOR PAVEMENT MARKINGS AND  
MARKERS ON NEWLY RESURFACED AREAS: 
(12-18-07) (Rev. 08-17-10) RWZ-4 

 
Markings: Two-Lane, Two-Way Facilities 
 
For all two-lane, two-way facilities, place all edge lines and other symbols within 30 calendar 
days after they have been obliterated by the resurfacing operation. 
 
Markings: All Facilities 
 
The observation period for pavement markings on a specific map are subject to all requirements 
as specified in the Project Special Provision entitled “PAVEMENT MARKING LINES” 
contained elsewhere in the contract and begins with the satisfactory completion of all pavement 
markings required on that specific map. 
 
Any portion of stop bars that are obliterated at intersections of a multilane roadway and all its 
approaches shall be replaced by the end of each work day prior to opening the lane to traffic.  
Any portion of stop bars that are obliterated at 2-lane 2-way roadway intersections shall be 
replaced by the end of 5th calendar day. 
 
Prior to opening the lane(s) to traffic, all pavement markings that are obliterated by milling 
should be replaced as specified in Subarticle 1205-3(D) Time Limitations for Replacement of the 
Standard Specifications or as stated herein. 
 
Final pavement marking applications of paint shall be placed in 2 applications of 15 mils wet 
each.  Each application of paint pavement marking lines will be measured and paid for as the 
actual number of linear feet of pavement marking lines that have been satisfactorily placed and 
accepted by the Engineer. 
 
Markers: All Facilities 
 
Install permanent pavement markers within 60 calendar days after completing the resurfacing on 
each map. 


