
CHAIN LINK FENCING WITH BARBED WIRE ON EXTENSION ARMS:
	(7-1-95)
	866
	SP8 R100


Description

Provide [size________________] chain link fencing with barbed wire on extension arms in accordance with the plans, Section 866 of the 2012 Standard Specifications, and the provisions herein. 

Construction Methods

On all [size________________] fencing on this project, place three strands of barbed wire placed at the top of the fence fabric.  Attach the barbed wire to extension arms that are to be fitted to the post tops. 

Provide extension arms constructed to locate the top most strand of barbed wire approximately 12 inches above and approximately 12 inches out from the top rail.  Space all strands of barbed wire at an approximately equal distance from each other.  Make provisions for supporting the top rail.  The arm shall make a 45 degree angle with the post, and be an item of standard manufacture.  Have samples of extension arms to be used on the project approved prior to their installation.

Fabricate the extension arms from pressed steel or malleable wrought iron, or either of these materials in conjunction with a cast base.  Provide a minimum weight of the arm material of 14 gauge.  Provide a complete arm assembly of sufficient strength to support the barbed wire when stretched to proper tension.  Galvanize all arms in accordance with ASTM A153.

Erect extension arms so as to point away from the pavement.  Splicing of barbed wire between the arms will not be permitted.  Use a method of attaching barbed wire to the arms acceptable to the Engineer.

Measurement and Payment

No direct payment will be made for furnishing and installing the barbed wire and extension arms as such work will be considered incidental to other work being paid by the various fencing items in the contract.

