Roadway Detail Drawing for Guardrail Placement

**NOTES:**

- Guardrail installation is defined as having a guardrail installation.

- When grades are less than those in Exhibit B, such that an embankment or fill is provided, guardrail shall be installed as shown.

- Guardrail shall be installed as shown at intersections, underpasses, and overpasses.

- Guardrail shall be installed as shown at grades.

- Guardrail shall be installed as shown at 36' intervals.

- Guardrail shall be installed as shown on the plans.

**STATE OF NORTH CAROLINA**

**DEPT. OF TRANSPORTATION**

**DIVISION OF HIGHWAYS**

**RALEIGH, N.C.**

**GUARDRAIL PLACEMENT**

**CONTRACT STANDARDS AND DEVELOPMENT UNIT**

**RALEIGH, N.C.**

**SEE TITLE BLOCK**

**DRAWN BY: J. HOWERTON**

**DATED: 06-22-12**

**CHECKED BY: D. PIMENTAL**

**DATE: 06-23-12**
GUARDRAIL TREATMENT AT CURB AND GUTTER

GUARDRAIL PLACEMENT

STATE OF NORTH CAROLINA
DEPT. OF TRANSPORTATION
DIVISION OF HIGHWAYS
RALEIGH, N.C.

GUARDRAIL TREATMENT
GUARDRAIL PLACEMENT
CURB AND GUTTER

SEE TITLE BLOCK