Guardsrail Installation

Roadway Detail Drawing for

Guardsrail Installation

State of North Carolina
Dept. of Transportation
Division of Highways
Raleigh, N.C.

Transition from 1'-11" to 2'-1" W-Beam Guardsrail Mounting Height

Elevation View

NOTE: If existing guardrail is less than 1'-11", use an additional W-Beam guardrail. In some cases, a guardrail may be mounted on top of a guardrail.

Sheet No.

Project Reference No.

File Spec.

CHECKED BY: D 8 6 2 RALEIGH, N.C.

MODIFIED BY: 2 2 0 1 2 DIVISION OF HIGHWAYS

J HOWERTON 06-22-12 DEPT. OF TRANSPORTATION

FAX 919-250-4119 STATE OF NORTH CAROLINA

GUARDRAIL INSTALLATION

ROADWAY DETAIL DRAWING FOR

SEE TITLE BLOCK

CONTRACT STANDARDS
AND DEVELOPMENT UNIT
Office 919-707-6950 FAX 919-250-4119

DOCUMENT NOT CONSIDERED FINAL

NOTE: IF EXISTING GUARDRAIL IS LESS THAN 1'-11" USE AN ADDITIONAL W-BEAM GUARDRAIL. IN SOME CASES, A GUARDRAIL MAY BE MOUNTED ON TOP OF A GUARDRAIL.