Adding Table of Contents (TOC) and Top of Page links to the Specifications Manual (using to HTML)
[bookmark: _GoBack][image: ]
1. Click on the Edit button.
[image: ]
2. Place you mouse at the top of the edit screen. 
3. Click on the Edit Source button.
4. Place you mouse at the top of the edit screen and paste the TOC HTML code in.
[image: ]
5. You will see the HTML at the top of the screen.

[image: ]
6. Click the OK button.
7. You will see the TOC at the top of the column.
[image: ]
8. Select one of the Headers to add the anchor HTML
[image: ]
9. You will see the header highlighted.
[image: ]
10. Paste the Anchor and Top of Page HTML just above the Header Text.
11. Click the OK button.
[image: ]
12. You will see the top of page and the Gray Line which holds the Anchor tag.
[image: ]
13. Continue to add Anchor Tags and Click the SAVE button.
[image: ]

14. Click on the SearchLink to view the Section you worked on.
[image: ]
15. You can see the section and TOC. Test the links to see if it worked.
[image: ]


HTML TOC and Anchor Tags

===============
SAMPLE
DIVISON 4
SECTION 430
===============

<table class="ms-rteTable-default" cellspacing="0" style="width: 100%; font-size: 8pt;">
 <tbody>
  <tr class="ms-rteTableHeaderRow-default" style="font-size: 8pt;">
   <th class="ms-rteTableHeaderFirstCol-default" rowspan="1" colspan="1" style="width: 458px; font-size: 8pt;">
    <p style="text-align: center;">Contents</p> 
      <a href="#430-1">430-1 - DESCRIPTION</a><br/>
      <a href="#430-2">430-2 - MATERIALS</a><br/>
      <a href="#430-3">430-3 - HANDLING AND STORAGE</a><br/>
      <a href="#430-4">430-4 - METHODS AND EQUIPMENT</a><br/>      
      <a href="#430-5">430-5 - BEARINGS AND ANCHORAGES</a><br/>
      <a href="#430-6">430-6 - ERECTION AND INSTALLATION</a>      
             <ul>
              <a href="#430-6a">(A) General</a><br/>
              <a href="#430-6b">(B) Cored Slabs</a><br/>		These can be Numbers or Letters.
              <a href="#430-6c">(C) Box Beams</a>                 
             </ul>      
      <a href="#430-7">430-7 - PAINTING</a><br/>
      <a href="#430-8">430-8 - MEASUREMENT AND PAYMENT</a>                                                                               
            </th>
         </tr>
      </tbody>
   </table>
<hr width="100%" size="3" color="grey"/>
<a name="430-1" id="430-1"></a>


===============
Back to Top goes at the bottom of each Sub-section.
===============


<div style="margin: 0in 0in 0pt; text-align: right; text-indent: 0.5in; font-family: verdana; font-size: 10pt;">
   <span style="color: #0072bc;">
      <a href="#top" target="_blank">
         <span>[top of page</span>]</a></span>
</div>
<hr width="100%" size="3" color="grey"/>
<a name="440-1" id="440-1"></a>


Change to match each of the content links.
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2012 Standard Specifications ||

Name of the manual

04 MAJOR STRUCTURES
“The number of the Division

SECTION 440 STEEL STRUCTURES
‘The name of the Section within a Division

SM-04-440
“This is used to sort the Chapters and Sections into the appropriate order. An example
of the formet for this field is: SM-01-104.

2 letter: Manual Abbr: (SM, RR)

2 digit: Division #

3 digit: Section # f applicable)

Example: SM-01-104

4401 - DESCRIPTION
4402 MATERIALS

4403 - HANDLING AND STORAGE
440.4 - METHODS AND EQUIPMENT
440.5 - BEARINGS AND ANGHORAGES
4406 - ERECTION AND INSTALLATION

1. General
2. Cored Siabs
3. BoxBeams

440.7-PAINTING
440.5- MEASUREMENT AND PAYMENT

4401 DESCRIPTION

|Construct steel structures and steel structure portions of composite.
|structures in conformity with the lines, grades and dimensions shown in the
pians and as specified in these specifications.

Furnish, fabricate, galvanize, deliver, place, erect, clean, shop paint and field
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440.5- MEASUREMENT AND PAYMENT

4401 DESCRIPTION

|Construct steel structures and steel structure portions of composite.
|structures in conformity with the lines, grades and dimensions shown in the
pians and as specified in these specifications.

Furnish, fabricate, galvanize, deliver, place, erect, clean, shop paint and field
paint structural metals and all other materials; furnish, erect and remove.
falsework: set bearings and anchorage; weld and furnish all materials for
/and assemble all structural joints. Structural metals include structural steels,
metalic electrodes, steel forgings and castings, gray iron and malleable iron
[castings, drain pipes and any incidental metal construction

Before starting work, inform the Engineer as to the proposed method of
lerection

MATERIAL!

Refer to Division 10.

Item Section
Anchor Bolts 1072-4
Bearing Plate 1072:3
Assemblies

Elastomeric Bearings 10792
High Strength Bots, 1072:5
Nuts, Washers and

Direct Tension

Indicators

Organic Zinc Repair 1080-9
Paint

Preformed Bearing 10791
Pads

#100%
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<a name="440-1" 1d="440-1"></a>
<div class="ExternalClassDBAE406774724F08AGACOT3IFE4675615">
<p>e$160;</p>
<>
<strong>440</strong><strong>-</strong><strong>1</strong><strong>&#160; £4160; 44160; 54160;
</strong>
<strong>DESCRIPTION/ strong></p>
<p>Construct steel structures and steel structure portions of composite structures in
conformity with the lines, grades and dimensions shown in the plans and as specified in these
specifications.</p>
<p>Furnish, fabricate, galvanize, deliver, place, erect, clean, shop paint and field paint
structural metals and all other materials; furnish, erect and remove falsework; set bearings
and anchorage; weld and furnish all materials for and assemble all structural joints.&#160;
Structural metals include structural steels, metallic electrodes, steel forgings and castings,
gray iron and malleable iron castings, drain pipes and any incidental metal comstruction.</p>
<p>Before starting work, inform the Engineer as to the proposed method of erection.</p>

<p>Refer to Division

<a href="/stage/connect/resources/Speci fications/20125tandSpecsMan/DIVISIONS2010420parts
201.doc">

<span style="text-decoration: underline;">10</span></a>.</p>
<table width="100%" class="ms-rteTable-default” cellspacing="
<tbody>
<tr>

<td class="ms-rteTable-default” style="width: 33.33%;
<strong>Ttem</strong></td>
<td class="ms-rteTable-default” style="width: 33.33%;">&$160;</td>
<td class="ms-rteTable-default” style="width: 33.33%;">
<strong>Section</strong></td>
</tr>
<tr>
<td class="ms-rteTable-default">Anchor Bolts</td>
<td class="ms-rteTable-default"></td>
<td class="ms-rteTable-default">
<a href="/stage/connect/resources/Specifications/20125tandSpecsMan/DIVISIONY
2010%20part32011inks.doc#D1072_4">

<
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<a href="§440-6">440-8 - MEASUREMENT AND PAYMENT</a></th>
</ve>
</tbody>
</table>

"ExternalClassDBAE406774724F0AGACOTIFEL6T5615">
<p>e$160;</p>
<>
<strong>440</strong><strong>-</strong><strong>1</strong><strong>&#160; £4160; 44160; 54160;
</strong>
<strong>DESCRIPTION/ strong></p>
<p>Construct steel structures and steel structure portions of composite structures in
conformity with the lines, grades and dimensions shown in the plans and as specified in these
specifications.</p>
<p>Furnish, fabricate, galvanize, deliver, place, erect, clean, shop paint and field paint
structural metals and all other materials; furnish, erect and remove falsework; set bearings
and anchorage; weld and furnish all materials for and assemble all structural joints.&#160;
Structural metals include structural steels, metallic electrodes, steel forgings and castings,
gray iron and malleable iron castings, drain pipes and any incidental metal comstruction.</p>
<p>Before starting work, inform the Engineer as to the proposed method of erection.</p>
<p>

<div style="margin: Oin 0in Opt; text-align: right; text-indent: 0.5in; font-family: verdana;
font-size: 10p

<a href="$top g
<span>[top of page</span>]</a></span>

<strong>440</strong><strong>-</strong><strong>2</strong>e#160; £4160; 64160;6160;
<strong>MATERTALS</strong></p>
<p>Refer to Division
<a href="/stage/connect/resources/Speci fications/20125tandSpecsMan/DIVISIONS2010420parts
201.doc">
<span style="text-decoration: underline;">10</span></a>.</p>
<table width="100%" class="ms-rteTable-default” cellspacing="
<tbody>
<tr>
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'440.5 ERECTION AND INSTALLATION

1. General
2. Cored Siabs
3. BoxBeams

440.7-PAINTING
440.5- MEASUREMENT AND PAYMENT

4401 DESCRIPTION

|Construct steel structures and steel structure portions of composite.
|structures in conformity with the lines, grades and dimensions shown in the
pians and as specified in these specifications.

Furnish, fabricate, galvanize, deliver, place, erect, clean, shop paint and field
paint structural metals and all other materials; furnish, erect and remove.
falsework: set bearings and anchorage; weld and furnish all materials for
/and assemble all structural joints. Structural metals include structural steels,
metalic electrodes, steel forgings and castings, gray iron and malleable iron
[castings, drain pipes and any incidental metal construction

Before starting work, inform the Engineer as to the proposed method of
lerection

[top of page]|

4402 MATERIALS

Refer to Division 10.

Item Section
Anchor Bolts 10724
Bearing Plate 1072:3
Assemblies

Elastomeric Bearings 10792
High Strength Bots, 1072:5

Nuts, Washers and

#100%
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Elastomeric Bearings will be paid at the contract lump sum price. A
These prices and payments will be full compensation for all ftems required to
erect prestressed concrete members, including, but not limited to, those
items contained in Article 430-1

Payment will be made under:

Pay Item Pay Unit

__"Prestressed Linear Foot
Concrete Girders

30X Linear Foot
Prestressed Concrete

Cored Slabs

30X Linear Foot
Prestressed Concrete

Box Beams

Concrete Box Beams Linear Foot
Elastomeric Bearings Lump Sum

[top of page]|

Contains the content for the section.

SECTION 430 ERECTING PRESTRESSED CONCRETE

searchsection *
Must be the same as Section
Version: 7.0 _
Created at 9/29/2015 11:50 AM by Ml
Filler, Alfred L
Last modified at 9/29/2015 3:36 PM by Bl
Filler, Alfred L

©North Carolina Dept. of Transportation | Privacy Statement | Accessibilty
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¥ Division : 01 GENERAL REQUIREMENTS
0

¥ Division : 02 EARTHWORK (15)
» Division : 03 PIPE CULVERTS (6)

4Division : 04 MAJOR STRUCTURES (18)

SECTION 400 TEMPORARY
STRUCTURES

'SECTION 402 REMOVAL OF EXISTING
STRUCTURES

SECTION 410 FOUNDATION
EXCAVATION

SECTION 411 DRILLED PIERS

SECTION 412 UNCLASSIFIED.
STRUCTURE EXCAVATION

SECTION 414 BOX CULVERT
EXCAVATION

'SECTION 416 CHANNEL EXCAVATION
'SECTION 420 CONCRETE STRUCTURES

SECTION 422 BRIDGE APPROACH
sLass

SECTION 425 FABRICATING AND
PLACING REINFORCEMENT

SECTION 430 ERECTING PRESTRESSED
CONCRETE

SECTION 440 STEEL STRUCTURES

SECTION 442 PAINTING STEEL
STRUCTURES

SECTION 450 PILES

SECTION 452 SHEET PILE RETAINING
WALLS

'SECTION 454 WATERPROOFING AND
DAMPPROOFING

SECTION 460 BRIDGE RAILING
SECTION 462 SLOPE PROTECTION

¥ Division : 05 SUBGRADE, BASES AND
SHOULDERS (1)

» Division : 06 ASPHALT PAVEMENTS (14)

» Division : 07 CONCRETE PAVEMENTS AND
SHOULDERS (4)

SECTION 430 ERECTING PRESTRESSED CONCRETE

Gontents

4301 - DESCRIPTION
430-2- MATERIALS
430-3 - HANDLING AND STORAGE
430-4 - METHODS AND EQUIPMENT
430-5 - BEARINGS AND ANCHORAGES
430-6 - ERECTION AND INSTALLATION

1. General

2. Cored Slabs

3. Box Beams.

4307 - PAINTING
430-8 - MEASUREMENT AND PAYMENT

43041 DESCRIPTION

Fumish and erect precast-prestressed concrete bridge members other than piling. Furnish,
galvanize, place and paint, as applicable, bearing components, anchor bolts, washers, nuts,
structural and reinforcing steel, miscellaneous hardware, paint, bearing assemblies and all
other materials: handle, transport and store materials; furnish erection drawings: paint; set
bearings and anchorage; grout and erect and install the bridge members and all other items
necessary to complete the erection in accordance with the contract.

When used in this section, the term prestressed concrete refers to precast, pretensioned,
prestressed concrete.

[top of page]

4302 MATERIALS

Refer to Division 10.

Item Section
Bearing Plate Assemblies 10723
Elastomeric Bearings. 1079-2
Organic Zinc Repair Paint 1080-9
Plain Steel Bars, Threaded 10743
Ends

Precast-Prestressed 1078
Members

#100%
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Name of the manual

04 MAJOR STRUCTURES
“The number of the Division

SECTION 440 STEEL STRUCTURES
‘The name of the Section within a Division

SM-04-440
“This is used to sort the Chapters and Sections into the appropriate order. An example
of the formet for this field is: SM-01-104.

2 letter: Manual Abbr: (SM, RR)

2 digit: Division #

3 digit: Section # f applicable)

Example: SM-01-104

4401 DESCRIPTION

Construct steel structures and steel structure portions of composite

[Struetras in confarmity with the lines_Arades and dimensions shown in the

®100% ~
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HTML SOURCE

kdiv class="ExternalClassDBAE406774724F0BAGACOTIFEL6TS615">
<p>e$160;</p>
<>
<strong>440</strong><strong>-</strong><strong>1</strong><strong>s#160; c#160; 6$160; £4160;
</strong>
<strong>DESCRIPTION</strong></p>
<p>Construct steel structures and steel structure portions of composite structures in
conformity with the lines, grades and dimensions shown in the plans and as specified in these
specifications.</p>
<p>Furnish, fabricate, galvanize, deliver, place, erect, clean, shop paint and field paint
structural metals and all other materials; furnish, erect and remove falsework; set bearings
and anchorage; weld and furnish all materials for and assemble all structural joints.&#l60;
Structural metals include structural steels, metallic electrodes, steel forgings and castings,
gray iron and malleable iron castings, drain pipes and any incidental metal construction.</p>
<p>Before starting work, inform the Engineer as to the proposed method of erection.</p>
>
" cotrong>440</ strongs<strong—</ strong><atrong>2</strong>c#160; £4160; £H160; 44160
<strong>MATERTALS</strong></p>
<p>Refer to Division
<a href="/stage/connect/resources/Specifications/20125tandSpecsMan/DIVISIONS2010%20partt
201.doc">
<span style="text-decoration: underline;">10</span></a>.</p>
<table width="100%" class="ms-rteTable-default” cellspacing="0">
<tbody>
<tr>
<td class="ms-rteTable-default” style="width: 33.33%;">
<strong>Ttem</strong></td>
<td class="ms-rteTable-default” style="width: 33.33%;">&$160;</td>
<td class="ms-rteTable-default” style="width: 33.33%;">
<strong>Section</strong></td>
</tr>
<tr>
<td class="ms-rteTable-default">Anchor Bolts</td>
<td class="ms-rteTable-default"></td>
<td class="ms-rteTable-default">
<a href="/stage/connect/zresources/Specifications/20125tandSpecsMan/DIVISIONY
2010%20part#201links.doc#D1072_4"><span style="text-decoration: underline;">1072-
4</span></a></td>
</tr>
<tr>

A





image4.png
https//inside ncdot gov/stage/ conect/resources/Specifications/Lists/2012StandSpecsMan/EditFor O + @ O

2012 Standard Specifica,

7

<tr class="ms-rteTablelieaderRou-default
<th class="ms-rteTableHeaderFirstCol-default”

enter; ">Contents</
1 - DESCRIPTION</a>

2 - MATERTALS</a>

3 - HANDLING AND STORAGE</a><br/>

4 — METHODS AND EQUIEMENT</a><br/><a href="#440-5">440-5 —

ERECTION AND INSTALLATION</a>

$440-6a">1. General</a><br/>
$440-6b">2. Cored Slabs</a><br/>
$440-6c">3. Box Beams</a></ul>

7 ~ PAINTING</a><br/>

"ExternalClassDEAE406774724F00AGACOTIFEL6TS615™>
<p>e$160;</p>
<>
<strong>440</strong><strong>-</strong><strong>1</strong><strong>s#160; c#160; 6$160; £4160;
</strong>
<strong>DESCRIPTION</strong></p>
<p>Construct steel structures and steel structure portions of composite structures in
conformity with the lines, grades and dimensions shown in the plans and as specified in these
specifications.</p>
<p>Furnish, fabricate, galvanize, deliver, place, erect, clean, shop paint and field paint
structural metals and all other materials; furnish, erect and remove falsework; set bearings
and anchorage; weld and furnish all materials for and assemble all structural joints.&#l60;
Structural metals include structural steels, metallic electrodes, steel forgings and castings,
gray iron and malleable iron castings, drain pipes and any incidental metal construction.</p>
<p>Before starting work, inform the Engineer as to the proposed method of erection.</p>

<>

<

Dravings and





