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Description

Grade the project to the typical sections and details shown.  Grading shall be comprehensive grading as defined in Section 226 of the Standard Specifications, and shall include clearing and grubbing; all excavation within the area of the Typical Sections, including borrow, unclassified, and undercut excavation; construction of embankments, subgrade, and shoulders; construction of all intersecting roads and drives; the construction of all ditches within the area of the right of way or easements; all drainage ditch excavation; all silt excavation; removal, resetting, and maintenance of all mailboxes; removal and disposal of existing pavement, cross-line and driveway pipe, concrete and asphalt driveways; the disposal of any other unsuitable material in a waste area provided by the contractor; the loading, hauling, placement, shaping, and compaction of any excavated earth material; backfilling with a suitable material of all structures, and pavement removal.

Construction Method

Dispose of any waste material and/or furnish any borrow material needed.  Borrow quantity for this project is estimated at ____ cubic yards.  The Contractor should make his own determination of borrow quantities.  No material may be wasted or removed from the project unless approved by the Engineer.

Shape, compact, and grade the slopes, ditches, subgrade and shoulders to the lines, grades, and typical sections established by the plans or as directed by the Engineer.  Roadway ditches shall be cleaned, reshaped, and maintained until final acceptance of the project.  Drainage adequate for the protection of the subgrade shall be provided at all times. Grading shall include shaping all disturbed areas to facilitate drainage, prevent the impoundment of water, and dressing all areas to a condition suitable for seeding and mulching by the Contractor.  Previously approved subgrade that is damaged by natural causes, construction or hauling equipment, or traffic, shall be restored to the required lines, grades, typical sections, and densities at no expense to the Department.

Excavated areas shall be uniformly graded, well compacted, and free of debris and loose material.  Excavated areas adjacent to existing pavement having more than a 2 inch drop from the edge of pavement shall not be left open overnight.  Such areas shall be made safe by the placement of solid material at a 6:1 or flatter slope.  All open areas shall be identified and guarded by adequate traffic control devices as directed and approved by the Manual of Uniform Traffic Control Devices (MUTCD), Roadway Standard Drawings, and the Engineer.

Remove and satisfactorily dispose of vegetation and debris from within the project limits.  All waste disposal shall be in accordance with state, federal and local regulations regarding the disposal of waste material.  All permits and fees for any such disposal shall be the responsibility of the Contractor, and the Department shall not be held liable for disposal of any materials outside the project right of way.

Measurement and Payment

Grading will be paid in accordance with Article 226-3 of the Standard Specifications.  No separate payment will be made for borrow as it shall be incidental to the comprehensive item Grading.

