
ASPHALT CAP:
	(2-28-12)
	660
	SPD 6-750



Description

Construct an Asphalt Cap at locations specified on the plans or as directed by the Engineer.  Place the asphalt cap on a prepared surface in accordance with Section 610 of the 2018 Standard Specifications and in reasonably close conformity with the lines, grades, thickness and typical sections shown on the plans.  This work includes but is not limited to producing, weighing, transporting, placing and compacting the plant mix; furnishing aggregate, asphalt binder, anti-strip additive and all other material for the plant mix.

Materials

Refer to Division 10 of the 2018 Standard Specifications.

	Item
	Section

	Anti-Strip Additives
	1012-1(G)

	Asphalt Binder, Performance Grade
	1020-2

	Coarse Aggregate
	1012-1(B)

	Fine Aggregate
	1012-1(C)

	Mineral Filler
	1012-1(D)



Construction Methods

[bookmark: _GoBack]Construction shall be in accordance with Section 610 of the 2018 Standard Specifications.

Measurement and Payment

Asphalt Cap, Type __ will be measured and paid as the actual tons of asphalt plant mix satisfactorily placed.  The asphalt plant mixed material shall be measured by being weighed in trucks on certified platform scales or other certified weighing devices.  Any requirement included in the contract that provide for adjustments in compensation due to variation in the price of asphalt cement will not be applicable to payment for the work covered by this provision.  Such payment will be full compensation for but not limited to all materials, labor and equipment necessary.

Payment will be made under:

	Pay Item
	Pay Unit

	Asphalt Cap, Type __
	Ton



