
SLOPE SCALING:
	(2-7-14)
	
	SPD 02-500



Description

Remove loose rock material by appropriate manual scaling at the direction of the Engineer.  Work includes removal and disposal of the scaled rock and soil materials.

“Manual scaling” is defined as all authorized work by the manual scaling crew including scaling, grubbing, sounding, trimming with hand-tools and hand-held machine tools and air bags.

Contractor Qualifications

Use a prequalified scaling contractor for rock slope stabilization work.  Submit documentation that the scaling contractor has successfully completed at least 5 scaling projects within the last 3 years similar to this project.  Submit documentation that the Superintendent and Project Manager each have a minimum of 5 years’ experience in scaling with past projects of scope and complexity similar to that anticipated for this project.  Documentation shall include resumes, references, certifications, project lists, and experience descriptions and details.  Perform work with the personnel submitted and accepted.  If personnel changes are required during construction, suspend work until replacement personnel documentation is submitted and accepted.

Construction Methods

Use a work unit consisting of the following:

(A)	A 2-person man-lift, crane, ropes or other suitable equipment, capable of accessing existing rock faces up to those heights present on the project.

[bookmark: _GoBack](B)	A work crew, consisting of a minimum of 2 scalers (2 man-hours per hour worked) completely conversant with scaling at heights, is required.

(C)	Tools and material needed for the efficient performance of the work.

Undertake manual scaling from the top of the rock face down to ensure that the scaling crew is not working beneath loosened or undercut sections of the rock face.

At the start of each workday, the scaling crew is required to inspect the rock face to identify rock that requires immediate removal so as not to endanger the workers.

Prior to ending the day’s operation, the scaling crew is required to inspect the rock face for approval by the Engineer.

Measurement and Payment

Slope Scaling will be measured and paid at the contract unit price per man hour.  This work includes, but is not limited to, furnishing the labor, tools, equipment and materials; removal of the scaled material; and performing the actual scaling work.

Payment will be made under:

	Pay Item
	Pay Unit

	Slope Scaling
	Man-Hour



