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Prior to the installation of the replacement seal, perform the following:

Remove the existing material as recommended by the manufacturer, utilizing methods that will not damage any other portion of the joint system or the bridge.  If any portion of the joint or bridge is damaged, notify the Engineer immediately for inspection and method of repair.  Any portion of the joint or the bridge that is damaged and is deemed to be caused by Contractor negligence shall be properly repaired and or replaced at no additional expense to the Department

Clean the joints by sandblasting with clean dry sand immediately before placing the bonding agent.  Sandblast the joint opening to provide a firm, clean joint surface free of curing compound, loose material and any foreign matter.  Sandblast the joint opening without causing pitting or uneven surfaces.  The aggregate in the elastomeric concrete may be exposed after sandblasting.

After blasting, either brush the surface with clean brushes made of hair, bristle or fiber, blow the surface with compressed air, or vacuum the surface until all traces of blast products and abrasives are removed from the surface, pockets, and corners.  If nozzle blasting is used to clean the joint opening, use compressed air that does not contain detrimental amounts of water or oil.  Examine the blast cleaned surface and remove any traces of oil, grease or smudge deposited in the cleaning operations.

Install the joint filler material the same day the surface is blast cleaned.  Install the filled joint seal material according to the manufacturer’s procedures and recommendations and per Article 420-10 of the Standard Specifications.  Seal all expansion joints with low modulus silicone sealant per Article 1028-3 of the Standard Specifications.

The installed system shall be watertight and will be monitored until final inspection and approval.  Do not place pavement markings on top of filled joint seals.

Measurement and Payment

Filled Expansion Joint Replacement will be paid at the linear foot contract price per linear foot and will be full compensation for furnishing all material, including labor, tools, and incidentals necessary for replacing the filled joint seals in place.

Payment will be made under:

	Pay Item
	Pay Unit

	Filled Expansion Joint Replacement
	Linear Foot



